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Abstract

District heating networks are commonly addressed in the literature as one of the most effective solutions for decreasing the 
greenhouse gas emissions from the building sector. These systems require high investments which are returned through the heat
sales. Due to the changed climate conditions and building renovation policies, heat demand in the future could decrease, 
prolonging the investment return period. 
The main scope of this paper is to assess the feasibility of using the heat demand – outdoor temperature function for heat demand 
forecast. The district of Alvalade, located in Lisbon (Portugal), was used as a case study. The district is consisted of 665 
buildings that vary in both construction period and typology. Three weather scenarios (low, medium, high) and three district 
renovation scenarios were developed (shallow, intermediate, deep). To estimate the error, obtained heat demand values were 
compared with results from a dynamic heat demand model, previously developed and validated by the authors.
The results showed that when only weather change is considered, the margin of error could be acceptable for some applications
(the error in annual demand was lower than 20% for all weather scenarios considered). However, after introducing renovation 
scenarios, the error value increased up to 59.5% (depending on the weather and renovation scenarios combination considered). 
The value of slope coefficient increased on average within the range of 3.8% up to 8% per decade, that corresponds to the 
decrease in the number of heating hours of 22-139h during the heating season (depending on the combination of weather and 
renovation scenarios considered). On the other hand, function intercept increased for 7.8-12.7% per decade (depending on the 
coupled scenarios). The values suggested could be used to modify the function parameters for the scenarios considered, and 
improve the accuracy of heat demand estimations.
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Abstract 

Organic Rankine cycle (ORC) engines in waste-heat recovery applications experience variable heat-source conditions (i.e. 
temperature and mass flow-rate variations). Maximising ORC system performance while accounting for off-design operation in 
response to such variations is of crucial importance for the financial viability and wider adoption of this technology. In this paper, the 
off-design performance of an ORC engine is investigated in a heat-recovery application from a stationary internal combustion engine 
(ICE), employing a screw expander and two heat exchanger (HEX) architectures. Unlike previous studies where the ORC expander 
and HEX performance are assumed fixed during off-design operation, here we consider explicitly the time-varying characteristics of 
these system components. Nominal system sizing results indicate that the screw expander isentropic efficiency exceeds 80%, and 
that the heat transfer area requirements of plate HEXs (PHEXs) are 50% lower than those of double-pipe HEXs (DPHEX). 
Following nominal system design, the ORC engine operation is optimised at conditions relating to part-load (PL) operation of the 
ICE. Although, the heat transfer coefficients in the evaporator decrease by 30% at PL, the HEX effectiveness increases by up to 20% 
due to higher temperature differences between the working fluid and the heat source, and the performance of the PHEX appears less 
sensitive to off-design operation conditions. The optimum PL screw expander efficiency maps reveal only a minor reduction of the 
expander efficiency (by 2%) relative to the design conditions. Optimum off-design maps indicate that the power output of the ORC 
engine reduces to 72% of full-load for an ICE at 60% of full-load, and that ORC engines with PHEXs generate slightly more power 
for the same heat-source conditions. Overall, the tool developed predicts ORC performance over an operating envelope and allows 
the selection of optimal HEX and expander designs. The findings can be used by ORC plant operators to optimise the ORC engine 
power output given varying on-site heat-source conditions, and by ORC vendors to inform HEX and expander design decisions. 
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1. Introduction 

Organic Rankine cycle (ORC) engines are a promising technology for recovering low- to medium-grade renewable or 
waste heat for power generation [1,2]. There is prolific literature on the design, sizing and associated cost of ORC systems, 
where performance is optimised for given (fixed) heat-source conditions. Nevertheless, in real applications ORC engines 
experience continually varying heat-input conditions; this may be from an inherently variable solar input [3-5], waste heat 
from industrial processes [6,7], or the exhaust-gas stream of internal combustion engines (ICEs) or boilers in combined 
heat and power (CHP) applications [8]. Key for the wider adoption of the technology is the maximization of a system’s 
operating hours once installed, to improve its economic proposition [9]. This requires ORC engines that are able to follow 
the heat-source variations, and maintain high efficiency not only at design conditions, but also during off-design operation.  

The off-design performance (e.g. power output) of an ORC engine is influenced by: i) the ability of the evaporator 
heat exchanger (HEX) to extract heat from a time-varying heat source, and ii) the expander efficiency under varying 
operating conditions of the working fluid (degree of superheat, pressure, mass flow rate etc.). In typical ORC engine 
design, the system is optimised thermodynamically based on the design (or ‘nominal’) heat-source conditions. The 
system components are then sized to deliver the design duty. At this stage, the ORC engine component sizes are fixed. In 
order to evaluate performance at off-design operation, it is of paramount importance to predict the performance of the 
various components at these conditions, i.e. to estimate the evaporator off-design heat transfer, and thus the resulting 
working-fluid conditions at the expander inlet, while also predicting the expander’s new optimum operating point. 

There is limited literature on ORC engine performance evaluations at off-design conditions, with some studies focusing 
on expander performance and others on the HEXs. Badescu [10] evaluated ORC systems in vehicle applications operating 
at off-design conditions, focusing on HEX performance and assuming a fixed expander efficiency. Uusitalo [11] evaluated 
experimentally HEX performance under varying heat-input to the ORC system. Lecompte [12] evaluated the off-design 
operation of a low-temperature ORC engine, including components sizing and costing. The most well-documented 
expander machines considered in such off-design studies are turbines [13–15]. Although volumetric expanders are a 
promising technology for small/medium-scale ORC engines, there are only a few studies available on off-design operation 
of volumetric machines. Of interest here are scroll [16] and screw expanders [17,18], while piston expanders are the least 
documented [19]. A review of the literature reveals that a limited number of studies have investigated the performance of 
ORC engine HEXs and volumetric expanders at off-design conditions, with the majority of the available studies assuming 
a fixed performance for the ORC system components during off-design operation. This work differs from previous efforts 
in that it considers explicitly the time-varying performance characteristics of alternative HEX architectures, combined with 
the time-varying performance of screw expanders in order to obtain optimum ORC engine off-design performance maps, 
and to maximise the system power output. In this context, the aim of this paper is twofold: i) to evaluate the off-design 
performance of ORC engines recovering heat from ICEs, with two candidate evaporator HEX architectures, i.e. double-
pipe HEX (DPHEX) and plate HEX (PHEX); and ii) to provide optimum ORC engine operation maps under varying heat 
source conditions, accounting for both the HEXs and screw expander performance variation. 

2. Methodology 

2.1. Organic Rankine cycle (ORC) engine model 

A subcritical, non-recuperative ORC architecture is considered in this study, recovering heat from the exhaust-gas 
stream of a stationary CHP-ICE, i.e. an ICE with heat recovery for cogenerated hot-water provision. For a detailed 
description of the ORC thermodynamic model, the reader is referred to Ref. [19]. Two types of HEXs are investigated for 
their off-design performance, namely double-pipe HEX (DPHEX) and plate HEX (PHEX) designs. For the nominal sizing 
exercise, the optimum thermodynamic cycle states, defined in the ORC optimisation stage (refer to Section 2.2), are used 
to size the various components. At this stage, the HEX area requirements, geometry, etc., are defined, so as to maintain a 
maximum pressure drop across the HEX of 50 kPa. The sizing is achieved by discretising the HEX in space into N-
sections, and by calculating for each i-section the corresponding local heat transfer coefficient (HTCi). The logarithmic 
mean temperature difference (LMTD) method is then used to obtain the area requirements for each section (Ai). 

For the off-design performance evaluation, the exhaust-gas temperature and mass flow rate vary, following 
operation of the ICE at part-load (PL), and the ORC engine operating points are optimised to adjust to the new heat-
source conditions. During this process, the moving-boundaries method for the HEXs is used. With the changes in 
temperature and flow rate, the phase boundaries as defined in the nominal sizing exercise change, but the overall heat 
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transfer area available is fixed. The optimiser predicts the PL performance at each section i of the HEX by calculating 
the new local HTCi. The Chisolm [20] correlation is used for the HTC calculation in the single-phase zone of the 
PHEX, and the correlation of Han [21] is used in the evaporating zone. In the condensing zone, the correlation of Han 
[22] is used. Details of the HTC and pressure drop correlations used for the DPHEX are presented in previous work of 
the authors [19]; the equations are omitted here for brevity. A screw machine is selected as the ORC engine expander. 
The advantages of screw expanders are the balanced loading of the main screw, their durability, the efficient operation 
at volume ratios of up to 7 and pressure ratios of up to 10, low noise, low vibration and compact configuration [23]. 
Screw expanders typically are reversed screw compressors and are capable of both dry- and wet-vapour expansion. In 
this study, the correlation provided by Astolfi [24] is used to predict the isentropic efficiency of the screw expander at 
design and off-design operation, which is based on available efficiency data of commercial screw compressors. Finally, 
the pump is a centrifugal type with a relatively flat curve, which can maintain a constant pressure head across a range 
of conditions. This feature is important, since for the off-design operation analysis that follows, the pressure head of the 
system is maintained at the nominal design levels, while the flow rates/temperatures are allowed to vary. 

2.2. Design and off-design optimisation 

The ORC engine is first optimised thermodynamically for maximum power output (�̇�𝑊net). The decision variables for 
this exercise include the evaporator and condenser pressures (𝑃𝑃evap, 𝑃𝑃con,), the mass flow rate of the working fluid 
(�̇�𝑚wf,), the superheating degree (SHD), the evaporator pinch point (𝑃𝑃𝑃𝑃evap,), and the number of expansion stages (𝑥𝑥exp) 
which can be up to two. For the off-design optimisation the evaporating/condensing pressure are assumed fixed, and the 
decision variables include the working fluid SHD, the mass flow rate (�̇�𝑚wf′), the heat source mass flow rate and leaving 
temperature (�̇�𝑚hs

′ ,  𝑇𝑇hs,out
′ ), and the expansion stages (𝑥𝑥exp′). The objective functions of the optimisation study are 

presented in Eqs. 1-2. A number of constraints during the nominal optimisation ensure that: i) the cycle is subcritical; ii) 
the minimum PP is not violated; iii) there is no two-phase expansion; and iv) the maximum working fluid temperature in 
the evaporator does not exceed the maximum recommended temperature for the specific fluid, to avoid decomposition. 
For the off-design optimization, apart from the thermodynamic constraints, the available HEX area is also fixed, and 
forms an additional constraint. Finally, a number of working fluids have been selected for the optimisation study, 
including conventional refrigerants, new low ODP/GWP compounds, along with some hydrocarbons. 

Nominal operation: Maximise  {�̇�𝑊net}
𝑃𝑃evap, 𝑃𝑃con, �̇�𝑚wf, 𝑆𝑆𝑆𝑆𝑆𝑆, 𝑃𝑃𝑃𝑃evap, 𝑥𝑥exp

 (1) 

Off-design operation: Maximise  {�̇�𝑊net′}
𝑇𝑇6′, 𝑇𝑇hs,out

′  , �̇�𝑚wf′, �̇�𝑚hs′, 𝑥𝑥exp′  (2) 

3. Results and discussion 

3.1. Nominal ORC engine power output and components sizing 

The exhaust-gas conditions of an CHP-ICE 1500 kW engine provided by EnerG have been used as the heat-source 
input profile to the ORC engine. The ORC engine is first optimised and sized at full (100%)-load ICE operation, and then 
off-design performance maps are obtained based on ICE PL operation from 100% to 60% of full load. It is noted that the 
exhaust-gas temperature increases at ICE PL (from 682 K at 100% ICE PL to 727 K at 60% PL), while the mass flow rate 
reduces (2.16-1.29 kg/s for 100%-60% PL). The power outputs of the optimum ORC engines are presented in Fig.1a for 
100% ICE load. The best performing ORC system generates 122 kW of power with Toluene, followed by R1233zd with 
110 kW. The screw expander performance is presented in Fig. 1b for the different expansion stages. All optimum cycles 
have two-stage expansion, aiming to keep the volume ratio (VR) of each expander stage between 4 and 5. It is noted that 
the fluids with the highest power output do not have the highest screw expander efficiency (ηexp). Although more power is 
generated from fluids such as R1233zd or Toluene (ηexp = 0.71-0.79), the expander efficiency is best for fluids such as 
R1234yf and R1234ze (ηexp = 0.80-0.83). These findings suggest that cycles with the former fluids can tolerate lower 
specification expander designs, while still generating more power at the design point. 

The HEX requirements from the evaporator and the condenser are presented in Fig. 2, with two different HEX 
architectures. For all working fluids investigated here, the DPHEX area requirements are almost double those of 
equivalent PHEXs. These findings highlight the compactness of PHEXs in comparison to DPHEXs, which allows 
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the transfer of an equivalent amount of heat over smaller heat transfer areas. Thus, they are suitable for applications 
where the physical size of the system is important. In terms of the relative heat transfer area requirements of the 
different fluids, the trend observed with either HEX design is the same. It is noted that lower PPs (lower LMDTs) 
result in higher area requirements. Therefore, even fluids with similar power outputs have completely different heat 
transfer area requirements, which will have significant implications on the cost of such engines. 

 

  
(a) (b) 

Fig. 1. ORC engine: a) power output, and b) screw expander performance, at design conditions (CHP-ICE 100% load) 

  
(a) (b) 

Fig. 2. Heat transfer area for: a) evaporator, and b) condenser, with DPHEX and PHEX, for ORC engine design conditions (CHP-ICE 100% load) 

3.2. ORC engine off-design performance maps 

In this section we present optimum ORC engine off-design performance maps with R1233zd, which is the best-
performing low ODP/GWP refrigerant as identified during the nominal optimisation analysis in Section 3.1. Off-
design maps of the evaporator overall heat transfer coefficient (U-value) are shown in Fig. 3, for the two investigated 
HEX architectures. As the ICE load reduces from 100% to 60%, the U-value reduces significantly, i.e. by up to 30% 
(DPHEX) and 25% (PHEX). The PHEX system has higher U-values than the DPHEX equivalent, which is in line 
with the lower heat transfer area requirements of the former. It is also observed that the PHEX U-values are less 
sensitive to PL conditions. Although, the U-value decreases, the overall evaporator effectiveness can improve as the 
system operates at off-design conditions (Fig. 4). This is attributed to the increase in the temperature difference 
between the heat source and working fluid streams in the evaporator at ICE PL. The exhaust-gas temperature 
increases from 680 K to 720 K, while the mass flow rate also reduces, making the heat transfer more effective, over 
the same available heat transfer area. For both architectures, the heater zone has the highest effectiveness, because this 
is where the minimum PP is recorded, followed by the superheater and the evaporator.  

Being able to predict the performance of both the HEXs and of the screw expander under variable heat-input 
conditions allows us to generate optimum off-design ORC engine power output maps. Optimum ORC system power 
output maps are presented in Fig. 5 for both HEX designs. It is noted that the ORC system with PHEXs generates 
slightly higher power output than the engine with DPHEX. Finally, the power output is mostly sensitive to the heat-
source mass flow rate variation. For a fixed heat-source inlet temperature, the power output decreases by up to 30% 
as the exhaust-gas mass flow rate drops due to ICE PL operation. In contrast, for a fixed mass flow rate, decreasing 
the exhaust-gas stream temperature reduces the ORC engine power output by less than 10%. 
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transfer area available is fixed. The optimiser predicts the PL performance at each section i of the HEX by calculating 
the new local HTCi. The Chisolm [20] correlation is used for the HTC calculation in the single-phase zone of the 
PHEX, and the correlation of Han [21] is used in the evaporating zone. In the condensing zone, the correlation of Han 
[22] is used. Details of the HTC and pressure drop correlations used for the DPHEX are presented in previous work of 
the authors [19]; the equations are omitted here for brevity. A screw machine is selected as the ORC engine expander. 
The advantages of screw expanders are the balanced loading of the main screw, their durability, the efficient operation 
at volume ratios of up to 7 and pressure ratios of up to 10, low noise, low vibration and compact configuration [23]. 
Screw expanders typically are reversed screw compressors and are capable of both dry- and wet-vapour expansion. In 
this study, the correlation provided by Astolfi [24] is used to predict the isentropic efficiency of the screw expander at 
design and off-design operation, which is based on available efficiency data of commercial screw compressors. Finally, 
the pump is a centrifugal type with a relatively flat curve, which can maintain a constant pressure head across a range 
of conditions. This feature is important, since for the off-design operation analysis that follows, the pressure head of the 
system is maintained at the nominal design levels, while the flow rates/temperatures are allowed to vary. 

2.2. Design and off-design optimisation 

The ORC engine is first optimised thermodynamically for maximum power output (�̇�𝑊net). The decision variables for 
this exercise include the evaporator and condenser pressures (𝑃𝑃evap, 𝑃𝑃con,), the mass flow rate of the working fluid 
(�̇�𝑚wf,), the superheating degree (SHD), the evaporator pinch point (𝑃𝑃𝑃𝑃evap,), and the number of expansion stages (𝑥𝑥exp) 
which can be up to two. For the off-design optimisation the evaporating/condensing pressure are assumed fixed, and the 
decision variables include the working fluid SHD, the mass flow rate (�̇�𝑚wf′), the heat source mass flow rate and leaving 
temperature (�̇�𝑚hs

′ ,  𝑇𝑇hs,out
′ ), and the expansion stages (𝑥𝑥exp′). The objective functions of the optimisation study are 

presented in Eqs. 1-2. A number of constraints during the nominal optimisation ensure that: i) the cycle is subcritical; ii) 
the minimum PP is not violated; iii) there is no two-phase expansion; and iv) the maximum working fluid temperature in 
the evaporator does not exceed the maximum recommended temperature for the specific fluid, to avoid decomposition. 
For the off-design optimization, apart from the thermodynamic constraints, the available HEX area is also fixed, and 
forms an additional constraint. Finally, a number of working fluids have been selected for the optimisation study, 
including conventional refrigerants, new low ODP/GWP compounds, along with some hydrocarbons. 

Nominal operation: Maximise  {�̇�𝑊net}
𝑃𝑃evap, 𝑃𝑃con, �̇�𝑚wf, 𝑆𝑆𝑆𝑆𝑆𝑆, 𝑃𝑃𝑃𝑃evap, 𝑥𝑥exp

 (1) 

Off-design operation: Maximise  {�̇�𝑊net′}
𝑇𝑇6′, 𝑇𝑇hs,out

′  , �̇�𝑚wf′, �̇�𝑚hs′, 𝑥𝑥exp′  (2) 

3. Results and discussion 

3.1. Nominal ORC engine power output and components sizing 

The exhaust-gas conditions of an CHP-ICE 1500 kW engine provided by EnerG have been used as the heat-source 
input profile to the ORC engine. The ORC engine is first optimised and sized at full (100%)-load ICE operation, and then 
off-design performance maps are obtained based on ICE PL operation from 100% to 60% of full load. It is noted that the 
exhaust-gas temperature increases at ICE PL (from 682 K at 100% ICE PL to 727 K at 60% PL), while the mass flow rate 
reduces (2.16-1.29 kg/s for 100%-60% PL). The power outputs of the optimum ORC engines are presented in Fig.1a for 
100% ICE load. The best performing ORC system generates 122 kW of power with Toluene, followed by R1233zd with 
110 kW. The screw expander performance is presented in Fig. 1b for the different expansion stages. All optimum cycles 
have two-stage expansion, aiming to keep the volume ratio (VR) of each expander stage between 4 and 5. It is noted that 
the fluids with the highest power output do not have the highest screw expander efficiency (ηexp). Although more power is 
generated from fluids such as R1233zd or Toluene (ηexp = 0.71-0.79), the expander efficiency is best for fluids such as 
R1234yf and R1234ze (ηexp = 0.80-0.83). These findings suggest that cycles with the former fluids can tolerate lower 
specification expander designs, while still generating more power at the design point. 

The HEX requirements from the evaporator and the condenser are presented in Fig. 2, with two different HEX 
architectures. For all working fluids investigated here, the DPHEX area requirements are almost double those of 
equivalent PHEXs. These findings highlight the compactness of PHEXs in comparison to DPHEXs, which allows 
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the transfer of an equivalent amount of heat over smaller heat transfer areas. Thus, they are suitable for applications 
where the physical size of the system is important. In terms of the relative heat transfer area requirements of the 
different fluids, the trend observed with either HEX design is the same. It is noted that lower PPs (lower LMDTs) 
result in higher area requirements. Therefore, even fluids with similar power outputs have completely different heat 
transfer area requirements, which will have significant implications on the cost of such engines. 

 

  
(a) (b) 

Fig. 1. ORC engine: a) power output, and b) screw expander performance, at design conditions (CHP-ICE 100% load) 

  
(a) (b) 

Fig. 2. Heat transfer area for: a) evaporator, and b) condenser, with DPHEX and PHEX, for ORC engine design conditions (CHP-ICE 100% load) 

3.2. ORC engine off-design performance maps 

In this section we present optimum ORC engine off-design performance maps with R1233zd, which is the best-
performing low ODP/GWP refrigerant as identified during the nominal optimisation analysis in Section 3.1. Off-
design maps of the evaporator overall heat transfer coefficient (U-value) are shown in Fig. 3, for the two investigated 
HEX architectures. As the ICE load reduces from 100% to 60%, the U-value reduces significantly, i.e. by up to 30% 
(DPHEX) and 25% (PHEX). The PHEX system has higher U-values than the DPHEX equivalent, which is in line 
with the lower heat transfer area requirements of the former. It is also observed that the PHEX U-values are less 
sensitive to PL conditions. Although, the U-value decreases, the overall evaporator effectiveness can improve as the 
system operates at off-design conditions (Fig. 4). This is attributed to the increase in the temperature difference 
between the heat source and working fluid streams in the evaporator at ICE PL. The exhaust-gas temperature 
increases from 680 K to 720 K, while the mass flow rate also reduces, making the heat transfer more effective, over 
the same available heat transfer area. For both architectures, the heater zone has the highest effectiveness, because this 
is where the minimum PP is recorded, followed by the superheater and the evaporator.  

Being able to predict the performance of both the HEXs and of the screw expander under variable heat-input 
conditions allows us to generate optimum off-design ORC engine power output maps. Optimum ORC system power 
output maps are presented in Fig. 5 for both HEX designs. It is noted that the ORC system with PHEXs generates 
slightly higher power output than the engine with DPHEX. Finally, the power output is mostly sensitive to the heat-
source mass flow rate variation. For a fixed heat-source inlet temperature, the power output decreases by up to 30% 
as the exhaust-gas mass flow rate drops due to ICE PL operation. In contrast, for a fixed mass flow rate, decreasing 
the exhaust-gas stream temperature reduces the ORC engine power output by less than 10%. 
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(a) (b) 

Fig. 3. Evaporator heat exchanger heat transfer coefficient for ORC engine at off-design conditions: a) DPHEX, and b) PHEX 

 
(a) (b) 

Fig. 4. Evaporator heat exchanger effectiveness for ORC engine at off-design conditions: a) DPHEX, and b) PHEX 

 
(a) (b) 

Fig. 5. ORC engine off-design power output performance map for: a) DPHEX, and b) PHEX 

4. Conclusions 

ORC engines in real applications operate under time-varying heat-source conditions. In this work, optimum off-design 
performance maps are generated for an ORC system recovering heat from a stationary ICE, when using a screw expander 
and two HEX architectures. PHEX designs have 50% lower heat transfer area requirements than DPHEX equivalents, and 
PHEX evaporator performance is less sensitive to condition changes during off-design operation. By accounting for time-
varying operating characteristics, the ORC system power output reduction at ICE part load is lower than the respective one 
of the ICE unit. Specifically, with the ICE at 60% of full load, the ORC engine operates at 72% of full load. The findings 
are relevant to: i) ORC engine vendors, providing guidance on HEX architecture and screw expander design; and ii) ORC 
plant operators, who can use the off-design performance maps to optimise ORC engine power output, given varying on-
site heat-source conditions. Finally, the present results are based on maintaining the evaporator pressure at the design 
level. An alternative control strategy would allow the optimiser to choose the new optimum pressure level at every part-
load point. Preliminary results from this approach indicate that the power output can increase further. Overall, this work 
demonstrates the importance of including HEX and expander performance in the off-design modelling of ORC systems. 
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(a) (b) 

Fig. 3. Evaporator heat exchanger heat transfer coefficient for ORC engine at off-design conditions: a) DPHEX, and b) PHEX 

 
(a) (b) 

Fig. 4. Evaporator heat exchanger effectiveness for ORC engine at off-design conditions: a) DPHEX, and b) PHEX 

 
(a) (b) 

Fig. 5. ORC engine off-design power output performance map for: a) DPHEX, and b) PHEX 

4. Conclusions 

ORC engines in real applications operate under time-varying heat-source conditions. In this work, optimum off-design 
performance maps are generated for an ORC system recovering heat from a stationary ICE, when using a screw expander 
and two HEX architectures. PHEX designs have 50% lower heat transfer area requirements than DPHEX equivalents, and 
PHEX evaporator performance is less sensitive to condition changes during off-design operation. By accounting for time-
varying operating characteristics, the ORC system power output reduction at ICE part load is lower than the respective one 
of the ICE unit. Specifically, with the ICE at 60% of full load, the ORC engine operates at 72% of full load. The findings 
are relevant to: i) ORC engine vendors, providing guidance on HEX architecture and screw expander design; and ii) ORC 
plant operators, who can use the off-design performance maps to optimise ORC engine power output, given varying on-
site heat-source conditions. Finally, the present results are based on maintaining the evaporator pressure at the design 
level. An alternative control strategy would allow the optimiser to choose the new optimum pressure level at every part-
load point. Preliminary results from this approach indicate that the power output can increase further. Overall, this work 
demonstrates the importance of including HEX and expander performance in the off-design modelling of ORC systems. 
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