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22 Abstract

23 Cold-formed steel studs and purlins with staggered slotted perforations in webs are used in 

24 building structures to produce a better thermal performance of the profiles and for the energy 

25 efficiency of structures. On the other hand, the slotted webs result in an unfavourable effect in 

26 terms of the structural performance of the element, prominently their shear, bending and 

27 combined bending and shear strengths. Relatively little research has been reported on this 

28 subject despite its importance. Many research studies have been undertaken to examine the 

29 behaviour of conventional cold-formed steel (CFS) channel sections subject to combined 

30 bending and shear.  To date, however, no research has been carried out to investigate how CFS 

31 channels with staggered slotted perforations behave under combined bending and shear actions. 

32 An extensive study on this area is therefore essential. Finite element (FE) models of CFS 

33 channels with staggered slotted perforations were developed to investigate their combined 

34 bending and shear capacity. A parametric study was conducted in detail by developing FE 

35 models based on the validation process with available experimental data. This paper presents 

36 the FE analysis details of CFS channels with staggered slotted perforations subject to combined 
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37 bending and shear actions and the FE results. New design equations were also proposed to 

38 predict the combined bending and shear capacity of steel channels with staggered slotted 

39 perforations.

40 Keywords: Cold-formed steel, Channel with Staggered Slotted Perforation, Combined Bending 

41 and Shear, Finite Element Analyses

42 1 Introduction

43 In recent times, the use of sophisticated manufacturing technologies and high strength steels 

44 has led to increased levels of cold-formed steel (CFS) construction using a range of thin-walled 

45 steel sections. CFS channels having slotted webs (see Figure 1) have been employed in 

46 residential and commercial buildings in order to enhance the response to changes in 

47 temperature of the profiles and to the enhance the energy efficiency of buildings [1–3]. Figure 

48 2 shows the application of CFS channels with staggered slotted perforations. Slotted steel 

49 profiles have over the past years become a widely used section in building construction due to 

50 moisture resistance, lightweight, faster assembly, and good sound performance. The main 

51 difference for slotted steel profiles compared to non-slotted steel profiles is the reduced thermal 

52 conductivity, which is beneficial in terms of heat transfer (see Figure 3). On the other hand, the 

53 slotted steel profiles reduce the load-bearing capacity in bending and shear and add to 

54 deflections over solid sections.

55 Researches on CFS channel sections with the slotted web have been conducted in the past. The 

56 distortional and local buckling behaviour of compression members having staggered perforated 

57 webs were investigated and design proposals also presented to deal with web-perforated steel 

58 wall studs [4]. The shear strength and behaviour of CFS channels with slotted webs were 

59 investigated in [5–6] via numerical and experimental analyses and about 50-70% of the 

60 reduction in shear capacity was observed over the solid web channels. In addition, it was found 

61 that the shear strength of slotted web channels is hugely relying on the nature of the boundary 

62 conditions compared to the solid web channels [6]. Moreover, the behaviour of CFS channels 

63 with slotted webs under bending was investigated experimentally with a series of four-point 

64 loading structural test and results were checked with the direct strength method equations [7]. 

65 Combined bending and shear performance of a wide range of CFS sections including C-

66 sections, Z- sections, and hollow flange sections were studied experimentally in many research 

67 studies [8-13]. However, the research on the combined bending and shear behaviour of CFS 

68 channels with slotted webs remains unresearched. Therefore, a comprehensive numerical 
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69 investigation was undertaken to examine the combined bending and shear behaviour of CFS 

70 channels having slotted web perforations in detail. 

71 This paper provides information on the numerical studies of CFS channels with slotted web 

72 experiencing combined bending and shear action and the analysis of results. The simulation 

73 was executed with the general purpose finite element (FE) software, ANSYS [14]. Twelve 

74 solid web specimens were first modelled and the results were compared with available 

75 experimental results to validate the model. Then, the validated model was used to conduct a 

76 parametric study. A wide range of FE results obtained using ANSYS software was then used 

77 to develop a reduction factor formula to predict the combined bending and shear capacity of 

78 the channel sections with staggered perforated webs. The reduction factor formula is proposed 

79 as a function of section parameters and properties of the channel section. 

80 2 Numerical investigation

81 The numerical investigation was performed using a general-purpose FE software, ANSYS. It 

82 has the ability to simulate the behaviour of cold-formed steel with material and geometrical 

83 non-linearities. The simulation process is conducted based on two steps, elastic buckling 

84 analysis and then followed by non-linear analysis. The wide range of information on the 

85 selection of element type, mesh refinement, boundary conditions, geometric imperfections, a 

86 method of analysis and validation is presented in the following subsections.

87 2.1 Element type and material properties

88 Shell element, named SHELL 181, was used to model the channels and web side plates 

89 (WSPs). This type of shell element is a four-node shell element with six degrees of freedom at 

90 each node and it has a capability of analysing thin-walled CFS elements allowing material and 

91 geometrical nonlinearities. The bi-linear isotropic hardening material model (BISO) was used 

92 to model the channels as the elastic-perfectly plastic behaviour model. CONTAT173 and 

93 TARGET170 elements were used for modelling contact between the web and web side plates. 

94 The web side plates were assumed as an elastic material. The modulus of elasticity and 

95 Poisson’s ratio of the channels and WSPs were considered as 200 GPa and 0.3, respectively. 

96 Figure 4 depicts the constructed FE models of solid channels and slotted channels.
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97 2.2 Finite element mesh refinement

98 The channels and WSPs were refined with quadrilateral element meshes. Solid channels were 

99 modelled with the maximum mesh size of 5 mm. The longitudinal direction in the perforated 

100 region, as well as the non-perforated regions of the slotted channels, were provided with a mesh 

101 refinement of 5 mm. However, 1.5 mm of maximum element size in the vertical direction was 

102 provided for perforated regions as the meshing can directly govern the accuracy of the FE 

103 results as well as the rate of convergence. The same mesh density of the slotted channels was 

104 used in the study [6].

105 2.3 Load and boundary conditions

106 Figures 5 and 6 show the boundary conditions applied to channels without and with slotted 

107 webs channels which are experiencing combined bending and shear actions. Due to the 

108 symmetrical nature of the combined bending and shear three-point loading arrangement, half 

109 of the test set-up was modelled using symmetry boundary conditions. For modelling web side 

110 plates only from one side of the channel web surface-to-surface standard contact was defined 

111 between the web side plates and channel in the FE models for validation. The web side plates 

112 were the target surfaces and the channel was the contact surface. All WSP nodes are restrained 

113 in x-direction. Web side plates from both sides of the channel web were used in the parametric 

114 study. WSP nodes and channel nodes adjacent to WSP are restrained in x-direction. The WSPs 

115 were connected with the channels by coupling the vertical and horizontal displacements of the 

116 nodes of the WSP and the channel at the bolt locations. Torsion/distortion restraint straps were 

117 modelled by restraining the translation in the direction perpendicular to the channel web and 

118 coupling the vertical displacements of the nodes of the top and bottom flanges at the locations 

119 where the straps were connected with channels in the tests. The translation of the support WSP 

120 in the vertical direction was restrained at the node located in the middle of the bottom edge of 

121 the plate. Vertical displacements of the nodes at the top edge of the WSP at the loading point 

122 were coupled. The models were loaded by an imposed displacement applied in small 

123 increments to one of the nodes at the WSP edge with the coupled vertical displacements.

124 2.4 Initial geometric imperfections

125 CFS has vulnerable behaviour of initial imperfections and this behaviour claims a high 

126 sensitivity to capacity predictions. To accommodate this, the initial geometric imperfections 

127 were added to the finite element models using eigenvalue buckling analysis. The lowest 

128 buckling modes are generally identified as critical modes. Therefore, the initial geometric 
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129 imperfections were incorporated by modifying the geometry of the model from the lowest 

130 elastic buckling mode as obtained in previous linear elastic buckling analysis.  An imperfection 

131 magnitude of 0.15t was used to introduce imperfections for all models where t is thickness. 

132 The justification of this selected magnitude is described in section 2.6.

133 2.5 Method of analysis

134 Linear elastic buckling analysis was conducted to obtain elastic buckling modes for models of 

135 slotted channels. The first elastic buckling mode was used to input the initial geometric 

136 imperfections for nonlinear analysis. The nonlinear static analysis was executed to obtain the 

137 combined bending and shear capacity and the failure shape of the model. The non-linear 

138 analysis considers the effects of large deformations and material yielding, which are vulnerable 

139 when CFS experiencing an application of load. The sparse direct equation solver was selected 

140 for the nonlinear analysis.

141 2.6 FE Model validation

142 In order to confirm the accuracy to predict the capacity of CFS channel first, twelve CFS solid 

143 web channels were validated with the available combined bending and shear experimental data 

144 presented in [11]. During this validation process, the capacities were obtained by incorporating 

145 four different options of imperfection magnitude values (-0.64t, 0.64t, -0.15t and 0.15t, where 

146 t refers to the thickness of the CFS channel). Table 1 describes the combined bending and shear 

147 capacities obtained from the experiments and from the FE analysis incorporating four different 

148 imperfection magnitude options. Pham and Hancock [11] conducted three-point loading 

149 combined bending and shear tests using back-to-back experimental set-ups. The ultimate shear 

150 load for a single channel is one-fourth of the applied load. Since only one channel was modelled 

151 for numerical investigation, the experimental values presented in Table 1 are the one-fourth of 

152 the values reported in [11].  These shear capacities are the ultimate shear capacity values on 

153 the load vs vertical displacement curves. From Table 1, it can be noticed that the mean value 

154 of the ratio (test to FE prediction results) of twelve specimens for 0.64t, -0.64t, 0.15t and -0.15t 

155 options are 1.06, 1.00, 1.03 and 1.00, respectively. In addition, the coefficient of variation 

156 (COV) values are 0.075, 0.066, 0.072 and 0.059, respectively. These mean and COV values 

157 elaborate that the results of ANSYS [14] are not considerably sensitive to the initial 

158 imperfections. Similar conclusion was also reported in [15] for combined bending and shear 

159 numerical modelling. As a common approach, for  further investigation (in parametric studies) 

160 the positive magnitude of 0.15t was used as imperfection magnitude.
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161 Load-deflection plots obtained for the 200 mm deep channel with a thickness of 1.9 mm and 

162 with straps (C20019-MV1) from experiments [11] and FE analysis are compared in Figure 7 

163 while Figure 8 illustrates the failure mode of the C20019-MV1 with the solid web from 

164 experiment and FE analysis. A high similarity between the failure shape in the experiment and 

165 FE simulation was noticed. These comparisons confirm that FE analysis results show a 

166 satisfactory agreement with corresponding experimental results of solid channels subject to 

167 combined bending and shear action. It should be noted that in Figure 7 the vertical displacement 

168 is higher to reach the ultimate load comparing to the FE prediction. This is because it is hard 

169 to simulate the initial slip of the connecting bolts of the WSP through FE analysis which 

170 commonly occurs in the experiments. Similar model characteristics were used to perform the 

171 parametric studies of staggered slotted perforated sections subject to combined bending and 

172 shear.

173 Table 1: Comparison of FE results and experimental [11] combined bending and shear capacities of solid 
174 channels

FE results  for different imperfection magnitudesSections Test
(kN) FE(0.64t)

(kN)
Test/ 
FE(0.64t)

FE(-0.64t)
(kN)

Test/ 
FE(-0.64t)

FE(0.15t)
(kN)

Test/ 
FE(0.15t)

FE(-0.15t)
(kN)

Test/ 
FE(-0.15t)

C15015-MV1 34.91 36.92 0.95 33.91 1.03 37.41 0.93 35.55 0.98
C15015-MVw 26.80 24.36 1.10 27.83 0.96 25.02 1.07 28.44 0.94
C15019-MV1 48.37 48.85 0.99 50.53 0.96 50.89 0.95 50.94 0.95
C15019-MVw 38.41 35.10 1.09 39.44 0.97 36.47 1.05 38.51 1.00
C15024-MV1 63.99 57.65 1.11 57.65 1.11 57.72 1.11 57.69 1.11
C15024-MVw 54.18 45.23 1.20 48.31 1.12 46.91 1.15 47.84 1.13
C20015-MV1 34.22 36.28 0.94 34.18 1.00 36.82 0.93 35.00 0.98
C20015-MVw 24.25 24.13 1.00 27.54 0.88 24.38 0.99 24.55 0.99
C20019-MV1 54.51 51.73 1.05 54.67 1.00 54.17 1.01 56.07 0.97
C20019-MVw 39.80 35.32 1.13 41.31 0.96 36.22 1.10 40.92 0.97
C20024-MV1 72.47 70.72 1.02 71.77 1.01 72.80 1.00 72.85 0.99
C20024-MVw 55.30 49.23 1.12 56.14 0.98 51.34 1.08 54.57 1.01
Min 0.94 0.88 0.93 0.94
Max 1.20 1.12 1.15 1.13
Mean 1.06 1.00 1.03 1.00
COV 0.075 0.066 0.072 0.059

175 Note: t = thickness

176 3 Parametric studies

177 This section elaborates the details of the parametric study on the combined bending and shear 

178 behaviour of channels with slotted webs. 
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179 3.1 Aims of the parametric study

180 The aims of the parametric study are to investigate the combined bending and shear behaviour 

181 of channels with slotted webs and develop either new or improved design guidelines or both 

182 for them in order to predict their combined bending and shear capacities effectively and 

183 increase their applicability in the construction sector. 

184 3.2 Varying parameters

185 After the validation of the developed FE models as stated in the previous sections, a detailed 

186 parametric study was carried out based on the validated model to create a wide range of 

187 combined bending and shear capacity results database. Then, these results were adopted to 

188 develop modified design formulae for channels with slotted webs subjected to combined 

189 bending and shear action. In order to investigate the effect of section depth (d), thickness (t), 

190 slot length (Lsl), slot width (Wsl), number of slot rows (n), number of slot row groups (N), yield 

191 strength (fy) and aspect ratio (a = a1/d1, where a1= shear span and d1= depth of the flat portion 

192 of the web) on the combined  bending and shear capacity, different section depths (d =150 and 

193 200 mm), thicknesses (t = 1 and 2 mm), slot lengths (Lsl = 60 and 75 mm), slot widths (Wsl = 

194 3 and 5 mm), number of rows (n = 6 for 150 mm section and n = 6 and 8 for 200 mm section) 

195 yield strengths (fy = 300 and 500 MPa) and aspect ratios (a = 1.0, 1.5, 2.0, 3.0, 4.0) were 

196 considered in the parametric study. The varying parameters are presented in Table 2. Total of 

197 480 FE models, allowing varying the expected influencing parameters, were considered in the 

198 parametric study. Figure 9 shows the dimensions of the FE model of channels for parametric 

199 study.
200
201 Table 2: Details of the parametric study

d
(mm)

a t
(mm)

Lsl

 (mm)
Wsl

(mm)
n N fy

(MPa)
Number of 

models
150 1.0 1, 2 60, 75 3, 5 6 1, 2 300, 500 32

1.5 1, 2 60, 75 3, 5 6 1, 2 300, 500 32
2.0 1, 2 60, 75 3, 5 6 1, 2 300, 500 32
3.0 1, 2 60, 75 3, 5 6 1, 2 300, 500 32
4.0 1, 2 60, 75 3, 5 6 1, 2 300, 500 32

Sub-total 160

200 1.0 1, 2 60, 75 3, 5 6, 8 1, 2 300, 500 64
1.5 1, 2 60, 75 3, 5 6, 8 1, 2 300, 500 64
2.0 1, 2 60, 75 3, 5 6, 8 1, 2 300, 500 64
3.0 1, 2 60, 75 3, 5 6, 8 1, 2 300, 500 64
4.0 1, 2 60, 75 3, 5 6, 8 1, 2 300, 500 64

Sub-total 320
Total 480

202 Note: a = Aspect ratio, t = thickness, Lsl = slot length, Wsl = slot width, n = number of slot rows, N = number of slot row 
203 groups, fy = yield stress
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204 3.3 Model nomenclature

205 Each model was labelled to express the combined bending and shear series of models. For 

206 example, 200-1-75-3-2-8-300-1.5 represents the model indication of depth 200 mm, thickness 

207 1 mm, slot length 75 mm, slot width 3 mm, number of slot row group 2, number of slot rows 

208 8, yield stress 300 MPa and aspect ratio 1.5, respectively. 

209 4 Results analysis

210 The combined bending and shear behaviour of CFS channels having slotted webs were 

211 analysed using 480 parametric models. The critical buckling mode of the solid and slotted 

212 channels is depicted in Figure 10. Figure 11 illustrates the von Mises stress distribution of the 

213 slotted CFS channels with 1 and 2 slot groups, and solid channel sections while Figure 12 

214 shows the corresponding failure modes at the peak load stage. Tables 3-7 present the parametric 

215 study results for the slotted channel sections and corresponding capacities for solid web channel 

216 sections for aspect ratio a = 1.0, 1.5, 2.0, 3.0 and 4.0. Here, MVu and MVnl are the combined 

217 bending and shear capacity of the solid and slotted channels, respectively. It is noteworthy to 

218 mention that combined bending and shear capacity is the reaction force obtained at the end 

219 supports of the three-piont loading model. The results from parametric studies were compared 

220 with the combined bending and shear capacities of the solid web CFS channels having equal 

221 dimensions. To elaborate, combined bending and shear capacity of slotted CFS model 200-1-

222 75-3-2-8-300-3 was compared with its corresponding solid model 200-1-0-0-0-0-300-3. Then 

223 the ratio between slotted model and the solid model was determined for 480 parametric models. 

224 Overall the ratio between slotted and solid sections varies from 0.2 to 0.9, thus overall 10-80% 

225 capacity reduction has been occurred due to the staggered perforated slots in webs. It was 

226 noticed that the maximum capacity reduction occurred when the web area reduction was at 

227 maximum in aspect ratio equal to 1. The maximum web area reduction occurrs when the Lsl, 

228 Wsl, N and n parameters are at their maximum values.  Figures 13-16 show the load –vertical 

229 displacement behaviour of a particular model with aspect ratios 1, 1.5, 3 and 4, respectively.

230  Figure 17 shows the load-deflection plots of solid (200-1-0-0-0-0-300) and slotted (200-1-75-

231 3-1-8-300) channels with different aspect ratios. The variations of the reduction factors are 

232 plotted against considered influencing parameters in Figure 18. Moreover, when the aspect 

233 ratio is only considered as an influencing factor in combined bending and shear capacity, the 

234 capacity reductions are decreasing with the aspect ratio. Figure 19 shows the plot of the 

235 reduction factor (qs = MVnl/MVu) versus aspect ratios (a). Each data point in Figure 19 is the 
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236 average reduction factor value of 96 parametric results for considered aspect ratios. Figure 19 

237 showed that the staggered slotted perforations in the channel webs significantly reduced 

238 combined bending and shear capacities of the channels (67%, 65%, 62%, 52%, 43% capacity 

239 reductions for aspect ratios 1.0, 1.5, 2.0, 3.0 and 4.0, respectively).

240 Table 3: FE result for the parametric study (aspect ratio =1.0)

No Channels with Slotted 
Webs

 MVnl 
(kN)

 MVu 
(kN)

MVnl/
MVu

No Channels with Slotted 
Webs

 MVnl 
(kN)

 MVu 
(kN)

MVnl/
MVu

1 150-1-60-3-1-6-300-1 6.55 17.06 0.38 49 200-2-60-3-1-6-300-1 21.44 43.85 0.49
2 150-1-60-5-1-6-300-1 5.34 17.06 0.31 50 200-2-60-5-1-6-300-1 17.71 43.85 0.40
3 150-1-75-3-1-6-300-1 5.60 17.06 0.33 51 200-2-75-3-1-6-300-1 17.43 43.85 0.40
4 150-1-75-5-1-6-300-1 4.53 17.06 0.27 52 200-2-75-5-1-6-300-1 14.39 43.85 0.33
5 150-1-60-3-2-6-300-1 6.12 17.06 0.36 53 200-2-60-3-2-6-300-1 18.71 43.85 0.43
6 150-1-60-5-2-6-300-1 5.21 17.06 0.31 54 200-2-60-5-2-6-300-1 15.82 43.85 0.36
7 150-1-75-3-2-6-300-1 4.83 17.06 0.28 55 200-2-75-3-2-6-300-1 14.79 43.85 0.34
8 150-1-75-5-2-6-300-1 3.81 17.06 0.22 56 200-2-75-5-2-6-300-1 12.20 43.85 0.28
9 150-2-60-3-1-6-300-1 17.89 39.09 0.46 57 200-2-60-3-1-8-300-1 19.54 43.85 0.45
10 150-2-60-5-1-6-300-1 15.01 39.09 0.38 58 200-2-60-5-1-8-300-1 14.96 43.85 0.34
11 150-2-75-3-1-6-300-1 13.87 39.09 0.35 59 200-2-75-3-1-8-300-1 15.42 43.85 0.35
12 150-2-75-5-1-6-300-1 12.07 39.09 0.31 60 200-2-75-5-1-8-300-1 12.77 43.85 0.29
13 150-2-60-3-2-6-300-1 16.78 39.09 0.43 61 200-2-60-3-2-8-300-1 16.35 43.85 0.37
14 150-2-60-5-2-6-300-1 13.89 39.09 0.36 62 200-2-60-5-2-8-300-1 13.24 43.85 0.30
15 150-2-75-3-2-6-300-1 11.69 39.09 0.30 63 200-2-75-3-2-8-300-1 13.18 43.85 0.30
16 150-2-75-5-2-6-300-1 10.15 39.09 0.26 64 200-2-75-5-2-8-300-1 10.95 43.85 0.25
17 150-1-60-3-1-6-500-1 9.91 24.69 0.40 65 200-1-60-3-1-6-500-1 11.73 27.11 0.43
18 150-1-60-5-1-6-500-1 7.95 24.69 0.32 66 200-1-60-5-1-6-500-1 9.77 27.11 0.36
19 150-1-75-3-1-6-500-1 8.77 24.69 0.36 67 200-1-75-3-1-6-500-1 10.51 27.11 0.39
20 150-1-75-5-1-6-500-1 7.14 24.69 0.29 68 200-1-75-5-1-6-500-1 8.99 27.11 0.33
21 150-1-60-3-2-6-500-1 8.93 24.69 0.36 69 200-1-60-3-2-6-500-1 10.41 27.11 0.38
22 150-1-60-5-2-6-500-1 7.06 24.69 0.29 70 200-1-60-5-2-6-500-1 8.58 27.11 0.32
23 150-1-75-3-2-6-500-1 7.49 24.69 0.30 71 200-1-75-3-2-6-500-1 9.17 27.11 0.34
24 150-1-75-5-2-6-500-1 5.95 24.69 0.24 72 200-1-75-5-2-6-500-1 7.31 27.11 0.27
25 150-2-60-3-1-6-500-1 28.78 63.11 0.46 73 200-1-60-3-1-8-500-1 10.17 27.11 0.38
26 150-2-60-5-1-6-500-1 23.84 63.11 0.38 74 200-1-60-5-1-8-500-1 8.47 27.11 0.31
27 150-2-75-3-1-6-500-1 21.87 63.11 0.35 75 200-1-75-3-1-8-500-1 9.08 27.11 0.33
28 150-2-75-5-1-6-500-1 18.28 63.11 0.29 76 200-1-75-5-1-8-500-1 7.88 27.11 0.29
29 150-2-60-3-2-6-500-1 26.37 63.11 0.42 77 200-1-60-3-2-8-500-1 9.50 27.11 0.35
30 150-2-60-5-2-6-500-1 21.26 63.11 0.34 78 200-1-60-5-2-8-500-1 7.56 27.11 0.28
31 150-2-75-3-2-6-500-1 19.21 63.11 0.30 79 200-1-75-3-2-8-500-1 7.56 27.11 0.28
32 150-2-75-5-2-6-500-1 16.03 63.11 0.25 80 200-1-75-5-2-8-500-1 5.82 27.11 0.21
33 200-1-60-3-1-6-300-1 7.74 19.00 0.41 81 200-2-60-3-1-6-500-1 31.38 73.92 0.42
34 200-1-60-5-1-6-300-1 6.54 19.00 0.34 82 200-2-60-5-1-6-500-1 25.97 73.92 0.35
35 200-1-75-3-1-6-300-1 7.02 19.00 0.37 83 200-2-75-3-1-6-500-1 26.46 73.92 0.36
36 200-1-75-5-1-6-300-1 5.85 19.00 0.31 84 200-2-75-5-1-6-500-1 21.93 73.92 0.30
37 200-1-60-3-2-6-300-1 7.04 19.00 0.37 85 200-2-60-3-2-6-500-1 29.26 73.92 0.40
38 200-1-60-5-2-6-300-1 5.76 19.00 0.30 86 200-2-60-5-2-6-500-1 23.32 73.92 0.32
39 200-1-75-3-2-6-300-1 5.88 19.00 0.31 87 200-2-75-3-2-6-500-1 22.73 73.92 0.31
40 200-1-75-5-2-6-300-1 4.69 19.00 0.25 88 200-2-75-5-2-6-500-1 18.84 73.92 0.25
41 200-1-60-3-1-8-300-1 6.81 19.00 0.36 89 200-2-60-3-1-8-500-1 28.70 73.92 0.39
42 200-1-60-5-1-8-300-1 5.70 19.00 0.30 90 200-2-60-5-1-8-500-1 22.40 73.92 0.30
43 200-1-75-3-1-8-300-1 6.09 19.00 0.32 91 200-2-75-3-1-8-500-1 23.48 73.92 0.32
44 200-1-75-5-1-8-300-1 5.08 19.00 0.27 92 200-2-75-5-1-8-500-1 19.33 73.92 0.26
45 200-1-60-3-2-8-300-1 6.33 19.00 0.33 93 200-2-60-3-2-8-500-1 25.69 73.92 0.35
46 200-1-60-5-2-8-300-1 4.92 19.00 0.26 94 200-2-60-5-2-8-500-1 20.64 73.92 0.28
47 200-1-75-3-2-8-300-1 4.83 19.00 0.25 95 200-2-75-3-2-8-500-1 19.36 73.92 0.26
48 200-1-75-5-2-8-300-1 3.72 19.00 0.20 96 200-2-75-5-2-8-500-1 15.75 73.92 0.21
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241 Note: MVnl = combined bending and shear capacity of a slotted web channel, MVu = combined bending and shear capacity 
242 of a solid web channel

243 Table 4: FE result for the parametric study (aspect ratio =1.5)

No Channels with Slotted 
Webs

 MVnl 
(kN)

 MVu 
(kN)

MVnl/
MVu

No Channels with Slotted 
Webs

 MVnl 
(kN)

 MVu 
(kN)

MVnl/
MVu

1 150-1-60-3-1-6-300-1.5 4.77 13.22 0.36 49 200-2-60-3-1-6-300-1.5 18.23 36.79 0.50
2 150-1-60-5-1-6-300-1.5 3.92 13.22 0.30 50 200-2-60-5-1-6-300-1.5 15.00 36.79 0.41
3 150-1-75-3-1-6-300-1.5 4.23 13.22 0.32 51 200-2-75-3-1-6-300-1.5 14.01 36.79 0.38
4 150-1-75-5-1-6-300-1.5 3.46 13.22 0.26 52 200-2-75-5-1-6-300-1.5 11.51 36.79 0.31
5 150-1-60-3-2-6-300-1.5 4.47 13.22 0.34 53 200-2-60-3-2-6-300-1.5 16.93 36.79 0.46
6 150-1-60-5-2-6-300-1.5 3.54 13.22 0.27 54 200-2-60-5-2-6-300-1.5 13.55 36.79 0.37
7 150-1-75-3-2-6-300-1.5 3.93 13.22 0.30 55 200-2-75-3-2-6-300-1.5 12.59 36.79 0.34
8 150-1-75-5-2-6-300-1.5 3.03 13.22 0.23 56 200-2-75-5-2-6-300-1.5 10.26 36.79 0.28
9 150-2-60-3-1-6-300-1.5 13.96 31.66 0.44 57 200-2-60-3-1-8-300-1.5 16.91 36.79 0.46
10 150-2-60-5-1-6-300-1.5 11.77 31.66 0.37 58 200-2-60-5-1-8-300-1.5 13.56 36.79 0.37
11 150-2-75-3-1-6-300-1.5 10.89 31.66 0.34 59 200-2-75-3-1-8-300-1.5 13.10 36.79 0.36
12 150-2-75-5-1-6-300-1.5 9.39 31.66 0.30 60 200-2-75-5-1-8-300-1.5 10.29 36.79 0.28
13 150-2-60-3-2-6-300-1.5 12.84 31.66 0.41 61 200-2-60-3-2-8-300-1.5 15.04 36.79 0.41
14 150-2-60-5-2-6-300-1.5 10.77 31.66 0.34 62 200-2-60-5-2-8-300-1.5 12.33 36.79 0.34
15 150-2-75-3-2-6-300-1.5 9.82 31.66 0.31 63 200-2-75-3-2-8-300-1.5 11.12 36.79 0.30
16 150-2-75-5-2-6-300-1.5 7.99 31.66 0.25 64 200-2-75-5-2-8-300-1.5 9.19 36.79 0.25
17 150-1-60-3-1-6-500-1.5 7.31 18.73 0.39 65 200-1-60-3-1-6-500-1.5 9.84 19.80 0.50
18 150-1-60-5-1-6-500-1.5 5.89 18.73 0.31 66 200-1-60-5-1-6-500-1.5 8.25 19.80 0.42
19 150-1-75-3-1-6-500-1.5 6.61 18.73 0.35 67 200-1-75-3-1-6-500-1.5 8.22 19.80 0.42
20 150-1-75-5-1-6-500-1.5 5.44 18.73 0.29 68 200-1-75-5-1-6-500-1.5 6.81 19.80 0.34
21 150-1-60-3-2-6-500-1.5 6.48 18.73 0.35 69 200-1-60-3-2-6-500-1.5 9.68 19.80 0.49
22 150-1-60-5-2-6-500-1.5 5.27 18.73 0.28 70 200-1-60-5-2-6-500-1.5 7.88 19.80 0.40
23 150-1-75-3-2-6-500-1.5 5.76 18.73 0.31 71 200-1-75-3-2-6-500-1.5 7.77 19.80 0.39
24 150-1-75-5-2-6-500-1.5 4.71 18.73 0.25 72 200-1-75-5-2-6-500-1.5 6.03 19.80 0.30
25 150-2-60-3-1-6-500-1.5 20.87 51.13 0.41 73 200-1-60-3-1-8-500-1.5 9.59 19.80 0.48
26 150-2-60-5-1-6-500-1.5 17.63 51.13 0.34 74 200-1-60-5-1-8-500-1.5 7.56 19.80 0.38
27 150-2-75-3-1-6-500-1.5 16.20 51.13 0.32 75 200-1-75-3-1-8-500-1.5 7.65 19.80 0.39
28 150-2-75-5-1-6-500-1.5 13.49 51.13 0.26 76 200-1-75-5-1-8-500-1.5 6.17 19.80 0.31
29 150-2-60-3-2-6-500-1.5 19.38 51.13 0.38 77 200-1-60-3-2-8-500-1.5 8.01 19.80 0.40
30 150-2-60-5-2-6-500-1.5 16.61 51.13 0.32 78 200-1-60-5-2-8-500-1.5 6.45 19.80 0.33
31 150-2-75-3-2-6-500-1.5 15.35 51.13 0.30 79 200-1-75-3-2-8-500-1.5 6.37 19.80 0.32
32 150-2-75-5-2-6-500-1.5 12.66 51.13 0.25 80 200-1-75-5-2-8-500-1.5 4.98 19.80 0.25
33 200-1-60-3-1-6-300-1.5 6.73 14.28 0.47 81 200-2-60-3-1-6-500-1.5 25.87 58.96 0.44
34 200-1-60-5-1-6-300-1.5 5.61 14.28 0.39 82 200-2-60-5-1-6-500-1.5 22.13 58.96 0.38
35 200-1-75-3-1-6-300-1.5 5.36 14.28 0.38 83 200-2-75-3-1-6-500-1.5 21.24 58.96 0.36
36 200-1-75-5-1-6-300-1.5 4.51 14.28 0.32 84 200-2-75-5-1-6-500-1.5 17.57 58.96 0.30
37 200-1-60-3-2-6-300-1.5 6.47 14.28 0.45 85 200-2-60-3-2-6-500-1.5 26.19 58.96 0.44
38 200-1-60-5-2-6-300-1.5 5.28 14.28 0.37 86 200-2-60-5-2-6-500-1.5 21.09 58.96 0.36
39 200-1-75-3-2-6-300-1.5 5.07 14.28 0.35 87 200-2-75-3-2-6-500-1.5 19.78 58.96 0.34
40 200-1-75-5-2-6-300-1.5 3.87 14.28 0.27 88 200-2-75-5-2-6-500-1.5 16.05 58.96 0.27
41 200-1-60-3-1-8-300-1.5 6.29 14.28 0.44 89 200-2-60-3-1-8-500-1.5 23.71 58.96 0.40
42 200-1-60-5-1-8-300-1.5 5.13 14.28 0.36 90 200-2-60-5-1-8-500-1.5 20.13 58.96 0.34
43 200-1-75-3-1-8-300-1.5 4.96 14.28 0.35 91 200-2-75-3-1-8-500-1.5 19.60 58.96 0.33
44 200-1-75-5-1-8-300-1.5 3.95 14.28 0.28 92 200-2-75-5-1-8-500-1.5 15.68 58.96 0.27
45 200-1-60-3-2-8-300-1.5 5.50 14.28 0.39 93 200-2-60-3-2-8-500-1.5 22.05 58.96 0.37
46 200-1-60-5-2-8-300-1.5 4.40 14.28 0.31 94 200-2-60-5-2-8-500-1.5 18.70 58.96 0.32
47 200-1-75-3-2-8-300-1.5 4.20 14.28 0.29 95 200-2-75-3-2-8-500-1.5 17.26 58.96 0.29
48 200-1-75-5-2-8-300-1.5 3.19 14.28 0.22 96 200-2-75-5-2-8-500-1.5 14.05 58.96 0.24

244 Note: MVnl = combined bending and shear capacity of a slotted web channel, MVu = combined bending and shear capacity 
245 of a solid web channel

246
247
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248 Table 5: FE result for the parametric study (aspect ratio =2.0)

No Channels with Slotted 
Webs

 MVnl 
(kN)

 MVu 
(kN)

MVnl/
MVu

No Channels with Slotted 
Webs

 MVnl 
(kN)

 MVu 
(kN)

MVnl/
MVu

1 150-1-60-3-1-6-300-2 4.57 10.74 0.43 49 200-2-60-3-1-6-300-2 16.42 30.32 0.54
2 150-1-60-5-1-6-300-2 3.64 10.74 0.34 50 200-2-60-5-1-6-300-2 13.40 30.32 0.44
3 150-1-75-3-1-6-300-2 3.60 10.74 0.33 51 200-2-75-3-1-6-300-2 12.27 30.32 0.40
4 150-1-75-5-1-6-300-2 2.89 10.74 0.27 52 200-2-75-5-1-6-300-2 9.73 30.32 0.32
5 150-1-60-3-2-6-300-2 4.71 10.74 0.44 53 200-2-60-3-2-6-300-2 14.99 30.32 0.49
6 150-1-60-5-2-6-300-2 3.82 10.74 0.36 54 200-2-60-5-2-6-300-2 12.42 30.32 0.41
7 150-1-75-3-2-6-300-2 3.60 10.74 0.34 55 200-2-75-3-2-6-300-2 11.62 30.32 0.38
8 150-1-75-5-2-6-300-2 2.74 10.74 0.26 56 200-2-75-5-2-6-300-2 9.68 30.32 0.32
9 150-2-60-3-1-6-300-2 12.89 26.32 0.49 57 200-2-60-3-1-8-300-2 14.64 30.32 0.48
10 150-2-60-5-1-6-300-2 10.75 26.32 0.41 58 200-2-60-5-1-8-300-2 12.30 30.32 0.41
11 150-2-75-3-1-6-300-2 9.64 26.32 0.37 59 200-2-75-3-1-8-300-2 11.05 30.32 0.36
12 150-2-75-5-1-6-300-2 7.91 26.32 0.30 60 200-2-75-5-1-8-300-2 8.93 30.32 0.29
13 150-2-60-3-2-6-300-2 12.31 26.32 0.47 61 200-2-60-3-2-8-300-2 14.10 30.32 0.47
14 150-2-60-5-2-6-300-2 9.86 26.32 0.37 62 200-2-60-5-2-8-300-2 11.37 30.32 0.38
15 150-2-75-3-2-6-300-2 9.41 26.32 0.36 63 200-2-75-3-2-8-300-2 10.40 30.32 0.34
16 150-2-75-5-2-6-300-2 7.95 26.32 0.30 64 200-2-75-5-2-8-300-2 7.30 30.32 0.24
17 150-1-60-3-1-6-500-2 6.77 15.54 0.44 65 200-1-60-3-1-6-500-2 9.00 15.73 0.57
18 150-1-60-5-1-6-500-2 5.56 15.54 0.36 66 200-1-60-5-1-6-500-2 7.18 15.73 0.46
19 150-1-75-3-1-6-500-2 5.59 15.54 0.36 67 200-1-75-3-1-6-500-2 7.72 15.73 0.49
20 150-1-75-5-1-6-500-2 4.45 15.54 0.29 68 200-1-75-5-1-6-500-2 6.31 15.73 0.40
21 150-1-60-3-2-6-500-2 6.75 15.54 0.43 69 200-1-60-3-2-6-500-2 7.85 15.73 0.50
22 150-1-60-5-2-6-500-2 5.46 15.54 0.35 70 200-1-60-5-2-6-500-2 6.13 15.73 0.39
23 150-1-75-3-2-6-500-2 5.59 15.54 0.36 71 200-1-75-3-2-6-500-2 6.93 15.73 0.44
24 150-1-75-5-2-6-500-2 4.30 15.54 0.28 72 200-1-75-5-2-6-500-2 5.45 15.73 0.35
25 150-2-60-3-1-6-500-2 17.86 42.63 0.42 73 200-1-60-3-1-8-500-2 7.71 15.73 0.49
26 150-2-60-5-1-6-500-2 16.16 42.63 0.38 74 200-1-60-5-1-8-500-2 6.13 15.73 0.39
27 150-2-75-3-1-6-500-2 14.65 42.63 0.34 75 200-1-75-3-1-8-500-2 6.45 15.73 0.41
28 150-2-75-5-1-6-500-2 11.94 42.63 0.28 76 200-1-75-5-1-8-500-2 5.25 15.73 0.33
29 150-2-60-3-2-6-500-2 19.07 42.63 0.45 77 200-1-60-3-2-8-500-2 7.69 15.73 0.49
30 150-2-60-5-2-6-500-2 15.44 42.63 0.36 78 200-1-60-5-2-8-500-2 5.76 15.73 0.37
31 150-2-75-3-2-6-500-2 14.67 42.63 0.34 79 200-1-75-3-2-8-500-2 6.20 15.73 0.39
32 150-2-75-5-2-6-500-2 12.14 42.63 0.28 80 200-1-75-5-2-8-500-2 4.67 15.73 0.30
33 200-1-60-3-1-6-300-2 5.96 11.33 0.53 81 200-2-60-3-1-6-500-2 22.64 48.47 0.47
34 200-1-60-5-1-6-300-2 4.87 11.33 0.43 82 200-2-60-5-1-6-500-2 19.77 48.47 0.41
35 200-1-75-3-1-6-300-2 5.06 11.33 0.45 83 200-2-75-3-1-6-500-2 19.01 48.47 0.39
36 200-1-75-5-1-6-300-2 4.09 11.33 0.36 84 200-2-75-5-1-6-500-2 14.58 48.47 0.30
37 200-1-60-3-2-6-300-2 5.44 11.33 0.48 85 200-2-60-3-2-6-500-2 20.72 48.47 0.43
38 200-1-60-5-2-6-300-2 4.27 11.33 0.38 86 200-2-60-5-2-6-500-2 17.39 48.47 0.36
39 200-1-75-3-2-6-300-2 4.51 11.33 0.40 87 200-2-75-3-2-6-500-2 17.64 48.47 0.36
40 200-1-75-5-2-6-300-2 3.52 11.33 0.31 88 200-2-75-5-2-6-500-2 14.55 48.47 0.30
41 200-1-60-3-1-8-300-2 5.27 11.33 0.47 89 200-2-60-3-1-8-500-2 19.94 48.47 0.41
42 200-1-60-5-1-8-300-2 4.17 11.33 0.37 90 200-2-60-5-1-8-500-2 16.72 48.47 0.34
43 200-1-75-3-1-8-300-2 4.46 11.33 0.39 91 200-2-75-3-1-8-500-2 16.91 48.47 0.35
44 200-1-75-5-1-8-300-2 3.48 11.33 0.31 92 200-2-75-5-1-8-500-2 13.72 48.47 0.28
45 200-1-60-3-2-8-300-2 5.26 11.33 0.46 93 200-2-60-3-2-8-500-2 20.43 48.47 0.42
46 200-1-60-5-2-8-300-2 4.11 11.33 0.36 94 200-2-60-5-2-8-500-2 16.83 48.47 0.35
47 200-1-75-3-2-8-300-2 4.02 11.33 0.36 95 200-2-75-3-2-8-500-2 16.13 48.47 0.33
48 200-1-75-5-2-8-300-2 3.00 11.33 0.27 96 200-2-75-5-2-8-500-2 12.55 48.47 0.26

249 Note: MVnl = combined bending and shear capacity of a slotted web channel, MVu = combined bending and shear capacity 
250 of a solid web channel

251
252
253
254
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255 Table 6: FE result for the parametric study (aspect ratio =3.0)

No Channels with Slotted 
Webs

 MVnl
(kN)

 MVu
(kN)

MVnl/
MVu

No Channels with Slotted 
Webs

 MVnl
(kN)

 MVu
(kN)

MVnl/
MVu

1 150-1-60-3-1-6-300-3 4.08 7.51 0.54 49 200-2-60-3-1-6-300-3 14.35 22.22 0.65
2 150-1-60-5-1-6-300-3 3.20 7.51 0.43 50 200-2-60-5-1-6-300-3 11.71 22.22 0.53
3 150-1-75-3-1-6-300-3 3.22 7.51 0.43 51 200-2-75-3-1-6-300-3 10.58 22.22 0.48
4 150-1-75-5-1-6-300-3 2.57 7.51 0.34 52 200-2-75-5-1-6-300-3 8.45 22.22 0.38
5 150-1-60-3-2-6-300-3 4.39 7.51 0.58 53 200-2-60-3-2-6-300-3 13.42 22.22 0.60
6 150-1-60-5-2-6-300-3 3.36 7.51 0.45 54 200-2-60-5-2-6-300-3 11.17 22.22 0.50
7 150-1-75-3-2-6-300-3 3.00 7.51 0.40 55 200-2-75-3-2-6-300-3 10.44 22.22 0.47
8 150-1-75-5-2-6-300-3 2.27 7.51 0.30 56 200-2-75-5-2-6-300-3 8.63 22.22 0.39
9 150-2-60-3-1-6-300-3 11.10 19.54 0.57 57 200-2-60-3-1-8-300-3 12.86 22.22 0.58
10 150-1-60-5-1-6-300-3 9.04 19.54 0.46 58 200-2-60-5-1-8-300-3 10.78 22.22 0.48
11 150-2-75-3-1-6-300-3 8.09 19.54 0.41 59 200-2-75-3-1-8-300-3 9.26 22.22 0.42
12 150-2-75-5-1-6-300-3 6.61 19.54 0.34 60 200-2-75-5-1-8-300-3 7.22 22.22 0.32
13 150-2-60-3-2-6-300-3 10.48 19.54 0.54 61 200-2-60-3-2-8-300-3 12.74 22.22 0.57
14 150-2-60-5-2-6-300-3 8.42 19.54 0.43 62 200-2-60-5-2-8-300-3 10.28 22.22 0.46
15 150-2-75-3-2-6-300-3 7.79 19.54 0.40 63 200-2-75-3-2-8-300-3 9.28 22.22 0.42
16 150-2-75-5-2-6-300-3 6.31 19.54 0.32 64 200-2-75-5-2-8-300-3 7.60 22.22 0.34
17 150-1-60-3-1-6-500-3 6.09 10.56 0.58 65 200-1-60-3-1-6-500-3 7.94 10.50 0.76
18 150-1-60-5-1-6-500-3 4.71 10.56 0.45 66 200-1-60-5-1-6-500-3 6.10 10.50 0.58
19 150-1-75-3-1-6-500-3 4.96 10.56 0.47 67 200-1-75-3-1-6-500-3 6.67 10.50 0.64
20 150-1-75-5-1-6-500-3 4.01 10.56 0.38 68 200-1-75-5-1-6-500-3 5.43 10.50 0.52
21 150-1-60-3-2-6-500-3 6.28 10.56 0.59 69 200-1-60-3-2-6-500-3 7.14 10.50 0.68
22 150-1-60-5-2-6-500-3 4.97 10.56 0.47 70 200-1-60-5-2-6-500-3 5.37 10.50 0.51
23 150-1-75-3-2-6-500-3 4.64 10.56 0.44 71 200-1-75-3-2-6-500-3 6.37 10.50 0.61
24 150-1-75-5-2-6-500-3 3.47 10.56 0.33 72 200-1-75-5-2-6-500-3 4.81 10.50 0.46
25 150-2-60-3-1-6-500-3 15.24 31.67 0.48 73 200-1-60-3-1-8-500-3 6.83 10.50 0.65
26 150-2-60-5-1-6-500-3 13.49 31.67 0.43 74 200-1-60-5-1-8-500-3 4.99 10.50 0.48
27 150-2-75-3-1-6-500-3 12.76 31.67 0.40 75 200-1-75-3-1-8-500-3 5.78 10.50 0.55
28 150-2-75-5-1-6-500-3 10.25 31.67 0.32 76 200-1-75-5-1-8-500-3 4.53 10.50 0.43
29 150-2-60-3-2-6-500-3 14.58 31.67 0.46 77 200-1-60-3-2-8-500-3 6.79 10.50 0.65
30 150-2-60-5-2-6-500-3 11.90 31.67 0.38 78 200-1-60-5-2-8-500-3 5.06 10.50 0.48
31 150-2-75-3-2-6-500-3 11.89 31.67 0.38 79 200-1-75-3-2-8-500-3 5.84 10.50 0.56
32 150-2-75-5-2-6-500-3 9.73 31.67 0.31 80 200-1-75-5-2-8-500-3 4.36 10.50 0.42
33 200-1-60-3-1-6-300-3 5.26 7.83 0.67 81 200-2-60-3-1-6-500-3 20.26 33.64 0.60
34 200-1-60-5-1-6-300-3 4.16 7.83 0.53 82 200-2-60-5-1-6-500-3 17.06 33.64 0.51
35 200-1-75-3-1-6-300-3 4.37 7.83 0.56 83 200-2-75-3-1-6-500-3 16.51 33.64 0.49
36 200-1-75-5-1-6-300-3 3.50 7.83 0.45 84 200-2-75-5-1-6-500-3 13.31 33.64 0.40
37 200-1-60-3-2-6-300-3 4.82 7.83 0.62 85 200-2-60-3-2-6-500-3 18.82 33.64 0.56
38 200-1-60-5-2-6-300-3 3.75 7.83 0.48 86 200-2-60-5-2-6-500-3 15.26 33.64 0.45
39 200-1-75-3-2-6-300-3 4.11 7.83 0.52 87 200-2-75-3-2-6-500-3 15.80 33.64 0.47
40 200-1-75-5-2-6-300-3 3.17 7.83 0.40 88 200-2-75-5-2-6-500-3 12.72 33.64 0.38
41 200-1-60-3-1-8-300-3 4.69 7.83 0.60 89 200-2-60-3-1-8-500-3 17.99 33.64 0.53
42 200-1-60-5-1-8-300-3 3.49 7.83 0.45 90 200-2-60-5-1-8-500-3 14.23 33.64 0.42
43 200-1-75-3-1-8-300-3 3.77 7.83 0.48 91 200-2-75-3-1-8-500-3 14.19 33.64 0.42
44 200-1-75-5-1-8-300-3 2.93 7.83 0.37 92 200-2-75-5-1-8-500-3 11.14 33.64 0.33
45 200-1-60-3-2-8-300-3 4.54 7.83 0.58 93 200-2-60-3-2-8-500-3 18.09 33.64 0.54
46 200-1-60-5-2-8-300-3 3.42 7.83 0.44 94 200-2-60-5-2-8-500-3 13.90 33.64 0.41
47 200-1-75-3-2-8-300-3 3.74 7.83 0.48 95 200-2-75-3-2-8-500-3 14.46 33.64 0.43
48 200-1-75-5-2-8-300-3 2.78 7.83 0.36 96 200-2-75-5-2-8-500-3 11.37 33.64 0.34

256 Note: MVnl = combined bending and shear capacity of a slotted web channel, MVu = combined bending and shear capacity 
257 of a solid web channel

258
259
260
261
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262 Table 7: FE result for the parametric study (aspect ratio =4.0)

No Channels with Slotted 
Webs

 MVnl
(kN)

 MVu
(kN)

MVnl/
MVu

No Channels with Slotted 
Webs

 MVnl
(kN)

 MVu
(kN)

MVnl/
MVu

1 150-1-60-3-1-6-300-4 3.76 5.77 0.65 49 200-2-60-3-1-6-300-4 12.88 17.25 0.75
2 150-1-60-5-1-6-300-4 2.77 5.77 0.48 50 200-2-60-5-1-6-300-4 10.60 17.25 0.61
3 150-1-75-3-1-6-300-4 3.17 5.77 0.55 51 200-2-75-3-1-6-300-4 9.69 17.25 0.56
4 150-1-75-5-1-6-300-4 2.49 5.77 0.43 52 200-2-75-5-1-6-300-4 7.72 17.25 0.45
5 150-1-60-3-2-6-300-4 3.65 5.77 0.63 53 200-2-60-3-2-6-300-4 12.40 17.25 0.72
6 150-1-60-5-2-6-300-4 2.64 5.77 0.46 54 200-2-60-5-2-6-300-4 10.09 17.25 0.58
7 150-1-75-3-2-6-300-4 3.02 5.77 0.52 55 200-2-75-3-2-6-300-4 9.46 17.25 0.55
8 150-1-75-5-2-6-300-4 2.27 5.77 0.39 56 200-2-75-5-2-6-300-4 7.39 17.25 0.43
9 150-2-60-3-1-6-300-4 10.63 15.51 0.69 57 200-2-60-3-1-8-300-4 11.84 17.25 0.69
10 150-2-60-5-1-6-300-4 8.53 15.51 0.55 58 200-2-60-5-1-8-300-4 9.62 17.25 0.56
11 150-2-75-3-1-6-300-4 7.71 15.51 0.50 59 200-2-75-3-1-8-300-4 8.68 17.25 0.50
12 150-2-75-5-1-6-300-4 6.28 15.51 0.40 60 200-2-75-5-1-8-300-4 6.62 17.25 0.38
13 150-2-60-3-2-6-300-4 10.39 15.51 0.67 61 200-2-60-3-2-8-300-4 11.97 17.25 0.69
14 150-2-60-5-2-6-300-4 8.34 15.51 0.54 62 200-2-60-5-2-8-300-4 9.54 17.25 0.55
15 150-2-75-3-2-6-300-4 7.58 15.51 0.49 63 200-2-75-3-2-8-300-4 8.64 17.25 0.50
16 150-2-75-5-2-6-300-4 6.13 15.51 0.40 64 200-2-75-5-2-8-300-4 6.56 17.25 0.38
17 150-1-60-3-1-6-500-4 5.64 8.06 0.70 65 200-1-60-3-1-6-500-4 7.36 8.20 0.90
18 150-1-60-5-1-6-500-4 4.19 8.06 0.52 66 200-1-60-5-1-6-500-4 5.78 8.20 0.70
19 150-1-75-3-1-6-500-4 4.92 8.06 0.61 67 200-1-75-3-1-6-500-4 6.02 8.20 0.73
20 150-1-75-5-1-6-500-4 3.90 8.06 0.48 68 200-1-75-5-1-6-500-4 4.89 8.20 0.60
21 150-1-60-3-2-6-500-4 5.23 8.06 0.65 69 200-1-60-3-2-6-500-4 6.70 8.20 0.82
22 150-1-60-5-2-6-500-4 3.81 8.06 0.47 70 200-1-60-5-2-6-500-4 4.88 8.20 0.59
23 150-1-75-3-2-6-500-4 4.65 8.06 0.58 71 200-1-75-3-2-6-500-4 5.68 8.20 0.69
24 150-1-75-5-2-6-500-4 3.90 8.06 0.48 72 200-1-75-5-2-6-500-4 4.40 8.20 0.54
25 150-2-60-3-1-6-500-4 15.32 25.10 0.61 73 200-1-60-3-1-8-500-4 6.43 8.20 0.78
26 150-2-60-5-1-6-500-4 12.78 25.10 0.51 74 200-1-60-5-1-8-500-4 4.55 8.20 0.55
27 150-2-75-3-1-6-500-4 12.01 25.10 0.48 75 200-1-75-3-1-8-500-4 5.20 8.20 0.63
28 150-2-75-5-1-6-500-4 9.59 25.10 0.38 76 200-1-75-5-1-8-500-4 4.05 8.20 0.49
29 150-2-60-3-2-6-500-4 15.17 25.10 0.60 77 200-1-60-3-2-8-500-4 6.45 8.20 0.79
30 150-2-60-5-2-6-500-4 11.93 25.10 0.48 78 200-1-60-5-2-8-500-4 4.62 8.20 0.56
31 150-2-75-3-2-6-500-4 11.76 25.10 0.47 79 200-1-75-3-2-8-500-4 5.06 8.20 0.62
32 150-2-75-5-2-6-500-4 9.23 25.10 0.37 80 200-1-75-5-2-8-500-4 4.08 8.20 0.50
33 200-1-60-3-1-6-300-4 4.83 5.90 0.82 81 200-2-60-3-1-6-500-4 19.06 25.88 0.74
34 200-1-60-5-1-6-300-4 3.94 5.90 0.67 82 200-2-60-5-1-6-500-4 15.29 25.88 0.59
35 200-1-75-3-1-6-300-4 3.97 5.90 0.67 83 200-2-75-3-1-6-500-4 15.03 25.88 0.58
36 200-1-75-5-1-6-300-4 3.13 5.90 0.53 84 200-2-75-5-1-6-500-4 12.08 25.88 0.47
37 200-1-60-3-2-6-300-4 4.48 5.90 0.76 85 200-2-60-3-2-6-500-4 18.14 25.88 0.70
38 200-1-60-5-2-6-300-4 3.33 5.90 0.56 86 200-2-60-5-2-6-500-4 13.92 25.88 0.54
39 200-1-75-3-2-6-300-4 3.86 5.90 0.65 87 200-2-75-3-2-6-500-4 14.27 25.88 0.55
40 200-1-75-5-2-6-300-4 2.98 5.90 0.50 88 200-2-75-5-2-6-500-4 11.55 25.88 0.45
41 200-1-60-3-1-8-300-4 4.24 5.90 0.72 89 200-2-60-3-1-8-500-4 17.13 25.88 0.66
42 200-1-60-5-1-8-300-4 3.15 5.90 0.53 90 200-2-60-5-1-8-500-4 13.01 25.88 0.50
43 200-1-75-3-1-8-300-4 3.47 5.90 0.59 91 200-2-75-3-1-8-500-4 12.95 25.88 0.50
44 200-1-75-5-1-8-300-4 2.69 5.90 0.46 92 200-2-75-5-1-8-500-4 10.20 25.88 0.39
45 200-1-60-3-2-8-300-4 4.32 5.90 0.73 93 200-2-60-3-2-8-500-4 17.46 25.88 0.67
46 200-1-60-5-2-8-300-4 3.11 5.90 0.53 94 200-2-60-5-2-8-500-4 13.29 25.88 0.51
47 200-1-75-3-2-8-300-4 3.49 5.90 0.59 95 200-2-75-3-2-8-500-4 13.15 25.88 0.51
48 200-1-75-5-2-8-300-4 2.65 5.90 0.45 96 200-2-75-5-2-8-500-4 10.36 25.88 0.40

263 Note: MVnl = combined bending and shear capacity of a slotted web channel, MVu = combined bending and shear capacity 
264 of a solid web channel



14

265 5 Proposed design guidelines

266 When a failure occurs due to the presence of both shear force and bending moment, thus 

267 produce a notable effect on the strength of the section. This phenomenon is commonly studied 

268 and expressed in an interaction diagram. Clause 3.3.5 of AS/NZ 4600 [16] and section C 3.3.2 

269 of AISI [17] define the combined bending and shear actions of CFS beams with unstiffened 

270 webs as:

271                (1)[𝑀 ∗

𝑀𝑠 ]2
+ [𝑉 ∗

𝑉𝑉]2
= 1

272 where

273 M* = Applied bending moment,

274 Ms = The section moment capacity under pure bending,

275 V* = The applied  shear force, and

276 Vv = The shear capacity under pure shear.

277 Moreover, the upper limit to account combined bending and shear actions for beams with 

278 transverse web stiffeners are also provided in Clause 3.3.5 of AS/NZ 4600 [16] and section C 

279 3.3.2 of AISI [17]:

280                (2)0.6 [𝑀 ∗

𝑀𝑠 ] + [𝑉 ∗

𝑉𝑣 ] = 1.3

281 It should be noted that here (M*/Ms) > 0.5 and (V*/Vv) > 0.7 to ensure both ratios do not exceed 

282 1.0. These two equations (Equation 1 and Equation 2) are graphically illustrated in Figure 20.

283 Figure 20 was also plotted with the test results obtained from the research conducted by Pham 

284 [18] investigating combined bending and shear behaviour of lipped channel beams without web 

285 openings as well as SupaCee sections. However, the plotted points are test results of lipped 

286 channel sections subject to bending, shear, and combined bending and shear, as this study 

287 limited to CFS, lipped channel beams having slotted web. It can be noticed that the combined 

288 bending and shear test results are closer to the interaction curve when the pure bending and 

289 pure shear capacities are calculated using the Direct Strength Method (DSM). Here section 

290 moment capacity in pure bending is replaced with local buckling moment capacity (Msl) as the 

291 test specimens are allowed to fail due to local buckling stress with the provided straps in the 

292 pure bending zone. The nominal shear capacity (Vv) is obtained using DSM. The account for 

293 the tension field action and using shear buckling coefficient for whole section instead of 

294 considering web only in DSM approach to calculate Vv made the test results reasonably close 
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295 to the interaction curve. Further, the use of effective width method and AS/ NZ 4600 [16] for 

296 the calculation of Ms and Vv, respectively showed conservative results [18].

297 However, this study focused on proposing a reduction factor qs (=MVnl/MVu) as a function of 

298 influencing parameters which contribute to the combined bending and shear capacity of slotted 

299 web CFS channels. Therefore, FE combined bending and shear capacities of the perforated and 

300 solid channels were directly compared. 

301 The comparison showed that the staggered slotted perforations in the channel webs reduced 

302 combined bending and shear capacities of the channels. Current shear design rules for cold-

303 formed steel beams with web openings are based on a reduction factor (qs) defined as the ratio 

304 of the nominal shear capacity of CFS beams with web openings (Vnl) to the nominal shear 

305 capacity of cold-formed steel beams without web openings (Vu). Therefore, suitable design 

306 guidelines are also necessary to calculate combined bending and shear capacities of channels 

307 with slotted webs (MVnl) based on reduction factor (qs) and combined bending and shear 

308 capacity of cold-formed steel beams without web openings (MVu). 

309 As a first approach, New equation (Equation 3) was proposed for reduction factor based on 

310 FEA results by only taking the aspect ratio into account as the governing factor of the capacity 

311 of perforated slotted CFS channels when experiencing combined bending and shear actions 

312 (see Figure 19). The mean value for the ratio between qs (=MVnl/MVu) and qs1 gives a mean 

313 value of 1.00 and COV of 0.19 for all 480 models.

314      (3)𝑞𝑠1 =
𝑀𝑉𝑛𝑙

𝑀𝑉𝑢
= 0.01[𝑎1

𝑑1]2
+ 0.032[𝑎1

𝑑1] + 0.28

315 where

316 qs1 = reduction factor for combined bending and shear capacity

317 a1 = the shear span

318 d1 = the depth of the channel

319

320 Further, an overall reduction factor qs2 is also proposed through this study which accounts for 

321 all the parameters considered in the parametric study. This reduction factor is formed as a 

322 function of d,  t, Lsl, Wsl, n, N, fy and (a1/d1). Equation 4 represents the overall reduction factor 

323 for staggered perforated slotted CFS channels subject to combined bending and shear actions. 

324 All the parameters were normalised with standard and relevant values (standard yield strength 

325 is taken as 250 MPa) and also with other limiting dimensions (see Figure 1). This overall 

326 reduction factor was developed using a genetic algorithm (Generalised Reduced Gradient 
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327 (GRG) non-linear) solver. It can be noticed that the coefficients of the (a1/d1) terms are different 

328 for  Equation 3 and Equation 4. This variation is due to the influence of the other parameters 

329 in Equation 4 while those are not as part of Equation 3.

330      (4)qs2 =
[0.003[a1

d1]2

+ 0.004[a1
d1] + 0.078][d1

t ]
0.092

[ fy
250]

0.013

 [ Lsl
100]

0.99

[Wsl
9.5 ]

0.43

[N
n]0.068

331

332 This reduction factor qs2 is capable to predict the combined bending and shear capacity of a 

333 staggered perforated slotted channel as it has been developed by maintaining the mean value 

334 equal to 1. To elaborate, the ratio between qs (=MVnl/MVu) and qs2 gives a mean value of 1.00 

335 and COV of 0.10 for 480 parametric models considered in this study. Figure 21 demonstrates 

336 the aforementioned ratio of 480 models, which are very much closer to unity. Therefore, 

337 considering COV values of Equation 3 ( COV is 0.19) and Equation 4 (COV is 0.10), it can be 

338 concluded that  qs2 is a better solution which could help the designers to accurately predict the 

339 capacity of the staggered perforated slotted channels subject to combined bending and shear 

340 action. The FE results of the 480 models are plotted in Figure 22. In addition, combined 

341 bending and shear test results which are plotted in Figure 20 also plotted in the same figure. 

342 Figure 22 shows that the proposed design equations are able to predict the combined bending 

343 and shear capacity of slotted perforated channels.

344 6 Concluding remarks

345 This paper presents the details of the numerical studies of cold-formed steel channels with 

346 slotted webs subject to combined bending and shear action and the results of these analyses. A 

347 detailed parametric study was performed based on validated FE models in order to investigate 

348 the influencing parameters (section depth (d), thickness (t), slot length (Lsl), slot width (Wsl), 

349 number of slot rows (n), number of slot row groups (N), yield strength (fy) and aspect ratio (a)) 

350 on the combined bending and shear behaviour of staggered slotted perforated steel channels. 

351 Subsequently, combined bending and shear capacities of the staggered slotted perforated steel 

352 channels were directly compared with the solid web steel channels with the same dimensions. 

353 The comparison showed that the staggered slotted perforations in the channel webs 

354 significantly reduced the combined bending and shear capacities. New design equations were 

355 proposed as a function of the influencing parameters based on the wide range of parametric 

356 study results. Therefore, combined bending and shear capacity of the staggered slotted 
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357 perforated steel channels can be calculated with reasonable accuracy through the newly 

358 proposed equations. 
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1

(a) Cross section                           (b) Perforation pattern and sizes

Figure 1 : Cold-formed steel channels with staggered slotted perforations



2

Figure 2: Application of CFS channels with slotted webs [2]



3

Figure 3: Thermal transmittance in wall sections with slotted steel sections
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Figure 4: FE models of solid and slotted channels
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Figure 5: FE model and boundary conditions of solid channels for validation

z
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Figure 6: FE model and boundary conditions of channels with the slotted web for parametric study
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Figure 7: Load –vertical displacement behaviours for 200 mm deep channel with a thickness of 1.9 mm with 
straps (C20019-MVl).
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         (a) Test (b) FE analysis

Figure 8: Failure modes shapes of the tested specimen [15] and FE model of 200 mm deep channel with a 
thickness of 1.9 mm and with straps (C20019-MVl)
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Figure 9: Dimensions of FE model of channels for parametric study 
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Figure 10: Critical buckling mode of solid and slotted channels subjected to combined bending and shear
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Figure 11: Von misses stresses in solid and slotted channels at maximum applied load 
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Figure 12: Failure modes in solid and slotted channels at maximum applied load
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Figure 13: Load-deflection plot of slotted channel 150-1-60-3-1-6-300-1 and its behavior at different stages
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Figure 14: Load-deflection plot of slotted channel 150-1-60-3-1-6-300-1.5 and its behavior at different stages
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Figure 15: Load-deflection plot of slotted channel 150-1-60-3-1-6-300-3 and its behavior at different stages
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Figure 16: Load-deflection plot of slotted channel 150-1-60-3-1-6-300-4 and its behavior at different stages
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Figure 17: Load-deflection plots of solid (200-1-0-0-0-0-300) and slotted (200-1-75-3-1-8-300) channels with 
different aspect ratios
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(a) Slot length (Lsl) (b) Slot width (Wsl)

(c) Thickness (t) (d) Number of slot row groups (N)

(e) Yield strength (fy)

Figure 18: Variation of reduction factor with influencing parameters.

Wsl.n/d1

fy (MPa)
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Figure 19: Plot of reduction factor (MVnl/MVu) when aspect ratio (a1/d1) is only considered.
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Figure 21: Ratio between reduction factors obtained from FE analysis and proposed equation
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Figures 22: FE results of the 480 models along with test [18] results  




