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Abstract—The problem of constructing globally convergent,
reduced-order observers for general nonlinear systems is ad-
dressed. It is shown that an asymptotic estimate of the unknown
states can be obtained by rendering attractive an appropriately
selected (invariant) manifold in the extended state space. Current
results on nonlinear observer design require that the nonlineari-
ties appearing in the system equations are either linear functions
of the unmeasured states or monotonic functions of a linear
combination of the states. In this paper we relax these two
assumptions by allowing for a wider class of nonlinearities to
appear in the system equations. The proposed approach is applied
on several examples including a perspective vision system and a
general two-degrees-of-freedom mechanical system.

Index Terms—observers, mechanical systems, nonlinear sys-
tems

I. INTRODUCTION

HE problem of constructing observers for nonlinear sys-

tems has received a lot of attention due to its importance
in practical applications, where some of the states may not
be available for measurement. In the case of linear systems, a
complete theory on asymptotic (reduced-order) observers can
be found in [1], while an observer with finite-time convergence
has been recently developed in [2].

The classical approach to nonlinear observer design consists
in finding a transformation that linearises the plant up to
an output injection term and then applying standard linear
observer design techniques. The existence of such a trans-
formation, however, relies on a set of stringent assumptions
[3], [4] which are hard to satisfy in practice. These have
been recently relaxed in [5]. Lyapunov-like conditions for
the existence of a nonlinear observer with asymptotically
stable error dynamics have been given in [6]. An observer
for uniformly observable nonlinear systems in canonical form
has been developed in [7], [8] based on a global Lipschitz
condition and a gain assignment technique. Some extensions
to this result, which avoid the transformation to canonical
form and allow for more flexibility in the selection of the
observer gain, have been proposed in [9]. More recently, in
[10] conditions for the existence of a linear observer with a
nonlinear output mapping have been given in terms of the
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local solution of a partial differential equation (PDE), thus
extending Luenberger’s early ideas [1] to the nonlinear case.
Extensions to this fundamental result have been developed in
[11], [12], see also [13]. A globally convergent reduced-order
observer for systems in canonical form has been proposed in
[14] using the notion of output-to-state stability, whereas a
high-gain design for a similar class of systems that presumes
a bound on the system trajectories has been proposed in [15],
see [16] for a survey on high-gain observers.

A design which can deal with a general class of nonlinear
systems without resorting to high gain has been proposed
in [17], see also [18], [19], under the restrictions that the
nonlinearities appearing in the system equations are monotonic
functions of a linear combination of the states and that the
linear part of the observer error system can be rendered strictly
positive real (SPR) by solving a linear matrix inequality
(LMI).

In the present paper we relax the above assumptions by
following the general approach introduced in [20], where the
observer design problem is formulated as a problem of ren-
dering attractive an appropriately selected invariant manifold
in the extended state-space of the plant and the observer.! In
particular, we allow for non-monotonic nonlinearities to appear
in the unmeasured state dynamics with coefficients that are not
necessarily constant but may depend on the system output.
Interestingly, even in the special case where these coefficients
are constant and the nonlinearities are monotonic, the result
is more general than the one in [17] (see the example of
Section III).

The proposed extension is mainly achieved by exploiting the
(monotonic) nonlinearities appearing in the output dynamics in
order to stabilise the observer error system. From a passivity
point of view, this approach ensures that the “shortage” of
passivity due to the non-monotonic terms is compensated
for by an “excess” of passivity due to output injection in
the observer error dynamics. Additionally, we show that for
systems with finite escape time the output injection term can
be in some cases shaped so that the observer converges in
finite time (namely at the time of the escape).

The method is used to obtain new solutions to two prac-
tical problems. The first is the problem of estimating the
three-dimensional motion of an object using two-dimensional
images obtained from a single camera. The second is the
problem of estimating the velocities of a general two-degrees-
of-freedom (2DOF) mechanical system by measuring the

I'This approach, which is inspired by the adaptive stabilisation tools in [21],
was first introduced for systems that are linear in the unmeasured states in
[22].



positions.

The paper is organised as follows. In Section II we for-
mulate the observer design problem and propose a gen-
eral methodology for constructing asymptotically convergent
(reduced-order) observers. This is illustrated with a practical
example. In Section III a particular class of systems with
non-monotonic nonlinearities, which allows us to obtain more
constructive results, is discussed and an academic example
for which the method of [17] is not applicable is provided.
An application to 2DOF mechanical systems is considered in
Section IV. Finally, Section V concludes the paper with some
summarising remarks. (Preliminary versions of the general
results presented here can be found in the conference papers
(201, [23].)

II. MAIN RESULT

We consider nonlinear, time-varying systems described by
equations of the form

y=f1(y,x,t) (D
‘i':f2(y7$7t) (2)

where y € R™ is the measured part of the state and « € R is
the unmeasured part of the state. It is assumed that the vector
fields f1(-) and fy(-) are forward complete, i.e. trajectories
starting at time ¢ are defined for all times ¢t > ty. (We will
show later that this assumption can be removed under certain
conditions, see Corollary 2.)

Definition 1: The dynamical system

§=a(y,t) 3)

with & € RP, p > n, is called an observer for the system (1)—
(2), if there exist mappings

B():R™ xR’ xR—RP and ¢,(-): R" — RP
with ¢, ;(-) parameterised by y and ¢ and left-invertible? such
that the manifold

M =A{(y,z,§1) € R xR" xR xR : B(y,{,t) = ¢y.(2)}
4)
has the following properties.

(1) All trajectories of the extended system (1)—(3) that start
on the manifold M remain there for all future times, i.e.

M is positively invariant.
(i) All trajectories of the extended system (1)—(3) that start
in a neighbourhood of M asymptotically converge to

M.

The above definition is in the spirit of the definition given
in [6] and implies that an asymptotic estimate of the state x
is given by gb;t(ﬂ(y,ﬁ ,1)), where qﬁjt denotes a left-inverse
of ¢y7t.

2A mapping ¢y,¢(-) : R™ — RP (parameterised by y and t) is
left-invertible if there exists a mapping qﬁ{;’t(-) : RP — R"™ such that
¢£,t(¢y,t(x)) = z, for all x € R™ (and for all y and t). Recall that a
mapping is left invertible if and only if it is injective.

Remark 1: One could alternatively, and equivalently, define
the manifold M as

M ={(y,z,&,t) e R"XR" xR’ xR : x = ¢}, (B(y, &, 1))}

(5)
The difference between the parameterisations in (4) and in (5)
is in the definition of the estimation error, and hence of the
error dynamics. In the former case, the natural selection for
the estimation error is

z = /B(yagvt) - ¢Z/ft(x)

whereas in the latter case it is

zZ= ‘5,t(5(y7£at)) - .

Existence of an injection gain rendering the zero equilibrium
of the z dynamics globally (uniformly) asymptotically stable
does not imply existence of an injection gain achieving the
same objective for the zero equilibrium of the Z dynamics.
This issue is illustrated in Example 1 and Remark 4.

We now present the main result of the paper, namely a
general tool for constructing a nonlinear observer of the form
given in Definition 1.

Proposition 1: Consider the system (1)-(3) and suppose
that there exist mappings G(-) : R™ x R? x R — RP and

¢yi(-) : R" — RP, with a left-inverse ¢/ ,(-) : R? — R™,
such that the following hold.
(A1) For all g, £ and ¢,
o8
(A2) The system
0 .
= 7875 (fl(y7$7t) - fl(yaxat))
aQzl)y,t A 8sty,t
+ ay s fl(yvxvt)_ ay fl(y7x7t)
aQby,t N 8¢y,t
+ a—.’E s fg(y,l',t) - Wfé(yvxvt)
8¢y,t 8¢y,t
"o |, ot ©

with 2 = ¢} (¢y.+(x) + z), has an asymptotically
stable equilibrium at z = 0, uniformly in x, y and t.

Then the system (3) with

—1
a(y.61) = — (ﬁ) (‘%fl(y,i,t) L 95

o€ Ay ot
aQby,t ~
T oy - fi(y, 2,t)
o asty,if - 7 8¢y,t
or . fa(y,2,t) at |, . (7N
where T = %(ﬁ(y,f ,t)), is a (reduced-order) observer for

the system (1)—(2).

Proof: Consider the variable



where ((-) is a continuously differentiable function such
that (A1) holds. Note that the Euclidean norm |z| represents
the distance at time t of the system trajectories from the
manifold M defined in (4). The dynamics of z are given by

0 0 0 0
Z:8_§f1(y7x7t)+a_§a(y7£;t)+a_ff §Z7tfl(y7x7t)
) 0
7%f2(y7xvt)i 22.2,26'

Substituting the function «(-) from (7) and noting that by
assumption (Al) this function is well-defined, yields the
dynamics (6). It follows from (A2) that the distance |z]
from the manifold M converges asymptotically to zero. Note,
moreover, that M is invariant, ie. if z(¢) = 0 for some ¢, then
z(7) = 0 for all 7 > ¢. Hence, by Definition 1, the system (3)
with «(-) given by (7) is a (reduced-order) observer for (1)-
2). [ |

Remark 2: Proposition 1 provides an implicit description
of the observer dynamics (3) in terms of the mappings
B(-), ¢yi(-) and @) ,(-) which must then be selected to
satisfy (A2).> Hence the problem of constructing an observer
for the system (1)—(2) is reduced to the problem of rendering
the zero equilibrium of system (6) asymptotically stable by
assigning the functions (), ¢,.(-) and @} (-). This non-
standard stabilisation problem can be extremely difficult to
solve, since, in general, it relies on the solution of a set
of partial differential equations (or inequalities). However, in
many cases of practical interest, these equations are solvable,
as demonstrated in the following example.

Remark 3: The proposed observer design method relies on
the construction of a manifold with specific properties, namely
invariance and attractivity. Invariant and attractive manifolds
in observer design have been introduced in the work of
Luenberger [1] and have been recently exploited, for nonlinear
systems, in [10], [11], [12] and [14].

In [10] an observer is defined (on the basis of Luenberger’s
ideas) as a linear asymptotically stable system, driven by the
available measurements and with a nonlinear output map, and
the state estimate is obtained by inversion of this output map.
Under non-resonance conditions, and exploiting Lyapunov’s
auxiliary theorem, it is proved that the interconnection of
the system, the state of which has to be estimated, with the
observer has a locally well-defined invariant and attractive
manifold, with the property that the estimation error is zero on
the manifold. The non-resonance conditions of [10] have been
relaxed in [11], and a global version of these results has been
given in [12] under certain observability and completeness as-
sumptions. In all these works the observer has linear dynamics,
the (local or global) existence and invariance of the manifold
is guaranteed by non-resonance conditions or completeness
assumptions, and the attractivity is implied by stability of the
observer dynamics.

In [14] the observer dynamics are linear modulo a dynamic
scaling which depends upon an estimate of the norm of the
state, the manifold and the output map are described by linear

3Note, however, that the function a(+) in (7) renders the manifold M
invariant for any mappings 3(-) and ¢y ¢(-).

maps with coefficients depending on the dynamic scaling (note
that the linear structure is a consequence of the use of the
observability canonical form), and global attractivity is proved
by means of Lyapunov arguments.

In contrast, in the proposed approach, a parameterised
description of the manifold is given (hence there is no ex-
istence issue), and the observer dynamics are selected to
render the manifold invariant. The crucial issue is therefore
the attractivity of the manifold, which has to be achieved by
a proper selection of the functions 3(-), ¢y +(-) and ¢L ,(-), as
discussed in Remark 2.

Example 1 (Range estimation): We consider the problem
of estimating the range of an object moving in the three-
dimensional space by observing the motion of its projected
feature on the two-dimensional image space of a camera.
Previous solutions to this problem, which typically arises in
machine vision as well as target tracking, can be found in [24],
[25], [26], [27].

Assuming that the motion of the object is described by linear
(time-varying) dynamics and taking a perspective model for
the camera yields the system (see [27] for details)

y=hi(y, 1) + gy, )z ©)
i = ho(y, t)x — bs(t)x? (10)

where y = [y1, yg]T € R? are the measurable co-ordinates on
the image space, € R is the inverse range of the object, and

a12 (t)

) {anu) o) el (t)} v+ [228]

agl(t)
a 1(t)
_ny |:a22 (t) :|
ha(y,t) = — (az1(t)y1 + az2(t)y2 + as3(t))
b1(t) — bs(t)y1
9(:1) = [52(15) - bz(t)i] '

It is assumed that a;;(t), b;(t) and y(t) are bounded, a;;(t) and
b;(t) are differentiable, and the “instantaneous observability”
condition

l9(y,t)| 2 e>0 Y

holds, for some ¢ and for all ¢ and y.

For simplicity let ¢, (xz) = (y,t)z, where ¢(-) # 0 is a
function to be determined, and consider an observer of the
form given in Proposition 1, namely

f—_ (%) <% (h1(y,t) + g(y, t)z) + o5

3 oy ot
3} 0
=5, (1) + gy, 0)2) 7~ 5o
—2(u,1) (haly, ) — by(1)3?) ) (12)
. 1
= mﬁ(y;&t)-

From (6) the dynamics of the error

= ﬂ(:’%fat) - €(y7t)l’ = €(y7t) (j - I)



are given by

z-:_%g(m( ~a) (13)
( )+ <y >h2<y,t>) (& - a)
<6_ Y, 1)bs(t )) (:E2 — x2)

—— (S00:0) - Gomnt) el ) o1
+<%m%) ey, )mO)@P—ﬁy (14)

The observer design problem is now reduced to finding func-
tions G(-) and e(-) # 0 that satisfy assumptions (A1)—(A2) of
Proposition 1. In view of (14) this can be achieved by solving
the PDEs

apB Oe

8_yg(y t) — a_hl(yvt)
- ( Y, )hQ(y7t> :Ii(y,t)E(y7t) (15)
5o 90:8) — (0 )ba(t) =0 (16)

for some x(-). From (16) we obtain the solution

1
(1) = —
lg(y, 1)
which by (11) is well-defined and non-zero for all y and ¢.
Let

w(y.t) = Na(w. ) — by (. ey, t)"

dy
and note that, by (11) and the fact that a,;(t), b;(¢) and y are
bounded, we can always find A > 0 (sufficiently large) such
that k(-) > k, for some k£ > 0. The PDE (15) is now reduced

to 8ﬂ
a—yg(y, t) =

- hQ(ya )

~Ag(y, )l

which can be solved for 3(-) yielding

% ((y7 +3) bs(t) — 2b1 (t)yr — 2b2(t)y2)

+e(§,1)

where ¢(-) is a free function. Selecting ¢(&,t) = £ ensures
that assumption (A1) is satisfied. Substituting the above ex-
pressions into (14) yields the system

By, & t) =

zZ= _’%(y7 t)Z

which has a uniformly asymptotically stable equilibrium at
zero, hence assumption (A2) holds.

Remark 4: It is worth comparing the foregoing result with
the one in [27], where a semi-global observer for the perspec-
tive system (9)—(10) was obtained using a similar procedure
but with ¢, ;(x) the identity mapping (i.e. with e(y,t) = 1).
In the present design, on the other hand, we are able to obtain
a global observer by assigning the function £(y, t), hence the
mapping ¢, (), to satisfy the PDE (16).

III. FURTHER RESULTS

The generality of Proposition 1 comes at a price: it does
not provide a constructive way of finding a function (3(-)
that satisfies (A2). In this section we attempt to give a better
insight into the design of this function by studying a more
specific class of systems. In particular, we show that the
monotonic nonlinearities appearing in the output dynamics
can be exploited to stabilise the zero equilibrium of the
observer error system even in the presence of non-monotonic
nonlinearities, thus extending the result in [17].

We consider a class of nonlinear systems described by
equations of the form

Fi(y)v(Cy + Hz) + g1(y, )
i = Fo(y)v(Cy + Hz) + 6(y, z) + ga(y, u)

where y € R™ is the measurable output, z € R" is the
unmeasured state, v € R” is the input, and v(-) € RP is
a vector with each element a nonlinear function of a linear
combination of the states, i.e.

a7)
(13)

vi = 7i(Ciy + Hyx)

where C; and H; denote the rows of C' and H, respectively.
We assume that the functions «(-) and (-) are continuously
differentiable and that each ~; is non-decreasing, i.e.

(a—=1b) (vi(a) —vi(b)) > 0

for all a,b € R. Note that, comparing with the class of systems
considered in [17], there is an additional nonlinearity J(-)
in (18) which is not necessarily monotonic and the matrices
F} and F; generally depend on the output y.

For simplicity we fix the mapping ¢, ;(-) in Definition 1

(19)

to be the identity and choose p = n, hence the problem
considered is to find a reduced-order observer of the form

=a(y,§) &=py¢) (20)
with £ € R”.

Remark 5: It should be mentioned that the result of [17] re-
lies strongly on the matrices F and F5 being constant. More-
over, the system dynamics must include a linear (detectable)
part which plays an essential role in the stabilisation of the
observer error dynamics. As we will see, our construction does
not require a linear part, since stabilisation of the observer
error dynamics will be achieved by exploiting the monotonic
nonlinearities contained in the vector 7(-)—which may also
include linear terms.

Note that, when 6(y,z) = 0, the system (17)-(18) can be
rewritten in the form

v = Ai(y)x + Gi(y)7(Cy + Hr) + g1(y,u) 1)

&= Ay(y)z + Go(y)7(Cy + Hr) + g2(y,u)  (22)

wlzlere Gi(y) = [F1(y), —A1(y)], G2(y) = [Fa(y), —A2(y)]
¥(Cy + Hzx) = C’y+Hac ]

If, in addition, FY, F5, Ay and A, are constant, then (21)—(22)
coincides with the systems considered in [17].



Example 2: To motivate our approach (and highlight the
differences from the one in [17]), we consider a simple
example described by the two-dimensional system

(23)
(24)

j=z+a*—y

T=xz’+u

and the problem of constructing a (reduced-order) observer
for the unmeasured state x. In an attempt to apply the
methodology in [17], we first rewrite the system in the form

y=Ax+Gry(r) —y
&= Asx + Goy(x) + u

where v(z) = [23, z + 2% + x?’]T satisfies the monotonicity
condition (19), and 4; = 1, G; = [1,0], A3 = —1, and
G2 = [—1, 1]. Defining the error z = £ + By — x and the
observer dynamics

§ = (A2 — BAy) (£ + By)+(G2 — BG1) y(§+By) +u+ DBy
yields the error system
i = (A2 = BA1)z + (G2 — BG1) (v(z + 2) — v(2))

which is asymptotically stable if there exist constants v > 0,
vp > 0 and B such that the following conditions hold*

A2 — BAl S 0 G2 — BGl = [71/1, 71/2] .

It can be readily seen that the last condition cannot be satisfied,
since it requires vy = —1.

The method in [17] failed in this example because it was
not possible to assign the “output injection gain” B to render
the error system passive with respect to each one of the
elements of the vector y(z + z) — y(x), which are passive
by assumption (19). Obviously, this passivity requirement
becomes more restrictive as the dimension of the vector
~(-) increases. However, since passivity is not a necessary
condition for stability, there may still exist a B such that the
error system is asymptotically stable.

We now show that such a solution can be constructed
by means of Proposition 1. Towards this end, let 3(y,&) =
¢ + f(y), which satisfies condition (Al), and consider the
observer (7) which in this case becomes

aly, &) = (E+ f(y)” - g—g (5 + fly) +(E+ f(y))?’)
of

Substituting into the dynamics of the error z = 2 — x =
&+ f(y) — x yields the system (6), which can be written as

z= ((m+z)2—x2)—g(z—i—(x—i—z)s—xg)

dy
) of . )
x—l—z—a—y(l—i—&r +3x2+z) z

My, z, 2)z.

L

(25)

4See equation (25) in [17].

The aim now is to find f(y) such that A(y,x, z) < 0 for all
y, « and z. Rewriting A(-) as a quadratic polynomial in z and
its discriminant as a polynomial in = we obtain the conditions

of Of \?
a_y>0 and 1_3<3_y> < 0.

Hence, selecting f(y) = By, with B > 1/ /3, ensures that the
error system (25) is uniformly globally asymptotically stable,
hence Proposition 1 holds.

Remark 6: Notice that for u(t) = 0 and z(0) > 0 the
states of the system (23)—(24) escape to infinity in finite time
te = 1/x(0). Nevertheless, it is possible to prove finite-time
convergence of the observer error. To this end, define a scaled
time variable 7 such that d7/dt = 1 + x? which implies

TZ/ (1+x(()2)dC

0
and note that 7 — oo as t — t.. From (25), the dynamics of
the observer error with respect to the new time variable 7 can
be written as

dz .dt  A(y,z,2)
—=2—=—Tz
dr dr 1+ 22
Note that the term A(y, z, z)/(1+2?2) is strictly negative even
when z(7) — oo, hence
lim z(7) = lim (Z(7) —z(7)) =0

which, in turn, implies lim; ; (Z(t) — z(t)) = 0, ie. the
manifold M in (4) is reached in finite time (namely at the
time of escape t.).

The following proposition provides a generalisation of the
above design for the class of systems (17)—(18).

Proposition 2: Consider the system (17)—(18) with states
y(t) and x(¢) defined for all ¢ > 0 and define two matrices
I'(y,z,z) and A(y, x, z) such that

I(y,@,2)Hz =~(Cy+ H (z + 2)) —7(Cy + Hx)
A(yv €T, Z)Z = 6(y7 T+ Z) - 5(ya .’E)
Suppose that we can find a positive definite matrix P and a

function 5(y,&) : R™ x R™ — R”, with det(95/0¢) # 0,
that satisfy the matrix inequality

Ay, z,2)" P+ PA(y,z,2) <0 (26)
where
B
Ay, 2) = (F2<y> - <y>) P(y,2,2)H + Ay, 2)

for all y, x and z. Then there exists a reduced-order observer
of the form (20) such that
tlim ((t) — z(t)) = 0.

Proof: Consider the system (20) and define the error
variable z = & — 2 = [((y,&) — x, whose dynamics are
described by the equation
. 0B ap
z= a—fa(yaf) + Dy (F1(y)v(Cy + Hz) + g1(y,u))

—F2(y)y(Cy + Hzx) = 6(y, x) — g2(y, u).



Assigning the observer dynamics as in (7), namely

aly,€) = (gﬁ)l (Fz<y>v(0y T HE) +8(y, )

gl u) — 2 (Fi(Cy + H) + g1 (9,) )

Ay
and noting that £ = = + 2 yields the error system
z= (Fg(y) - g—SFl(y)> I(y,z,2)Hz + Ay, x, 2)z
=A(y,x, 2)z

which, from (26), is uniformly globally asymptotically stable
with the Lyapunov function V(z) = z"Pz. As a result,
Proposition 1 holds. Moreover, if 3(y,&) is invertible with
respect to &, then the observer state £(t) is bounded whenever
y(t) and z(t) are bounded. [ |

It is apparent from the construction given in the proof of
Proposition 2 that the observer problem is reduced to the
problem of finding a function [(-) that solves the (partial)
differential inequality (26). In the special case of the class
of systems considered in [17], with the additional restriction
B(y, &) = £+ By, where B is constant, this inequality reduces
to the LMI given in [17], as the following corollary shows.

Corollary 1: Consider the system (21)—(22) with states ()
and x(t) defined for all ¢ > 0, where 7(-) satisfies the
condition (19). Suppose that we can find a positive definite
matrix P, a function §(y), a constant ¥ > 0 and a diagonal
matrix N > 0 that satisfy the matrix inequality

(420) ~ L) P+ P (Asly) - L) + 1
(Gatw) - %Gl(y))T P+NH

P (Gz(y) - %Gﬂy)) +H'N

] <0. 27)
0

Then there exists a reduced-order observer of the form (20)
such that

lim (i(t) — z(t)) = 0.

t—o0

Proof: To begin with, note that the system (21)—(22)
is a special case of the system (17)—(18) with Fi(y) =

[G1(y), A1(y)), F2(y) = [G2(y), A2(y)] and
Y(Cy+ Hzx) = [ W(Cy;—H:c) ] .
Define a (diagonal) matrix T'(y, x, z) such that

[(y,z,2)Hz =~5(Cy+ H (x+ 2)) — (Cy + Hx)

| (4]

The matrix inequality (26) can now be rewritten as

and note that

Ny, z,2) = {

F(y,l‘,Z) Opxn
07L><p 1

(x)TP+ P(x) <0 (28)

where
* = (Galy) - L61W) Dy, o, 2)H + Aa(y) — LA (y).

It remains to show that (27) implies (28), hence the result in
Proposition 2 is applicable. This follows directly from noting
that (27) implies

(4e0) - Z0®) P+ P (4a0) - L) <0
P (Gg(y) - ggjc;l(y)) —_A'N

and using the fact that, by condition (19), z"T'(y,z,2)Hz >
0, for all y, z and z. [ |

Remark 7: In the special case in which the matrices A;, Ao,
G1 and G> are constant, (27) reduces to the LMI proposed in
[17] by selecting 5(y) = By with B constant.

The result in Proposition 2 is based on the assumption
that the system trajectories exist for all times. The following
corollary shows that for a system with finite escape time (such
as the one considered in Example 2) the observer can be made
to converge in finite time.

Corollary 2: Consider the system (17)—(18) with states y/(¢)
and z(t) maximally defined in [0, t.), for some t. > 0.
Suppose that the assumptions of Proposition 2 hold and,
moreover, there exists a function u(x,y) > 1 and a constant
v > 0 such that

1
w(z,y)

(A(y,z,2) P+ PA(y,z,2)) < —vI  (29)

for some positive definite matrix P, and along any trajectory

lim | (), y(¢))d¢ = oo.

t—te

(30)

Then there exists a reduced-order observer of the form (20)
such that

lim (£(t) — 2(t)) = 0.

t—te

(€20)
Proof: Define a scaled time variable 7 such that

dr !
i wlx,y) = 17= /0 w(z(¢),y(¢))d¢

and note that, from (30), 7 — oo as ¢t — t.. Following the

construction of the proof of Proposition 2, the observer error
dynamics can be rewritten as

,_dzﬁ

= — = A
z dT dt (y7x? Z)Z
which implies
dz 1
— = Ay, z,2)z.
dr  p(z,y) ( )

Note that, from (29), the above system is uniformly asymptoti-
cally stable with the Lyapunov function V(z) = z " Pz, which
implies that lim, o (£(7) — (7)) = 0, hence (31) holds. W



IV. APPLICATION TO 2DOF MECHANICAL SYSTEMS

In this section we use the approach introduced above to
construct globally asymptotically convergent observers for
general Euler—Lagrange systems with two degrees of freedom,
where the objective is to estimate the velocities by measuring
the positions. This is a challenging problem since the dynamics
involved are highly nonlinear with non-monotonic (quadratic)
nonlinearities. An intrinsic local observer for this class of
systems has been developed in [28] based on a Riemannian
structure, while a global observer has been proposed in [29]
albeit for a narrower class of systems that can be rendered
linear in the unmeasured states via a transformation.

Following the proposed methodology, we first construct
an output injection function ((-) by solving a set of partial
differential equations and then ensure the convergence of the
observer error by means of a quadratic Lyapunov function
(see Proposition 2). As special cases we consider a two-link
manipulator [30] and the well-known “ball and beam” system
[31], [32]. The features of the proposed observers are shown
via simulations.

A. Model description

Consider a 2DOF mechanical system whose dynamics are
described by the Euler-Lagrange equations

d oc oL .
— F(q,9)

&a_q(q’ q) — 6—q(q7é) =T (32)

where ¢ = [q1, q2]T € R? is the vector of the (measurable)
joint position variables, 7 € R? the vector of the motor torques
and F'(q,q) represents the dissipative forces. The Lagrangian
function £(q,q¢) = 7 (q,¢) — V(q) is defined as the difference
between the kinetic energy 7 (¢,q) = %QTM (¢)¢ and the
potential energy V(q). We consider a tree-like articulated two-
body system whose inertia matrix has the form

m12(Q2)
ma2

with the standard assumptions M (q) = M(q)" and M(q) >
0, for all ¢q. The Euler-Lagrange equations (32) can also be
written as

M(q)i+C(q,4)q +G(q) =T — F(q,9)

where the vector G(g¢) accounts for the potential forces and the
matrix C(q,q) represents the Coriolis and centripetal forces
and is derived using Christoffel symbols [33] as

mn(Qz)

M(Q) - mi2 (Q2)

(33)

(34)

smar’(g2)de 3ma(g2)dr + ma2’(g2)de

Cl(q,q) =
(9:9) —lmn (g2)41 0

where m; ;' denotes the first derivative of m; ; with respect
to go. Note that the matrix C(q,q) is linear in the second
argument, i.e. the identity

C(g,x+ z) =Cl(q,z) + C(g, 2)
holds for all ¢, x and z. Defining the states y = q and x = ¢,
the system (34) can be rewritten in the form (1)—(2), namely
(36)
(37)

(35)

y==z

M(y)i = —C(y,z)x — F(y,z) — G(y) + 7.

B. Observer design

We now proceed to the design of a reduced-order observer
of the form (3) for the velocity vector x using the result
in Section II. Let ¢, ¢(x) = T(y)x, where T(y) is a 2 x 2
transformation matrix to be determined, and define the error
variable

z2=P(y,§) —T(y)z =T(y) (& - x)
whose dynamics are given by
65 + —5x —C(y,2)x
85 Y,

+T(y )M( )~ H(F(y,2) + Gly) — 7)

where C(y,x) = T(y) — T(y)M(y) "' C(y, ).

Assume for now that the Jacobian 93/9¢ is invertible—
this will be confirmed later by the choice of the function
B(-). Selecting the observer dynamics (3) as in Proposition 1,

namely
. opg op .
= (3_§> (51/

()M () (Fly,2) + Cly) — ﬂ)

—C(y,2)2

and using the fact that C(y,z) satisfies the linearity prop-
erty (35) yields the error dynamics

£ = =50 L)s + Ol L))o + Ol )Ly
~T(y)M(y)~" (F(y,z + L(y)z) — F(y,)) (38)
where L(y) = T(y)~'.

The transformation matrix 7'(y) can be obtained by the
Cholesky factorisation of the inertia matrix M (y) as intro-
duced in [34], namely M (y) = T(y) ' T(y), yielding

mn(yz) mi2 y2
T(y) = vV m11 yz
T yg
0
mn(yz)
where 7(y2) = \/m11(y2)(maami1(ya) — mi2(y2)2). Note

that, since the inertia matrix is positive definite, mqq(y2) > 0
and moomiq(y2) — mia(y2)? > 0, hence the matrix T'(y)
is invertible. The above selection of T'(y) is such that the
matrix C(y,z)L(y) = [T(y) — L(y)"C(y, x)]L(y) is skew-
symmetric, i.e. C(y,z)L(y) + L(y) "C(y,x)T = 0. In partic-
ular, we have

- % (ma1(y2)z1 + maa(ye)r2) I

0 -1
77 ]
Substituting & = L(y)3(y, &) and rearranging the second term
on the right-hand side of (38) yields the error dynamics

i=-T(y,&)z+ Cly,z)L(y)z

—L(y)" (F(y.z+ L(y)z) — F(y,x))  (39)



h
T e [ M9 me.9
’ Y21(y:8)  722(y, &)
L 9B | mai'(y2)B2(y,§)
Wll(y 5) /7”111 y2 ayl 27"(y2)
. mi1(y2) % _ mi2(y2) %
M2y 8) = r(y2) Oy2 r(y2) Oy
or (3, €) = L 9B mai'(y2)51(y,§)
2 Vmai(y2) Ov1 27 (y2)
- mi1(y2) % _ 12(y2) %
12(8) = r(y2) Oy2  r(y2) Oy

We now shape the function 3(y, &) = [B1(y, &), ﬁg(y,g)]T
so that the system (39) has a uniformly globally asymptotically
stable equilibrium at the origin. To this aim, we first invoke
the following (standard) assumption.’

Assumption 1: There exists a constant v € R such that the
dissipative force vector F'(y, x) satisfies the property

T 8F(ya .’E)

g (40)

2T L(y) Ly)z>vz'z

for all y, z and z.
Consider now the quadratic Lyapunov function V(z) =
%ZTZ whose time-derivative along the trajectories of (39)

satisfies

V= =y (y, )23 — (12(y, &) + 721 (4, €)) 2120
—y22(y, )25 — 2 L(y) " (F(y,z + L(y)z) — F(y,z))

< =1 927 — (M2(y, &) + 721 (¥, €)) 2122
—v22(y,8)25 — vz 2 (41)

where we have used (40) combined with the Mean Value
Theorem of calculus

n n ap(y, :L')
F(y,z+2) — F(y,x) = B
€ T=x*
where x* is a convex combination of x and z. It remains to

find functions (1 (-) and [a(+) that solve the PDEs ~11(y, &) +
v > 0’ 712(:%5) + 721(:’/)5) = 0 and 722(?%5) +v> O’ and
guarantee invertibility of the matrix 93/0¢.

We consider two different cases: 1) when the inertia matrix
M (y) has the general form (33) and its entries are bounded
functions; and 2) when M (y) is diagonal, i.e. mi2(y2) = 0,
and its entries are not necessarily bounded.

1) Non-diagonal inertia matrix with bounded entries: In
this case we assume that the inertia matrix verifies the standard
property

MminI2><2 < M(y) < Mmax-[2><2 (42)

for all y and for some constants Max > Mpin > 0. Selecting

B1(+) and Ba(+) as
Pi(y,€) = Vmai(yz) [/ﬁ (yl + /yj: Zﬁgg dC>

x (ko + £€3) +€1] (43)

Ba(y, ) = kzarctan (y2) + &2

5Note that Assumption 1 is satisfied for F(y,x) = F(y)z, if F(y) is
positive definite.

(44)

leads to y12(y,€) +21(y,€) = 0 and

M1(y, &) > —c2 (ko arctan(yz) + &) + k1 (€5 + ko)
szl
122(4,€) 2 7 Y

where the constants ¢; and ¢y are such that

ca > [mar’(y2)/(2r(y2))] -

Note that the existence of such constants is guaranteed by the
property (42). The positivity of v11(+) and ~22() is ensured
by picking the “observer gains” k; and ko according to®

1
ko > —.
2 2T

Finally, the Jacobian 93/0¢ is given by

% _ mi1(yz) *
a¢ 0 1

with * = 2ki&ay/mui(y) (v + Jy2, zgg d¢) and it is
invertible for any ys.
The result is summarised in the following proposition.

c1 < mai(y2)/r(y2) and

k1 > co

Proposition 3: Consider the system (39), where [(31(-) and
B2(-) are given by (43) and (44) respectively, and assume
that property (42) holds. Then the zero equilibrium of the
system (39) is:

@) uniformly globally stable, if (40) holds with v > 0;

(i)  uniformly globally asymg)totically stable, if (40)

holds with v > 0 and “2%. is bounded for all ¢ > 0
and for some € > 0;
uniformly globally exponentially stable, if (40) holds
with v > 0.

(iii)

Proof: We will only prove (ii), since (i) and (iii) follow
directly from (41). Set v = 0 in (41) and note that as y(?)
tends to infinity, the function v22(y, &) tends to zero. Since
from (41)

=) < V2V (1)
/ min{y11 (y(7), (7)), ya (y(7), (7)) }r

the convergence of |z(t)| to zero is guaranteed if
lim T = 00.

t—o0 t

) €N = i [0
Y22 \Y\(T ), (T 7T = l1Im

. t—oo J; 14 ya(7)?

The above condition is satisfied when lim;_. o |y2(t)|/vt < d,

for some finite d, namely when y-(t) tends to infinity no faster

than /¢ yielding

D] < 2V (t0) /(1 + t)ker.
If this condition is not verified, then
|2(t)] < V2V (to) exp(—0o(t))
where o(t) = limy_, o j;to Yoo (y(7), £(7))dT < o0. ]

B A practical guideline is to select the gain kg as ko = k2 (1 + ygo) with
ko > 1/(27), so that large initial values for y2 do not affect the initial value
of v22(y, &)



2) Diagonal inertia matrix: This is a special case that
is encountered, for instance, in the “ball and beam” system
as well as in Cartesian manipulators. In this case, we relax
condition (42) and replace it with the following assumption.

Assumption 2: There exists a C" function fa(-) : R — R,
r > 1, such that

f2' (y2) > ey/maz

where € is a positive constant such that v > —e.

and ma1'(y2) f2(y2) > 0

Selecting the functions £1(y, &) and Ba2(y, &) as

Bi(y, &) = vVmai(y2) (kiyr (1+&3) + &)
B2(y,§) = fa(y2) + &2

(45)
(40)

guarantees that y12(y, &) + 721 (y,£) = 0 and

Y11 (Y, €) > —cobo + k(1 +€3)

Y22(y, §) = fo' (y2) >e>0

1
V122
where ¢ > |mi1’(y2)/(2r(y2))] > 0 and we have used
Assumption 2. Choosing the “gain” k; according to

e+\/m

k> 3

ensures that 11 (y, &) > e for all y and &, hence the derivative
of the Lyapunov function given in (41) is negative definite.
Finally, note that the Jacobian matrix 93/9¢ is invertible, in
particular

08
% -

vVmii(y2) 2kayi&ern/mai(y2)
0 1

The result is summarised in the following proposition.

Proposition 4: Consider the system (39), where (1(-) and
B2(-) are given by (45) and (46) respectively, and suppose
that Assumptions 1 and 2 hold. Then the system (39) has
a uniformly globally exponentially stable equilibrium at the
origin.

C. Simulation results

In this section the observers developed in Sections IV-B1
and IV-B2 are tested via simulations respectively on a two-link
manipulator with revolute joints and on the “ball and beam”
system.

1) Two-link manipulator: We consider a revolute-joints arm
with two links and with a mass attached to the extremum of
each link [30]. The inertia matrix M (y) and the vector G(y)
of the two-link manipulator are given by

a1 + az cos(y2) Fascos(yz) + as
M(y) = 2
(%) [ $as cos(y2) + as as
g1 cos(y1) + g2 cos(y1 + y2)
G =
) [ g2 cos(y1 + ya)

where y; is the angle measured at the ¢-th revolute joint. The
model parameters are given by

ay = Iy + Iy + my L2 +mo(L? + L2)
ag = 2maLealn
as =maoL2 + I
91 = (Lea(my + My) + Li(ma+ Ms)) g
g2 = Lea (ma + Mz) g
Loy = Ly (ma/2+ My) / (my + My)
Leas = Lo (ma/2 4 M) / (ma + Ma)
L= (LT + L2,) (mq + M) /12
I = (L3 + L2,) (ma + M,) /12
where ¢ is the gravitational acceleration, M; is the mass
attached to link % and m;, L;, Ly, Le;, and I; denote respec-
tively the mass, length, width, centre of mass, and moment

of inertia for each link ¢. The matrix for the Coriolis and
centripetal forces evaluated through the Christoffel symbols is

_1 ; _1 3
Cly,z) = 5a2 sin(ya)xo 502 8in(ys) (z1 + x2)

%ag sin(y2)z1 0
The transformation matrix T'(y) is given by

as cos(y2)+2as

. a1 + ag cos(ys2) 2y/a1+as cos(yz2)
(y) - 0 \/403(11*‘13(005(3”2))274(1g

4a1+4as cos(y2)

The functions 3;(-) and SB2(-), evaluated directly through (43)
and (44), are

Bi(y,€) = Va1 + az cos(y2) [’fl (ko + &3)

Y2 ag cos(C) + 2as3
(0t [ o Frren) 61

B2(y, &) = ko arctan(ys) + &o-

Assuming that there is no a priori knowledge about initial
velocities of the links, the initial conditions of the observer
states (£10,&20) are chosen so that the initial estimate &g is
zero, I.e.

&0 = —koarctan(ya)
&0 = —ki (kam+ &%) yio-

Only the case of zero friction is considered, i.e. v = 0. The
model parameters are set to Ly = 0.6 m, m; = 1 kg, M =
1kg, L1 = 0.07m, Ls = 0.4 m, my = 0.6 kg, Ms = 0.8 kg,
Lo = 0.07 m, and ¢ = 9.81 m/s2, yielding a; = 0.558,
as = 0.288, az = 0.078, g1 = 17.02 and g5 = 4.32.

Two simulation results are shown for different observer
gains. The initial states of the two-link manipulator are
X = (Y10, Y20, %10, %20) = (0,0,1.5,1.5), with motor torque
7 = 0. The state trajectories of the two-link arm with the given
initial conditions are depicted in Figure 1. Figure 2 shows
the estimation errors for different values of k; and ko. It is
evident, as suggested by the Lyapunov function derivative, that
the observer gain ki mainly affects the convergence to zero
of the error z1, whereas ko affects the convergence of both z;
and zo.
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Fig. 1. Unforced trajectories of the two-link manipulator.
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Fig. 2. Time histories of the observer errors £1 — x1 and &2 — x2 for the
two-link manipulator.
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2) Ball and beam system: We consider the ball and beam
system [31], [32] which is described by the equations (36)—
(37), where the states y; and ys correspond to the position of
the ball and the angle of the beam respectively, F(y,z) = 0,
and

B+my3 0

me) =[22G| e = |

oo = [z

0 2my2:r1
—myzx1 0

where A = % +m, B=J+ J,, m, R and J, are the mass,
radius and moment of inertia of the ball, respectively, J is the
moment of inertia of the beam, g is the acceleration due to
gravity, and 7 is the applied torque.

The functions 31 (y, &) and B2(y, ) are obtained from (45)
and (46) as

Bi(y, &) = /B +my3 (ki (1+&3) + &)

Ba(y, &) = ka (3Y3 + y2) + &

where we have selected the function f5(ys2) to satisfy As-
sumption 2. Note that the derivative of the Lyapunov function

V(z) = 327z satisfies

V(2) < — (k1 (1+€2) — cal€a]) 27 — ko (1 +y3) 23

and is rendered negative definite by selecting k1 > co.

Simulations of the unforced (7 = 0) ball and beam system
and the observer described above have been carried out for two
different sets of initial conditions, namely X; = (0.05, 0,0, 0)
and X, = (—0.2,0,0.7227426878192512,0). We have used
the same parameter values as in [32], namely m = 0.05
kg, R = 00l m, J, = 2- 10-6 kg m2, J = 0.02 kg
m?, and ¢ = 9.81 m/s?. The response of the system states
to the initial conditions X; and X5 are shown in Figure 3.
Notice that for the initial condition X; the position of the
ball diverges, while X» has been chosen so that the system
exhibits an initial oscillatory behaviour. The time histories
of the observer error variables ; — x; and o — x9, for
different values of the parameters k; and k3, are shown in
Figures 4-5. We see that the errors converge asymptotically
to zero at a rate that increases with ki and ks. From (47) it
is clear that incrementing k; leads to a higher decaying rate
of both observer errors, whereas incrementing ko leads to an
increment of the decaying rate for the observer error zo which
corresponds to the angular velocity of the beam.

(47)

V. CONCLUSIONS

The problem of constructing globally convergent (reduced-
order) observers for nonlinear systems has been addressed. A
general framework has been developed, which relies on ren-
dering attractive an appropriately selected invariant manifold
in the extended space of the plant and the observer. The benefit
of introducing this manifold is that it leads to a novel definition
of the “‘state estimation error” and provides extra ‘“controls”
with which to stabilise the observer error dynamics.

It has been shown that the proposed approach can be
applied to systems with non-monotonic nonlinearities, thus
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Fig. 3.  Unforced response of the ball and beam system for the initial

conditions X1 (bottom) and X2 (top).
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Fig. 4. Time histories of the observer errors £1 — x1 and T2 — x2 for the
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21 — x1 for fixed ky =2
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— ki =10 B
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Time histories of the observer errors £1 — x1 and Zo — x2 for the

ball and beam system and for initial conditions Xo.

significantly enlarging the class of systems considered in [17]
and related works. Moreover, in the case of systems with
monotonic nonlinearities it generalises the result in [17].
The method has been used to obtain new solutions to the
problems of range identification for perspective vision systems
and velocity estimation for 2DOF Euler-Lagrange systems.
Further research is underway to exploit the results in the
design of functional observers, in the design of observers for
hybrid systems, and to assess the sensitivity of the observer in
the presence of measurement noise and unmodelled dynamics.
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