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Abstract 12 

Magnesium silicate hydrate (M-S-H) gel can be formed by the reaction of MgO with 13 

amorphous silica in the presence of sodium hexametaphosphate (Na-HMP). Typical pastes 14 

contain 40% MgO and 60% SF and have a w/c ratio of 0.5 but these exhibit shrinkage 15 

cracking on drying. The shrinkage characteristics of M-S-H mortar samples containing 16 

different additions of sand have been studied by dilatometry. The drying shrinkage was found 17 

to decrease with increasing sand addition and to increase with increased water content and 18 

was 0.16% for mortars with 60 wt.% sand and a w/c ratio of 0.5. A simple geometrical model 19 

based on particle packing is presented that explains the observed changes in drying shrinkage. 20 

The drying shrinkage of the hydration products with zero sand addition is estimated to be 21 

7.3% after 7 days of curing and the density of M-S-H gel is estimated for the first time at 22 

1.73 g·cm
-3

.  23 

 24 
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1. Introduction  27 

 28 

Previous research has demonstrated that reacting magnesium oxide (MgO) with silica 29 

fume(SiO2) in the presence of sodium hexametaphosphate (Na-HMP) forms magnesium 30 

silicate hydrate gel (M-S-H) with high strength [1,2]. The pH of these cements is ~10 and this 31 

is significantly lower than that observed in Portland cement systems. This factor combined 32 

with the excellent flow properties of this binder means these M-S-H cements could be used in 33 

a range of applications where low alkalinity is desirable such as the immobilisation of heavy 34 

metals including Zn, Pb or Al[1, 2]. 35 

*Manuscript
Click here to download Manuscript: CONTROL_OF_DRYING_SHRINKAGE_IN_MAGNESIUM_SILICATE061015.docxClick here to view linked References

http://ees.elsevier.com/cemcon/download.aspx?id=256724&guid=820b68cd-04aa-459b-882d-a0d5e24d26dd&scheme=1
http://ees.elsevier.com/cemcon/viewRCResults.aspx?pdf=1&docID=10802&rev=1&fileID=256724&msid={A4F629F8-69CF-40C8-BA15-C021C87D218A}


There has been limited research to date on M-S-H gel based cements and the development 36 

of new applications requires understanding of the durability of the product. An important 37 

durability issue is dimensional stability on wet/dry cycling and in initial experiments cracks 38 

were observed when M-S-H pastes made from 40% MgO/ 60% SF samples (1% Na-HMP) 39 

with w/s ratio 0.5 were dried. This cracking is believed to result from water loss from the M-40 

S-H gel structure. Experiments to overcome the drying shrinkage cracking showed that, as in 41 

many other cement systems[3, 4], the addition of fine sand to produce mortar samples reduced 42 

the dimensional changes sufficiently to suppress cracking. This research aimed to characterise 43 

drying shrinkage in M-S-H mortars and determine the resulting optimum mortar composition. 44 

 45 

2. Experimental methods 46 

 47 

Commercially available MgO (MgO, MagChem 30, M.A.F. Magnesite B.V., The 48 

Netherlands), silica fume (SF, Elkem Materials Ltd, UK) and a silica sand (RH110, Sibelco, 49 

UK, >98% SiO2 and mean diameter 144 µm) were used in the preparation of all samples.  50 

The characteristics of the raw materials are reported in Table 1. The mean particle size of 51 

as-received sand (AS) was 176 µm and this was reduced to 51 µm in milled sand (MS). 52 

Previous work[5] has shown that blends of 40 wt% MgO and 60 wt% silica fume react to 53 

produce pure M-S-H gel with the average formula: 54 

    
12282088 OHOHOSiMg                   (1) 55 

    This composition was selected for further study and a range of mortars with different sand 56 

contents and water to cement ratios (w/c) were prepared as given in Table 2. In all cases 1% 57 

Na-HMP (Fisher Scientific, UK) was added as a dispersant as this significantly improves the 58 

rheology of the pastes[5] and the reaction between MgO and silica. Samples were cast in steel 59 

moulds (10 × 10 × 60 mm) and were removed after 1 or 2 days and allowed to cure in a 60 

closed box with excess water to minimize sample drying. 61 

Drying shrinkage was determined after 1 or 2 days, depending on sample strength, and 62 

then after 5 to 7, 14 and 21 days curing.  63 

Samples (10 × 10 × 20 mm) were rapidly heating (20 °C·min
-1

) to 200 °C in a dilatometer 64 

(DIL 402C, Netzsch, Germany) with the sample length continuously monitored. The 65 

temperature was measured with a thermocouple placed 3 mm from the sample surface. The 66 

maximum temperature was chosen to coincide with the first water loss step found in earlier 67 

thermogravimetric analysis of M-S-H gel, as shown in Figure 1. This indicates that for such a 68 



high heating rate, loosely bound water only leaves the structure if the heating is continued to 69 

approximately 200 °C. The weight loss observed indicates that 9 of the 12 water molecules in 70 

equation 1 are lost more readily than the remaining 3. A similar difference in water bonding is 71 

known to occur in hydrated sepiolite[5]: 72 

    
122430128 OHOHOSiMg 

  
                    (2) 73 

which forms an intermediate structure containing 4 waters during drying.  74 

The composition of the mixes prepared is given in Table 3. The sand content was increased 75 

from 50 to 75 wt.% and 2 wt.% of Na-HMP was used to make workable pastes. The density, 76 

porosity, water absorption and compressive strength of each mix was determined to 77 

characterise M-S-H gel systems containing different sand contents.  78 

For the determination of the density, first the samples were saturated with water by 79 

submerging in water for 24 h and measuring the mass in air after carefully removing the 80 

surface water (water saturated sample). Then the mass of the water saturated sample was 81 

measured while it was submerged in water (water immersed sample). Finally the sample was 82 

dried at 105 °C and its dry mass in air determined. The density was then calculated using 83 

equation 3: 84 

            
    

         
  

   
                                         (3) 85 

where OH2
  ≈ 1.0 g/cm

3
 at 10

o
C under atmospheric pressure [6]. 86 

The water accessible porosity of mortar samples was determined using: 87 

          
               

                
  

         

    
                             (4) 88 

     The water absorption was determined from the increased mass of oven-dried mortar 89 

samples caused by permeation of water into the pores when samples were immersed in water 90 

for 24 hours using: 91 

                       
         

    
                              (5) 92 

The unconfined compressive strength of samples measuring 10 × 10 × 10 mm was 93 

determined using a Zwick/Roell Z010 load frame (Zwick/Roell, Germany) with a 10 kN load 94 

cell. The loading rate used was 300 kPa/s and the load causing sample blocks to fracture was 95 

recorded. At least 5 specimens for each composition were tested to allow calculation of mean 96 

and standard deviation for compressive strength data. 97 

 98 

3. Results 99 

 100 



Figure 2 illustrates how the length of the samples changes during heating. Although the 101 

temperature was programmed to increase to 200 °C, a small overshoot occurred leading to 102 

samples being exposed to 230 °C. The samples start shrinking at about 85 °C and that the 103 

shrinkage appears to occur in 2 steps. The first step is complete by 165 °C and a further step 104 

in shrinkage occurs above 200 °C.   105 

The total shrinkage of samples with a w/s ratio of 0.5 are shown in Figure 3a as a function 106 

of curing age. Although there is some variability, the differences between mortars with 107 

different sand content are larger than the differences with age. Therefore the average of the 108 

measurements over the different ages can be plotted as a function of the volume fraction of 109 

sand and this is shown in Figure 3b. In line with work on other mortars and concretes, adding 110 

sand, which itself will not shrink when the mortar is dried, reduces the drying shrinkage. 111 

Mortars with more water have increased shrinkage for the same volume fraction of added 112 

sand. The drying shrinkage of M-S-H paste samples with no sand addition is high compared 113 

to Portland cement based mortars and concrete[7-9]. 114 

Figure 4a shows the density of mortar samples of the second series that had a large sand 115 

addition. Quartz has a higher density than the binder phases and therefore the density of the 116 

products increases with sand addition. Figure 4b shows the variation of porosity with sand 117 

content and Figure 4c shows the variation of water adsorption with sand content. The latter 118 

two parameters decrease with sand addition as the water to cement ratio is constant and hence 119 

adding more sand increases the volume fraction of solids present. 120 

The compressive strength variation with sand content is shown in Figure 5. The data is 121 

somewhat surprising as the compressive strength decreases when porosity decreases, whereas 122 

normally the reverse is observed. 123 

 124 

4. Discussion 125 

 126 

The mass loss steps in the TGA trace indicate that the mass loss during heating of M-S-H 127 

gel to high temperature occurs roughly in three steps with stoichiometries given by: 128 

 129 

100 – 200 °C        
328208812282088 OHOHOSiMgOHOHOSiMg   (6) 130 

200 – 450 °C       820883282088 OHOSiMgOHOHOSiMg   (7) 131 

450 – 800 °C    248882088 OSiMgOHOSiMg   (8) 132 



The first shrinkage step in the dilatometry occurs largely over the temperature range of the 133 

first mass loss. It is clear also that above 200 °C a further shrinkage step starts, which could 134 

therefore be the result of the loss of the final three waters. However, the latter step is expected 135 

to only complete by 450 °C and since the temperature never exceeded 230 °C, the second 136 

shrinkage step was probably not measured in its entirety.  137 

The higher shrinkage observed for mortars with high water to cement ratio is in agreement 138 

with the normal behaviour of cement mortars and concrete[10], even though some authors 139 

have reported that the w/c ratio is less important than often stated[11]. The observation that 140 

adding sand reduces shrinkage is expected as the sand is not involved in the hydration 141 

reactions and relative to the gel its drying shrinkage is negligible and of the order of 10
-4

 for 142 

quartz sand compared to ~10
-2

 for the gel [12, 13]. 143 

In terms of quantifying the shrinkage, much of the work in the literature focuses on 144 

predicting the long term drying shrinkage from early measurements[14, 15]. However, there 145 

are also microstructural models. The model by Grassl et al., [16]considers aggregates in 146 

concrete to act as a constraining factor to a shrinking matrix. A similar approach was used by 147 

Hansen et al.[17] who derived a closed formula for the drying shrinkage of a concrete, 
c
 , 148 

relative to the drying shrinkage of the cement paste, 
p

 , assuming the Poisson ratio of paste 149 

and aggregate can be taken as 0.12: 150 

 151 
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Where Va is the volume fraction of aggregates and m is the ratio of the elastic modulus of the 153 

aggregates to the modulus of the paste. Because the modulus of M-S-H gel paste is unknown, 154 

it is difficult to apply the expression directly, but as illustrated in Figure 3b a good fit to the 155 

shrinkage data can be obtained assuming a modulus ratio of 10.  156 

However, while such composite models using a non-shrinking particle inside a 157 

homogeneously shrinking matrix might be useful for mature pastes, the real microstructure 158 

when the hydration reactions have not proceeded very far are very different as they consist of 159 

solid particles of sand, MgO and silica fume, bridged by the first hydration products as no 160 

homogeneous matrix has formed. Moreover, the fact that the shrinkage remains more or less 161 

constant over 28 days, as shown in Figure 3b, must mean that the initial structure of the paste 162 

retains an influence over the shrinkage even as the mortar becomes fairly mature.  163 



Furthermore, plotting the shrinkage as a function of the volume fraction of all solids, vs, 164 

rather than the volume fraction of sand, as shown in Figure 6 brings the results for both water 165 

contents to a single trend, which shows that this is the correct normalising factor. 166 

Extrapolation of the results now shows that the shrinkage will reduce to zero when the 167 

volume fraction of solids in the paste is about 0.77. 168 

In terms of particle packing, a volume fraction of 0.77 is high, leading to the conclusion 169 

that the shrinkage tends to zero when the solid particles in the paste are touching. This 170 

conclusion is in line with the observations from the second series of mortars. As the sand 171 

content increased above 68.8 wt% (volume fraction solids 0.74), the data in Figure 4 starts to 172 

deviate from expectation because there is simply too much solid in the paste. 173 

It follows that the magnitude of the shrinkage could scale with a characteristic distance 174 

between the solid particles in the paste. Such assumption is entirely consistent with the direct 175 

observations made using the digital image correlation method of drying shrinkage in concrete. 176 

Indeed their observations suggested that the drying shrinkage is due to excess paste between 177 

the aggregates[18], an idea originally proposed by Kennedy[19]. To investigate this 178 

assumption, an idealised description of the paste structure was considered by modelling the 179 

paste as a regular packing of equal size particles. While such a description is highly idealized, 180 

it has previously been used to successfully explain variations in the setting time[20] and 181 

drying shrinkage[21] of cement pastes and the mechanical properties of porous ceramics[22]. 182 

Noting that the strain tends to zero for a volume fraction of solids of 0.77, which is not too far 183 

from 0.68, the packing fraction obtained when particles of equal size are in contact in a body 184 

cubic centred lattice (bcc), this type of packing was used. It is assumed further that when the 185 

volume fraction of solids decreases, the particles will retain the same average arrangement, i.e 186 

only the inter-particle distances become larger. This can be achieved through increasing the 187 

size of the unit cell, a, to give a volume fraction of solid equal to the volume fraction of solids 188 

in the paste. As shown in Figure 7 each bcc unit cell contains just 2 particles and hence the 189 

relationship between solid volume fraction, vs, particle radius, r, and unit cell parameter, a, for 190 

bcc crystals is: 191 
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Rearranging this expression yields a characteristic ratio of particle radius, r, and unit cell 193 

parameter, a, as a function of the volume fraction of solids in the paste: 194 
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As illustrated in Figure 7, which also shows scaled drawings of the packing in some of the 196 

mortars, the particles are not touching but are close to touching in the mortar with 60 wt% 197 

sand and a water to cement ratio of 0.5, which showed the lowest shrinkage after drying. 198 

During curing the pastes retain the shape of the mould and did not exhibit bleeding. 199 

Therefore, solidification of the pastes during set occurs because the hydration products form 200 

solid bridges between the particles, which themselves remain largely at the same positions 201 

they had in the unset mortar. In Figure 7, only the linkages which cover the shortest distances 202 

between solid particles are shown. In a bcc arrangement, these are along the body diagonal of 203 

the cube. The total length of the body diagonal is a3  and a distance 4
.
r of this length 204 

consists of solid particles. Hence, the length bridged by hydration products is ra 43  . It is 205 

assumed further that during drying the solid particles will not shrink and that the hydration 206 

products shrink by a fixed amount per unit length, sh . Since the linkages along the body 207 

diagonal contain the lowest amount of hydration product per unit length, this limits the overall 208 

shrinkage of the structure, which is therefore given by: 209 
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Eliminating r/a from this expression using equation 10 yields the following relationship 211 

between volume fraction solids and drying shrinkage: 212 
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The maximum volume fraction of solids in a bcc arrangement is: 214 

 
8

3
max,


sv  (14) 215 

Therefore equation 13 can be rewritten as: 216 
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Repeating the same calculation for primitive cubic or face centred cubic leads to the same 218 

result, so that equation 15 can be generalised with vs,max, the volume fraction where the 219 

particles touch in the slurry and shrinkage ends for any distribution of particles. 220 



The line in Figure 6 is a least square fit of this simple geometric interpretation to the 221 

experimentally observed shrinkages. The fit suggest that the maximum volume fraction of 222 

solids is 0.77 and that M-S-H gel forming in a solid free paste would have a drying shrinkage 223 

of 6.1%. Note that the latter is effectively the drying shrinkage of M-S-H gel made at infinite 224 

dilution with water and not the drying shrinkage of the paste without sand, which clearly is 225 

much lower at 1.5% for a w/c of 0.8 and 1.3% for a w/c of 0.5. 226 

To some extent this good agreement is surprising as the cement particles will react to 227 

create the hydration products and hence slowly disappear from the solid particle network. 228 

However, when Portland cement hydrates, a distinction is often made between lower and 229 

higher density regions in the hydration products, with the early gel formation being lower 230 

density than the product formed at later stages[23]. Garci et al., [21] also attribute the 231 

shrinkage to water removal from the capillary pores and from the lower density hydrated 232 

phase, whereas the high density phases forming on the unhydrated cement particles and the 233 

unhydrated cement particles themselves do not shrink during drying. Hence, the continued 234 

scaling of the shrinkage with initial packing density observed here suggest that the brucite and 235 

M-S-H gel forming early between the solid particles also create a low density network, 236 

whereas the product formed during later hydration is much denser and does not contribute 237 

much to the drying shrinkage so that the correlation with initial volume fraction of solids is 238 

retained. 239 

For the second series of mortars, the measured densities, porosities and water adsorption 240 

were compared with a simple calculation to predict these properties. Assuming a cement paste 241 

is just the sum of its components, the mass and volume of the paste are easily found: 242 

 
i

imM  (16) 243 
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from the masses, mi of each component i added to the formulation and the densities of the 245 

components, i, see Table 4. Assuming equation 1 describes the reaction stoichiometry 246 

accurately, it is straightforward to define an extent of hydration . If no hydration reactions 247 

have taken place then α=0 while if the maximum amount of M-S-H gel has formed It is 248 

then straightforward for any assumed value of  to calculate the amount of water, MgO and 249 

silica fume that remain as well as the amount of M-S-H gel that has formed. Because the 250 

density was measured after drying, the expression for the overall density is: 251 
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where 
OHm

2
is the remaining free water after the M-S-H forming reaction has been allowed to 253 

occur to an extent α.  254 

The porosity or pore volume fraction, P, is given by: 255 
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where


sV  is the volume of solids after the reaction has proceeded to an extent α. Finally an 257 

expression for the water adsorption is: 258 
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These relations were used to calculate the variation of density, porosity and water 260 

adsorption for different assumed values of the extent of reaction, giving rise to the different 261 

lines in Figure 4. The best fit to the water adsorption and density data was found for α =0.33 262 

and a density for the M-S-H gel of 1.73 g.cm
-3

. Previous work has shown that full reaction to 263 

form M-S-H requires at least 90 days in similar mortars and hence an estimate for  of 0.33 is 264 

reasonable. The density estimate for M-S-H is somewhat lower than that of similar crystalline 265 

phases such as chrisotyle (2.53 g.cm
-3

), sepiolite (2.25 g.cm
-3

) and serpentine (2.55 g.cm
-3

), as 266 

could be expected for an amorphous product, suggesting the fits to the data are quite 267 

accurate[24]. The advantage is that this means that the porosity in mortars can easily be 268 

predicted or designed.  269 

The evolution of compressive strength of the mortars with porosity is a-typical as the 270 

strength increases when the pore volume fraction gets larger. However, a second parameter 271 

determining strength is the ratio of the volume of hydration products to the volume of 272 

aggregate that needs binding. As shown in Figure 8, this ratio becomes quite small for small 273 

values of  and large amounts of sand. For mixtures approaching 80 wt.% sand, the volume 274 

of the hydration products is less than 10% of the volume of the aggregate it needs to bind, 275 

which means that linkages are relatively limited and hence the strength reduces. It would be 276 

interesting to study these mortars for longer times as the strengths could potentially rise 277 

substantially. 278 

 279 

5. Conclusions 280 

 281 



Drying shrinkage of mortars made by blending MgO, silica fume, Na-HMP, sand and 282 

water was higher when the water content was higher and/or the sand content lower, which is 283 

entirely consistent with observations for mortars based on Portland cement.  284 

The magnitude of the drying shrinkage can be described both by a general composite 285 

model considering non-shrinking particles in a shrinking matrix as well as by a characteristic 286 

minimum inter-particle distance in the paste. Therefore the shrinkage is governed by the ratio 287 

of the volume fraction of solids in the paste and the volume fraction of solids when a touching 288 

solid particle network forms. Moreover, the overall drying shrinkage of aged samples is 289 

limited to the shrinkage of the hydration products between the original particles.  290 

For the M-S-H mortars studied here, extrapolating the results to zero solids in the paste 291 

suggests that the drying shrinkage of an M-S-H gel formed at infinite dilution amounts to 292 

6.12%. The drying shrinkage of pure M-S-H pastes with lower water contents is much lower 293 

at 1.5% for w/c=0.8 and 1.3% for w/c=0.5 and can be reduced further through the addition of 294 

sand. 295 

The density of M-S-H gel has been estimated for the first time at 1.73 g.cm
-3

. Predicting 296 

porosity and water adsorption in M-S-H gel based systems is easily achieved, allowing for the 297 

design of these properties. 298 
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Table 1 

Characteristics of the raw materials. 

 

Composition 

(wt.%) 

MgO Silica fume 

   

SiO2 0.35 >97.5 

Al2O3 0.1 <0.7 

Fe2O3 0.15 <0.3 

CaO 0.8 <0.3 

P2O5 (n/a) <0.1 

MgO 98.2 <0.5 

K2O (n/a) <0.6 

Na2O (n/a) <0.3 

SO3 0.05 <0.4 

Specific gravity (g.cm
-3

) 3.23 1.94 

Mean particle size (µm) 5 NA 

BET surface area (m
2
.g

-1
) 25 21.4 

 

Table 2 

Mortar formulations (w/c = water to cement ratio, SF = silica fume). 

 

 

 

No. 

Cement 

MgO/SF 

wt.% 

 

Sand 

wt.% 

 

w/c 

ratio 

 

MgO 

g 

 

SF 

g 

 

sand 

g 

 

water 

g 

1 100 0 0.5 40 60 0 50 

2 80 20 0.5 40 60 25 50 

3 60 40 0.5 40 60 67 50 

4 40 60 0.5 40 60 150 50 

5 100 0 0.8 40 60 0 80 

6 80 20 0.8 40 60 25 80 

7 60 40 0.8 40 60 67 80 

8 40 60 0.8 40 60 150 80 

 

Table(s)
Click here to download Table(s): Tables061015.docx

http://ees.elsevier.com/cemcon/download.aspx?id=256723&guid=ba912744-5d33-44fb-8cce-9ff024ddb918&scheme=1


Table 3 

Composition of mixes for samples in the study on effect of changing the sand content. 

 

 

Sample 

No. 

Cement 

MgO: SF: Na-HMP  

wt.% 

w/c 

ratio 

 

 

Sand  

g 

Sand  

content  

wt.% 

E1 40 : 60 : 2 0.6 50  50.0 
 

E2 40 : 60 : 2 0.6 60 54.5 

E3 40 : 60 : 2 0.6 70 58.3 

E4 40 : 60 : 2 0.6 80 61.5 

E5 40 : 60 : 2 0.6 85 63.0 

E6 40 : 60 : 2 0.6 90 64.3 

E7 40 : 60 : 2 0.6 100 66.7 

E8 40 : 60 : 2 0.6 110 68.8 

E9 40 : 60 : 2 0.6 120 70.6 

E10 40 : 60 : 2 0.6 130 72.2 

E11 40 : 60 : 2 0.6 140 73.7 

E12 40 : 60 : 2 0.6 150 75.0 

 

 

Table 4 

Densities and molar masses for the cement components and the sole hydration product considered. 

 

Name Density 

g·cm
-3

 

MgO 3.58 

Silica fume 2.2 

Quartz sand 2.65 

M-S-H gel 1.73 

 



 

Fig. 1. Thermogravimetric analysis using a heating rate of 10 °C·min
-1 

of a cement sample 

with no sand addition and a w/c ratio of 0.8 after 285 days of curing and 24 hours drying at 

105 °C. X-ray diffraction shows only the presence of M-S-H gel in such samples. 

 

 

Fig. 2. Examples of the changes in length observed during heating for a M-S-H mortar with 

40 wt% sand and a water to cement ratio of 0.5 after 1 day of curing. 

Figure(s)



 

(a) 

 

   (b) 

Fig.3.(a) Drying shrinkage versus age for 1:1 magnesium to silica fume molar ratio mortars 

with w/c=0.5 and different sand contents. Data points represent single measurements. (b) 

Average shrinkage over the different ages as a function of the volume fraction sand for 

mortars with w/c=0.5 and w/c=0.8. The lines are calculated shrinkage based on Hansen’s 

model for different assumed ratios of the elastic modulus of quartz, Eq, to the elastic modulus 

of M-S-H gel, EMSH. 



 

 

 

Fig. 4. Density, porosity and water adsorption as a function of the sand content for a 

magnesium silicate hydrate cement with 4 g MgO/6 g silica fume and a w/c ratio of 0.6. The 

filled circles are the experimental points measured at an age of 28 days. The lines were 

calculated assuming different extents of reaction, between MgO, silica fume and water 

according to  
1228208822 )(1688 OHOHOSiMgOHSiOMgO 

 
 

 



 

Fig. 5. Unconfined compressive strength (UCS) of samples as a function of sand content. 

 

 

Fig. 6. Shrinkage as a function of the volume fraction of solids in the mortar at the time of 

production for mortars with w/c=0.5 and mortars with w/c=0.8. The line is calculated using 

the concept of a maximum volume fraction solids which leads to a network of touching 

particles as developed in the discussion. 



 

Fig. 7. A geometrical model for the spacing between the solid particles in the paste and the 

linkages that form during curing based on a body centred cubic crystal structure (left). A 

scaled view on the (110) type planes in the structure is shown for different sand and water 

contents. The shortest distance between solid particles is along the diagonal in this plane and 

it can be thought to consist of solid particles over a length 4r and hydration product linkages 

over a length 3
1/2

a-4r. 

 

 

 

Fig. 8. Ratio of binder, Vbind, to aggregate volume, Vagg, as a function of the sand content and 

different extents of reaction. 

 




