Environmental Stability of Crystals: A Greedy Screening
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Discovering materials that are environmentally stable and also exhibit the necessary collection of
properties required for a particular application is a perennial challenge in materials science. Herein,
we present an algorithm to rapidly screen materials for their thermodynamic stability in a given
environment, using a greedy approach. The performance was tested against the standard energy
above hull stability metric for inert conditions. Using data of 126,320 crystals, the greedy algorithm
was shown to estimate the driving force for decomposition with a mean absolute error of 39.5
meV /atom, giving it sufficient resolution to identify stable materials. To demonstrate the utility
outside of vacuum, the in-oxygen stability of 39,654 materials was tested. The enthalpy of oxidation
was found to be largely exothermic. Further analysis showed that 1,438 of these materials fall into
the range required for self-passivation based on the Pilling-Bedworth ratio.

I. INTRODUCTION

Identifying a material for a given application has tra-
ditionally been the work of domain experts. However,
with the growing size and number of materials databases,
researchers are able to find detailed information on the
fundamental properties and crystal structure of hundreds
of thousands of inorganic materials instantly. Coupled
with the sharp increase in popularity of modern data sci-
ence techniques, this vast resource offers the potential
to streamline standard experimental procedures through
the introduction of preliminary materials screening .

The useful employment of these materials databases
largely depends on the individual’s ability to translate
material requirements (determined through decades of
physical and chemical insights) into searchable, high-
fidelity, parameterised “materials descriptors”. Develop-
ing good search criteria is a goal shared by many com-
munities, including batteries, thermoelectrics, and solar.
If the search criteria are overly stringent, the search will
generate many false negatives, excluding viable candidate
compounds. Conversely, if the search criteria are too re-
laxed, the search will generate many false positives, clog-
ging the experimental validation cycle with non-viable
candidates. Most proposed materials-search criteria aim
to maximise performance using a collection of key pa-
rameters: for example, using electrochemical potential
to search for new electrode materials, and the ZT figure
of merit to find more advanced thermoelectrics. More
rigorously, in the case of solar photovoltaic (PV) mate-
rials, we understand that in order to maximise PV de-
vice performance a candidate absorber material must ex-
hibit strong optical absorption and long charge-carrier
diffusion lengths. These quantities can be parameterised
as materials descriptors that include strong optical ab-
sorption, large carrier mobility and evidence of defect
tolerance to maximise charge-carrier lifetimes, including
large dielectric constant, chemical energy-level alignment
and large bond angles” ™. From these descriptors, lists
of candidate compounds with large PV device perfor-

mance potential can be generated®. Although this ap-
proach appears promising conceptually, no 20% efficient
device based on such a PV absorber has yet resulted from
such a materials search. One possible explanation for this
is that no such materials exist. However, this is an un-
likely scenario, given the discovery of novel PV absorbers
each decade by trial and error and the large number of
multinary compounds which some hypothesise are yet to
be discovered®. A more likely explanation is that our
materials-search capabilities have not yet matured to en-
able true inverse design.

Developing more diverse, selective, and accurate search
criteria may assist in narrowing the field of candidate ma-
terials. This progression will likely become increasingly
useful as modern machine-learning tools are poised to
enable more rapid exploration of unexplored multinary
spaces, as well as expand existing databases using nat-
ural language processing on existing publications 14,
Once improved, these filtering methods will help focus
limited experimental bandwidth on the most promising
candidate compounds, narrowing the “throughput gap”
between theory and experiment!.

In practice, making novel materials experimentally is
a multi-dimensional optimisation problem, seeking not
only to maximise performance but also optimise factors
such as “manufacturability” and “stability”!. The latter
of these factors can be broken down into two main subcat-
egories: stability in vacuum and stability in a given envi-
ronment. Stability in vacuum is typically approximated
by estimating the thermodynamic driving force for de-
composition in vacuum conditions. This value is found by
constructing a convex hull on the energy-composition di-
agram of the material in question. The convex hull wraps
around the energies of all the phases that can be formed
from the elements of the initial material, with the ground-
state materials lying on this hull. The linear combination
of these stable ground-state phases at the original chem-
ical composition may hence be found, indicating how the
energy of the system can be minimised. The difference
between this value and the material’s own formation en-



ergy is the decomposition energy, known as the energy
above the convex hull ™19 This value has been used in
many studies as a metric to evaluate a material’s vacuum
stability, with an energy of 0 meV/atom indicating that
the material lies on the convex hull, and is therefore ther-
modynamically stable with no driving force for decompo-
sition. However, in order to include metastable materials
and account for the other factors which influence decom-
position, materials exhibiting energy above the convex
hull of less than 50 — 100 meV/atom are typically de-
fined as accessible!®2%2l  There are still exceptions to
this stability rule in certain chemical systems: most no-
tably nitride systems, which have been shown to have
a 90th percentile of metastability at 190 meV /atom?.
Despite this, the energy above the convex hull has been
used to gauge vacuum stability in many different works
and is readily available as a stored materials parameter
on the MP databaset? 19422724

This work seeks to expand upon this data-driven ap-
proach to stability screening by using a similar approach
to estimate the thermodynamic stability of a material in
a particular environment.

This environmental stability requirement has been one
of the key recurring issues for silicon-alternative solar
technologies??28.  For example, in the perovskite solar
cell (PSC) field, the success of lead-halide perovskites
reaching ever higher power conversion efficiencies is over-
shadowed by the material’s instability in air, which leads
to the production of soluble and toxic decomposition
products such as PbIy2%27  In mitigation of this issue,
manufacturers of PSCs employ expensive device encap-
sulation, which amounts to a significant portion of the
overall panel cost?®. An understanding of the driving
forces for environmental instability, as well as the poten-
tial harmfulness of resultant products, should therefore
be considered an essential part of preliminary materials
screening.

In some cases, the degradation of the surface of a mate-
rial can be advantageous for overall environmental stabil-
ity. This occurs when the formed degradation products
act as a barrier layer, preventing further degradation of
the bulk. This desirable phenomenon is known as self-
passivation and is classically known to be the cause of
the air stability of materials like aluminium and silicon.
Within the scope of PV materials, the lead-free alterna-
tive bismuth-halide perovskites have also been observed
to take advantage of this effect, forming a passivating bis-
muth oxyiodide surface when exposed to air??. Similarly,
bare tin monosulfide (SnS) devices have been shown to
last two years in air without any efficiency decrease, form-
ing a passivating SnO, layer spontaneously at the device’s
surface when exposed to air at ambient conditions3% 32,
It is difficult to predict whether a material will form these
passivating surface layers, due to the variety of factors
which influence the nature of the interface formed. Of
these factors, the mismatch between the unit cell volumes
of the parent and passivating material has been identified
to be of particular importance. As first noted by Pilling

and Bedworth, this mismatch influences the interfacial
stresses at the boundary between the two materialg?334|
In their 1923 paper it was postulated that if the mo-
lar volume (Vi) ratio (shown in Equation |1 and known
as the Pilling-Bedworth ratio (PBR)) is between 1 and
2, the surface layer will most likely be continuous and
therefore passivating®?. Outside of this bracket, the in-
terfacial stresses are more likely to lead to fractures and
discontinuities in the surface layer, preventing the passi-
vating effect from taking place®®34. This heuristic was
first developed for metal oxides forming at the surface of
metals, but has since been expanded to alloy systems by
Xu and Gao®4,
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Herein, we demonstrate how our stability screening
technique can estimate the driving force for degradation
of a material in vacuum and in a given environment. The
generality of this approach has allowed the algorithm to
be tested for accuracy on the conventional energy above
the convex hull metric for vacuum stability before being
used to create new environmental stability descriptors.
We make use of the extensive set of energies in the the
Materials Project (MP) database?#3%. The method also
highlights the most thermodynamically favourable degra-
dation products, allowing us to screen materials for self-
passivating properties using the PBR. We hope that this
work will demonstrate the numerous prescreening possi-
bilities that large open-access databases offer the materi-
als community as well as the power of greedy approaches
applied to complex optimisation problems.

II. METHODS AND RESULTS

As previously mentioned, the commonly used stabil-
ity metric — energy above the convex hull (EATCH) — is
equivalent to an energy of decomposition within a closed
system. It is calculated by finding the linear combination
of phases and compounds that can be formed from the
original material composition which minimises the over-
all energy of the system. In the context of open-access
materials databases, in order to begin evaluating a ma-
terial’s stability, all possible degradation products must
first be compiled. For example, when considering the
degradation of the hypothetical material ABCs, all ma-
terials made up of a subset of these three elements will
be evaluated as a possible product of degradation. Fig-
ure [I] shows a flowchart for a simple algorithm that can
be used to find these potential degradation products us-
ing the MP database. The ratio of these materials chosen
to calculate the EATCH will depend on their formation
energies and compositions with respect to the initial ma-
terial. In the conventional convex hull method for calcu-
lating vacuum stability, the EATCH is found by taking



the vertical distance of the original material to the convex
hull wrapping all materials in the composition space on
a energy-composition diagram. The corresponding ratio
of different stable phases that lead to this EATCH can
then be found using a lever rule type approach.

As with vacuum stability, the first step to evaluating
environmental stability is to identify potential degrada-
tion products. This can be done on materials databases
by a simple extension of the algorithm shown in Figure[T}
adding the elements present in the environment to the
products search. Figure [2 illustrates this idea, showing
a flow diagram to find potential degradation products of
ABC(C'3 in an oxygen environment.

Given the candidates shown in Figure [2] a similar se-
lection process can be carried out based on the formation
energies of each material and their compositions. How-
ever, to implement this using the convex hull construc-
tion adds a significant layer of complexity compared to
the original EATCH calculation. This is because this
novel scenario requires product materials to be selected
independent of the quantity of environmental material
within. In vacuum stability tests your selection of degra-
dation products is fully constrained by the constituents
of the original material. Therefore, the vertical distance
to the hull in the energy composition diagram followed by
lever rule can be used to find the driving force for degra-
dation to certain products. Conversely, when evaluat-
ing environmental stability, the selection of degradation
products is no longer constrained by the constituents of
the original material — any amount of the environmental
materials may be used. To use a hull method here the
hull would therefore need to be constructed on the pro-
jection of the energy composition diagram along the axes
of the environmental element(s).

For example, when considering the oxygen stability of
material ABs, the energy-composition diagram of the
A, B0, system would be used. To find the most sta-
ble materials with any amount of oxygen in, a projection
must be taken on the O-axis turning the ternary energy
composition diagram into a binary one. The convex hull
on this projection (a 1D line in this case) would hence
track from A to B, showing the lowest energy materi-
als for any value of n (any amount of O). The distance
of ABjy to this hull would hence give the driving force
for degradation and the corresponding ratio of products
could be found by reverting to the initial ternary diagram
and performing a lever rule.

Here we demonstrate that the greedy algorithm can
be used in place of the extended chemical potential anal-
ysis described above to yield an accurate prediction of
both vacuum and environmental stability. The under-
lying approximations are reasonable given the qualita-
tive nature of thermodynamic stability screening, demon-
strated by the ~75meV /atom EATCH stability tolerance
which is the current benchmark for algorithmic stability
screeningl&2Uiel]

A. A Greedy Approach

The task of selecting the thermodynamically optimal
potential degradation products and their relative quan-
tities can be considered as a combinatorial optimisation
problem. The total reaction enthalpy is the value func-
tion which must be optimised with respect to the ini-
tial material composition (cost function). More specifi-
cally, this is a continuous n-dimensional knapsack prob-
lem, where the number of dimensions, n, is defined by
the number of elements in the original structure (con-
straints). The solution to such a problem can be approx-
imated by a greedy algorithm which orders and selects
candidate materials based upon a ranking parameter.

Greedy algorithms are commonly used to find approx-
imations to the solutions of complex optimisation prob-
lems when finding the globally optimal solution is compu-
tationally unfeasible. They are based around the princi-
ple of continuously taking the locally most optimal “step”
in order to reach their final goal. Figure [3| demonstrates
how a greedy algorithm can be used to find the locally
optimal solution of a combinatorial knapsack optimisa-
tion problem. In this simple problem, the empty 4 x 4
grid needs to be filled with segments which maximise
the overall point score of the filled grid. A greedy ap-
proach to solving this problem will sort the segments by
a ranking parameter: their value per unit area. This
allows segments to be selected in order of their value
density. Despite being intuitive and computationally ef-
ficient, this approach does not always yield the globally
optimal solution, as can be seen in the diagram. To im-
prove upon this shortcoming, greedy algorithms can be
run multiple times on the same problem, forcing a dif-
ferent first choice of the algorithm and thus causing a
different solution to be returned at each iteration. The
best solution from these multiple greedy runs can then
be selected to give a more reliable overall solution. De-
spite this improvement, a local optimum is still found;
however, this is often deemed an acceptable compromise
in situations where the greedy solution is likely very close
to the globally optimal solution.
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Figure 1: Algorithm flowchart showing the steps that can be taken to find potential degradation products of a material. 1.
Initial material selected. 2. Constituent elements of material identified. 3. All possible combinations of these elements found,
ignoring order. 4. Database is searched for materials possessing these element combinations.
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Figure 2: Algorithm flowchart showing how potential degradation products of a material in a particular environment can be
found. In this flowchart an oxygen rich environment has been considered. The method is largely the same as that described in
Figure [1| with the addition of the environmental elements (e.g., oxygen) to the elemental combinations step.
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Figure 3: Illustration of grid packing combinatorial optimi-
sation problem solved using a greedy approach. The greedy
approach will select the red segment first, as this has the high-
est value density. This forces the next choice to be the blue
segment, which has a very low value density. The final solu-
tion is therefore 20 points below the globally optimal solution.

In the context of stability screening, a similar pack-
ing problem is encountered. Once potential degrada-
tion products have been identified via algorithms such

as those illustrated in Figures[I] & [2] the most energeti-
cally favourable combination of these products must be
found in order to give an accurate indication of the poten-
tial driving force for degradation. The grid being filled
in Figure [3] is therefore analogous to a unit of original
material which can be “used up” by an array of different
degradation products (segments), each with a different
formation energy (score). In order to apply a greedy al-
gorithm to this problem, the degradation products need
to be sorted by a ranking parameter to allow the most
energetically favourable degradation products to be pri-
oritised during selection. This parameter must capture
the thermodynamic gain in forming the corresponding
material relative to the quantity of original material it
uses up, making it equivalent to the score per square
metric in the grid example. To construct such a param-
eter, the stoichiometries of the original and candidate
materials were first normalised with respect to the total
number of atoms in the unit cell (e.g., AB would become
Ap.5Bo.5 and AB5 would become Ag o5 Bo.75). The quan-
tity of initial material used by the formation of a unit of
degradation material could then be calculated. Dividing
the formation energy per atom of the formed material
by this amount therefore yields the relative thermody-
namic value of forming the product, which can be used
as a ranking parameter. This calculation is shown be-



low for the formation of A5BO from AB with an energy
of —10eV/atom. Potential degradation products are or-
dered with respect to this parameter, with the lowest
ranking parameter materials being selected first.

1. Normalise Stoichiometries

Original Material: AB = Ao5Bos
Oxide: A2BO = Ap.5B0.2500.25

where, AH25° = —10 ¢V /atom

2. Calculate Formation Cost, C
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After ranking, the most favourable potential degrada-
tion product is then be selected. The maximum amount
of this product material that can be formed from the
original material is calculated next. Finally, the forma-
tion energy for the creation of this quantity of product
is logged, along with the remaining amount of original
material. This process can then be repeated with the
next most promising degradation product, based on its
ranking parameter and the remaining material. To im-
prove upon the reliability of this approach, the algorithm
is repeated three times for each screened material, forcing
the selection of the first, second and third ranked mate-
rial at the first material selection. The run which yields
the most negative reaction enthalpy is then selected as
the final result. The enthalpy of reaction per atom in the
original material may then be calculated by subtracting
the formation energy of the original material from the
calculated formation energy of all products.

Figure [4] presents a schematic of this greedy approach
to stability screening in a similar format to the previ-
ously discussed grid packing problem. In this example,
an empty grid has been used to represent the quantity of
each element available in the original material. The grids,
and hence the material, can then be used up by selecting
different amounts of the identified degradation products
— in this case oxides. The oxides have been ordered using
the ranking parameter, R, discussed previously.

As with the example shown in Figure 3] Figure
demonstrates the limitations of a greedy approach to this
problem by showing how consistently making the locally
optimal choice may not yield a globally optimal solu-
tion. In this particular scenario, the forced selection pro-
cess previously described and implemented in the greedy
stability screening algorithm would allow the method to
find an improved solution of —10.5eV/atom; however,
the globally optimal solution of —11.7eV/atom would
not be found. This is because of the simplification which

forces the algorithm to choose the maximum amount of
the highest ranked product material, thus discretising a
continuous optimisation problem. The globally optimal
solution could be found by implementing the hull pro-
jection method described previously. It should be noted
that the greedy solution will never overestimate the driv-
ing force for reaction; therefore, any error can be thought
of as a mean underestimation.
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Greedy Solution: - . .
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A,B0 + BO AB,O + A0 A,B0 + AB,0
A B A B A B
AH, = —10.0 ¢V /atom AH, = —10.5 eV /atom AH, = —11.7¢V/atom

Figure 4: Illustration of a greedy approach to the selection
of potential degradation products. The greedy algorithm will
first order the possible products by their ranking parameter,
which indicates the value-cost trade off of the selection (for-
mation energy per unit of initial material used up). This
ordering highlights A2 BO as the most favorable first choice,
so the maximum amount of this product material is used.
This consumes all available units of A, leaving half the initial
units of B available. A degradation product which only con-
sumes units of B must therefore be selected next, forcing the
unfavourable selection of BO. The results of the improved
greedy solution are also shown; here the algorithm has been
forced to select three different starting products and compare
the resulting solutions. Finally, the globally optimal solution
is shown, highlighting the potential room for error in this
greedy approach. This error is caused by the simplification of
this continuous optimisation problem to a discretised version.

III. DECOMPOSITION

To evaluate the accuracy of this greedy approach
against globally optimal solutions, the algorithm was
used to generate estimates for the enthalpy of decompo-
sition of each material in the MP database (see Figure (1))
— a proxy for vacuum stability. This value was then com-
pared with the EATCH data of these materials, which is
equivalent to the globally optimal solution to their vac-
uum stability problems. This allowed the mean absolute
error (MAE) in the greedy estimate to be calculated.

As previously mentioned, the EATCH metric will have
a value of 0meV/atom when there is no driving force
for degradation (a positive enthalpy of degradation in
vacuum). All exothermic (and hence thermodynamically



favourable degradation reactions) will have an EATCH
equal to the absolute value of this enthalpy of degradation
in vacuum. To make a comparison between the results of
the greedy algorithm and the EATCH values on the MP
database, the results of the algorithm were made consis-
tent with the EATCH data. This was done by changing
all positive reaction enthalpies to a value of 0 meV /atom
to match the “stable” EATCH values and making posi-
tive all remaining negative reaction enthalpies. The MAE
between the EATCH and greedy data was then calcu-
lated and found to be 39.5meV /atom. This value is well
within the MAE between DFT-calculated formation en-
ergies and their experimental counterparts, reviewed to
be 96 meV /atom by Kirklin et al. with the optimal chem-
ical potential fitting method38. It should be noted that
it is unlikely that all of the uncertainty highlighted by
Kirklin is attributed to error in the DFT calculations;
however, the fact that the MAE of the greedy method is
under half of this uncertainty supports the reliability of
results yielded from this approach. Moreover, an MAE of
39.5 meV/atom is well within the accepted EATCH sta-
bility tolerance of approximately 75 meV /atom, indicat-
ing that this method has sufficient resolution to identify
thermodynamically stable materials'®2%2l However, in
order to improve the reliability of the algorithm when
testing for stability in specific environments (Figure ,
only materials within a specified EATCH range were con-
sidered for selection. This ensures that only materials
deemed stable by EATCH are selected during screen-
ing. Figure |5 depicts a histogram of the difference be-
tween the values calculated via the greedy and EATCH
methods. As highlighted in the previous section, the
greedy estimate cannot be larger than the EATCH value,
as the latter value represents the globally optimal driv-
ing force, which by definition must be as large as possi-
ble. Stability estimates generated using this greedy algo-
rithm will therefore always be conservative, meaning the
39.5meV/atom MAE can be considered a mean under-
estimation.

IV. OXIDATION CASE STUDY

To demonstrate the application of the greedy algorithm
to an environmental stability test, the oxidation of ma-
terials in the MP database was investigated. To nar-
row the testing analysis to materials which are unlikely
to spontaneously degrade in inert conditions, only sub-
stances with an EATCH value of less than 50 meV/atom
were used. This reduced the test-set from ~ 126,000 to
~ 68,000 materials. As oxidation behaviour was being
investigated, materials which already contained oxygen
were also removed. We thereby exclude cases of par-
tial oxidation. This final adjustment brought the test-set
down to ~ 40,000 materials.

The distribution in the heats of oxidation calculated
for these materials using the greedy algorithm is shown
in Figure [Bp. As expected, most reactions are exother-
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Figure 5: Histogram showing the difference between the
enthalpy of vacuum decomposition calculated via the greedy
algorithm compared to the EATCH data of the 126,320
materials on the MP database. Enun > Egreedy in all cases.

mic, with a symmetric trend to the data below zero. A
deviation from this symmetry can be seen by the small
peak between —1.4 and —1.2 eV/atom. Investigation
into the cause of this unexpected maximum showed that
89% of the materials within the range contained either
chlorine or bromine. This is a statistically significant
concentration of such materials considering they account
for just 8.5% of the whole dataset. Inspection of the
predicted degradation reactions which led to these ox-
idation enthalpies showed that in all reactions unusual
oxyhalide compounds were formed. These compounds,
such as ClyO7 and BryOs, have an EATCH of below
50 meV /atom so were included in the search for possible
degradation products. They also have negative forma-
tion energies so were favoured by the greedy algorithm
once all non-halide elements were “used-up” in other oxi-
dation reactions. These formation energies are, however,
very small relative to the formation energies of other ma-
terials on the database. This skewed the data in the his-
togram and caused the unexpected maximum at a small
oxidation enthalpy.

This analysis indicated that other elements that were
unlikely to react with oxygen but which displayed stable
oxides on the MP database may have impacted the re-
sults collected. Fluorine is one such element; with an
electronegativity higher than oxygen, it forces oxygen
into an unfavourable positive oxidation state. The re-
sulting product, OF5, is also shown to be stable using
EATCH analysis and has a calculated small negative for-
mation energy. Investigation into these materials showed
that all materials which the greedy algorithm had calcu-



lated to have a positive oxidation enthalpy were fluorine-
containing materials, and had yielded a positive oxida-
tion enthalpy due to the small AHp, of OF,. Figure [6p
shows a stacked histogram of the enthalpies of oxida-
tion of all F, Cl & Br containing materials alongside all
other materials in the MP database, as calculated by
the greedy algorithm. Figure [6p shows that if these ma-
terials are removed from the dataset, the oxidation en-
thalpy histogram of the remaining 33,470 materials be-
comes highly symmetrical with a mean and standard de-
viation of —5.53 and 1.83 eV /atom, respectively.

The inherently inert noble gases are another category
of elements which are highly unlikely to oxidise. The
predicted noble gas oxides which are in the MP database
therefore exhibit an EATCH outside of the typical sta-
bility range causing them to be excluded from the list
of potential oxidants during the greedy oxygen stability
evaluation. There are, however, a number of other noble
gas containing crystals predicted to be stable by EATCH
analysis. For these 112 materials, the greedy algorithm
failed to run to completion, as the initial material could
not be fully used up in reaction with the environmental
element (oxygen). This was because any remaining no-
ble gas elements had no stable oxides to degrade into
and blocked the total oxidation of the material. De-
spite this, the calculated AHp,, from these 112 can only
be a maximum of 50 meV/atom more positive than the
true value (likely much less). This is because the orig-
inal materials were initially tested for vacuum stability
using an EATCH criteria of 50 meV /atom, so any addi-
tional degradation of the remnants of original material
after the oxygen stability test must have a driving force
smaller than this value.

In addition to screening the environmental stability of
a material by estimating the driving force for degrada-
tion, the greedy stability algorithm returns the materials
that are expected to form during this degradation. This
data could be of significant value to groups seeking to
avoid or encourage the formation of certain materials. To
showcase another potential use for this information, the
oxidation case-study data was used to find the Pilling-
Bedworth ratio (PBR) of the formed oxides. As men-
tioned in the introduction, this technique can be used to
gauge the likelihood of a material forming a passivating
surface oxide — a particularly useful phenomenon for a
material to exhibit. It was found that of the ~ 33,000
materials tested with results shown in Figure [6c, 1,438
degraded to form a set of oxides which all fall into the
PBR range indicating self-passivation. These included
materials known for self-passivating in oxygen, such as
Al and Zn where low energy Al,O5 and ZnO phases are
identified, respectively. Although PBR has previously
been exclusively used to model passivity in metals and
alloys, the simplicity of generating this data for screening
using this stability algorithm could indicate a potential
avenue for further research.

V. CONCLUSIONS

In summary, this work presents a method to rapidly
screen crystals for environmental stability. The algo-
rithm uses a greedy approach to select the most thermo-
dynamically favourable degradation products which can
be formed using substances in the environment. The per-
formance of the algorithm when considering degradation
in inert conditions was compared to the energy above
the convex hull stability data on the Materials Project
database.

Over the 126,320 materials tested, a mean absolute er-
ror of 39.5meV/atom was found between the hull and
greedy data. This resolution is sufficient to identify sta-
ble materials given the ~75meV/atom tolerance used
when categorising stable materials via methods utilising
DFT-calculated formation energies'®202l  The greedy
estimates of the enthalpy of decomposition, in vacuum
or otherwise, will always be smaller than or equal to the
true value. This fact makes the MAE equivalent to a
“mean underestimation”. To demonstrate an applica-
tion for the developed screening algorithm, the in-oxygen
stability of 39,654 materials was tested. The greedy algo-
rithm successfully assigned heats of oxidation to all ma-
terials; however, materials containing F, Cl or Br were
found to significantly skew the otherwise symmetrical
distribution of oxidation enthalpies, due to their resis-
tance to oxidation. Once these materials were removed,
the distribution in oxidation enthalpies of the remaining
33,470 materials was highly symmetrical about a mean
of —5.53eV/atom. This data was finally used to calcu-
late the Pilling-Bedworth ratios for the materials and the
oxides they form, indicating that 1,438 were within the
range expected for self-passivating materials.

The algorithm proposed here is general and can be
used to screen material stability in a variety of environ-
ments, which could include an extension to use chemical
potentials that account for different gaseous (e.g., partial
pressures) and liquid (e.g., pH) environments.
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remaining 33,470 after all F, Cl or Br containing materials have been removed.
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