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Abstract6

Oman is a country characterised by high solar availability, yet very little electricity is produced7

using solar energy. As the residential sector is the largest consumer of electricity in Oman, we8

develop a novel approach, using houses in Muscat as a case study, to assess the potential of imple-9

menting roof-top solar PV/battery technologies, that operate without recourse to the electricity10

grid. Such systems target the complete decarbonisation of electricity demand per household11

and are defined in this study as grid-independent systems. The approach adopted starts with a12

technical assessment of grid-independent systems that evaluates the characteristics of the solar13

panel and the battery facility required to provide grid-independence. This is then compared to14

a similar grid-connected system and any techno-economic targets necessary to enhance the feasi-15

bility of residential roof-top PV systems in Muscat are identified. Such an analysis was achieved16

through developing a detailed techno-economic mathematical model describing four sub-systems;17

the solar panel DC source, the grid-independent sub-system, the grid-connected sub-system and18

the economic sub-system. The model was implemented in gPROMS and uses real hourly weather19

and climate conditions matched with real demand data, over a simulated period of 20 years. The20

results indicate that, in the context of the system studied, grid-independent PV systems are21

not feasible. However, combined with a su�ciently high electricity price, grid-independent sys-22

tems can become economically feasible only with significant reductions in battery costs (>90%23

reductions).24

Keywords: Solar, Photovoltaics, Battery, Energy, Microgeneration25

⇤
Corresponding author

Email address: niall@imperial.ac.uk (Niall Mac Dowell)

Preprint submitted to Journal of Energy Conversion and Management October 2, 2018



2

1. Introduction26

The residential sector in Oman is the largest consumer of electricity, where approximately27

half of the electricity produced in the country goes to the residential sector [1]. Given that the28

level of solar energy density in Oman is among the highest in the world [2], roof-top PV panels29

could serve as a solution to reduce reliability on the grid thereby reducing the consumption of30

natural gas and therefore CO
2

emissions. However, one of the major issues with PV systems31

is that times of peak supply do not necessarily match with times of peak demand. Therefore,32

energy storage is essential to balance supply and demand [3]. Most studies on PV systems with33

battery storage, commonly known as o↵-grid systems, such as those presented by Dufo-Lopez34

et al [4], Shezan et al [5], Yilmaz et al [6] and Ghafoor and Munir [7], focus on the optimal35

sizing of these systems in remote areas that are isolated from grid connection and rely on diesel36

generators for their power supply. Sizing in these studies was based on determining the power37

and energy rating of the PV and battery facility respectively. Therefore there was no discussion38

on the physical size of such systems and no analysis on their practicality.39

Since extending the national grid to rural areas with existing o↵-grid systems is a plausible40

scenario, Bastholm and Fiedler [8] assess the economic viability, but not the practical viability,41

of maintaining existing o↵-grid systems. Their results highlight the importance of taking both42

system loads as well as grid blackouts into consideration. For residential buildings that are already43

connected to the grid network, and using a similar power and energy rating sizing approach as44

discussed above, Khoury et al [9] attempts to optimally size a PV/battery system with the battery45

as a back-up to the grid instead of diesel generators during power outages. Their key conclusion is46

that such systems are well-suited to, as well as a↵ordable for, their specific case study of Lebanon.47

However, since large integration of grid-connected PVs in the network introduces a few technical48

challenges including the degradation of the voltage profile from the feeder, Ratnam et al [10]49

assessed the potential of using battery technologies in residential PV systems to maintain grid50

voltages within acceptable levels while simultaneously maximising the daily operational savings51

that accrue to customers. This was explored for a range of financial incentives o↵ered for PV52

uptake where it was concluded that the use of battery technologies is advantageous in terms of53

maintaining grid voltages. However, the feasibility of the proposed PV/battery system was not54

discussed.55

Given that the cost of electrical energy storage systems plays a pivotal role in future low-56

carbon energy systems, Schmidt et al [11] constructed experience curves to project future prices57
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for eleven electrical energy storage technologies, including batteries. They found that regardless58

of technology, although capital costs currently range from 150 to 2000 USD/kWh, they are on59

a trajectory towards 175 ± 25 USD/kWh for battery packs once 1 TWh of capacity is installed60

for each technology. Although this price range was confirmed to be feasible by performing a61

bottom-up assessment of material and production costs, there was no discussion on how these62

projected costs would impact the feasibility of roof-top PV/systems.63

Since complete independence from the grid using roof-top PV/battery systems represents a64

case whereby the electricity demand per household is completely decarbonised while any excess65

power produced is stored by a battery instead of being exported to the grid thereby eliminating66

issues emerging from connecting to the grid such as reverse power flows, this study develops67

a novel step by step approach on grid-independent systems. This is achieved by developing a68

model in gPROMS [12] and using Muscat, Oman as a case study, to explore the following gaps69

that exist in assessing residential roof-top PV systems, mainly PV/battery systems:70

• Including physical sizing to the overall sizing analysis of PV/battery systems thereby al-71

lowing for the assessment of the practicality of such systems.72

• Assessing the impact of varying technical parameters specific to the individual PV and73

battery technologies on PV/battery system feasibility.74

• Setting economic targets necessary to make residential roof-top PV systems economically75

feasible.76

• Evaluating the impact of demand size and demand profile on PV/battery system size.77

• Assessing the impact of varying the installation date on PV/battery system size and start-78

up conditions.79

• Understanding how PV/battery system size evolves over time due to factors such as degra-80

dation and variations in demand.81

This step by step approach starts with a technical analysis of grid-independent systems and82

ends with an economic analysis where the economic feasibility of a grid-independent system is83

compared to a similar grid-connected system. The model developed for this study could be84

divided into four sub-models presented in Section 2 below. These sub-models are applicable to85

any location and various PV and battery technologies. Section 3 describes the input data used86

for this specific case study of Muscat. The results obtained are presented in Sections 4 and 5.87

Finally, these results are analysed in Section 6 where conclusions are drawn.88
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2. Model Design and Construction89

2.1. DC Source90

The core element of a roof-top PV system is the direct current (DC) power output from the91

PV module (P
m

), also known as the DC Source. Solar radiation is primarily measured as global92

solar irradiance on a horizontal plane (GSI ). However, P
m

is directly dependent on the solar93

radiation incident on it (GSI
T

) [13, 14]. GSI
T

is determined by geometric parameters such as94

the tilt angle of the PV from the horizontal surface (�) and the orientation towards the sun, the95

latter comprising the declination angle (�), the elevation angle (↵) and the latitude (�) [13]. �96

varies seasonally due to the tilt of the earth on its axis of rotation by 23.45� and the rotation97

of the earth around the sun. Therefore, � is determined by the day of the year (d) and can be98

described by Equation 1 below [13]:99

� = sin�1(sin(23.45�) sin(
360

365
(d� 81))) (1)

The ↵ at solar noon is the maximum ↵ and can be determined by Equation 2. This maximum100

↵ is used in simple PV system design and is used for this model [13].101

↵ =

8
><

>:

90� (�� �), for locations in the Northern hemisphere

90 + (�� �), for locations in the Southern hemisphere
(2)

Therefore, given GSI, GSI
T

can be calculated [13].102

GSI
T

=
GSI sin(↵+ �)

sin(↵)
(3)

Although Equation 3 is underestimating GSI
T

in terms of not accounting for the increase103

from the di↵use and reflected irradiance, this is assumed to be acceptable given that this model104

uses ↵ at its maximum at solar noon, as described by Equation 2, and therefore is already105

overestimating GSI
T

.106

Once GSI
T

is calculated, the power output of a PV module (P
m

) can be calculated using:

P
m

= ⌘
m

GSI
T

�A
r

[1� n(PV D)] (4)

where A
r

is the roof area, � is the proportion of the roof area covered with PV modules and ⌘
m

107

is the e�ciency of the module usually approximated as [15]:108

⌘
m

= ⌘
ref

[1� �
ref

(T
c

� T
ref

)] (5)
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(a) Grid-independent PV system [7, 27].
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(b) Grid-connected PV system [13].

Figure 1: Schematic of residential roof-top PV systems.

where the values of the reference e�ciency (⌘
ref

), reference temperature (T
ref

) and the temper-109

ature coe�cient (�
ref

) are normally given by the PV manufacturer. Given that cell temperature110

(T
c

) is one of the most important parameters used in assessing the performance of PV systems111

and their power output, several cell temperature prediction models have been developed. After112

a review of several models [14, 16–22], the nominal operating cell temperature (NOCT ) model113

was chosen for this study owing to its simplicity, adequacy of its predicted temperatures for PV114

applications and wider availability of input data. In the NOCT model, the cell temperature is115

calculated as [14, 16–18]:116

T
c

= T
A

+
NOCT � 20

800
GSI

T

(6)

Additionally, since a study by Jordan and Kurtz [23] of approximately 2000 PV panels has117

shown that PV panels degrade by an annual rate, PVD (%), the power output of the PV module118

is dependent on the age of the system (n). Given that a linear degradation model provides a119

more conservative estimate than an exponential model [24–26], assessing PV panels that degrades120

linearly was considered more suitable for this study since a conservative estimate of degradation121

incorporates the worst case scenario.122

Finally, the total energy output of the PV module (E
m

) in kWh is simply the integral of123

P
m

between two periods of time, t. This could then be compared to the total energy demand in124

kWh (E
D

), calculated as the integral of P
D

between two periods of time.125

2.2. Grid-Independent PV System126

Figure 1(a) shows the schematic of the grid-independent PV system model developed for this127

study [7, 27–29]. In this system, the energy produced by the DC Source is consumed directly by128
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converting it into AC electricity using an inverter with an e�ciency ⌘
inv

and an absolute lifetime129

N
inv

. Any excess energy is stored in the battery as DC power and any shortfall in energy is130

provided for by the battery. The battery is protected from overcharge and deep discharge using131

a charge controller with an e�ciency ⌘
cc

[30]. Therefore, within the PV system depicted in132

Figure 1(a), two situations could exist; a surplus in which the PV system produces more energy133

than household demand (P
D

) and a shortfall in which the PV system produces less energy than134

household demand. Whether the system is in surplus or shortfall is determined by the following135

equation:136

P+ = (⌘
cc

⌘
inv

)P
m

� P
D

(7)

where P+>0 during a surplus and P+<0 during a shortfall [31]. If P+=0, the battery does not137

charge or discharge and all power produced is consumed immediately.138

2.2.1. Surplus (P+>0)139

Initially, during a surplus, the power generated is used to satisfy demand (P
sat

). This can be140

expressed by:141

P
sat

= P
D

(8)

The remaining power is then used to charge the battery within its limits. If the battery is not142

already fully charged, the battery will receive a charge current limited by the maximum charge143

current, I
Cmax

. The value of the available charge current, I
C0

, at any time (i.e. ignoring the144

state of the battery) is given by:145

I
C0

=
P+

⌘
cc

⌘
inv

V
B

(9)

The actual charge current, I
C

, that accounts for the state of the battery is limited by146

I
C

I
Cmax

as well as SOC<SOC
max

. Therefore, if the battery is full (SOC=SOC
max

) the147

battery cannot be charged (I
C

=0). Otherwise, if SOC<SOC
max

and I
C0

I
Cmax

, then I
C

=I
C0

.148

If, on the other hand, SOC<SOC
max

and I
C0

>I
Cmax

, then I
C

=I
Cmax

. Given the battery149

voltage, V
B

, the battery charge power, P
BC

, is given by:150

P
BC

= I
C

V
B

(10)
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The amount of charge gained by the battery during a time period �t or the battery charge151

capacity, C
C

, is given by:152

C
C

= (I
C

�t)⌘C
batt

(11)

where ⌘C
batt

is the battery charge e�ciency. During a surplus, it is possible to export power153

to the grid if either; SOC=SOC
max

or I
C0

>I
Cmax

. The power exported as a result of these154

conditions, P
exp

is given by:155

P
exp

= P+ � P
BC

(12)

2.2.2. Shortfall (P+<0)156

In the event of a shortfall, all the power produced is used to satisfy demand. Therefore:157

P
sat

= ⌘
inv

(⌘
cc

P
m

+ P
BD

) (13)

Furthermore, the battery will meet this shortfall by discharging, up to the specified maximum158

discharge current, I
Dmax

. The current from the battery that would be required to meet the159

shortfall in power, I
D0

, is given by:160

I
D0

=
�(P

+

)

⌘
cc

⌘
inv

V
B

(14)

The actual discharge current, I
D

, accounting for the state of the battery, is limited by161

I
D

I
Dmax

and SOC>SOC
min

. Therefore, if the battery is empty (SOC=SOC
min

), the short-162

fall is met by the grid. Otherwise, if SOC>SOC
min

, it is prioritised over the grid to meet the163

shortfall by discharging. In such cases, if I
D0

<I
Dmax

, then I
D

=I
D0

. On the other hand, if164

I
D0

�I
Dmax

, then I
D

=I
Dmax

. Given V
B

, the battery discharge power, P
BD

, is given by:165

P
BD

= I
D

V
B

(15)

The amount of charge discharged by the battery during a time period �t or the battery166

discharge capacity, C
D

, is given by:167

C
D

= (I
D

�t)⌘D
batt

(16)
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where ⌘D
batt

is the battery discharge e�ciency. Since the grid is presumed available to ensure168

that the demand is always met when either SOC=SOC
min

or I
D0

>I
Dmax

, the power being met169

by the grid, P
grid

, is given by:170

P
grid

= (�P+)� ⌘
inv

P
BD

(17)

2.2.3. Battery State of Charge (SOC)171

Tracking the battery’s state of charge at any given time, SOC (t), can be calculated through172

tracking the change in battery capacity, �C, where:173

�C = C
C

� C
D

(18)

Negative values of �C result during discharge and positive values during charge. The battery174

charge, C (t), at any time t, is therefore:175

C(t) = [C(t� 1) +�C][1�BSD
h

] (19)

where C (t-1) is the charge of the battery during the previous time period and BSD
h

is the176

battery’s hourly self-discharge rate. Therefore, the battery’s state of charge at any given time,177

SOC (t), can be calculated using:178

SOC(t) =
C(t)

C
(20)

This will be limited by the expression SOC
min

SOC (t)SOC
max

.179

2.3. Grid-Connected System180

The grid-connected system designed is shown in Figure 1(b) where the PV module is con-181

nected to a DC/AC inverter. The inverter e�ciency (⌘
inv

) is assumed to be the same as that of182

the grid-independent system. In a similar manner to the grid-independent system, two situations183

could exist; a surplus in which the power output from the inverter P
inv

is greater than P
D

and184

a shortfall in which P
inv

is less than P
D

. During a surplus, some of the power output from the185

inverter is used to satisfy the demand (P
sat

=P
D

) while the surplus power is exported to the grid186

(P
exp

=P
inv

-P
D

). On the other hand, during a shortfall the power output from the inverter is187

used to satisfy some of the demand (P
sat

=P
inv

) while additional power is imported from the grid188

(P
grid

=P
D

-P
inv

) to satisfy the shortfall. Finally, if P
inv

=P
D

, all power produced is consumed189

immediately.190
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Cost Equation References

Cost of PV Cost
PV

=UC
PV

⇥MAX(P
m

) [7, 37, 38]

Cost of Battery Cost
Battery

=UC
Batt

⇥C ⇥ V
B

[3, 7]

Cost of Inverter Cost
Inverter

=UC
inv

⇥MAX(P
D

) [7, 28]

Cost of Charge Controller Cost
cc

= MAX(P
m

)

V
B

⇥ SF ⇥ UC
cc

[7, 28]

Installation Cost 10%⇥Cost
PV

[7, 13]

O&M Cost 2%⇥Cost
PV

[7, 13]

Table 1: Summary of equations used to calculate the costs and benefits of installing grid-independent

and grid-connected systems.

2.4. Economic Model191

Installing a grid-independent roof-top PV system into a household has the potential to provide192

a return by eliminating electricity bills. In order to evaluate the attractiveness of this investment193

to a rational actor, we include an economic analysis in our model using a net present value194

(NPV ) analysis as described in Equation 21 [13, 32, 33].195

NPV =
NX

n=0

Cost
total,n �Benefit

total,n

(1 + r)n
(21)

where Cost
total,n and Benefit

total,n are the total costs and benefits for year n, r is the discount196

rate and N is the PV system lifetime.197

Two parameters used to evaluate the attractiveness of an investment are the pay-back period198

and the internal rate of return (IRR) where the pay-back period measures the length of time199

required to recover the cost of an investment [13, 34, 35] while the IRR considers the time value200

of money and determines the interest rate at which the NPV equals zero [36].201

2.4.1. Costs and Benefits202

The main costs associated with the grid-independent system are the costs of the individual203

components of the system as summarised in Table 1, in addition to installation and operation and204

maintenance costs (O&M). For the grid-connected system, the costs are assumed to be the same205

as that of the grid-independent system, excluding the cost of the battery and charge controller.206

In terms of benefits, the main benefit associated with a grid-independent system is an annual207

reduction in electricity bills. This is calculated using the residential electricity tari↵ structure.208

On the other hand, a grid-connected system is considered to have an additional benefit to that209

of the grid-independent system; due to the export of the surplus energy to the grid.210
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3. Case Study Input Data211

The data input into the models described in Section 2 can be divided into two parts; hourly212

data which is input into the DC Source model and parameters that are input into all the models.213

Both these input data sets are described below.214

3.1. Hourly Input Data215

Half-hourly demand data for 14 di↵erent villas ranging in floor areas between 218 m2 to 858.3216

m2, for the year 2013 was collected from [39] for Muscat, Oman. Given the relative paucity of217

villa data available, a method was devised whereby a model villa with a representative hourly218

demand covering one year (P
D

) and an average roof area (A
r

=503 m2) was developed. This219

was achieved by assessing the demand data collected, taking into consideration demand data220

coverage and using averaging and extrapolation techniques to establish hourly demand data for221

one year. In turn, the roof area (A
r

) was determined using a weighting method that reflects the222

paucity of the collected data, including variations in villa size and demand data coverage.223

Furthermore, hourly temperature (T
A

) and GSI data for Muscat was collected from [40]224

where the latest available hourly data was for the year 2007. Since the variation in monthly T
A

225

and GSI data for the period covering the years 2002 to 2013 was found to be small [41, 42],226

as shown in Figure 2, it was established that it is acceptable to assume that the 2007 hourly227

weather data was representative of the year 2013.228
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Figure 2: Weather variability in Muscat.
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3.2. Input Parameters229

The specific type of PV technology that was studied is the crystalline-silicon (c-Si) module230

as this is a mature technology which dominates the market with an 85-90% share [13]. The tilt231

angle (�) needed to be input into Equation 3 was determined by assuming that � is changed232

manually on a monthly basis to achieve maximum monthly power output (Pm). These tilt angles233

are summarised in Figure 3. Furthermore, the lead-acid battery was chosen as the energy storage234

technology due to its maturity and low cost [43]. The charge/discharge e�ciency, ⌘C
batt

/⌘D
batt

,235

of this battery were modelled according to a relationship described by Jenkins et al [31] for236

lead-acid batteries as shown in Equation 22 below.237

⌘C,D

batt

=
100

13.3ln
CV

B

I
C,D

+ 59.8
(22)

The profits from the export of electricity to the grid was calculated using Oman’s residential238

electricity tari↵ structure [44]. Tables B.2, B.3 and B.4 summarise the list of key parameters input239

into the DC Source model, the grid-independent and grid-connected models and the economic240

model respectively.241
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Figure 3: Optimum tilt angle (�) per month in Muscat.
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4. Results242

4.1. Technical Results243

4.1.1. Supply vs Demand244

Before determining whether an individual dwelling in Muscat can become grid-independent,245

it is necessary to understand whether power supply from roof-top PV panels can ever exceed the246

current demand. Figure 4(a) shows how the annual E
m

/m2 from roof-top PV increases as the247

roof area coverage, �, increases. The error bars show how E
m

/m2 would vary as PVD changes248

between 0% and 2.5% [23]. This chart clearly shows that at the median PVD of 0.7%, supply249

can exceed demand when 33% of the roof is covered. However, this value can go as high as 55%250

when PVD=2.5%. Once the � needed for supply to exceed demand was determined, the monthly251

variations of E
m

/m2 and E
D

/m2 at �=33% and PVD=0.7% were determined and are presented252

in Figure 4(b). Additionally, the error bars show how the value of E
m

/m2 at �=33% would vary253

as PVD changes between 0% and 2.5%. This chart shows that for seven months of the year,254

supply exceeds demand. However, in the summer months, particularly July and August, the255

demand increases by a factor of six since both humidity and temperature are high during these256

months, as shown in Figure 2, leading to increased demand for cooling [45].257
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Figure 4: Graphs showing if solar PV supply in Muscat can exceed demand at the median PVD of 0.7%

where (a) shows the change in annual Em/m2 and ED/m
2 with � while (b) shows the monthly Em/m2

and ED/m
2 at �=33%. The error bars show how Em/m2 would vary as PVD changes between 0% and

2.5% [23].
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4.1.2. One Year of Grid Independence: Changing PVD and BSD258

Following the assessment of E
m

/m2 versus E
D

/m2, the potential of an individual dwelling259

in Muscat to become grid-independent was examined. It must be noted that in this study, grid-260

independent status was defined as the point at which no power is imported from or exported to261

the grid (P
grid

=P
exp

=0). This was initially achieved by determining the characteristics needed262

for a system; which starts running with an empty battery on the 1st of January mid-day and runs263

for one year, to become grid-independent. The specific year chosen in this assessment was the264

final year of the project (i.e., at n=N -1) since the system is at its most degraded state in the final265

year. This choice is necessary since the roof area coverage needed to become grid-independent266

in the final year is the minimum needed by the system to cover demand throughout its lifetime.267

Therefore the characteristics determined in this assessment include the roof area coverage (�GI)268

and the battery size (CGI) needed to be grid-independent for one year. The impact of changing269

the PVD and BSD on �GI and CGI is shown in Figure 5.270

From Figure 5(a), it can be seen that the minimum � needed to achieve grid-independent271

status is larger than the 33% determined in Section 4.1.1. This is mainly due to the fact that272

Section 4.1.1 does not take into consideration losses due to the inverter, charge controller and273

battery. Therefore, at the current PVD of 0.7% and BSD of 5%, grid-independent status at year274

n=N -1 can be achieved with �GI=40% and CGI=165 kAh. It can further be observed that while275
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Figure 5: Graphs showing the impact of changing PVD and BSD on the grid-independent system

characteristics in Muscat for year n=N -1 where (a) shows how �GI is impacted and (b) shows how CGI

is impacted.
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both PVD and BSD have an impact on minimising �GI, reducing BSD results in a bigger CGI

276

requirement. The impact of PVD and BSD on �GI is due to the fact that these variables impact277

the amount of power available for use. Thus, the higher PVD and/or BSD, the larger the power278

losses which means additional power is needed to be produced, therefore �GI is higher. On the279

other hand, reducing BSD increases the amount of charge the battery needs to store resulting in280

a greater battery size requirement. Since a reduction of PVD results in a reduction in �GI but281

maintains the amount of energy produced, its impact on CGI is minimal. These results indicate282

that in order to reduce the grid-independent system size in Muscat, PVD needs to be reduced283

but a balance in BSD needs to be found whereby both �GI and CGI are minimised.284

4.1.3. One Year of Grid Independence: Changing Solar PV E�ciency (⌘ref)285

The analysis of the previous section assessed the impact of changing PVD and BSD on �GI

286

and CGI. This section assesses the impact of changing the solar PV e�ciency (⌘
ref

) with results287

illustrated in Figure 6 where increasing ⌘
ref

from its current 12% to the Shockley-Queisser limit of288

33% [46] reduces the roof area coverage by about 60%. Although more e�cient solar panels tend289

to be more expensive [47], PV prices are impacted by various other factors such as economies290

of scale and automation. Therefore, if the prices are assumed to remain the same, this in turn291

would mean a 60% reduction in PV capital costs.292
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Figure 6: Graph showing the impact of changing the solar PV e�ciency (⌘ref) of a grid-independent

system in Muscat from its current 12% to the Shockley-Queisser limit of 33% on �GI [46].
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4.1.4. One Year of Grid Independence: Di↵ering Installation Dates293

PV/battery systems are expected to be installed anytime therefore in order to assess the294

impact of battery installation dates on grid-independent system characteristics as compared to295

January, three di↵erent points of year n=N -1 (March, July and September) were chosen. As296

can be seen from Figure 7, the time you install and start running the grid-independent system297

in Muscat matters. Installing the system in January requires an empty battery of size CGI=165298

kAh while installing the system in July requires a larger battery (CGI=191 kAh) that is pre-299

charged (SOC
initial

=98%). This is due to the fact that in January supply exceeds demand and300

therefore the battery is in ‘charging’ mode whereas in July demand exceeds supply and therefore301

the battery is in ‘discharging’ mode. Therefore the system installation characteristics is largely302

driven by the demand profile and thus the less varied the demand is throughout the year, the303

less varied will be the system characteristics needed to achieve grid-independent status.304

4.1.5. Five Years of Grid Independence305

All previous analyses considered how to achieve grid-independent status by running the sys-306

tem for one year. However, given that the battery is assumed to have a lifetime of five years307

(Table C.5), it is important to determine the point at which the system achieves grid-independent308

status whilst running continuously for five years. Since the previous assessment considered the309

final year of the project, the five years chosen in this assessment are the final five years of the310

project (i.e., from n=N -5 to n=N-1). By simulating a system that starts running on the first311

day of January, mid-day for five years, it is clear that there is an annual variation in SOC
initial

312

as shown in Figures 8, where in the first year SOC
initial

builds up reducing the available stor-313

January 

SOCinitial=30% 

χGI=40% 
CGI=165 kAh 

March 

SOCinitial=60% 

July SOCinitial=98% 

September 

SOCinitial=39% 

χGI=40% 
CGI=191 kAh 

χGI=40% 
CGI=180 kAh 

χGI=40% 
CGI=165 kAh 

Figure 7: Image depicting the battery specifications needed to achieve grid-independent status in Muscat

at four di↵erent installation dates of year n=N -1; January, March, July and September.
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age space and in the consecutive years, SOC
initial

reduces due to an increased annual discharge314

range. This reduction in SOC
initial

is due to PVD, since every year, the PV panel produces less315

power causing the battery to discharge slightly more power in order to satisfy the demand. When316

PVD=0%, this decline in SOC
initial

does not exist. Since increased charge/discharge ranges put317

a strain on battery lifetime [29], it can be concluded that increased PVD impacts the lifetime318

of the battery. Additionally, given the fact that the PV panels are less degraded in the previous319

years implies that for �GI=40%, excess energy is produced. This combination of factors indicate320

that a 165 kAh battery is not big enough to achieve grid-independent status and therefore a321

bigger battery is needed (CGI=202 kAh) in order to be as independent from the grid as possible.322

4.1.6. Twenty Years of Grid Independence323

The analysis in Section 4.1.5 looked at sizing the grid-independent system for the final five324

years of the system lifetime. Given that the grid-independent system is assumed to have a325

lifetime, N, of 20 years (Table C.5), the batteries should be expected to be replaced four times326

(i.e., at n=0, n=5, n=10 and n=15). Assuming �GI remains at 40% throughout the system327
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Figure 8: Graph showing the minimum CGI needed for the system in Muscat to be grid-independent

at four di↵erent points within its 20 year lifetime (i.e., at n=0, n=5, n=10 and n=15). The change in

SOC of the batteries throughout the 20 years is also shown by the blue line.
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lifetime, Pm will reduce annually due to PVD. Therefore the battery size, CGI, for the first five328

years will be higher than that for the final five years due to the excess power produced. This329

is shown in Figure 8 which shows the minimum battery sizes needed for the system to be grid-330

independent at four di↵erent points within its lifetime. This chart also shows how the state of331

charge (SOC ) of the batteries changes in 20 years depicting clearly how the battery discharge332

range increases annually due to PVD.333

5. Economic Results334

5.1. Grid-Connected System vs Grid-Independent System-Increasing Electricity Prices335

Figure 9 compares the NPV of a grid-connected system in Muscat with that of a grid-336

independent system and shows the impact of increasing the price of electricity on the economic337

feasibility of both grid-connected and grid-independent systems. It must be noted that these338

results are for a system which is assumed to start running in January, mid-day. The battery339

sizes for the grid-independent system at PVD=0.7% and BSD=5% are those summarised in340

Figure 8. Furthermore, given that the cost of batteries is expected to decrease exponentially341

over the years at an annual rate ranging between 8-14% [48, 49], the cost of the batteries was342

assumed to reduce annually by 11%.343

As can be seen from Figure 9, it is clear that both grid-connected and grid-independent344

systems in Muscat are not feasible since the NPV remains negative throughout the system345

lifetime. This can be explained by comparing Oman’s residential electricity price with the rest of346

the world. Owing primarily to extensive government subsidy [50], at 2.5 U.S. cents per kWh, the347

electricity price in Oman is very low, where it is 15 times lower than that of Germany and 5 times348

lower than the United States [51]. This low electricity price indicates that the benefits that come349

from PV investments are insu�cient to out-weigh the costs therefore making the investment350

infeasible. Secondly, grid-independent systems are approximately 40 times less feasible than351

grid-connected systems. This is largely driven by the high battery costs, which form over 97%352

of the total system cost. Therefore, increasing the price of electricity to 5.94 times the current353

tari↵, at an average price similar to that of United States [51] and Oman’s cost-reflective tari↵354

[1], makes grid-connected systems feasible with a pay-back period of ten years. On the other355

hand, given that grid-independent systems have significantly larger up-front costs, the increase356

in electricity price needed to break-even is much higher than that for grid-connected systems,357

with a required increase of 338.70 times the current tari↵ in order to achieve a pay-back period358
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Figure 9: Graphs showing the impact of increasing electricity prices in Muscat on the NPV where the

dashed lines show the price increases needed to achieve a pay-back period of ten years for (a) grid-

connected systems and (b) grid-independent systems.

of ten years. This tari↵ is over 21 times higher than most countries in the world indicating that359

an increase in electricity price alone is not enough to make grid-independent systems feasible in360

Muscat [50].361

5.2. Grid-Connected System vs Grid-Independent System-Technology Cost Reduction362

Figure 10 shows the combined impact of increasing electricity prices and reducing the unit cost363

of the PV panel (UC
PV

) on the internal rate of return (IRR) of grid-connected systems (Figure364

10(a)) and grid-independent system (Figure 10(b)) in Muscat. The international electricity prices365

corresponding to the price increase factors are marked [50]. Additionally, the IRR needed for366

these investments to become feasible for a private investor at IRR=13% (red-line), a pension367

fund at IRR=8% (black-line) and the government at IRR=4% (blue-line) are marked. These368

IRR values were based on previous work [36].369

From Figure 10(a), it is clear that in addition to the phasing out of subsidies and therefore370

increasing electricity prices, reducing the cost of the PV plays a significant role in increasing the371

feasibility of grid-connected systems in Muscat. Although at the current tari↵ large reductions in372

UC
PV

are needed to make grid-connected systems feasible, combined with increasing electricity373

prices, the reduction in UC
PV

doesn’t necessarily need to be large; where a 20% reduction makes374

grid-connected systems attractive to private investors when the electricity price in Muscat is lower375

than the USA average. Given that PV costs are forecast to drop by 10-23% per year within the376

next fifteen years due to factors such as the reduction in the price of poly-silicon, improvements in377

technology and increases in industry investment [52, 53], these results indicate that these factors378
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should be su�cient to drive PV costs to levels that enhance the feasibility of grid-connected379

systems in Muscat.380

On the other hand, Figure 10(b) shows that although a reduction in PV cost increases the381

feasibility of grid-independent systems, it is the reduction in battery cost that has a more sig-382

nificant impact on the feasibility of grid-independent systems since battery cost constitutes 97%383

of the total cost of grid-independent systems in Muscat. Additionally, it is clear from this chart384

that at the current electricity price, grid-independent systems are infeasible in Muscat at any385

UC
Batt

and UC
PV

where the IRRs are always negative. However, combined with an increase386

in electricity price, grid-independent systems can become economically feasible with significant387

reductions in UC
Batt

; where increasing prices to Germany’s average requires the battery price to388

drop by 93-94% (i.e. 6-7% of UC
Batt

) which is equivalent to 10-11 USD/kWh. When compared389

to the forecast in battery price reductions as explored by Schmidt et al [11], where battery packs390

are forecast to drop to 175 ± 25 USD/kWh once 1 TWh of capacity is installed, it is clear that391

increased production and economies of scale are not enough to achieve such price reductions and392

that further research in technology innovation is necessary.393
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Figure 10: Charts showing the combined impact of increasing electricity prices, reducing the unit cost of

the PV panel (UCPV) and reducing the unit cost of the battery (UCBatt) on the internal rate of return

(IRR) of (a) grid-connected systems and (b) grid-independent systems in Muscat. The IRR needed for

these investments to become feasible for a private investor at IRR=13% (red-line), a pension fund at

IRR=8% (black-line) and the government at IRR=4% (blue-line) are marked.
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6. Discussion and Conclusions394

When compared to other countries in the world, such as the USA at 12 MWh/hh.yr, Australia395

at 7 MWh/hh.yr and the UK, Germany and Spain all at approximately 4 MWh/hh.yr [54], it is396

evident that Oman’s annual electricity consumption per household at 44 MWh/hh.yr is amongst397

the highest in the world. In turn, this study has shown that household demand in Oman is mainly398

driven by cooling demand, where the demand profile follows a similar trend to the temperature399

and humidity profiles. This similarity in profiles indicates that there is a behavioural aspect400

to the high household demand in Oman, which in turn could be driven by the country’s low401

electricity prices. Therefore, in addition to focusing on the architecture of households, insulation402

and e�ciency measures as well as cooling technologies used, further thought needs to be put into403

the phasing out of electricity subsidies in Oman as well as altering the electricity tari↵ structure404

in order to influence behaviour and reduce demand [55].405

Secondly, the combination of high household demand, low electricity prices and high battery406

cost renders grid-independent systems infeasible in Muscat. The high demand results in a larger407

overall system size and therefore larger upfront costs, 97% of which is the cost of the battery.408

Even increasing the PV panel e�ciency to its maximum theoretical e�ciency does little to bring409

down this capital cost. In turn, reducing the unit cost of the battery can make grid-independent410

systems feasible in Muscat provided electricity tari↵s are increased to that of Germany’s average.411

However, this reduction needs to be significant (93-94%) indicating that an increased installation412

capacity alone is not su�cient to achieve such price reductions and that further research in413

technology innovation is necessary.414

Furthermore, a larger system size not only makes grid-independent systems economically415

infeasible, but also makes them practically infeasible. It was found that in order to have a 302416

kAh system for five years, assuming that each battery has a capacity of 2.4 kWh and weight of417

75 kg/kWh [56], 6040 batteries are needed that have a total weight of 1087 tonnes occupying418

about 13% of the house [57–60]. Not only would storing such a large and heavy amount of419

batteries prove di�cult but the need to maintain them at ambient temperature could result in420

further increasing the electricity demand. Similarly, changing the battery type to one with a421

higher energy capacity such as a lithium-ion battery (8-10 kWh) implies that although a reduced422

amount of batteries are needed, i.e. approximately 1610 batteries weighing about 181 tonnes423

(12.5 kg/kWh), these numbers are still quite high. Additionally, lithium-ion batteries tend to424

be 2.5 to 3 times more expensive than lead-acid batteries [56]. Furthermore, lithium itself is a425
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non-renewable, finite product which makes this option less attractive in the long term. On the426

other hand, low electricity prices imply that the benefits from grid-independent systems cannot427

outweigh the costs. The fact that a large increase in electricity prices is needed to make grid-428

independent PV systems economically feasible implies that in order to make such investments429

feasible, in addition to an increase in electricity tari↵s, other PV support policies such as grants430

and loans are needed [61–63].431

Finally, the fact that an increase in electricity price to an average price lower than other PV432

successful countries such as Germany and Spain makes grid-connected PV systems economically433

feasible with a pay-back period of less than ten years despite there being no PV support policies434

such as feed-in-tari↵s (FITs) and the household demand in Oman being very high demonstrates435

the potential of residential grid-connected systems in Oman [61–63]. Furthermore, small reduc-436

tions in PV cost as a result of increased installation capacity and industry improvements would437

only make grid-connected systems more feasible in Oman. However, the successful implementa-438

tion of such systems requires well thought out policies as part of a national energy and renewable439

energy strategy, with well thought out action plans and designated institutions which assist in440

permit attainment, finance, behavioural awareness, and research. To date, such policies still do441

not exist in Oman [61–64].442
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Appendix A. Nomenclature445

Acronyms446

AC Alternating current447

c� Si Crystalline-silicon448

DC Direct current449

FIT Feed-in-Tari↵450

OMR Omani rial451

PV Photovoltaic452

Greek Symbols453

↵ Elevation angle (�)454

� Tilt angle of the PV from the horizontal surface (�)455

�
ref

Temperature coe�cient (K-1)456

� Proportion of roof area covered by PV modules (%)457

� Declination angle (�)458

�C Change in battery capacity (kAh)459

�t Time period (hours)460

⌘
coulomb

Battery coulombic e�ciency (%)461

⌘
voltage

Battery voltage e�ciency (%)462

⌘C
batt

Battery charge e�ciency (%)463

⌘D
batt

Battery discharge e�ciency (%)464

⌘
batt

Battery energy e�ciency (%)465

⌘
cc

E�ciency of charge controller (%)466

⌘
inv

E�ciency of inverter (%)467
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⌘
m

E�ciency of PV module (%)468

⌘
ref

PV module’s electrical e�ciency at T
ref

and solar radiation of 1000W/m2 (%)469

� Latitude (�)470

Roman Symbols471

A
m

Area of PV module (m2)472

A
r

Roof area (m2)473

Benefit
total,n Sum of all benefits for year n (OMR)474

C Maximum capacity of battery or battery size (kAh)475

C(t) Battery charge at time t (kAh)476

C(t� 1) Battery charge at time t-1 (kAh)477

C
C

Charge input into battery during charge (kAh)478

C
D

Charge removed from battery during discharge (kAh)479

Cost
Battery

Cost of battery (OMR)480

Cost
cc

Cost of charge controller (OMR)481

Cost
Inverter

Cost of inverter (OMR)482

Cost
PV

Cost of PV module (OMR)483

Cost
total,n Sum of all costs for year n (OMR)484

d Day of year485

E
D

Energy demand (kWh)486

E
m

Energy output of PV module (kWh)487

GSI Global solar irradiance on a horizontal plane (kW/m2)488

GSI
T

Global solar irradiance on a tilted surface (kW/m2)489

I
C0

Available charge current (kA)490
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I
Cmax

Maximum allowed charge current (kA)491

I
C

Actual charge current (kA)492

I
D0

Available discharge current (kA)493

I
Dmax

Maximum allowed discharge current (kA)494

I
DT

Di↵use irradiance on a tilted surface (kW/m2)495

I
D

Actual discharge current (kA)496

I
RT

Reflected irradiance on a tilted surface (kW/m2)497

MAX Maximum498

N PV system lifetime (years)499

n Age of PV system (years)500

N
Batt

Battery absolute lifetime (years)501

N
inv

Inverter absolute lifetime (years)502

NOCT Nominal operating cell temperature (�C)503

NPV Net present value (OMR)504

P
BC

Battery charge power (kW)505

P
BD

Battery discharge power (kW)506

P
D

Power demand of residential building (kW)507

P
exp

Power exported to the grid (kW)508

P
grid

Power imported from the grid (kW)509

P
inv

Power output from the inverter (kW)510

P
m

Power output of PV module (kW)511

P
sat

PV generated power and battery power used to satisfy demand (kW)512

P+ Surplus power in grid-independent system (kW)513
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PV D PV annual degradation rate (%)514

r Discount rate (%)515

SF Charge controller safety factor516

SOC Battery’s state of charge (%)517

SOC(t) Battery state of charge at time t (%)518

SOC
initial

Battery’s initial state of charge (%)519

SOC
max

Battery’s maximum allowed state of charge (%)520

SOC
min

Battery’s minimum allowed state of charge (%)521

t Time (hours)522

T
A

Ambient temperature (�C)523

T
c

Temperature of PV cell (�C)524

T
ref

Reference temperature (�C)525

UC
Batt

Unit cost of battery (OMR/kWh)526

UC
cc

Unit cost of charge controller (OMR/kA)527

UC
inv

Unit cost of inverter (OMR/kW)528

UC
PV

Unit cost of PV module (OMR/kW)529

BSD Battery self-discharge rate per month (%)530

BSD
h

Battery self-discharge rate per hour (%)531

V
B

Battery voltage (V)532
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Appendix B. List of Key Input Parameters533

Key Model Inputs Value Unit Nomenclature References

Global Solar Irradiance - kW/m2 per hour GSI [40]

Ambient Temperature - �C per hour T
A

[40]

Day of Year - per hour d [40]

Latitude 23.6 Degrees(�) � [40]

Tilt Angle - Degrees(�) � [40]

Electrical E�ciency of PV module 12 % ⌘
ref

[15]

Temperature Coe�cient 0.004 K-1 �
ref

[15]

Reference Temperature 25 �C T
ref

[15]

Nominal Operating Cell Temperature 48 Degrees(�) NOCT [18]

Power Demand of Residential Building - kW per hour P
D

[1, 39, 58]

PV Degradation Rate 0.7 % per year PVD [31]

Roof Area 503 m2 A
r

[57, 58, 65]

Proportion of Roof Area Covered with PV Module - % � [13]

Table B.2: List of key inputs required for DC source model.

Key Model Inputs Value Unit Nomenclature References

Charge Controller E�ciency 98 % ⌘
cc

[28, 30, 31]

Inverter E�ciency 94 % ⌘
inv

[14]

Inverter Absolute Lifetime 10 years N
inv

[7, 28]

Battery Voltage 48 V V
B

[28–30, 43]

Maximum Allowed Charge Current C/10 kA I
Cmax

[29]

Maximum Allowed Discharge Current C/10 kA I
Dmax

[29]

Maximum Allowed State of Charge 100 % SOC
max

[29, 31]

Minimum Allowed State of Charge 30 % SOC
min

[29–31]

Initial State of Charge - % SOC
initial

[23]

Battery Self-Discharge Rate 5 % per month BSD [66]

Battery Hourly Self-Discharge Rate - % per hour BSD
h

[66]

Battery Charge/Discharge E�ciency - % ⌘C
batt

/⌘D
batt

[59, 60]

Battery Absolute Lifetime 5 years N
Batt

[31, 67]

Table B.3: List of key inputs required for grid-independent and grid-connected PV system models.

Key Model Inputs Value Unit Nomenclature References

PV System Lifetime 20 Years N [7, 13, 31]

Discount Rate 7.55 % r [2]

Maximum PV Power Output - kW MAX(P
m

) -

Maximum Demand - kW MAX(P
D

) [39, 58]

Unit Cost of PV 400 OMR/kW UC
PV

[68–73]

Unit Cost of Battery 57 OMR/kWh UC
Batt

[68–73]

Unit Cost of Charge Controller 1350 OMR/kA UC
cc

[68–73]

Unit Cost of Inverter 260 OMR/kW UC
inv

[68–73]

Safety Factor 1.25 - SF [7, 28]

Table B.4: List of key inputs required for economic model.
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