














































































































































































































































































PLATE 6 5 MILK DROP HITTING AN EMPTY SAUCER. PLATE 6 6 MILK DROP FALLING ON TOP OF PREVIOUS MILK DROP.

PLATE 6 7 DISTORTION OF SURFACE TENSION EFFECTS. PLATE 6 8.
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6.4 MATHEMATICAL MODELLING

Any small disturbance on a liquid cylinder may be considered, according to 
Fourier's theorem, as the summation of a series of sinusoidal wave disturbances. 
The surface area of the cylinder will change whereas the volume of the liquid 
remains the same. As surface tension results in contracting the volume to the 
minimum possible surface area, an increase of the surface area due to the 
disturbance will be opposed by surface tension, whereas a contraction of the surface 
will be enhanced. The criterion for stability is therefore the change of surface area 
for a given volume after the appearance of a small disturbance.

If a cylinder with radius r is slightly deformed so that

2xy -  r  + a cos —-  x

where x is measured parallel to the axis, 
y is the distance normal to the axis, 
a is the amplitude of the deformation, and 
L is the wavelength of the deformation,

6 .3

Plateau showed that the cylinder is stable if

L < 2 x r 6 .4

The theory is hereby extended to consider a sector of a liquid cylinder with a 
slight sinusoidal deformation.

y = r + a cos(kx) , where k-2x/L  6 .5

The mean surface area between two consecutive crests, cr, is then

(r -  r  j  r 0 a 2 k 2 6.6

where 6 is the angle between the radii of the sector.

Assuming the volume of water in the cylindrical sector remains the same, the 
mean volume S is

S -  ^  d r 2 + \  0 a 2 6 -7
2 4

Combining the two expressions for a and S together,
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a -  /  2 0 S + i  £ 2( k 2 r 2 -  1 ) 6 .8

The surface area of the undisturbed liquid (a=0) is,

<r0 -  /  2 6 S 6 .9

Therefore, the change in the surface area is,

* -  a 0 -  ( k 2 r 2 - 1) 6.10

If k.r > 1 the surface area increases and hence the liquid is stable. Since k=2x/L,

L <  2 t r -» Stability 6.11

L > 2 x r -* Instability 6.12

The obtained result is independent of the angle 6. The cylinder is a special 
case of the considered case, with 6=2%. Plateau (1864) and Rayleigh (1878) reached 
the same result by considering the cylindrical shape as the initial condition.

The mode of falling away from unstable equilibrium necessarily depends on the 
small deformations to which the system is subjected. In an ideal situation of no 
deformations, even if L>2xr the cylinder would still be in equilibrium. In practice 
however, some kinds of disturbances are always present. Although all disturbances 
corresponding to L>2xr are unstable, the rate of change of the shape due to each 

wavelength, L is different.

Assuming that the amplitude of the disturbance, a, once unstable, grows 

exponentially with time,

a -  a 0 e1!* 6.13

where a 0 is the initial amplitude. Lord Rayleigh (1878) showed that for a cylindrical 

surface,

q 2 + 7
2 4 • 3 x 6 + 91

2 11-3-5

where x=kr=2xr/L.

3/ 2

6.14

Figure 6.4 shows the variation of q r against 2xr/L. For given r, all
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Fig. 6.4 Plot o f q 2 r 3^2 against 2-kt/L.

disturbances with wavelength, L, less than 2rr (2xr/L>l) are stable. For L greater 
than 2xr the disturbances grow with time, the fastest growing one having L*9r.

6.5 GRAVITY AND INERTIAL EFFECTS ON THE TIP OF THE BREAKER

The mathematical description of the free surface area of a two-dimensional 
overturning wave, as governed by inertial and gravitational forces, is presented by 
Longuet-Higgins (1980). A frame of reference is used in which the x-axis is 
longitudinal horizontal, in the same direction as the propagation of the wave, the 
y-axis is transverse horizontal and the z-axis is vertical. The saddle-point, the point 
where the pressure gradient vanishes (see section 2.4.4), follows a free fall 

trajectory. Its motion therefore satisfies

where x ,, z ,, t ,  and U define the initial coordinates, time and horizontal velocity 
respectively.

The tip of the wave is approximated by the hyperbola, (fig. 6.5)

x  -  x ,  +  U ( t - t , )  

z  -  z ,  -  1 / 2  g  ( t - t , ) 2

6.15

a n d 6.16

6.17
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Fig. 6.5 Hyperbola approximatig the tip o f the wave. 

which has the following properties,

ta n  I  -  B2 Q

l 7
Ot

where y  is the angle between the asymptotes of the hyperbola and 
r is the radius of curvature at the tip of the breaker.

6.18

6.19

Since a/3=constant,c 
curvature, r 0, when 7=90°

(Longuet-Higgins, 1980, eqn. 9.1) the initial radius of 
is

r 0 “ 0 O a o 6.20

Therefore,

and
c o n s ta n t,c  -  r 02 6.21

Q “ ( f a n ^ T ’A  and ® “ r o (tan 7 / 2 ) 1/ 2 6.22

Given the initial conditions, the two-dimensional evolution of the crest of the 
wave is completely described, using figures 2.9 and 2.10.
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6.6 DESCRIPTION OF THE PROPOSED MODEL

Worthinghton's proposition (1908) is adopted as the fundamental assumption on 
which the presented model is based. That is, the crest of the overturning wave
presents a long, smooth, horizontal, cylindrical edge.

The horizontal cylindrical edge, in the state of free fall, is modified in a
manner governed by surface tension principles. The radius of the cylindrical edge is
assumed to be independent of the these modifications and only governed by inertial 
and gravitational forces. The formulations derived by Longuet-Higgins (1980) are 
therefore applicable in this problem. The radius of the cylindrical edge
(Worthinghton) is equated to the radius of curvature of the hyperbolic edge of the 

wave (Longuet-Higgins). The proposed model is therefore a combination of two 
distinct analytical descriptions, namely of inertial/ gravitational and surface tension 

effects.

However perfectly smooth the crest of a wave might look, some imperfections
are always inevitable. These irregularities on the wave crest may be described
mathematically by employing Fourier's theorem. That is, the profile of the surface 
may be obtained by the summation of a number of sinusoidal profiles with different 
wavelengths, amplitudes and phases. The effect of the irregularities is then the 
summation of the effects of the individual sinusoidal disturbances that constitute the 
original disturbance.

By adopting the above procedure, the problem is studied by considering the 
evolution of only monochromatic sinusoidal disturbances on the tip of an overturning 
wave.

Consider a small sinusoidal disturbance of amplitude a 0, and wavelength L, on 
a liquid cylindrical edge. Surface tension considerations suggest that the amplitude of 
the disturbance will start growing when the wavelength, L, exceeds 2xr, with an 
exponential rate of growth, at=a0 exp(qt) (as equation 6.13). The value of q is 
obtained from equation 6.14. For a cylindrical edge with a continuously varying 
radius, r, it is more appropriate to rearrange equation 6.13 so that,

a t+ 5t “  a t exP(q 5 t)  6.23

The radius of the cylindrical edge, which is assumed as being equal to the 
radius of curvature of the hyperbola used in Longuet-Higgins's derivations, may be 
estimated at any time using equation 6.19. Given the initial conditions of the
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Fig. 6.6 Flow chart o f computational model.
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overturning wave, that is the conditions at breaking point, the evolution of the 
breaker shape is computed. The above procedure is followed in a numerical model, 
the flow chart of which is shown in figure 6.6. Some further points regarding the 
development of the model are clarified in the following paragraph.

/ r-
At time t=0, the angle 6=45° and 7=90°. At t=infinity, the angle would be

180°, or 600- 6^ 135°. This total angle of rotation of the axis of the hyperbola
corresponds to oj*0.27. Given the horizontal velocity of the crest U, which is 
assumed constant throughout the overturning stage, the value of X=U/g is obtained. 
Longuet-Higgins (1980) formulations describe the variation of the angles 6 and 7 in 
terms of t/X. For any time t, the values of 5 and 7 are thus obtained. These
values together with the coordinates of the point of intersection of the axes of the 
hyperbola, which are determined from equations 6.15 and 6.16 describe completely 
the evolution of the tip of the breaker in the two- dimensional plane of the wave. 

The radius of curvature of the tip of the breaker is equal to

r - | -~| - r0 tan3/2(7/2) 6.24

Assuming that the rate of increase of the amplitude of a disturbance on the
tip of the breaker is the same as that for a cylinder, as derived by Rayleigh 
(1878), the amplitude of a disturbance of wavelength L is then obtained using 
equations 6.23 and 6.14.

6.7 RESULTS FROM THE PROPOSED MODEL

Figure 6.7 shows the time dependent characteristics of six distinct sinusoids 
with the same initial amplitude. From this figure it can be seen that, as the radius 
of curvature of the curling wave crest decreases with time, the long disturbances 
start growing first. The rate of growth of the amplitude decreases with increasing 
wavelength of the disturbance (eqn. 6.14). A long wavelength starts growing early 
and slowly, whereas a short wavelength starts growing late and rapidly. There is 
consequently a particular wavelength which attains the maximum amplitude at the 
instant of hitting the water surface. This predominant wavelength is therefore a 
function of the type and size of the breaker (initial radius of curvature, breaker 
height and horizontal velocity) and the form of the initial disturbance.

Quantitative results regarding the predominant wavelength as well as scale 
effects on the segmentation process may be derived for given initial conditions.





6.7.1 APPROACH TO THE PROBLEM

Consider a wave breaking in shallow water (fig. 6.8). The wavelength, 
according to linear theory is

7 7 ^ ------------

Fig. 6.8 Breaking wave in shallow water depth.

L ~ T Jg h~ 
and Hb~ h
where

~ means order of,
T is the wave period, 
h is the water depth at breaking point

Hb is the breaker height.

In order to determine the angle y  when the forward face of the wave becomes 
vertical, the assumption is made that the backward face of the wave is straight such 
that,

ta n  7 * t±  -  .  T
Hb  Hb Hb

The initial conditions are therefore

7 0 * tan-1 ( T ^ /H b )

50 « H2 7 0

The duration of overturning is equal to the time required for a free fall from 
height Hb

tb « J 2Hb/g

In the absence of a description -theoretical or experimental- of the nature of
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the disturbances on the wave crest, it is assumed that all wavelengths are present 
and they all have the same amplitude, the equivalent of white noise.

In summary the following assumptions are made in order to derive quantitaitve 

results from the proposed model:

a) At breaking point, t=0 and forward face is vertical, tan-y0=T

b) The angle 50= 1/2 7 0
c) The duration of overturning, t^ ^ H ^ /g

d) The disturbance has white noise characteristics

6.7.2 NUMERICAL SCHEME

For a given breaking wave height, Hjj, and wave period, T, the evolution of a 
transverse sinusoidal disturbance on the wave crest, with wavelength L, and
amplitude a 0, is traced up to plunging point. The ratio of the amplitude of the 
disturbance at plunging point, ap, to the initial amplitude, a 0, i.e. ap/a0, is a 

measure of the surface tension effect on the wave breaking process for the assumed 
wavelength of initial disturbance.

When the above procedure is followed for a range of wavelengths, L, the
maximum value of ap/a0, corresponding to the predominant wavelength, is deduced. 

Any given breaker is therefore associated with a predominant wavelength, Lprecj, of 
disturbance whose amplitude at plunging point is amplified by the factor ap/a0. A 
numerical scheme was developed which produces these results for any given breaker 

characteristics. That is, given and T, it computes the predominant wavelength 
and the corresponding ap /a0.

Field and laboratory data were used as input data in the proposed model.
These data were taken from a study by Takeda and Sunamura (1983). In addition 
to these data, four more pairs of data were input in order to consider small values 
of H5. These extra data have the same period, lsec, with breaker height 0.02,
0.03, 0.04 and 0.05m The variations of Lprecj and ap/a0, as derived from the 
model, with breaker height, H^, are shown in figures 6.9 and 6.10 respectively.
The interpretation of these plots is discussed in the following sections.
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B r e a k e r  h e i g h t ,  Hj^

Fig. 6.9 Model results. Wavelength o f predominant disturbance, against 
breaker height.
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Fig. 6.10 Model results. Relative growth o f predominant disturbance, against 
breaker height.
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6.7.3 PREDOMINANT WAVELENGTH

Short wavelengths are in general associated with small breaker heights and 
small radii of curvature at the tip of the breaker. The duration of overturning is 
short. Sinusoidal disturbances of long wavelengths although unstable, grow very 
slowly and the short duration of overturning does not allow them to become 
dominant. The smaller the breaker, the shorter the predominant wavelength.

On the other hand, big breakers have large radii of curvature even at plunging 
point. Disturbances of short wavelengths do not become unstable. As a result, the 
bigger the breaker, the longer the predominant disturbance.

The variation of breaker height with the wavelength of the predominant 
disturbance, fig. 6.9, shows that Lpre£j~l .3Hfc.

6.8 DERIVATION OF SCALE EFFECTS FROM THE PROPOSED MODEL

6.8.1 INTRODUCTION

In modelling surface non breaking water waves, the predominant forces which 
are scaled are the gravitational ones. This scaling is performed using Froude scaling 

criteria, according to which, the ratio of the inertial to the gravitational forces is 
the same under both prototype and model conditions. In other words, the Froude 
number,

*V 7 T T
6.24

is the same in both conditions, where u is a velocity scale, 1 is a length scale and 

g the gravitational acceleration.

In breaking waves, apart from the gravitational and inertial effects, surface 
tension plays a significant role as well. In scaling surface tension effects the ratio of 
the inertial to the surface tension forces must be the same. The Weber number

We -  u / ( 1 p/T) 6.25

must be the same in both prototype and model conditions, where p and T are the 
density and surface tension of the fluid, u and 1 are velocity and length scales 
respectively.



It is evident that the Froude and Weber criteria cannot be satisfied 
simultaneously. In model tests involving breaking waves, Froude scaling is the 
adopted criterion, as it models satisfactorily the overall conditions, such as wave 
reflection, although the breaking wave process is not fully modelled. It is of vital 
importance, in the interpretation of the model test results, to know how the 
non-scaling of surface tension effects affects the prototype conditions.

6.8.2 NUMERICAL MODEL PREDICTIONS

The proposed physical/computational model can be used in assessing the scale 
effects in breaking waves, as this model takes into consideration both gravitational 
and surface tension effects. The non-dimensional ratio, ap/a0, reflects the effects of 
scaling. A constant value for this ratio implies that the shape of the breaker does 
not change between large and small scale cases. This variation is plotted in figure 
6 . 10 .

It is evident from this plot that, surface tension effects are the same for 
breaking waves bigger than about 0.5m in height, whilst they become increasingly 
important for smaller waves. This observation suggests that, assuming the curling 
face of the wave retains a hyperbolic shape, big waves, which have small 
curvatures, do not feel the surface tension forces. This is in agreement with the 
broad characteristics of surface tension; surface tension is a molecular effect which 
becomes important for high curvatures.

As a conclusion from the numerical scheme, it may be said that, waves bigger 
than about 0.5m high are not sensitive to surface tension, provided the shape of 
their crest remains hyperbolic. No scale effects, due to surface tension, are 
therefore expected for such waves.

6.8.3 STATE OF THE ART ON SCALE EFFECTS IN OVERTURNING WAVES

Scale effects in breaking waves have been reported in the literature. Fuhrboter 
(1986) studied impact loading by breaking waves on slopes and found that scale 
effects do exist.

Skladnev and Popov (1969) measured impact pressures induced by waves 
breaking on a slope in a more systematic way. Waves of the same steepness but of 
wave height ranging between 3 and 120 cm were tested. Prototype conditions were
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Fig. 6.11 E ffects o f wave height on the relative wave pressure value in the 
wave impact zone. (Skladncv and Popov, 1969)

considered the ones with the 120 cm wave height. The results were presented in 
graphical form (fig. 6.11). The abscissa is the ratio of the model to the prototype
(120cm) wave heights and the ordinate is the ratio of the model to the prototype
impact pressure factor Kp, defined as the ratio of the measured pressure to the 
static pressure pgh, where h is the wave height. From these results it is evident
that, it is not permissible to use Froude criteria to scale up experimental results on
breaking waves with model breaker height less than about 0.5m.

Stive (1984) reached the same conclusion, stating that "in order to avoid 
disturbing influence o f the surface tension on the amount o f air absorption in the 

broken wave, the incident wave height in the model must exceed approximately 
0.5m".

In summary, it may be said that, experimental results suggest that scale effects 
are significant for breaking waves with wave height less than about 0.5m.



6.8.4 COMPARISON BETWEEN THEORETICAL AND EXPERIMENTAL RESULTS

The presented model is in agreement with the experimental results, in that,
scale effects do exist for breaking waves smaller than 0.5m high. The two sets of
results, however, appear to disagree on the sense of the difference in scaling; the 
proposed model predicts no segmentation of the tip of the wave for big waves, 
whilst the experimental results suggest that big waves are highly aerated and sp'ayed, 
whilst in small waves aeration is negligible or does not occur at all (Skladnev and 
Popov, 1969). This apparent contradiction may be justified by looking at the 
overturning process from two distinct angles: the macro and microscopic angles.

The description of the tip of the overturning wave as a hyperbolic shape, or 

as part of a circular one, is a macroscopic approach. When looked in more detail, 
from a microscopic angle, the tip of the breaker has irregularities in not only the 
transverse direction but in the longitudinal- vertical, x-z, plane, as well. In small 
waves these irregularities will tend to smooth out and disappear, as surface tension 
forces are strong. In bigger waves however, the tip of the wave is not smooth, as 
shown in figure 6.12 (Fuhrboter, 1986). The overall overturning process is
therefore the combined effect of the macroscale process, as proposed above, plus
the growth of the micro scale irregularities.

The 0.5m cut-off point may be taken as the point at which the physical
process of wave overturning changes. For breaker heights up to 0.5m, the global
surface tension effects are more significant than the microscopic ones. For bigger 
waves, as the results from the proposed model suggest, the global surface tension
effects are negligible. Micro modelling of the process is hence required.

rig. 3: Similarity laws for breaking waves

Fig. 6.12 Breaking wave -  Irregularities on the lip o f the breaker 

(Fuhrboter, 1986)
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Fig. 6.13 Evolution o f a transverse disturbance (L=40mm), on 4 waves o f 
different curvatures: r Q= a) 14mm, b)12mm, c)10mm, d) 8mm. 
Time interval=0.02sec.



6.9 MICRO-SCALE MODELLING OF THE SEGMENTATION PROCESS

The proposed model may be used for the description of the micro-scale 
segmentation of the tip of the breaker, as this process is governed by the same 
laws of gravity, inertia and surface tension. In this case however, the initial
characteristics of these irregularities may not be related to the wave characteristics, 
in the fashion that they were related in the macro-scale case. However, certain
initial conditions may be assumed, based on experimental observations, in order to 
derive some results.

The radius of curvature of an assumed irregularity on the tip of the wave is 

very small compared to that of the tip of the breaker. The short wavelength
disturbances grow much faster than the longer ones, when unstable. These properties 
imply that, the short sinusoidal transverse disturbances, which are stable from the 
macroscopic point of view, are now unstable and fast growing. They thus prevail on 
the tip of the wave. The described process is illustrated in figure 6.13. The
evolution of the same monochromatic disturbance is presented, as predicted from the 

numerical model, for four different radii of curvature. The fast growth of the 
disturbance associated with the small radii of curvature is evident. Irregularities on 
the tip of the breaker, therefore tend to produce closely spaced jets. These jets are 
seen on the curling crest of two- dimensional overturning waves, breaking in both 
deep and shallow water conditions, as presented in the video cassette and described 
in chapter 5.

6.10 CRITICAL ASSESSMENT OF THE PROPOSED MODEL

The accuracy of any model depends on the validity of the assumptions inherent 
in the modelling. In the proposed model two distinct theories are used:

a) segmentation due to surface tension, and
b) stretching of the tip of the plunging jet, due to gravity and inertia.

The formulations on surface tension used in the proposed model are based on 
linear theory. Non-linear solutions have been developed since the original 
formulations by Plateau and Rayleigh. Bogy (1979) presented a literature review on 
the problem of the segmentation of liquid jets. Recent theories take into account 
finite amplitude disturbances, viscosity and air friction. The approximations inherent 
in the proposed model are such that the use of linear theory in describing surface 

tension effects is quite reasonable.
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Experiments testing the validity of surface tension formulations indicate that 
there is a wide scatter of the results. Under controlled experimental conditions, 
Plateau (1864) observed the segmentation of liquid cylinders. In 10 identical 
experimental set-ups, the number of drops formed by a 90mm long cylinder varied 

between 10 and 15. Worthington (1879) performed a series of tests on the 
segmentation of a liquid annulus. In one set of 14 identical runs, the number of 
drops ranged between 6 and 12. This scatter of the results arises probably by the 
form of the initial disturbance on the surface of the liquid, a parameter which 

cannot be controlled or monitored.

Regarding the formulations derived by Longuet-Higgins (1980) on the change of 

form of the tip of the curling wave, no experimental work has been done to test 
the theory. The reason for the absence of such a work becomes apparent when one 
looks at photographs showing the overturning process. The curling face loses its 
continuity, as it spreads into jets and the free surface boundary is no longer 
two-dimensional, making the description of the cross sectional profile a most 
difficult task. The theory and assumptions however, on which the derivations are 
based are reasonable and, overall, the results are broadly in agreement with 
observations.

The assumptions inherent in the proposed model introduce their own 
limitations. Firstly, it is assumed that the tip of the overturning wave behaves like a 
horizontal liquid cylinder. The surface tension formulations for liquid cylinders are 
based on the assumption that there is no flow across the surface of the cylinder, a 
condition which, in the absence of any evidence supporting or rejecting this 
proposition, is not necessarily valid in a breaking wave. The effect of this 
assumption is that the model is strictly applicable to the very tip of the wave 
crest.

The ridges formed at the back of the wave are not treated by the proposed 
model. Their formation may be explained by the physics on which the model is 
built. The back of the wave has its own radius of curvature and any transverse 
disturbance on its surface will grow or diminish according to surface tension 
principles. The segmentation of the tip of the wave spreads in the vicinity of the 
crest. The long wavelengths of the enhanced transverse disturbances are further 
amplified, as the radius of curvature at the back of the wave is longer than at the 

tip. These disturbances appear as ridges, or channels o f  easier flow  according to 
Worthington's (1908) terminology, spaced at wider intervals as their distance from 
the tip of the breaker becomes greater.
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A further assumption built in the model is that the two theories used, namely 
surface tension and gravity, do not affect each other. That is, the radius of the 
cylinder is not modified by the growth of the disturbance. This assumption affects 
mostly the short disturbances which rapidly form thin jets, in which case the 
horizontal cylinder loses its physical meaning.

The model is based on linear theory. This assumption implies that there is no 
interaction between the individual sinusoidal components that make up the wave 
crest. Non-linear interactions do take place in wave processes and it is reasonable 
to expect such effects to be present in the segmentation of the overturning wave 

crest.

An alternative approach to the modelling of the segmentation of the crest of 
an overturning wave, that was considered, is the treatment of the overturning jet as 

a liquid sheet. Extensive literature is available on this field, as it is an important 
chemical engineering problem. Dombrowski and Johns (1963) presented a

mathematical model describing the transition from a liquid sheet into droplets (fig.
6.14). Longitudinal waves grow on the sheet, as a result of aerodynamic instability, 
until they reach a critical amplitude. Tears then occur in the crests and troughs. 
The fragments then contract due to surface tension into unstable cylindrical 
ligaments, which subsequently break down into drops, (note: the authors'
terminology is used and highlighted by italics).

This modelling considers primarily the growth of waves due to aerodynamic 
effects on a liquid sheet. Although this approach is appropriate for high velocity 
thin sheets (thickness in the order of 5mm), in the case of overturning waves there 
is no evidence that aerodynamic instability occurs. Experimental observations do not 
indicate the formation of horizontal ligaments and then their segmentation due to 
surface tension into drops. As a result, the negligible effects of aerodynamic 
instability make the application of this model unsuitable for the overturning wave 
problem.

6.11 CONCLUSIONS

Surface tension has been shown to play an important role in the overturning 

stage of a breaking wave. During this stage, any unstable disturbances on the tip of 
the breaker will grow as the curling face follows a free fall trajectory. The effects 
of the two main forces, namely gravity and surface tension have been combined 
together to produce an analytical/ numerical model that describes the evolution of
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Fig. 6.14 a) the formation o f fla t sheets (Dombrowski & Fraser, 1954) 
b) Modelling o f breakup process (Dombrowski & Johns, 1963)



the overturning face of a breaking wave. This model has been used to assess both 
the macroscopic and microscopic characteristics of the segmentation process.

From the macroscopic, or global, point of view the initial conditions of the 
overturning face were related to the breaker height and period, after making certain 
approximations. The wavelength of the disturbance, whose amplitude increases the 
most due to surface tension effects, was found to be directly proportional to the 
breaker height. A most interesting result derived from the model is that breaking 
characteristics are independent of surface tension effects, for breakers bigger than 
0.5m high, a result which is in agreement with earlier experimental results.

From the microscopic, or detailed, point of view, the irregularities of the tip 
of the breaker in the longitudinal- vertical, x-z, plane, are the predominant cause 
of segmentation seen in breaking waves. These tiny little jets are not directly 
related to the global properties of the incident wave. Their characteristics depend 
on random local irregularities. It is probably the random nature of these 
irregularities that makes the effects of surface tension appear the same for big 
waves (Hb>0.5m), rather that surface tension effects are not significant.

The combination the macro and micro scale models provides an overall picture 
of the effects of surface tension on the overturning process of breaking waves, 

which is in agreement with experimental observations.
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CHAPTER 7

BROKEN WAVE MODEL

7.1 ABSTRACT

Recent studies have shown that the overturning face of a plunging wave 
penetrates the forward face like a solid body. The penetration of a solid body on 
an originally undisturbed water surface produces a surface wave disturbance whose 
characteristics depend on the shape and size of the penetrating body, as well as on 
the water depth. The process of wave breaking is approached, in this study, both 
macro- and micro-scopically. Macro-scopically, the plunging jet of a breaking wave 
may be considered as 2-dimensional, and the induced motion is therefore 
2-dimensional as well (shorewards -  offshorewards). The formation of the

offshorewards travelling wave disturbance was observed in the laboratory. A model is 
proposed that describes this motion and also predicts the formation of a bore in 

shallow water conditions, a similarity widely used in surf zone studies. From a 
microscopic angle, the plunging jet may be considered as the summation of a series 

of bell-shaped jets, arising from surface tension effects. The superposition of the 
motion produced by each individual jet provides a prediction of the

three-dimensional surface wave field induced by wave breaking. The predicted 
kinematics field is in reasonable agreement with the kinematics measured in the 
laboratory. The proposed model presents a mechanism for the generation of 
longshore wave motion produced by breaking waves incident normally on a beach.

7.2 INTRODUCTION

The broken wave motion is a problem about which very little is known, 
especially in the outer zone (see fig. 2.1). A recent concept (Basco, 1985), which 
was not treated in depth, is that a secondary wave disturbance is generated at the 
plunging area having very different characteristics from the initial wave. The 
offshoreward wave disturbance was observed in this study (section 5.3.1.3). The 
modelling of this motion is based on Peregrine's (1983) proposition and Jansen's 
(1986) results that the plunging jet penetrates the forward face like a solid body. 
This approach is a global, or macroscopic one, and it is presented in section 7.3.

The generation of the three-dimensional surface wave motion is modelled by 
approaching the problem from a closer, or microscopic angle. The basic concept is
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the same as for the macroscopic approach, but the formulation is more complex. 
This micromodel is proposed and discussed in section 7.4

7.3 MACROSCOPIC MODELLING

7.3.1 APPROACH

The penetration of the plunging jet into the forward face of the wave is 
similar to the fall of a solid body onto an originally undisturbed water surface. This 
problem attracted a lot of interest in the mathematical circles in the begining of 
the previous century, and in the first few decades after the development of the 

nuclear bomb. The former interest arose from intellectual curiosity, whilst the latter 
for military purposes, for assessing the effects of underwater nuclear explosions. The 

results from these theoretical and experimental studies are applied to the problem of 
the motion produced by wave plunging.

The problem of the motion produced by a local disturbance on the water 
surface is reviewed in appendix A.

Fig. 7.1 Breaking wave.

Assuming the plunging jet is symmetrical 
about the central axis A-A (fig. 7.1), 
which is very close to the vertical, the 
broken wave motion may be simulated to 
the motion produced by a local depression 
on the water surface. The shape of this 
depression, based on experimental results 
(plates 5.5, 5.12, 5.13), may be described 
mathematically by equation 7.1 (fig. 7.2).

7TX 7.1

V
Fig. 7.2 Local depression modelled to a sinusoidal shape (eqn 7.1)
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Fig. 7.3 Wave profiles at different times for a=0.2m.
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The solution to this problem, for deep water conditions is,

y- —  It ;J2/ tc r gt2 i , / j

as obtained using the derivations of Kranzer and Keller (1959). The plunging area 
appears like a source of wave energy, emitting a continuous series of waves with 
increasing frequency. The waves stretch out as they propagate away from the 
plunging area, the phases of the waves accelerating at a constant rate. The wave 
profiles at various times, as obtained from equation 7.2 are shown on figure 7.3.

7.3.2 COMPARISON BETWEEN EXPERIMENTAL AND THEORETICAL RESULTS

The continuous scenes presented in the video cassette show quite clearly the 
generation of a new wave disturbance at the plunging area (see also plates
5.39-40). This wave motion has similar characteristics with the motion induced by a 
local disturbance on the water surface, as described above and discussed in detail in 
appendix A.

The identification of this similarity supports the argument that the plunging jet 
penetrates the forward face like a solid body and hence introduces a local
disturbance on the water surface.

Basco, (1985) suggested that the mechanism of the generation of the secondary 
wave disturbance is similar to the wedge-type wave maker (fig. 2.26). The
amplitude of this new wave motion is related to the angle of plunging, the depth 
of penetration and the water depth, whilst the period of the wave is the same as 
the period of the incident wave motion. Curves were . presented indicating how the 
amplitude of the secondary wave motion is derived, given the incident wave
conditions. This approach has the disadvantage that, a priori, it cannot take into
consideration offshoreward travelling wave disturbances. It may be valid when the
breaking waves are not very steep, in which case the offshore wards wave 
disturbance may be neglected.

It may therefore be said, that the secondary wave disturbance arises from the 
penetration of the overturning face of the breaking wave. In steep plunging breaking
waves the local depression of the water surface is an appropriate simulation, as it
explains well the formation mechanism and the characteristics of the offshoreward 
wave disturbance. The wedge-type mechanism may be appropriate in the case of
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breakers in which the angle at which the overturning jet hits the forward face 
deviates significantly from the vertical; a case not considered by the author's 

proposed model.

Attempts to quantify the experimentally produced motion using wave gauge 
measurements proved fruitless, due to the presence of noise. This arises mainly 
from the measuring device (signal very weak, hence poor signal to noise ratio) and 
the inability of the system to distinguish the longitudinal and the transverse 
components in a three-dimensional motion. The visual records are superior from the 
wave gauge records in that:

a) the reflections amplify the motion,
b) the longitudinal motion is distinguished,
c) the wave direction is immediately identified,

Comparison between the experimental and theoretical results is therefore 

restricted to wave profiles at particular instances. The theoretical profiles of the 
surface elevation at various times, as derived from equation 7.2, are shown in figure 
7.3. It is evident from these profiles that the waves have dispersive properties, 
stretching out as they travel away from the plunging area. Qualitatively, the 

theoretical and experimental results are in reasonable agreement.

It may therefore be said that, the disturbance generated by breaking waves has 
dispersive properties, the waves elongating as they propagate away from the plunging 
area, whilst new waves are formed with increasing frequency. The actual plunging 

process is a combination of both a local depression of the water surface and a 
forward and downward movement of a solid body. Although neither of the two 
models accurately represents the plunging process, the local depression model 
provides an analytical solution to the problem and describes successfully the 

secondary wave motion characteristics.

7.3.3 DISCUSSION

The presented results suggest that wave plunging generates a new wave 
disturbance with vastly different characteristics from the original wave. The proposed 
mechanism responsible for the generation of this motion, namely, the local 
depression on the forward face of the breaker, describes qualitatively well the new 
wave motion.

The proposed mechanism has a significant implication on breaking waves in
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shallow water. The limited depth imposes an upper bound on the speed of 
propagation of the generated wave disturbance. The first wave trains, which have 
large wavelenghts and periods, are slowed down, resulting in a mass of water 
travelling with the depth limited velocity, vfh. Mathematically, this motion is 
represented by a discontinuity, and physically it is known as a bore (see also 
appendix A).

The similarity of the broken wave motion in the surf zone with the motion of 
a bore has been extensively used (Madsen and Svendsen, 1983). This simulation was 
based on visual observations. The proposed mechanism on the generation of the 
broken wave motion not only supports the simulation used, but it provides a 
physical justification for the bore simulation as well.

The dimensionless amplitude and duration of the bore, as derived by Kranzer 
and Keller (1959) are:

R ' R  •

Bbore "  2h F  7,3

Tb0re -  1.4 h ’ ' «  r> '3  /  g ’ ' *  7.4

where R’ is  such that

The other symbols are as defined in appendix A.

As a conclusion, it may be said that, breaking waves produce a new wave 
disturbance which may be described by the motion induced by a local disturbance 
on the water surface. In shallow water conditions, a bore results from such a 
disturbance.

7.4 MICROSCOPIC MODELLING

7.4.1 APPROACH

The overturning face of a plunging wave is segmented due to surface tension. 
On impact with the forward face of the wave, the penetrating plunging jet presents 
an irregular shape. Assuming that this shape may be decomposed into a series of 
sinusoidal bell-shaped jets, the motion induced by breaking is the summation of the 
disturbances induced by each individual jet.



158

In the longitudinal and vertical directions, the effects of the individual 
contributions to the motion are added together, whilst in the transverse direction, 
some contributions might cancel each other. In a symmetric case, there is no 
motion in the transverse direction. However, the random nature of the initial 
disturbance, which is the primary agent for the three-dimensional disintegration of 
the breaker crest, makes the symmetric condition virtually impossible.

The experimental observations (chapter 5) indicate that the plunging process is 
random in many ways, as shown on plates 5.3, 5.9, 5.22, 5.25, 5.34 and listed 
below:

a) in the longitudinal direction
b) in the time domain
c) in the components that constitute the plunging face
d) in the size of the individual jets

The aim of the proposed model is to derive the overall properties of the 
broken wave motion and statistically predict the transverse velocity time histories in 
the vicinity of breaking, considering the random nature of the process.

7.4.2 DESCRIPTION OF THE NUMERICAL MODEL

A computational model has been developed by the author which predicts the 
motion induced by the sudden penetration of a series of sinusoidal bell-shaped solid 
bodies in an undisturbed water surface. The computational scheme is split into three 
different parts, so that the results from each individual part may be accessed and 

studied separately.

The solution to the problem of the motion generated by a local depression on 
an undisturbed water surface is computed (as described in appendix A) in the first 

part of the scheme. The 3-dimensional depression is described mathematically by

Vo -  -  I  ( 1 + cosT T  ] fo r  - \ ±  x \  7 .6

where c is the height and L the width of the bell shaped depression.

This solution is stored in the form of a two-dimensional array containing the 
surface elevation values at discrete intervals of time and space, that is r;(x,t) is 
obtained over a range of both space, x, and time, t, at finite intervals 6x and it.
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The elevation time history at any distance from the local depression, as well as the 
elevation profile at any instant of time, may be therefore directly obtained.

The conversion from elevations into velocities is based on linear theory. The 

transformation is described by,

h o r i zontal velocity, 2x cosh[2x(z+h)/L]
T “ s  i nh(2xh/L) V

7.7

vertical velocity, w xH sinh[2x(z+h)/L] 
T sinh(2xh/L) s in(-2xt/T) 7.8

where H is the wave height, 
h is the water depth,
z is the depth of the point under consideration, and 
rj is the water surface elevation.

A two-dimensional array, velocity(x.t), is computed in the second part of the 
scheme. The result is stored in a file, of the same format as the elevation array, 
so that the same programs may be used for accessing and studying both types of 
output files.

In the final part of the numerical scheme, the velocity time history at a 
particular location is derived by superimposing the effects of the individual local 
depressions, that simulate the disturbance produced by the plunging of the breaker 
(fig. 7.4). Mathematically, this procedure is expressed as,

N
ur ( x , t )  -  I  u ( r j , 11) c o s ( 0 j ) 7.9

i -1

where,
ur is the resultant velocity,
rj is the distance of the considered point from the i^  jet,
tj is the time elapsed between the plunging of the i1*1 jet and the beggining of

the time history, i.e. tj=t + (delay time of impact),
N is the total number of jets considered,
0j is the angle between the direction of ur and the line joining the i1*1 jet 
with the point under consideration.

The determimation of the way in which the individual contributions to the
motion are superimposed poses a difficult task (e.g. what is the delay time, how
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Ft'g. 7.4 Motions produced by individual depressions are superimposed with 
different delay times.

much is r j ) .  In the absence of an established method for tackling this problem, an 

heuristic approach is adopted. Qualitative experimental observations indicate that 
even under carefully controlled conditions, the profile of the plunging jet of the 
breaker varies significantly from wave to wave. This observation is evident in the 

video cassette.

In order to simplify things and make the derivation of some meaningful results 
a feasible task, the irregular profile of the plunging jet is simplified significantly. 
Only one random variable is changed at a time, namely

a) the deviation of impact point from the mean plunging line,
b) the time delay for each individual jet impact, relative to the first impact,

(fig. 7.5)
c) the size of each bell-shape jet.

The width, L, of the jets was kept constant in all three cases.

A further requirement for such a simplified approach is the determination of 
the fashion in which each variable changes. A semi-empirical approach is adopted.
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Fig. 7.5 Part o f the crest o f an overturning breaker with equally spaced 
jets and same amplitude but different time o f plunging

A continuous random oscillatory function is arbitrarily picked, which is then 

modified in amplitude, so that its range of values corresponds to a physical property 

(e.g. in the case of the delay function, the range of the delay times does not 
exceed the duration of overturning). The choice of the form of the random function 
was based primarily on visual observations, which failed to distinguish a particular 
pattern in the breaking process. A heuristic approach was followed in which a 
digital series was obtained from the summation of 60 sinusoidal components of 
different amplitude, added with random phases, and then arbitrarily stretched or 
squeezed so that the "randomness" of the function is enhanced. A sample of such 
random functions is shown in figure 7.6.

Fig. 7.6 Sample o f delay functions used in the model
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7.4.3 MICRO-MODEL RESULTS

Velocity time histories were produced using all three heuristic methods of 
representing the impact process. Although there is a great amount of variation in 
the results, the overall form of the results nevertheless, appears to be the same. In 
order to illustrate the characteristics of the derived wave motion, one complete set 
of results is presented.

Transverse velocity time histories are computed, as described above, for 25 
different delay functions, with L=0.2m, c=1.0m in deep water conditions, for a 

number of points around the origin of the disturbance produced by a 0.2m height 
breaker. The locations where velocities are predicted are shown in figure 7.7. The 
results are plotted (fig. 7.8) in the same fashion as the experimental results, 
namely, superposition of:

3------- --------
|

—
1 2 3 4 5

,8 9 10 11 12

14 15 16 17 18
I
'■20 21 ,22 23
!

___ 26 28

Fig. 7.7 Locations where transverse velocity time histories where computed. 
Grid spacing=0.1m.

a) velocity, v, time histories,
b) velocity squared, v 2, against time,
c) accumulation of kinetic energy, Iv 2, with time, and
d) normalised accumulation of energy with time.

The ensemble average from the 25 records is obtained and the plots of the 
mean velocity squared against time and the accumulation of the mean velocity 
squared against time is hence derived. A sample from such plots is shown in figure 
7.9.

7.4.4 INTERPRETATION OF MICRO-MODEL RESULTS

The transverse velocity time histories show a large scatter in the results. Some 
characteristic features are however quite apparent. Firstly, a spike is generally
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Fig. 7.8 A typical numerical model result.
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Fig. 7.9 Sample o f plots obtained from the computational model.
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formed soon after plunging. This is followed by a random oscillation which generally 
decays with time. These general characteristics are identical with the early 
predictions on the form of the breaker induced unorganised motion -similar to the 
seismogram records- as well as with the measured experimental velocity time 
histories. The quiescent part, identified in the latter records, is not shown in the 
numerical model results for obvious reasons.

Contrary to the experimental results, no regular motion is identified in the 
numerical model results. This discrepancy arises because the model does not account 
for resonant effects. The width of the area in which breaking takes place is 
considered infinite, all frequency components being affected in the same way.

The square of a time history has the effect of increasing the significance of 
the higher values and decreasing that of the small ones. The spike is quite clear in 
these plots, followed by a decaying motion. The trend in these plots becomes more 
apparent in the plot of v2 against time.

The scatter in the predicted results is much larger than that in the measured 
ones. This might suggest that the model is conservative in predicting the random
nature of the overturning process.

The similarity of the form of the individual predicted velocity time histories is 
shown in the plots of the normalised accumulation of energy curves, Iv 2. The 

effect of such plots is to smooth the record; the effect of the small numbers is 
reduced and the global trends are stressed.

Having derived the main characteristics of the chaotic, unorganised, turbulent
(the term turbulent used in the broad sense as deviation from the ensemble
average) breaker induced motion, as predicted by the numerical model, the temporal 
and spacial distribution of this motion may be described by considering the mean, 
or ensemble average, motion (fig. 7.9).

The plots of the normalised accumulation of kinetic energy with time show that 
in general about 70% of the energy is dissipated within two seconds after plunging. 
This value is in reasonable agreement with the laboratory measured results,
regarding the energy dissipation offshorewards from the plunging point. The model, 
due to its nature, does not take secondary plungers into consideration and cannot 
therefore be compared with experimental results obtained shorewards from the 
plunging area.
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11.2 10.6 10.3 9 .6 9 .0 8.0

8.16 7 .5 6 .9 6.6 6 .5 6.1 5.7

5 .8 5 .6 5.1 4 .9 4 .6 4.3

4 .4 4 .0 3 .8 3 .6 3.4

3 .4 3.1 3 .0 2 .9 2 .7

Table 7.1 Range in cm/s obtained from the numerical model 

(Values correspond to locations shown in fig . 7.7)

The spacial distribution of the range of the unorganised motion, that is 

vmax~vmin» k  illustrated in table 7.1. It is evident that the intensity of the motion 
decays much more rapidly in the vertical rather than the longitudinal direction. The 
range of the velocities is about halved when the depth increases from half the 
breaker height to 1 1 / 2 times the breaker height, and it is about a third of the first 
value at depths of about 2 V 2 times the breaker height. These values are also 
generally in reasonable agreement with the experimental results.

7.4.5 LIMITATIONS OF THE MICRO-MODEL

The proposed model describes the main features of the broken wave motion 
reasonably well. The physics behind the process of the broken wave motion
generation are taken into consideration. Certain approximations are adopted however 
in order to produce an engineering model. The assumptions built into the model 

are hereby highlighted.

The penetration of the plunging jets is assumed to take place instantly, a local 
depression being formed. The shape of the depression is assumed to be the
summation of a series of bell-shaped sinusoidal jets. This approximation is similar 
to Fourier's theorem in two-dimensional cases. The extension of the theorem to 
three-dimensional conditions is not supported by mathematical arguments; it is
simply an engineering solution based on intuition. The random nature of the process 
however suggests that the error introduced from such an approximation is not
significant.

The angle of impact of the plunging jet onto the receiving water mass is 
assumed to be vertical. As in the macro-model case, experimental observations 
suggest that a forward motion takes place in adition to the vertical one. The
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proposed model is close to reality when the breaker is steep. In other breaker 
types, the broken wave motion shorewards of the plunging point is stronger than 
the one offshorewards, whilst the model treats the motion as symmetrical about the 
plunging line.

A further assumption is that there are no non-linear interactions between the 
motion produced by the individual jets, the solution based on linear theory. Bearing 
in mind the small amplitude of the motion, this assumption is quite reasonable 
outside the immediate vicinity of plunging. Close to the plunging area the 
mathematical solution to the motion induced by a local disturbance of the water 
surface is not valid. The results from the proposed model are therefore applicable 
away from the plunging region.

These limitations highlight the complexity of the breaking/broken wave process 
whilst the assumptions built in the model simplify the process into a relatively easy 
numerical model.

7.4.6 DISCUSSION AND CONCLUSIONS ON MICRO-MODEL

The characteristics of the breaking induced motion may be summarised as 
follows:

a) There is a sudden increase of wave activity soon after plunging
b) The motion decays gradually after reaching its maximum intensity
c) The amplitude of the motion decays with depth
d) The motion, a priori, is a random wave one, which according to linear 

theory may be decomposed into the individual contributions which produced the 
motion. The motion therefore contains waves of all wavelenghts, the relative 

amplitude of each wavelength determined by the width of the jet, L. In 
general (appendix A) the wider the bell, L, the longer the predominant 
wavelength, Lprecj, and in particular for sinusoidal shapes, Lpre£j=L.

The main features of the derived motion are in agreement with the 
experimental results.

One important result from the proposed model is that, two-dimensional 
breaking waves do generate three-dimensional waves covering a wide range of wave 
periods. If the breaking area is bounded by natural or man-made structures, the 
components of the wave motion that correspond to the natural modes of oscillation
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of the enclosed area are attenuated less than the other components. Eventually, only 
the components corresponding to the natural modes of oscillation of the bounded 
region will persist, in the form of standing waves, perpendicular to the incident 
wave direction. The experimental results as well as the visual observations show 

clearly the formation of a standing wave across the flume, whose period corresponds 

to one of the natural modes of oscillations of the bounded area.

Based on the same argument, breaking waves incident normally on a beach 
therefore present a source of longshore wave motion (it is the first time that such 
a proposition is made). The predominant period of this motion is not related 

directly to the period of the incident waves, but it is a function of the width of 
the plunging jet, the angle of impact of the plunger and the water depth. In 
bounded stretches of beach, a standing longshore wave, called edge wave, will 
result. Up to now, the generation of edge waves is described for non breaking wave 
conditions, in reflective systems (see section 2.5.2). The formation of beach cusps 
under such conditions is fairly well understood; they are the result of the interaction 
of the incident and edge waves. Regarding the formation of beach cusps under 
breaking wave conditions, there is a lack of a physical mechanism justifying the 
generation or presence of edge waves. The presented model opens new horizons in 
the understanding of this process, the detailed study of which however, is beyond 

the scope of this thesis.

7.5 SUMMARY

A conceptual physical/numerical model describing the chaotic broken wave
motion has been presented. It is based on the observations that the plunging body 
of the overturning wave penetrates the forward face like a solid body. The resultant 
motion is considered from two different angles:

a) the macroscopic angle, in which the plunger is taken to be two-

dimensional, and
b) the microscopic angle, in which the plunger is considered as the summation
of a series of three-dimensional jets.

The new motion resulting from both treatments is in reasonable agreement with 
the experimental observations.

From the macroscopic point of view, a new secondary two-dimensional wave 
disturbance is generated at the plunging point. This motion may be described by the
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solution to the problem of the motion generated by a local disturbance on the 
water surface, the Cauchy- Poisson problem. In shallow water conditions a bore is 
formed by such a mechanism, propagating with the depth limited velocity. This 
mechanism provides a physical explanation to the bore simulation of the broken 
wave motion in the surf zone, a modelling based up to now on visual observations.

From the microscopic angle, the irregularities of the overturning wave face, 
amplified by surface tension effects are taken into consideration. The shape of the 
plunging jet is simulated as the result of the superposition of a series of 
bell-shaped sinusoidal jets. On impact with the forward face of the wave, the 
plunging face penetrates the receiving water body like a solid body. This penetration 
induces a surface wave motion which, using linear theory, is the summation of the 
motion generated by the individual jets that make up the plunging face. 
Superposition of these radial waves in the numerical model produces the temporal 
and spacial kinematics of the broken wave motion around a deep water steep 
plunging wave. The characteristics of this motion are in reasonable agreement with 
the experimental results. The characteristic spike, the heuristic prediction of which 
inspired this study, is quite evident. This is followed by an irregular motion, whose 
frequency components cover all wavelengths, as is evident from the mathematical 
solution used in deriving the motion.

The proposed conceptual model for the generation mechanism of the broken 
wave motion and the consequent computational model describing this motion open 
new horizons in the study of the breaking/broken wave problem. They show that 
the chaotic, unorganised, or turbulent broken wave motion does have some 
characteristic features which are related to the incident waves. Breaking waves 
present a source of secondary wave energy, derived from the incident wave energy. 
Part of this energy travels offshorewards, part shorewards and part alongshorewards. 
The proposition that breaking waves incident normally on a beach generate 
longshore wave motion introduces a new dimension in the study of longshore 

processes.
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CHAPTER 8

AIR-ENTRAINMENT IN BROKEN WAVES

8.1 ABSTRACT

Air entrainment in broken waves is associated with the characteristics of the 
overturning face of the breaking wave. Surface tension produces segmentation of the 
overturning face. The plunging face may therefore be viewed as a series of 
three-dimensional jets. The identification of the similarity between the plunging jet 
of a breaking wave and that of a circular liquid jet permits the application of the 
knowledge on the latter process on to the former. The energy associated with air 
entrainment, which is derived from the wave energy, depends on the concentration 
and distribution of air entrainment. The application of suitable empirical formulae, 
derived for the plunging liquid jet problem, provides an estimate of the energy loss 
in breaking waves. This value, when applied to the case of regular breaking waves, 
gives an estimate of the proportion of the wave energy loss.

8.2 INTRODUCTION

The effect of surface tension on the overturning process of breaking waves is 
to segment the tip of the crest of the breaker (chapters 5 and 6). Jets are 
therefore formed on the plunging face of the wave. These jets, being in a state of 
free fall, are in turn affected by surface tension. They therefore tend to break up 
into stable shapes of equilibrium, namely spheres. On hitting the forward,
undisturbed face of the wave, air is entrained into the receiving mass of water.
These air pockets travel downwards with an initial speed equal to that of the water 
jets on impact. As they propagate their speed decreases and they also break up
into spherical bubbles.

The depth of penetration of the air bubbles, as well as the distribution of air 
concentration have attracted a lot of interest in fields other than coastal
engineering. In order to apply the characteristics of air entrainment associated with 
liquid jets ejected from a nozzle, a review of the state of the art on this topic is 
necessary. The state of knowledge on the process of plunging of liquid jets is first 
reviewed. The proposed model is then presented, and the results from this model 
are discussed.
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8.3 LITERATURE REVIEW

A number of publications have dealt with the instability of liquid jets. This 
process is an undesirable feature of many industrial operations, such as the pouring 
of glass or metal. On the other hand, it is a desirable feature in mixing and 
reacting liquids and gases. Recently, the ink-jet printing method motivated scientists 
to investigate the details of the segmentation process of jets, as the understanding 
of the drop formation is crucial to the control of the ink printer.

Bogy (1979) presented a summary of the contributions to the solution of the 
problem of the segmentation of plunging liquid jets. The linear solutions to the 
problem of the segmentation of liquid cylinders, (Plateau (1864), Rayleigh (1878)) 
discussed in chapter 6, have been extended to consider disturbances of finite 
amplitude, viscosity and air friction. The wavelength of the fastest growing 
disturbance given by these higher order solutions is within 6% of the value 
predicted by linear theory.

"Air entrainment occurs when the inertial and gravity forces override the 
resisting forces due to viscosity and surface tension" (Kobus, 1984). The liquid 
segmentation and consequent air-entrainment are so sensitive to the initial conditions 
at the nozzle, that direct comparison between different studies and theoretical works 
cannot be made. A number of empirical formulae are available, but they are only 
applicable for the particular conditions under which the tests were carried out. A 
qualitative picture of the air-entrainment process may be derived from a review of 
the published results. For a quantitative description, a careful study is required as to 
determine what is most relevant from the available information and how it may be 

extrapolated for breaking waves.

Air entrainment by high velocity water jets was studied by Van de Sande 
(1972) for We>10 and R e<5xl05. It was found that the theoretical analysis on 
liquid jet stability does not agree with the measurements. This was attributed to the 
assumption that the jet has an ideal sinusoidal shape, whereas experimental 
observations showed that such an assumption is an unrealistic simplification. " The 

shape is so irregular that a mathematical description of the shape seems impossible". 
In the same study, the physical mechanism of air-entrainment is proposed. The 

distinct processes proposed are:

a) Inside and at the rough surface of the jet, a core of air is captured and
carried with the water.
b) At the periphery of the jet a laminar air boundary layer is developed.
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c) The jet introduces a flow in the receiving liquid whose streamlines at the 
plunging point are directed parallel to the jet. A hole appears round the jet, 

caused not by the pressure of the air boundary layer, but by the flow of the 
liquid itself. This creates an underpressure which helps the entrainment of the 
captured air and the air boundary layer. In the case of obliquely impacting 
jets, the hole created by the jet gets larger. The underpressure increases and 

more air is entrained.

In a further study conducted by Van de Sande (1976), on low velocity jets, it 
was found that the correlation between air entrainment and jet characteristics is 
very poor. For example, the minimum velocity at which entrainment occurs is

determined by local factors such as surface roughness and jet kinetic energy.

Similar studies were carried out by Ervine, McKeogh and Elsawy (1980), 
McKeogh and Ervine (1981), Kumagai and Endoh (1982). Some of the main
conclusions reached by these studies may be summarised as follows:

a) Air entrainment cannot be described solely by Froude, Weber or Reynolds 
numbers.
b) For small heights of fall, rough jets entrain more air. For bigger heights of 
fall, the jet breaks up into discrete particles, loses momentum to the 
surrounding atmosphere and hence entrains less air.
c) For fully turbulent conditions, such as large heights of fall, the rate of air
entrainment is dependent on the Froude number only (i.e. Gravity scaling law). 
For low flow rates and low heights of fall, surface tension prevents air

entrainment.

Empirical formulae on air entrainment concentrations are presented in various 
publications. There is a significant degree of difference between each formula, in 
not only the form of the equation but in the selection of variables, as well. This 
apparent discrepancy does not undermine the accuracy or reliability of the studies. 
On the contrary, it highlights the complex nature of the entrainment process. The 
problem cannot yet be solved analytically or numerically. Experimentally, the 
geometrical shape of a plunging jet is so chaotic that it cannot be described, let 

alone quantified.

In conclusion, it may be said that the physical mechanism of air entrainment is 
fairly well understood. Gravity, surface tension and viscocity do play significant
roles in the process. For great heights of fall, gravity is the predominant force; 
Froude scaling criteria may thus be employed under such conditions. In any



particular application the choice of the empirical formula will depend on the special 
conditions under which the tests were carried out. In the case of plunging waves, 
the most suitable experimental results are the ones obtained by McKeogh and 
Ervine (1981). In this study, (fig. 8.1) the height of fall (0-6m), the jet velocity 
(0-10m/s), jet diameter (6, 9, 14, 25mm) and turbulence intensity of the jet were 
varied. Most of the other works were performed having in mind applications in 
chemical processes, whereas this study was carried out as a general fundamental 
study.

Fig. 8.1 Experimental set-up (McKeogh and Ervine, 1981)

8.4 DESCRIPTION OF PROPOSED MODEL

8.4.1 APPROACH

The approach followed in this model is based on the work of Fuhrboter (1970) 
(see section 2.5.1.7). In that study, uniform distribution of air bubbles was assumed. 
In the absence of any data, air concentration was left as a variable. The presented 
model incorporates the principles used by Fuhrboter, provides a physical mechanism 
of air entrainment and hence makes use of known properties of the process. The 
basic principles on which the model is based are discussed.

A certain amount of energy is required to entrain air in surface waves. This
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energy is derived from the wave energy and then dissipated in the form of 
microturbulence and wake motion as the bubbles rise to the surface. The energy 
dissipated by air entrainment is equal to the potential energy of the air, when the 
bubbles are at the greatest depth, where their kinetic energy is zero.

The concentration and distribution of air in the plunging area are first 
assumed. The energy associated with this entrainment is computed. Comparison 
between the energy dissipated due to air entrainment and the total energy of a 
regular wave, provides a direct estimate of the proportion of the wave energy loss 
when breaking takes place.

8.4.2 ENERGY STORED IN AIR BUBBLES

Consider a long column of pure water having width dx and unit depth (fig. 
8.2a). Air is then entrained at depth y of the column (fig. 8.2b). The air 
concentration is then

dx

Ay

y
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Fig. 8.2 Air-water column
a) No mixing
b) Air entrained to depth z, with concentration, c.

c Ay
dy 8.1

The initial potential energy relative to the zero datum level, assuming the 
density of the air is negligible, is
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Ei -  |  p g dx y2 8.2

With air entrainment, the potential energy is equal to the sum of the energy 
due to the air-water mixture plus the energy of the water body.

E2 -  p g dy (1 -c) dx dy/2 + p g z dx (dy+z/2) 8.3

where

z -  y + Ay -  dy 8.4

t h e r e f o r e

E2 -  P g dy (1 -c) dx dy/2 +
p g dx (y+Ay-dy)(dy+(y+Ay-dy)/2) 8.5

-  p g dx/2  { y2 + 2 y c dy + c ( c - l )  dy2 } 8.6

4E -  E2 -  Ej -  c p g- dx dy { y + (c-1 ) dy/2 } 8.7

The above equation (eqn 8.7) expresses the energy required to entrain air at 
depth y, the resulting air concentration being c.

8.4.3 AIR CONCENTRATION

The mechanism of air-entrainment in breaking waves is similar to that of 
air-entrainment from plunging liquid jets. The main differences between the two 
processes are:

a) In plunging jets, as reviewed in the literature, the process is a steady state 
one, whilst in the present case it is a transient process.
b) The width of the plunging liquid jets ejected from a nozzle is generally 
constant along the length of the jet, whilst in breaking waves the width varies, 
having the smallest size at the tip. An equivalent width is therefore used.

Bearing in mind the broad scatter of the results for the air-entrainment in 
liquid jets and the number of variables that one may use in predicting air 
concentration values, the equations derived from the experimental data by McKeogh 
and Ervine (1981) may be used to give an estimate of the energy dissipated by air



1 7 6

bubbles in breaking waves.

Assuming the height of fall of the liquid plunging jet is equal to the breaker 
height, Hb, and that the width of the jet, for a typical breaker, is about one fifth 
of the breaker height (fig. 8.3), then

Fig. 8.3 Air entrainment region.
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where Dp is the depth of penetration,
x is the distance from the centre of the jet,
C is the air concentration,
Cc is the air concentration at the centre line.

8.4.3 NUMERICAL SCHEME -  RESULTS

The static energy stored in the bubbles in an infinitesimal area, dx dy, as 
derived in equation 8.7 and neglecting the product dx.dy.dy/2 is
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dEs t  -  P g dx dy c (x , y )  y 8.12

^ t o t a l  “ P S c(x ,y)  y dx dy 8.13

The potential energy stored in the air bubbles is computed using numerical 
integration (Simpson's rule) over a range of breaking wave heights. The results are 
shown on a graph of E/2pg against breaker height, H (fig. 8.4).

As expected, the energy associated with air entrainment increases in a non­
linear fashion with breaker height. A most useful quantity however, is the 
proportion of the wave energy, that is converted into potential energy, associated 
with air entrainment. Such an estimate is obtained by

a) considering the wave energy of a regular wave before breaking,
b) estimating the energy loss in air entrainment, as described above,
c) finding the proportion pf b) to a).

The total wave energy of a regular wave, wavelength L and height H, using 
linear theory, is

The variation of E/2pg of regular waves, against H for various values of L is 
also plotted on figure 8.4. The proportion of the wave energy converted into 
potential energy and stored in the air bubbles may be directly derived, for any 
given wave height and wavelength by simply dividing the ordinates of the two 
curves, corresponding to the regular and the breaking wave heights, respectively. For 
a 2m wave with wavelength 14m, 1/4 of the wave energy is dissipated due to air 
entrainment. This value falls within the range of empirical values used in coastal 
studies.

E- {  P g H! L 8.14

and therefore

8.15

For the same wave height, the steeper the breaker, that is the shorter the 
wavelength, the higher the proportion of energy dissipation. This result arises from 
the assumption that the energy associated with air entrainment depends only on the
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Fig. 8.4 Model results. E/2pg against H for different L.

breaker height and that the jet hits the surface vertically. When the angle of
incidence in inclined, secondary spash- jets are formed, which entrain in turn air. 
This process is not considered in the present model. Physical models have to be
used instead. The advantage of mathematical models, however approximate they 
might be, is that they can assess the effects of scaling, as the physical mechanism 
is incorporated in them. In physical models geometric similarity is commonly 
satisfied, that is, model and prototype waves have the same steepness.

An alternative plot obtained from the numerical scheme is the variation of
E/2pg with H for various values of wave steepness H/L (fig. 8.5). The derived plot 
indicates that the energy dissipation due to air entrainment in fully dissintegrated 
jets does not follow Froude scaling law. Smaller waves lose greater proportion of 
energy than bigger ones, all having the same steepness. This may be explained by 
considering the physics behind the process of wave energy transformation. The 
kinetic energy of the plunging wave jet is partly converted into kinetic energy of 
the air bubbles. The bubbles penetrate the receiving water mass up to a depth at 
which their kinetic energy is all converted into potential energy. The depth of
penetration, which is associated with the potential energy, does not follow geometric
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Fig. 8.5 Model results. E/2pg against H for different breaker steepness, H/L.

similarity scaling laws, Dp=4.2Hb°-7. Doubling the height of fall, does not produce 
doubling of the penetration depth; the depth increases 1.62 times instead of 2 
times, hence less potential energy is stored in the bubbles and less proportion of 
the wave energy is lost due to air-entrainment.

8.4.5 DISCUSSION ON THE PROPOSED MODEL

The presented model aims primarily in establishing a physical mechanism for 
the process of air entrainment in breaking waves and secondly, in providing a first 
estimate of the energy associated with this process. In the absence of experimental 
data on the actual process, the empirically derived properties of the similar 
phenomenon of air entrainment due to plunging liquid jets ejected from a nozzle 
are employed. The similarity between the two processes is based on both visual 
observations and theoretical analysis of the segmentation of the overturning jet of a 
breaking wave into jets. The approximations and assumptions made in deriving the 
presented results impose certain limitations on the interpretation of the results.



1 8 0

Firstly, the horizontal velocity of the plunging jet is not considered. Although 
this factor might not have a considerable effect on the air concentration, it 
nevertheless affects the secondary jet-splash system; the more the secondary 
splashes, the more the energy loss.

Secondly, the angle of incidence of the plunging jet, which depends on the
wave steepness is not considered, a factor which affects the air concentration.

Thirdly, the empirically derived formulae used in the presented model are not 
the ideal ones. A more relevant empirical study might have been the study of air 
entrainment due to the free fall of a sheet of water, like the experimental set-up 
illustrated in the video cassette, where the segmentation process was visualised.

The quantitative results of the model suggest that for a typical breaking wave 
with H/L=l/7, 20-30% of the wave energy is dissipated during breaking, for wave 
heights 2-3m. For fully dissintegrated jets, and the same wave steepness, the bigger 
the wave height, the less the proportion of energy dissipation due to air

entrainment. In small waves, where little or no jet dissintegration occurs, the air
entrainment is very little and hence the proportion of the energy loss will tend to

zero.

Model tests with breaking waves cannot scale accurately the energy transfer 
process taking place during breaking. Knowledge however, of what the effects of 
scaling are, is of vital importance for the interpretation of the results. The 
presented approach throws some light on this problem and it also provides a tool 
for use in numerical models which require a means for changing the wave 
characteristics after wave breaking. Knowing the breaking wave height, an estimate 
of the energy loss due to air entrainment may now be easily obtained and the 
reduction in wave height, assuming the wave has not altered its form, may be 
calculated.

8.5 CONCLUSIONS

The physical mechanism of air entrainment in broken waves has been 
presented. The segmentation of the tip of the overturning face of breaking waves 
into jets enables the application of the knowledge on the characteristics of plunging 
liquid jets ejected from a nozzle, on the breaking wave problem.

A method for the estimation of the proportion of energy conversion from wave
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energy into potential energy in air bubbles entrained during plunging has also been 
presented. Although further work is required in obtaining relevant experimental 
results, general characteristics of scale effects were derived. Some estimates of the 
energy loss due to air entrainment were also obtained.

The problem of air entrainment in breaking/ broken waves and the associated 
dissipation of energy is far from a complete solution. The presented ideas advanced 
the initial ideas put forward by Fuhrboter by a step further, based on the 
identification of the formation of circular plunging liquid jets on the tip of an 
overturning wave. The combination of theory with experimetal results indicates the 
direction that is required to be followed in the understanding of the problem, "/or 
without theory practice is myopic, as without practice theory is uninformed" 
(Cooper, 1988).
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CHAPTER 9

SUMMARY -  DISCUSSION

9.1 INTRODUCTION

Features of breaking/ broken waves have been studied experimentally and 
explained using novel ideas. The stages of this study are described and discussed in 

detail in each individual chapter. In this chapter, the main points and conclusions 
of the thesis are brought together.

In section 9.2 the contributions of this study on experimental aspects are 
summarised, and a brief summary of the obtained experimental data is presented in 
section 9.3.

The distinct stages of the breaking/ broken wave process identified in the 
thesis, and treated individually, are tied together into a continuous sequence of 
events (section 9.4). The problem of scale effects is then reviewed in the light of 
the proposed models (section 9.5).

The problem of the physics of breaking/ broken waves may be simulated to 
other processes. Such a process is described in section 9.6. A number of alternative 
processes were also considered in this study, but attempts to investigate them further 
proved fruitless. The philosophy that initiated the investigation of those processes 
and the stage reached, as well as recommendations for future work, are presented 
in section 9.7. Finally an epilogue concludes the thesis.

9.2 EXPERIMENTAL CONSIDERATIONS

Four main experimental problems were tackled:

a) The development of software so that the experimental process is accurately 
controlled. Programs were written by the author in low level language in order to 
achieve high operational speed on the one hand and save memory space on the 
other hand.

b) The Fiber Optics Laser Doppler Anemometer, FOLDA, posed great problems 
regarding the optimum conditions for its operation. The determination of the proper



seeding material and the method of mixing it with the water proved a most 
frustrating and at the same time exciting task.

c) The absence of an analytical method for the generation of breaking waves in 
the laboratory initiated the search for such a solution. The answer was revealed 
unexpectedly when it was noticed that the rate of change of frequency of 
impulsively generated waves is the reverse of the rate of change of frequency of the 
wave maker generating deep water breaking waves, as proposed by Longuet-Higgins 
(1976). The time symmetric property of the laws of nature, coupled with the 
mathematical solution of the motion induced by a local concentration of energy, 
provided the answer to the problem of the generation of breaking waves in water 
of finite depth in the laboratory.

d) A technique used extensively in other fields of science, is image processing of 
video pictures. Computer software were written by the author and used on breaking 

waves. Computer enhanced pictures showed more clearly the segmentation process of 
overturning waves. The most remarkable application of this technique is in the 

measurement of velocities. The velocities at the wave boundary are firstly visualised 
and secondly, they are easily quantified. The achievement of the same effect with 

traditional methods would require much time and effort, whilst this tecnique is fast, 
simple and most of all, accurate and reliable.

9.3 EXPERIMENTAL DATA

Transverse velocity time histories were measured around two different breakers. 
In the absence of comparable experimental data, an early prediction was made. The 
philosophy behind this prediction is that, since wave breaking induces unorganised, 
chaotic, turbulent, three dimensional motion, a sudden increase of activity is 
initiated on wave plunging which decays with time and eventually comes to rest. 
The general form of this heuristic prediction proved to be correct. However, the 
Fourier components of this motion have periods far exceeding the "turbulent” range 
(generally less than 0.1 sec). Another unexpected observation is the presence of a 
standing wave across the flume. The physical justification of this motion posed a 
most interesting challenge.

A further experimental observation which initiated a lot of thinking is the 
presence of transverse features on the otherwise two-dimensional overturning wave 
crest. A link was suspected between the measured low frequency motion and the 
segmentation of the plunging jet.
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9.4 THEORETICAL CONTRIBUTIONS

The wide range of aspects covered in the literature review proved invaluable in 
the development of the theoretical models. Classical ideas, ranging from the 
Cauchy-Poisson (1815) problem, to Plateau's (1864) surface tension works, to Lord 
Rayleigh (1898), Longuet-Higgins (1980) and Jansen (1986) have been employed in 
the thesis. These ideas have been used with the author's own ideas in the
development of the following physical/ theoretical models.

a) The overturning face of the wave segments due to surface tension into an
irregular shape. The transition from a smooth, horizontal cylindrical edge into a 
series of tongue-like plunging jets is described analytically by combining the two 
predominant forces, gravity and surface tension, into a single numerical model. The 
results from this model are used to quantify scale effects in breaking waves. The 

experimentally derived conclusion that, breaking waves of height less than 0.5m 
cannot be scaled up using gravity scaling laws, is derived for the first time
analytically using the presented model.

b) The overturning jet penetrates the receiving water body like a solid body.
Macroscopically, the irregularities of the plunging face are negligible compared to 
the overall shape of the jet. From this point of view, a two-dimensional wave
disturbance is generated propagating both shorewards and offshorewards from the
plunging point. This motion is modelled using the formulations of a local depression 
of the water surface. The general characteristics of the offshorewards travelling wave 
disturbance as recorded experimentally are in reasonable agreement with the 
theoretical predictions. This modelling, when applied to shallow water conditions 
predicts the formation of a bore travelling with the depth limited velocity This
prediction is in line with the bore simulation used in the past for surf zone models.

c) Microscopically, the plunging face of the wave is considered as the summation 
of a series of bell-shaped sinusoidal jets. Each of these jets generates radial waves, 
the superposition of which produces the kinematics field associated with the plunging 
of the wave. A three-dimensional, unorganised motion is derived, the temporal and 
spacial distribution of which agrees reasonably well with the measured motion. This 
model shows that two-dimensional breaking waves incident normally on a beach 
present a source of longshore wave motion. The radial waves generated by each jet 
have a continuously increasing frequency. The resultant motion therefore, consists of 
a continuous wide range of frequency components. A standing wave will result when 
the transverse, or longshore broken wave motion is bounded in an area of discreet 
natural modes of oscillation. This new proposition may have potential applications in



the understanding of physical processes taking place in the coastal region and are 
not yet fully understood.

d) Wave energy is converted, during the breaking/ broken wave process, into
other forms of energy. A significant proportion of the wave energy is dissipated by 
air entraining the water mass. In the absence of data regarding air entrainment in 
breaking waves, the characteristics of the similar process of plunging liquid jets 
ejected from a nozzle are employed. The potential energy of the air concentration 
is obtained from first principles and design curves are hence derived predicting the 
proportion of wave energy dissipated in the form of air entrainment in breaking 
waves of different wavelengths and heights.

The distinct processes identified in the breaking/ broken wave process are
described both physically and analytically. Emphasis is placed on the physical aspect, 
since the characteristics of these processes are universal and a sound understanding 
of their physics is vital in studying their particular application on breaking waves.

The proposed models of the different stages of the breaking/ broken wave 
process, namely,

a) segmentation,

b) induced broken surface wave motion, and
c) air entrainment

tie well together, from the physics point of view, as described above. Their link
however, is not so strong when it comes to the quantitative description of the
whole process. The main reason lies probably in the random nature of all three 
physical processes.

The segmentation of the tip of the overturning wave depends on the form of 
the initial disturbance across the crest. At present, the form of this disturbance 
cannot be experimentally described. The prediction of the shape and size of the
disturbance remains a problem to be solved. In the case when the disturbance has 
white noise characteristics, the wavelength of the predominant sinusoid may be
obtained.

The broken surface wave motion produced by the penetration of each
individual jet has a predominant wavelength of the same order as the diameter of
the jet. The three dimensional surface wave motion depends strongly on the nature 
of the plunging face. The description of this random mode of plunging is not yet 
possible. Under "controlled" experimental conditions the microscopic picture of the
overturning stage varied considerably from wave to wave, although macroscopically
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they all appeared the same.

The splash following the initial plunging is much more sensitive to these 
microscopic characteristics. In many cases, like the ones tested in the laboratory, 
the splash may be higher than the incident wave and its effect on the broken wave 
motion is quite significant. These random factors do not undermine the validity of 
the arguments on which the model is based. On the contrary they highlight the 
complexity of the problem and support the use of random functions for the 
probabilistic prediction of the broken wave motion.

Regarding the problem of air entrainment in broken waves, the whole model is 
based on the argument that the overturning face of the wave is affected by surface 
tension in the same manner as liquid jets ejected from a nozzle. The quantitative 
predictions of this model do not depend on the numerical results of the 
segmentation or broken wave models. The empirically derived formulae used in this 
model take into account the physical process taking place during the free fall of the 
jets.

As a conclusion it may be said that the distinct processes modelled and 
presented in this thesis tie well together as far the physics is concerned. The 
random nature of all these processes, which is not described yet, does not allow 
quantitative linking of the individual models. More experimental work is required, 
both in the laboratory and the field, to verify the applicability of the proposed 
physical models and hence provide quantitative information for use as input data 
into the numerical models.

9.5 SCALE EFFECTS IN BREAKING/ BROKEN WAVES

It has been shown that the breaking/ broken wave process is affected by 
different factors during the individual stages into which the process is decomposed. 
Before reaching the breaking point (see fig. 2.1) the wave motion is predominantly 
governed by gravity. The Froude scaling law is therefore the appropriate similarity 
criterion.

During the free fall of the plunging jet, or overturning process, surface tension 
plays an important role. Surface tension effects are scaled using the Weber scaling 
law, which is different from the gravity scaling law. As surface tension affects 
strongly fluid bodies with high curvatures, or small radii of curvature, its global 
effects are minimal in big breakers, Hjj>0.5m. This theoretical and experimental



observation does not mean that surface tension has negligible effects in such big 
waves; it rather suggests that the characteristics of the incident wave do not affect 
the segmentation of the overturning wave. Model tests with breaking waves having 
Hb>0.5m take into account surface tension effects in the same manner as in full 
scale waves.

The induced broken wave motion is governed by gravity. However, the 
mechanism initiating this motion depends on surface tension. As a result, true 
representation of the three-dimensional broken wave field requires model wave 
heights greater than 0.5m. In the case however, where the two-dimensional 
shoreward broken wave motion is of interest, Froude scaling provides a good 
approximation.

During the 2-dimensional breaking/ broken wave process, wave energy is 
transformed mainly into:

a) turbulent kinetic energy,
b) 3-dimensional surface wave energy,
c) potential energy in air-entrainment,
d) seaward travelling wave disturbance,
e) sound.

Scaling of the energy transformation requires appropriate scaling of all the individual 
processes. The turbulent kinetic energy is modelled using Reynold's scaling law 
(viscosity /inertia scaling law). The broken wave motion depends not only on the 
initial motion initiated by the penetration of the plunging face of the wave, as 
modelled in the thesis, but also on the subsequent splashes. As shown by Peregrine 
(1981), the evolution of a splash depends also on the turbulent motion of the water 
body forming the splash. As a result, the overall broken wave motion is affected by 
gravity, surface tension and viscous forces. The potential energy associated with air 
entrainment cannot be satisfactorily scaled, at present, due to the lack of a 

complete theoretical model describing the process and the absence of suitable 
experimental results. The seaward travelling wave disturbance is a gravity effect 
whilst the sound produced at breaking is a function of the air entrainmnent.

Prediction of the energy dissipation in breaking waves is a most difficult 
problem. The inability of physical model tests to scale the above process enhances 
the need for the development of theoretical models.
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9.6 SIMILAR PROCESSES

A simple physical process, equivalent to the breaking/ broken wave process is 
the free fall of jets, in the form of water emerging from a hose, when watering 
the garden say, or slow flows from a tap.

In both cases, the water initially has the form of a smooth cylindrical surface. 
Further away from the exit point, it is seen that the body has no longer a smooth 
cylindrical shape. It tends to form spherical droplets. At a certain distance a 
break-up point is observed, where the cylindrical surface turns into a sequence of 
isolated spheres.

If these drops hit a pond, or a bucket of water, it is observed that circular 
waves are emitted from the plunging point. Bubbles are also seen emerging from 
the initially undisturbed water, which burst on the surface. At the same time, a 
sound is heard. A splash is also formed which, depending on the jet velocity and 
the angle of impact, generates a series of jet-splash systems.

The physical laws governing this process are the same as that of the 
segmentation of the tip of the overturning wave, in which case the cylinder is 
horizontal, and the consequent induced surface wave motion, turbulent motion due 
to fluid shearing, air entrainment, sound generation and splash formation. This 

process takes place over such a short time that the transition from one stage to the 
other is not distinguishable by the naked eye.

The described simple physical process may be easily performed by the reader. 
Under steady state initial flow conditions, it will be observed that the resulting 
surface wave motion is not a steady state one. The induced kinematics field changes 
randomly with time, although the initial conditions of the cylinder are the same. 
This observation highlights the sensitivity of the whole process on the form of the 
initial disturbance on the cylindrical surface. This disturbance is very small and 
whatever precautions one may take, it cannot be eliminated.

9.7 ALTERNATIVE PROCESSES -  SCOPE FOR FURTHER RESEARCH

The development of the above models used information scattered over a wide 
range of publications. In the course of this thesis many more reviews other than 
the ones presented were compiled in efforts to present new models associated with 
breaking waves. Some of them reached a dead end due to lack of theoretical



support, some due to lack of facilities to cover missing data and some because it 
was found by others that a dead end lies ahead.

9.7.1 SOUND PRODUCED BY BREAKING WAVES

Many people say that they can recognise a breaking wave from its sound. 
They can tell whether it is big or small, plunging or spilling. The question that was 
attempted to tackle was: "if ordinary people can describe breaking waves from their 
sound, why scientists cannot". In a brief review of adjectives used in poetry and 
literature referring to breaking waves it was found that big waves are associated 
with heavy, low frequency sounds (growl, thunder, roaring), whilst small ones with 

sweet, high frequency sounds (lullaby).

Literature on this problem is not widely available. One of the reasons might 
be the importance of this topic for military purposes. The author collected 
underwater sound records associated with breaking waves, using an ordinary
microphone. The records were then analysed at the British Library, National Sound 
Archive. Spectral analysis and sound intensity for different breakers were obtained. 
The presence of noise and the simplicity of the available equipment did not enable 
the derivation of useful information.

Research on the measurement of rainfall is concentrating on monitoring the 
underwater sound generated by raindrops striking the surface of a large body of
water (Nystuen, 1986). The frequency of the sound produced by a single drop is
inversely proportional to the radius of the drop, that is, big drops generate heavy 
sounds and small drops high frequency sounds.

This technique might be used in monitoring breaking waves in the sea.
Interpretation of sound records, which are relatively cheap to obtain, might in the 
future describe the size and shape of breaking waves. For the time being, there are 
many practical problems for calibrating such a technique. Firstly, laboratory studies 
are hindered by the limited space usually available. Theoretical models apply in the 
far field, that is, distances bigger than the wavelength of sound. Laboratory studies 
are therefore not feasible. Secondly, in the field, breaking waves are usually 
associated with wind. Recording of sound under such conditions is distorted by the 
wind generated sound, filtering of which is not easy.
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9.7.2 BEACH CUSPS

The formation and spacing of beach cusps (concave seaward cuspate patterns 
that tend to occur with a regular longshore spacing, plate 9.1), under breaking wave
conditions incident normally on a uniformly sloping beach is a problem that remains
unanswered. This phenomenon is explained quite well in the case of non-breaking
waves on reflective systems, steep beaches (Battjes, 1988).

In the light of the proposed mechanism of transverse wave motion generation 
by two-dimensional breaking waves, the beach cusp problem may be approached 
from a new angle. Experimentally, it is proposed to investigate the transverse 
motion induced by regular waves breaking over the horizontal part of a composite 

slope. The proposed model predicts the formation of a standing wave across the 

channel. If the width of the channel is changed a different mode of harmonic 

oscillation will result. The predominant frequency of the breaker induced transverse 
wave motion may therefore be deduced. It is predicted that this frequency is related 
to the size of the breaker and not the period of the incident regular waves. This 
prediction is in agreement with laboratory and field data on beach cusps. The 
spacing of beach cusps associated with breaking waves is related to the breaker 
height (Komar, 1976), whilst for those associated with non breaking waves it is 
related to the incident wave period (Bowen and Huntley, 1984).

It is hoped that such an experiment will sometime be performed in a suitable 
wave channel and throw some light on this problem.

9.7.2.1 Beach cusps and Plateau's rule

The segmentation of the crest of an overturning wave was also proposed in the 
past as a possible explanation for the formation of beach cusps. Cloud (1966) 
mentioned that "a breaking wave, o f course, approximates a cylindrical form and, 
at the instant o f collapse, it may shoot forward a regularly spaced array o f jets 
that correspond to the segmentation o f the cylindrical rim specified by Plateau's 
rule". However, Cloud probably considered the cylindrical form to correspond to the 
one with diameter the breaker height, as he also stated that " if this hypothesis 
were true, the average spacing o f beach cusps would reflect the height o f the 
waves that produced them."

Komar (1976) investigated Cloud's proposition. He considered the relationship 
between beach cusp spacing and breaker height, and rejected the hypothesis on the
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Plate 9.1

Beach Cusps in Famagusta Bay, Cyprus





grounds of the discrepancy between the available data and the theoretical 
predictions. The physics behind Cloud's proposition were not discussed. It is also 
evident from the discussion that Komar had considered neither Plateau's experiments 
nor Worthington’s hypothesis, on whose work Cloud based his argument.

In the light of the description of the segmentation process of the crest of an 
overturning wave (chapter 6), it is evident that Cloud misinterpreted Worthington's 
hypothesis and Komar failed to recognise this. In a personal communication with 
Cloud, the author pointed that Plateau's segmentation theory should apply to the 
liquid cylinder forming the edge of the breaker, and not to the hollow cylinder 
having as diameter the breaker height. Cloud's response was that he finds no fault 
with the author's interpretation and recommends the edge-wave literature for the 
explanation of the cusp formation.

The above publications misled the author at the initial stages of the work. It is 
the study of the original works of Plateau and Worthington that provided the 
stamina and courage to overcome the "obstacle" posed by Cloud's and Komar's 
publications and to propose an alternative mechanism that links the segmentation of 
the breaking wave to the beach cusp formation.

9.7.3 CROSS WAVES

An idea that was tested was whether the experimentally observed standing wave 
motion is cross wave motion. Cross waves are defined as, standing waves with crests 
at right angles to the primary wave direction. They generally have half the 

frequency of the primary wave (Garrett, 1970).

Cross waves derive their energy from the wave maker and not from the 
primary motion. The wave maker is about 30 metres away from the plunging area. 
The continuously varying frequency of the wave maker motion and the long distance 
separating the breaker region from the wave maker make the speculation of the 
cross wave generation an almost impossibility. The observed standing wave motion 
therefore results from the breaker and not the wave maker.

9.7.4 AIR-ENTRAINMENT IN OVERTURNING WAVES

Air entrainment in the coastal environment was treated in chapter 8. In the 
case of loading on structures by breaking waves, the modelling of air entrainment is
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of vital importance, since it affects significantly the intensity of the forces 
transmitted by the waves on to the structures. Structures arrest the momentum of 
the overturning waves. The force acting on the structures equals the rate of change 

of momentum of the wave, that is, the slower the process the less the magnitude 
of the force. The presence of air in the water- solid impact has the effect of 
prolonging the momentum change and reducing the force, acting thus as a 
"cushion".

The segmentation model proposes an increase of the surface area, thus 
enhancing the air entrainment in the overturning process. Further work is required 
on these lines in order, firstly to quantify this effect and secondly, to calibrate the 
model for use in wave loading studies.

9.8 EPILOGUE

The breaking/ broken wave problem has been presented in a new context. By 
concentrating on the physics behind the process analytical/ computational models 
have been derived which open new horizons in the understanding of this complex 
problem.

It is hoped that the contributions on the experimental techniques, generation of 
breaking waves, operation of the Fiber Optics Laser Doppler Anemometer, use of 

image processing will be found useful by researchers on this and similar fields.

The unique data collected revealed some exciting results. It is hoped that the 
methods introduced in the interpretation of this data will find support and be as 
successfully used in other hydraulics studies.

Studying breaking waves is a fascinating job. At this high-technology age, this 

classical problem presents a challenge to scientists, artists and above all engineers 
who face the task of fighting and/or working with them.

Our success lies in how well we understand breaking and broken waves. This 
study has put an extra brick on the wall o f the general knowledge on the field on 
the one hand, whilst on the other hand it has identified an empty bucket in which 
it has put the first drops.
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APPENDIX A

LITERATURE REVIEW ON THE WAVES PRODUCED BY 
A LOCAL DISTURBANCE ON A WATER SURFACE

A.l INTRODUCTION

The solution to the problem of the motion generated by a local disturbance on 
a water surface is found to have a number of applications in this thesis. The 
composition of a literature review on both the theoretical and experimental aspects 
of the problem is most essential for the successful use of this solution.

A.2 EVOLUTION OF THE THEORETICAL DEVELOPMENTS

The problem in question was first raised by the French Academy in 1816. 
Poisson and Cauchy presented their memoirs in which they independently derived a 
solution which for most purposes can be considered as practically complete.

Lamb (1904) summarised the essential results from the "clouds" of analysis in 
which Poisson and Cauchy were involved, and put the problem into a simple and 
easily intelligible shape.

Assuming linear theory and starting from the two-dimensional case, consider 

the origin being in the undisturbed surface and the y-axis vertically upwards. 
Bernoulli's equation then gives,

P ” p ( 37 '  sy ] A' J

where p is the pressure, p the density and vo the potential function which satisfies 
the continuity equation,

8 2yg 3 2v° 
5x2 + 8y 2 0

The elevation, rj, of the disturbed surface, supposed free, is given by

A . 2

A . 3

The kinematic condition is,
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a?; r 0v? ]
3 t l 3y Jy-o

A . 4

The solution to this problem for the initial condition of an infinitesimal elevation is

I_ r gt2 i r ixx 1 2x 3•5 l 2x J
3

+ 3 • 5 • 7 • 9 A . 5

From equation A.5 it is evident that the crest, or trough, of the wave is 
associated with a definite value of gt2/2x and therefore that it travels over the 

surface with a constant acceleration. It appears that the region in the immediate 
neighbourhood of the origin may be regarded as a kind of source, emitting on each 

side an endless succession of waves of continually increasing amplitude and 

frequency. This persistent activity of the source is due to the assumed initial 
accumulation of a finite volume of elevated fluid on an infinitely narrow base, 

which implies an unlimited store of energy. In any practical case however, the 
initial elevation is distributed over a band of finite breadth. The disturbance at any 
point can be calculated by superimposing the disturbances produced by the 
infinitesimal elements that make up the original elevation.

At the initial stages, the various elements reinforce one another. But as time
increases, the contributions from the different elements are not in phase any more. 
The result depends on the shape of the initial disturbance, but it is clear that the 
increase in amplitude ceases and ultimately a gradual dying out of the disturbance 
occurs.

Burnside (1888) approached the problem for deep water conditions from a
different angle. According to Fourier's theorem, any shape can be expressed as the 
summation of a series of trigonometric functions. Consequently, the waves generated 
by a local elevation, constitute the summation of the waves produced by the
individual components of the local elevation.

If the water surface is initially displaced and motionless, the surface profile

being of the form

y 0-  A c o s ( m x ) A . 6

then the surface elevation as a function of time and space is

y  -  A c o s ( m x )  c o s ( y m g  t ) A . 7

For an initial elevation of the form
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y 0-  c a 2 / ( a 2 + x 2) A . 8

using Fourier's theorem

A graphical illustration of the above solution (eqn A.9) is shown in figure A1

A . 9

x  — 2 m

x =  4

x = 6

x =  8

x =  1 0

t = 2  s

t = 4

t =  6

t = 8

t = 1 0

0 , 10 d i s t a n c e  (m)
( b )

Fig. A1 Graphical illustration o f eqn A.9 (a=0.5, c=l m).
a) Time histories at x=2,4,6,8,10m
b) Surface profiles at t=2,4,6,8,10 sec.

The greatest amplitude at distance x is 

^max “ c

and the amplitude has this value when 

2

A . 10

t -  x
ga

A . 11
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The predominant wavelength is therefore

Lpred “ 4ra A.12

Similar expressions can be derived for different forms of initial disturbances. 
The conclusions from these solutions can be summarised as follows:

a) The greatest amplitude of displacement at any point is proportional to the
magnitude of the initial disturbance and inversely proportional to the square
root of the distance from the disturbed area.

b) The greatest disturbance is propagated with uniform velocity (eqn A .ll).
c) The wavelength of the predominant motion is proportional to the width of
the original disturbance (eqn A.12).

Lord Kelvin (1904) solved the Cauchy-Poisson problem in a simpler process. 

He used the stationary phase method. The result from this method is very similar 
to the Cauchy-Poisson solution but is obtained far quicker.

The introduction of finite depth was made by Lord Rayleigh (1909) who 
obtained the first term of a series expansion to the solution of the problem of an 
infinitesimal disturbance. Lord Rayleigh raised the attention to the fact of the 
instantaneous propagation of the disturbance which occurs irrespective of the depth 
being finite or infinite.

One year later, Pidduck(1910) derived the second term of the solution which
involved heavy computational work.

Terazawa (1915) considered the motion at the centre, for some special cases of 
initial impulse and elevation in water of infinite depth, a point at which the 
previous solutions do not apply.

Interest in the problem was revived by Lord Penney (1945) who investigated 
the effects of underwater nuclear explosions. He studied the waves generated by a 
surface of revolution in deep water conditions. Starting with Lamb's solution for an 
infinitesimal elevation, the elevation at a particular point was computed as the 
summation of the waves produced by the infinitesimal areas which constitute the
initial disturbance.

Eckart (1948) discussed the stationary method used in Lord Kelvin's approach
and showed that this method is also the mathematical foundation for the
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Hamilton-Jacobi theory. The waves produced from a centred disturbance were 
discussed from a general angle, verifying the conclusions derived from the earlier 
methods.

Unoki and Nakano (1953) considered the effects of frictional forces acting on 
the water particles. The frictional forces were assumed to be proportional to the 
velocity of the fluid particles. The components of these forces in the three 
directions x , y, z are -2 pai, -2/*v, -2/ivv respectively and 2//=5.5exp(-4)l/sec. The 
consideration of the frictional effects introduces the additional term in the solution,

For the case of an ideal fluid, //=0, the derived expressions are in agreement with 
the corresponding expressions obtained by Lamb (1932).

Kranzer and Keller (1959) derived explicit formulae for the waves produced by 
an arbitrary axially symmetric initial disturbance in water of finite depth. The 
solution was derived according to the linear theory of surface waves. By application 

of the Hankel transform to the Laplace equation describing the flow and using 
Kelvin's stationary phase method, the surface elevation is given by,

^friction “ ’lideal ’ e ^ A.13

A . 14

where tj0 = initial elevation at the origin

R = effective radius of initial displacement such that

'00
Vo R2 -  2 E(r) r dr A . 15

o

where E(r) = initial elevation

A . 16

E(cr/h) - E(r) J 0 (ar/h) r dr A . 17
o

where J 0 is the Bessel function of zero order and h the water depth,

and *(„) -  \  [ 1 2 2 1 L 2  ] < /j
+ 2 (co sh a) 3

Corresponding expressions were also obtained for the two-dimensional problem as
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well as for the case of an initial impulse.

State of the art reviews on this problem were presented by Le Mehaute (1970, 
1971) and Jordaan (1972). Research work over the 1960's concentrated mainly on 
experimental verification of the theory and the effects of the waves generated by a 
local disturbance when approaching natural and man made structures.

The above mentioned solutions apply in the far field, that is, at distances 
much larger than the width of the initial disturbance. Le Mehaute et A1 (1987) 
derived a linear solution which applies at and near the origin. It was found that 
the solutions are not oscillatory at the origin. The vertical projection of water at 
the origin was explained theoretically by a discontinuity in the initial conditions.

A.3 COMPARISON BETWEEN THE DIFFERENT SOLUTIONS

The case of a rectangular elevation in deep water was considered by Burnside 
(1888) and Unoki et al. (1953). Both solutions, although derived from different 
methods give the same result:

y
4c r x l y/ 7

/ t  l g t  2J s i n gt  2a
4x2 sin ( fir + J ] A . 19

The same result is also obtained using Kranzer's method.

Burnside (1888) considered the case of a local elevation described by

^ C a 2+x2

The solution to this problem was found to be

1/2

A . 20

A . 21

The solution to the same problem using Kranzer's method is

y -  7 ? ^  ( H -  ] ' / j  \  O T  cos(xff/h) dx s l n ( | l i  + 5 )  A.22

Comparison between the two solutions using numerical integration over a finite 
length indicated an agreement within 10%.

All solutions are based on the same fundamental laws of motion, but they 
employ different mathematical treatment in obtaining the result. All methods are
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good approximations. The choice on the use of the most appropriate method 
depends on the given conditions and the computational facilities available. 
Undoubtedly, Kranzer's method gives the most complete solution but, as shown 
above, it is not always the most convenient to use.

A.4 PROPERTIES OF THE WAVES GENERATED BY A DISTURBANCE

The dispersive nature of the waves produced by a local disturbance was one of 
the earliest properties discovered. Even before any physical or mathematical 
treatment was attempted, the ever decreasing length of the waves and the succession 
of waves produced, has been known to philosophers and poets in classical times.

The rate of change of the angular frequency is constant in deep water 
conditions and is independent of the nature and characteristics of the original 
disturbance. However, as the depth decreases the waves are retarded and their 
wavelength and period are less than in deep water. The waves produced by the 
same initial elevation in two different water depths are illustrated in figure A2.

The amplitude of the waves varies with time and space and this variation 
depends on the form of the initial disturbance. The characteristics of the waves 
when the amplitude is maximum are the predominant ones. The predominant 
wavelength is independent of the distance from the disturbance; it is solely a 
function of the shape of the disturbance. The wider the disturbance, the longer the 
predominant waves are. Due to the complexity of the solution the determination of 

the predominant characteristics cannot, in general, be obtained analytically. For the 
parabolical elevation studied by Burnside, the predominant wavelength is 4xa.

The predominant characteristics change with depth. The shallower the water 
depth, the less the range of periods and wavelengths, hence, the more the energy 
transferred to the long periods and wavelengths. The first waves in the wave train 

are therefore the predominant ones. The predominant wavelengths and periods in 
shallow water are hence longer than in deep water.

The amplitudes of individual waves are modulated into groups of successively 
smaller amplitude by the slowly varying Bessel function (eqns A.14-18). The number 
of waves in a given group increases with time or distance travelled. Also the length 
of a group increases linearly with time and distance.

An interesting feature is the formation of the first wave. In deep water
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Fig. A2 Elevation time histories produced by a 2-D elevation (eqn A.20) with 
a=0.35, c=0.4, x=lO in water depth a)10 and b)0.5 (all units in m)
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conditions the elevation rises gradually from zero. However, as the depth decreases 
the arrival of the first wave is delayed and a bigger mass of water travels with the 
depth limited velocity. This sudden discontinuity, known as a bore, has different 
characteristics from the following waves. Its duration varies with the water depth 

and the distance from the disturbance.

It must be born in mind that, all the analytical methods assume linear wave 
theory; that is, the amplitude of the waves is linearly related to the height of the 
initial disturbance. However, it is known that steeper waves travel faster and a 
change in the wave characteristics is expected with increasing size of disturbance. As 
there is a limiting steepness a wave can have, it is very likely that waves produced 
by a high initial elevation might break.

A.5 EXPERIMENTAL VERIFICATION

Experimental results on the waves produced by a local disturbance are 
generally found in reports about the effects of underwater explosions.

Charlesworth (1945) monitored the amplitude of surface waves produced by a 
32-lb charge detonated at various depths in a gravel pit with 4.5m of water. The 
experimental results were compared by Bryant (1945) with the theoretical expressions 
derived by Penney (1945). The agreement was found excellent up to the arrival of 
the second crest.

Johnson (1949) performed a series of experiments on waves generated by 
dropping steel discs into a body of still water. The aim of these experiments was to 
obtain information on the characteristics ot the impulsively generated waves resulting 
from an atomic explosion. The experiments were performed in a basin so that the 
waves were three-dimensional. By monitoring the wave height at different points it 
was found that the wave height at a particular point increases as the potential 
energy increases, until a certain value of potential energy is reached, beyond which 

little increase in wave height occurs. This indicates that the higher energy content 

of the weight, the greater the percentage of energy going into the splash. 
Comparing the energy loss in the splash produced by two discs with the same 

potential energy but different mass, it was observed that the light disc, moving with 
higher speed, loses more energy in the splash than the heavy disc with smaller 

speed.

Analysis of the wavelength showed that it varies directly as the distance from
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the disc. It was empirically shown to be somehow a function of the diameter of the 
object, the depth of the water and the height of fall.

Unoki and Nakano (1953) studied the formation of the waves produced by the 
eruption of a volcano and recorded on Hachijo Island, Japan, in September 1952. 
From descriptions by people who witnessed the events, the water surface at the 
time of the eruption was still. Suddenly, it heaved up to a water dome with 
dimensions of about 5m high and 200m wide. The wave records were compared 
with theoretical predictions for cylindrical local elevations and impulses acting over 
an area with radius 2.2km. Comparison between the field measurements and theory 
showed a considerable agreement regarding the variation of period and wave height 
with time.

Prins (1957, 1958) investigated the waves produced by a rectangular elevation 
or depression in a long narrow tank with 35cm of water depth (fig. A3). The 

results from these experiments can be summarised as follows:

Fig. A3 Experimental set-up showing the box with the sliding wall creating 

the initial elevation or depression.

a) With increasing Q/h and L/h, where the symbols are defined in fig. A3 f 
the leading wave tends to the solitary wave form and finally reaches the stage 
where its shape closely approximates the Boussinesq wave form.
b) The height of the wave is dependent on Q. For deep water the elevation is 
proportional to Q. As soom as a bore occurs, the height is reduced.
c) The height of the wave does not affect the phase velocity.
d) The phase periods agree with the theory.
e) The amplitude envelope is well expressed by theory.
f) There is no difference between the waves resulting from an initial elevation 
and those from a depression.
g) The amplitude of the waves is smaller than the theoretical predictions using 
Kranzer's method.

Prins (1957) mentions in his discussion that "... this study may give an
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indication o f the characteristics o f the waves o f shorter period originated from a 

breaking wave."

The waves produced by a nuclear explosion at Bikini, Marshall Islands and 

recorded at four distant islands were studied by Van Dorn (1961). Comparison of 
the results with the theory of Kranzer (1959) shows that the theory predicts the 
observed arrival times with an error of less than \% . The theory also predicts 
adequately the rate of amplitude decay with distance, after allowing for corrections 
due to back scattering from the islands and depth variations along the bed.

The waves generated by the sudden withdrawal of a paraboloid plunger, 4.2m 
in diameter, in a wave basin 28.5m by 27.9m and 0.9m deep with 0.75m of water 
depth, were studied by Joordan (1965, 1966). It was found that:

a) The period of the dominant waves is relatively insensitive to the influence 
of the depth. It is also insensitive to the distance of travel and remains a 
constant throughout the wave dispersion. This dominant period is solely a 
function of the wave generating disturbance.
b) The simulated impulsively-generated waves in the laboratory were about 0.6 
times the height predicted by the expression of Kranzer and Keller (1959) for 
the same paraboloid dimensions.
c) The behaviour of periodicities and group envelopes as well as the 
attenuation of the wave maximum obtained experimentally agree substantially 
with the analytical theory of Kranzer and Keller (1959).

A.6 DISCUSSION

The evolution of the solutions to the problem of waves produced by an 
original disturbance on the surface spans over the last two centuries (table A.l).

The problem, first raised by the French Academy with a view of advancing 

the science, was revived after the second world war in order that the effects of 
nuclear explosions could be assessed. The different solutions agree with each other, 
irrespective of the mathematical approach, and the experimental results verify them 
reasonably well.

The application of these theories remained within the mathematical and 
physical circles. The solutions to the problem of the waves produced by a local 
disturbance on the water surface are used in this thesis in:
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YEAR NAME DEPTH SHAPE DIR. COMMENTS

1827 Cauchy-Po i sson Inf in i  te I n f in i t e s i ma l 2-D

1888 B urnside Inf i  ni t e Any shape 2-D Four i e r  theory

1904 Lamb I n f i n i t e I n f in i t e s i ma l 3-D As Cauchy

1904 Kelvin I n f i n i t e I n f in i t e s i ma l 2-D S t a t i o n a r y  phase

1909 Rayleigh F i n i t e I n f i n i  tesimal 2-D F i r s t  term

1910 Pidduck F i n i t e I n f in i  tesimal 2-D Second term

1925 Terazawa I n f i n i t e Given shape 3-D Near d i s turbance

1945 Penney I n f i n i t e Dome 3-D As Lamb

1948 Eckart F i n i t e Arbi t ra ry 2-D New method

1953 Unoki e t A1 I n f i n i t e Given shape 3-D F r i c t  ion e f f e c t s

1959 Kranzer F i n i t e Any shape 2/3 Complete s o l u t i o n

1987 Le Mehaute F i n i t e Any shape 3-D Near o r i g i n

TABLE A .l Evolution o f the solutions to the problem o f the waves 
generated by an original disturbance on the surface

a) generation of breaking waves in the laboratory,
b) description of the 2-d surface wave motion induced by wave plunging,
c) modelling the 3-d, irregular surface wave motion induced by the plunging of 
a series of jets, formed on the crest of an overtyurning wave.
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APPENDIX B

IMAGE PROCESSING

B.l BASIC PRINCIPLES

The image of an object, when viewed through a video camera, is projected on 
to a sensor. This sensor consists of photo capacitive cells that convert light focused 
by the lens into measurable electrical charges. The amount of charge in each cell, 
called pixel, varies according to the intensity of the light received by each cell. In 
the sensor, the charge that is stored by each cell is picked up once per frame by a 

scanning process which takes the charge from each cell. The video signal consists 
therefore of a sequence of varying amounts of charge corresponding to each pixel 
scanned.

A conventional video recorder captures 25 frames per second. The Kodak 

Ektapro 1000 high speed video system has a scanning cycle of 60 frames per 
second for an image array of 192 rows with 240 pixels per row. A frame rate of 
1000 frames per second is achieved by scanning 16 rows of pixels simultaneously.

When a computer receives a video signal, the analog information is converted 
into digital form. A number is assigned to each pixel depending on the amount of 
charge. In black and white pictures, black has no voltage whilst white has the 
saturation value. On 8-bit analog to digital (A/D) convertors, black is stored as 
zero and white as 255.

A powerful facility is the Look Up Tables (LUT). In its simplest form an LUT 
may be considered as an array of 256 cells, numbered from 0 to 255. The value of 
each pixel (0 to 255) routes the signal to the cell with the same address. The 
value corresponding to that pixel is then changed to the value stored in that LUT 
cell. If the contents of the LUT cells are the same as their addresses, then the 
image remains unchanged. If however, the contents of the same cells vary from 255 

to 0, instead of 0 to 255, a negative or inverted image is displayed.

Plate A1 shows 256 cells (16x16) with grey level values ranging from 0 to 255 
from top to bottom and left to right ( top left hand corner = 0 -  black, bottom 
right = 255 -  white). If these are considered as LUT cells, then plate A2 produces 
the negative image. Plate A3 is a linear contrast LUT that performs the operation : 
all values less than 50 become 0; all values greater than 200 become 255 and the 
values between are linearly stretched to cover the range 0 to 255.



PLATE Ai LUT BOXES WHOSE CONTENTS ARE THE SAME AS THE ADDRESSES.

PLATE A3 LUT PRODUCING A LINEAR CONTRAST TRANSFORMATION



PLATE A4 ORIGINAL IMAGE.

PLATE A5 NEGATIVE IMAGE.

PLATE A6 CONTRAST ENHANCED IMAGE
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An illustration of the use of LUTs is shown on plates A4-6.

B.2 IMAGE PROCESSING SOFTWARE

The software, developed by the author, uses both FORTRAN and C-language 
routines. The C-language routines are lower level ones. The main program is in 
FORTRAN language and communication with the frame grabber board is performed 
through the C-language routines.

The main program makes use of two two-dimensional arrays of 512x512 pixels 

each. The first one stores the original frame and the second one the processed 
frame. All operations are performed on the original array (ipixel) and stored on the 
other array (newp). Two unprocessed pictures may also be stored in software. They 
may be added, subtracted or superimposed, that is, displaying the odd lines from 
one frame and the even lines from the other frame.

Image processing may be performed on only a part of the frame, called 
window, whose location and dimensions are selected by the user. The basic 
operations that may be performed from the menu-styled program are the following.

Linear Contrast

For any given image, only a finite range of grey levels is available. The 
difference between the maximum and minimum values is called the contrast range. 
A simple but useful operation is the linear expansion of the values within the 
contrast range over the available range. This transformation is diagrammatically 
shown in figure A4 and described by

0 fo r g < gmin

8 -  255 fo r  g > gmax

6 “ 8min
f ° r  Smin -  8 -  Smax

Smax“Smi n

where g is the pixel value and gmin, gmax define the contrast range.
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Fig. A4 Linear contrast 

Histogram Equalisation

This is a non-linear contrast enhancement transformation which tends to 
enhance low-contrast information. The histogram of the image grey level values is 
first computed (fig. A5). The distribution curve is then obtained by adding up the 
histogram values. The normalised distribution curve is then directly used for the 
transformation (fig. A6).

Fig. A5 Grey level histogram o f original image

In both the linear contrast and the histogram equalisation image enhancement,
the user has the option of defining the limits over which the transformation takes
place. Namely, in linear contrast, the minimum and maximum values derived from
the computer may be suppressed and new values entered by the user. The
distribution curve in the histogram equalisation transformation may be displayed on
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Fig. A6 Grey level distribution
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curve Fig. A7 C u t-o ff o f the two ends

the top right hand corner of the image. This curve has usually an "s"-shape (plate 
A7). The two ends of the curve may be removed by introducing cut-off values as 
shown in figure A7. (Plate A7).

Both contrast and histogram equalisation tranformations may be performed 
either through the LUTs or by changing the newp array. The operation through the 
LUTs is much faster. As the computer allows the use of 16 sets of LUTs the 
transformation may be stored for use at a later stage. A menu of contrasts allows 
the user to select any one of the 16 LUTs. LUT number 1 is reserved for the 
original image, i.e. its contents are 0 to 255 and LUT 2 is reserved for the 
negative image, i.e. its contents vary from 255 to 0. These LUTs are initiated by 

the routine initial.

Filtering

Noise smoothing, low-pass filtering

Noise is a relative term. Extreme values are usually considered as noise. A 
technique which smooths an image replaces each pixel with a weighted average of 
the neighbouring values in the time and/or space domain. In digital image 
processing smoothing is generally performed in the space domain (plate A8). A 
point-spread function for a linear smoothing operation is

1/9 1/9 1/9 
1/9 1/9 1/9 
1/9 1/9 1/9
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A non-linear operation which detects extreme variations and replaces them by 
a local average is the following : if the difference between a pixel and the average 
of its neighbouring pixels is greater than a threshold, then replace the pixel by that 
average, otherwise leave it as it is.

Edge enhancement, high pass filtering

Edge enhancement, sharpening or crispening techniques are used to increase 

visibility of low contrast edges and usually lead to increased perception of detail. 
Edge enhancement may be obtained through high-pass filtering. A point-spread 
function for such an operation is

- 1/8 - 1/8 - 1/8

- 1/8 1 - 1/8

. - 1/8 - 1/8 - 1/8

The derivatives of the image may also be used for edge enhancement. Such 
transformation is the Prewitt Operator described by

A B c  ■ P ixel -  J  +  y2

H P i x e l D x -  C -A  + D-H + E -G

G F E . y  -  A-G + B - F  + C - E

A simple form of high pass filtering in the space domain is the subtraction of 
successive images. This is achieved by storing successive images in the two arrays, 
ipixel and newp, and then subtracting the corresponding pixel values. (Plate A9).

Grey level extraction

In this subroutine the grey levels along a specified straight line of the original 
image are obtained and displayed along a horizontal straight line of the same length 
on the top right hand corner.

Z o o m ,  grab, snap

These are routines that do not interfere with the stored images (i pixel and 
newp). Crab initiates a continuous acquisition of frames and snap "freezes" the
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picture, the equivalent of "pause" in conventional video recorders. Zoom magnifies 
the top left hand corner of the image by factors 1,2 or 3 (plates A10-13).

Load

For any operation to be effective, the current image in the frame grabber 
board must be loaded on to the arrays ipixel and newp. Newp contains the original 
image superimposed by the processed image in the window, if any. If a new 
window is chosen, the newp array must be reloaded with the original image, ipixel.

Window on top left hand corner

Since the zoom operator applies only on the top left hand corner, magnifying 
a particular part of the image may be done by shifting the window to the top left 
corner and then calling the zoom routine. (Plate A10).

Mouse

A simple "mouse" simulation routine enables the user to move a white spot 
around the image. The user can specify the jog, the step size of moving about, 
and then direct the bright spot with the keys 'u \  'h \  *j*, 'n ' for up, left, right, 
down respectively. The coordinates of the spot and its grey level may be displayed 
on request. This facility is extremely useful in defining the window or the line 
along which the pixel values are displayed.

Circle

An interesting part of the picture may be pointed out by enclosing it in a 
"circle", a shape which usually appears as an ellipse. The reason for this apparent 
discrepancy lies in the way the different display monitors work. The computer 
considers the image as a square one, (512x512 square pixels). Display monitors are 
not usually square, although some of them have adjustable display dimensions. The 
shape of the computer generated circle will therefore depend on the aspect ratio 
between the width and height of the screen. The user may bring back the ellipse 
into a circle by defining the aspect ratio of the display unit. The same principle 
also applies for the video copy processor, the facility that prints the image onto
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paper. This instrument receives an analog signal (video signal) and at the press of a 
button (print) it snaps a picture. The picture is then reproduced on to paper of 
size 100x66 mm. (Plates Al-13).

Save and load on computer hard disc

Interesting frames may be stored on the computer hard disc for analysis at a 
later stage. The huge size of the arrays, 512x512x2 bytes, requires half megabyte 
memory for each frame. This limits the number of images that may be stored at 
any one instant. However, the fact that the grey values range only between 0 and 
255 implies that about half of the space occupied by each pixel value (2 bytes, 
-32767 to +32767) is not exploited. Writing two pixel values in one number implies 
that the range of that number is 0 to 65535, which is greater than the range of a 
two-byte number (65534). An "engineering" compromise is employed. If two 
successive pixel values are equal to 255(bright) then set one of them to 254. This 
approximation enables the amount of stored images to be doubled whilst very little 
information is modified.

Black backround

A particular part of an image may be emphasised by erasing the rest of the 
picture. This is achieved by setting the pixels outside the window equal to 0 
(black). The routines which involve plotting, such as histogram equalisation graph, 

usually require the operation of the black backround routine, so that the displayed 
information is clearly seen.



PLATE A7 HISTOGRAM EQUALISATION.

PLATE A8 LOW PASS FILTERING.

PLATE AS IMAGE SUBTRACTION - HIGH PASS FILTERING



PLATE A10 WINDOW SHIFTED TO TOP LEFT HAND CORNER.

PLATE A12 ZOOM FACTOR » 2 PLATE A13 ZOOM FACTOR = 3.


