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Abstract

This work describes a theoretical and numerical study of turbulent gas-particle
flows in the Eulerian framework. The equations describing the flow are derived
employing Favre averaging. The closures required for the equations describing the
particulate phase are derived from the kinetic theory of granular flow. The kinetic
theory proposed originally is extended to incorporate the effects of the continuous
fluid on the particulate phase behavior. Models describing the coupling between the
continuous phase kinetic energy and particulate phase granular temperature are
derived, discussed, and their effect on the flow predictions is shown.

The derived models are validated with benchmark experimental results of a fully
developed turbulent gas-solid flow in a vertical pipe. The effect of the models de-
scribing the influence of turbulence on the particle motion as well as the turbulence
modulation due to the presence of particles is analyzed and discussed.
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1 Introduction

Turbulent gas-solid flows are found in many industrial applications such as
cyclone separators, jet mills, fluidized beds, inhalers, nuclear reactor cool-
ing systems, pneumatic transport of powders and pulverized-coal combustors.
They also occur in nature, e.g., desert sand storms, pollen in air and dis-
persion of pollutants. For a reliable understanding of turbulent gas-solid flow
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phenomena, adequate models are needed. Such modeling will improve the de-
sign and optimization of processes dealing with this flow type. To successfully
simulate a gas-solid flow system, it is necessary to account for particle-particle
collisions as well as gas-particle interactions, mainly the effect of the gas-phase
turbulence on the particle motion and vice versa. Furthermore, the momentum
and energy transfer due to particle collisions needs to be properly formulated
according to the kinetic theory of granular flow.

Gas-solid flow models can be divided into two groups, Lagrangian and Eu-
lerian models [1]. Lagrangian, or discrete particle models, trace the path of
individual particles on their way through the flow field by the equation of
motion, that is, Newton’s second law. However, actual computer capabilities
impose a restriction on the number of particles that can be tracked, which
makes this model unfeasible for many industrial-size problems. Additionally,
forces from the gas phase acting on each particle are difficult to model. On
the other hand, the Eulerian or two-fluid model handles the solid-phase as a
continuum in which the motion of individual particles is averaged such that
mean equations are solved for both gas and solid phases and coupled through
interfacial transfer terms. Thus, the problem of tracking individual particles is
avoided, but closure relations are required for the arising correlations within
each phase and between phases. Moreover, the extent to which momentum
and energy are transferred among the phases determines the degree of cou-
pling. The latter approach is the prevailing method for practical applications
and the one described in this work.

Depending on the way that momentum and energy is transferred in the solid
phase, a particular gas-solid flow can be classified into three regimes [2]: the
macro-viscous regime, where the disturbance flow field of one particle affects
the motion of the surrounding particles; the grain-inertia regime which is dom-
inated by direct collisions between particles; and the transitional regime which
is controlled by both mechanisms. Several forces might influence the motion
of particles; however the drag force exerted by the carrier gas can be regarded
as the most important one. Actually, it might be the only driving force that
sustains the solid-phase flow through interfacial momentum transfer. Other
forces that can be present are gravity, the Archimedes force, history or Basset
force, lift due to fluid shearing motion and particle rotation, friction due to
particle-particle contact and dispersion due to the gas turbulence.

The kinetic theory of dry granular flow, derived by Lun et al. [3], was among
the first attempts to obtain hydrodynamic equations as well as appropriate
constitutive relations for the solid phase. Similarly, Jenkis et al. [4] employed
Grad’s 13 moment method in order to obtain the single-particle velocity dis-
tribution function (PDF) which allows solving the integral forms for the col-
lisional rate of change of any particle property. However, the effects of the
interstitial fluid were not taken into account in these earlier works. Further



investigation on how the interstitial turbulent gas modifies the constitutive re-
lations of the solid phase was carried out by Reeks [5], Simonin [6], Zhang and
Reese [7] and Lun and Savage [8]. Peirano and Leckner [9] derived suitable
relations for the solid-phase stress tensor and fluctuating energy flux under
the Eulerian framework, which incorporate the effect of gas turbulence on the
random motion of particles.

For gas-solid flows at high Reynolds numbers, the gas turbulence is expected
to have a noticeable effect on the momentum and energy transfer between both
phases [10]. In fact, its main effect is thought to be the dispersion of particles
throughout the flow field, having a distinct influence on the solid phase distri-
bution. As the particle diameter can be somewhere in between the Kolmogorov
length scale and the integral length scale of the gas turbulence, the presence of
particles may also modulate the turbulence structure in the gas phase [8]. As
pointed out by Peirano and Leckner [9], the vortex shedding and work done by
eddies are thought to be the dominant mechanisms for turbulence modulation
in gas-solid flows. An alternative derivation of the two-fluid model equations
including fluid-solid interaction was developed by Simonin [6] based also on
particle PDF transport equations. In his approach, fluid turbulence correlated
with the particulate phase is modeled using Langevin equation [11].

Although dilute gas-solid suspensions have been extensively studied, there
is still no general agreement on the transport coefficients and constitutive
relations for the two-fluid model. The gas phase turbulence has usually been
modeled by a standard k-e model with additional terms which account for the
gas-solid interaction. However, these adjustments to the gas-solid two-phase
flow model are based on heuristic models which may not reflect the appropriate
interaction in most cases. Motivating the form of such equations has a central
role in the theory of gas-solid two-phase flows and it represents a challenge to
model it. In this work, a consistent model will be based upon the decomposed
and averaged governing equations for a two-fluid system.

The main objective of the present work is to acquire an adequate understand-
ing of the general physical phenomena involved in gas-solid flows with empha-
sis on the interaction between particle motion and gas phase turbulence. It
also aims to provide the fundamentals for numerical calculations of turbulent
gas-solid flows. Turbulent gas-solid flow in a vertical pipe is chosen as the test
case for validation of two-fluid model performance. The simulation results are
compared with existing experimental data [12] obtained from laser Doppler
velocimetry (LDV).



2 Continuum equations for a two-fluid system

Derivations of Eulerian forms of conservation of mass, momentum and energy
for a multi-fluid system are similar to those for a single phase flow [13]. In
this paper, equations are expressed using tensor notation where is appropri-
ate. Instantaneous quantities are denoted by a tilde, i.e. f . The corresponding
upper-case letter, F', indicates a mean quantity (obtained from a weighted-
average) whereas time-averaged quantities are denoted by an overbar, F. In
addition, fluctuations are represented by a single lower-case letter, i.e. f (ex-
ceptions are instantaneous particle velocity, ¢, and gravity, g).

Attention is restricted to constant density constituents, p; (x,t) = p;, which
is usually a good assumption in engineering gas-solid flows. If it is further
assumed that there is no source of mass due to phase change or chemical
reaction, the instantaneous [—phase continuity equation can be written as

where ¢, and a are the volume fraction and i-velocity component for phase I,
respectively. Besides, conservation of total volume implies
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So, equations (1) and (2) can be combined to obtain a differential form for the
conservation of total volume
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which is the incompressible flow condition in multiphase flow.

The momentum equation for phase [ in direction ¢ can be expressed as
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where ’jfj is the stress tensor relative to phase [; p is the shared pressure field;
bi is the force per unit mass due to external sources, and | stands for the
(instantaneous) force on phase [ due to interaction with other constituents or,
in other words, a momentum exchange term. Thus, momentum conservation

requires that
Nphases

; m =0 (5)



By performing Reynolds decomposition on instantaneous quantities and av-
eraging, mean transport equations can be obtained. Any flow variable can be
decomposed into a mean part and a fluctuating part as follows

b1 = O+ ¢y
(6)
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As &, = ngl, then ¢; = 0 which is also true for the time-average of any fluc-
tuating quantity. It should be noted that, by definition, the volume fraction
is a volume averaged quantity, so the meaning of ¢; represents fluctuations
at a larger scale, than the scale employed to define the volume fraction. Such
fluctuations thus represent, for instance, particle clusters.

In order to reduce the number of terms appearing in the Reynolds-averaged
like transport equations, a weighted-average or Favre-average is employed. For
instance, the Favre-averaged velocity becomes
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Favre-averaged values are indeed obtained from LDA measurements (laser
Doppler anemometry) when sampling flow quantities such as velocity, i.e., the
probe starts sampling as soon as phase [ is detected.

Averaging equation (1) results in the [—phase continuity equation for the mean
motion 50 p

8—; + o (@) = 0 (8)
If time-averaging were used, an additional source term due to the correlation
between fluctuations in volume fraction and velocity components would appear
in the continuity equation [14].

Similarly, equation (4) can be decomposed and averaged in order to obtain
the [—phase momentum conservation equation for the mean motion

%(m@,U;) + % (@7 U}) = %l@l <le~j + R;’J’) _ pl@u;‘u{] +
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where the Reynolds stress tensor, Ry’ = —plm, can be identified on the right

hand side together with the triple correlation between fluctuating velocities
and volume fraction, ¢;uiu]. These are direct results from Favre-averaging.



A transport equation for the fluctuations, u}, can be obtained by subtracting
the mean momentum equation (9) from equation (4) as described in [14]. Then,
an equation for the [—phase fluctuating kinetic energy, k; = —ulul 1u_l2, can
be derived by multiplying the resulting equation for the fluctuating motion
by u} and averaging. A general form for the transport equation of turbulent

kinetic energy relative to phase [ can be written as
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The above equation provides the basis for modeling the energy associated with
the fluctuating motion on each phase. The role of each term in (10) can be
clarified as follows. There is an extra-transient term on the left hand side of
(10), D}, which accounts for changes in time of correlations between fluctua-
tions in volume fraction and velocity, i.e ¢u;. Similar terms are neglected in
[14] so that 2 (®ik) is considered as the dominant transient term. The first
term in brackets on the right hand side represents the flux of fluctuating ki-
netic energy due to pressure fluctuations, turbulent advective transport and
the stress tensor, respectively

TP = ulp + pule] — 7] (1)
Again, contributions to the flux jlj from correlations involving the fluctuat-
ing volume fraction are not considered. The second term on the right hand
side of (10) completes the diffusion due to turbulence. The pressure velocity-
divergence correlation describes the transfer of energy between the turbulence
and the inner energy of the fluid. Such energy exchange is nearly always neg-
ligible for gas-solid flows of interest [9]. The term P, accounts for the rate of
production of turbulence kinetic energy from the mean flow

0
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where the contribution to the rate of production from the second term in (12)
is thought to be much smaller than the one from the mean flow gradients.
Next term, ¢;, stands for the rate of dissipation of turbulence energy
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It should be noticed that extra-production and extra-dissipation terms due
to correlations involving the fluctuating volume fraction are not considered in




Table 1
General averaged transport equations for a multifluid system.

Continuity equation (8)
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Conservation of total volume
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Momentum equation (9)
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Turbulence kinetic energy equation (10)
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(12) and (13). The second to last term in equation (10) is the work done by
the external forces and the last term represents the interfacial work. Thus, the
interaction among fluids is expressed by the (averaged) momentum exchange
term in (9) and the interfacial work in (10). Moreover, it is evident that the
presence of more than one phase modifies the stress tensor and turbulence
kinetic energy flux. In the next sections, attention will be focused on examining
plausible closure relations for these interaction terms regarding a gas-solid flow
as well as understanding the effect of each phase on the constitutive relations
of the other. The set of mean transport equations for a two-fluid system is

summarized in Table 1.



3 Transport equations for gas-solid flow

Equations (8), (9) and (10) combined with conditions (2) and (5) represent a
set of general equations for a multi-fluid system. By examining the nature of
a given constituent, the form for the [—phase stress tensor can be formulated.
For a fluid (gas-phase) the tensor 7,” represents the viscous stress tensor which
is proportional to the strain-rate tensor, i.e., a Newtonian fluid

U} 8071 (1)

1
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The effect of gravity is included into the external force term, B;, in (9). Thus,
the momentum equation for the gas-phase mean motion becomes
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where subscript f holds for the carrier phase (gas). The constitutive relations
for viscous stress tensor, 7;’, and the closure for Reynolds stresses, R;’, are
given in the next section. It should be noted that correlations among velocity

fluctuations and volume fraction, qbfu’]}ug}, are not considered. The evaluation
of this term would require an additional transport equation or a closure model
which, for instance, could depend on gradients of gbfuic [14]. This is not re-
garded in the current approach.

Similarly, the momentum equation for the dispersed phase (denoted by sub-
script s) can be written as
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where the first term between brackets on the right hand side, RY stands for
the kinetic stress tensor (second moment in solid velocity fluctuations) and
the second term, 77, is the collisional stress tensor in the particulate phase.
Expressions for these terms are derived from the kinetic theory of dry granular
flow in [4] and modifications to incorporate the interstitial gas effect on the
constitutive relations are described in [9]. The latter constitutive equations
are employed here to provide the closures for the dispersed phase. Finally, the



gas-phase fluctuating kinetic energy can be written as
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where the flux Jf collects the diffusive effect of turbulence due to the ad-
vective action of the velocity fluctuations, pressure transport and viscous flux
of ky, as it can be interpreted from (11). Furthermore, the pressure velocity-
divergence term and work done by fluctuating external forces are disregarded.
The production rate of k; becomes

Py = R"j% (®U7) (18)

so production of kinetic energy within the carrier phase is only due to the
action of Reynolds stresses. The rate of dissipation, €y, requires a closure
model or an additional (modeled) transport equation.

On the other hand, the fluctuating kinetic energy of the particulate phase can
be recast in terms of the so-called granular temperature, ©, = %u’su’s Accord-
ing to the current approach, the transport equation for granular temperature

can be expressed as
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where the production term P;, in the case of a dispersed phase, is due to both
kinetic and collisional stresses. Furthermore, the random motion of particles
and direct particle-particle interaction (collisions) give rise to an energy flux,
J?, analogous to the general flux term in (11). The rate of energy dissipation,
€5, Tepresents energy loss in collisions which also needs to be accounted for.
Before going on with the description of the constitutive relations within each
phase and the closure models, a comparison is carried out between the cur-
rent derivation of the solid-phase transport equations and the kinetic theory
approach. It is necessary to introduce this theory in order to obtain explicit
expressions for the kinetic and collisional stress tensors, energy flux and rate
of collisional energy dissipation in the solid-phase.

3.1  Kinetic theory of granular flow

The analogy with the Chapman-Enskog kinetic theory for dense gases [15]
and other statistical methods developed for gases have been commonly used
in the analysis of granular flow. It is the prevailing theory (if not the only one)
employed to accurately describe the particulate phase without the necessity of
empirical parameters. A brief outline of this theory is presented here as well



Table 2
Gas-solid two-phase flow transport equations

Solid-phase continuity equation

b, 0 o
ot o (2.0) =0

Conservation of total volume
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Solid-phase momentum equation (16)
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Granular Temperature equation (19)
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Gas-phase momentum equation (15)
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Gas-phase turbulent kinetic energy (17)
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as a comparison between the solid-phase transport equations already derived
and the results of the kinetic theory of granular flow. The theory applies in the
case of flow of uniform spherical particles if it is assumed that collisions occur
instantaneously between pairs of smooth spheres in translational motion. As
kinetic energy of the particles is lost in collisions between pairs of grains,
their inelasticity is taken into account through the coefficient of restitution,

10



es (0 < es < 1). The distribution of particle velocities is characterized by
the single particle velocity probability density function (PDF) f%) (¢, z,t)
which is defined such that the probable number of particles which at time
t are situated in the volume element (x,x + dx) and have velocities lying
in the range (c,c+dc) is fO (¢, ,t) dedx. The change in f) over a time
interval can be caused by direct collision between pairs of particles (though
their motion may be influenced by the presence of an interstitial medium).
Thus the net change of f) during dt is governed by

afm OfM . afm B afm
o P T e ~ e ),

(20)

which is known as the Boltzmann equation. The right hand side stands for
the rate of change of f(1) due to direct collisions between pairs of particles.
The last term on the left hand side represents any change on the PDF due to
external forces (per unit mass), @/, which comprises gravity effects and particle
interaction with a surrounding medium. Besides, the PDF allows to define the
ensemble average of any particle property, ¥ (¢, x,t), as

(0 (@ 0) = - [0 e ) 1 (e,w,1)de 1)

where n is the number density of particles defined by integrating the PDF
over the whole velocity-space. Thus, any mean quantity can be obtained from
(21), i.e. Ul = (¢') and v’ = ¢* — U!, which also allows to keep the notation
employed so far, but regarding mean quantities in the dispersed phase as
defined by (21). Following the derivations outlined in [1], a transport equation
for any averaged particle property can be obtained after multiplying equation
(20) by the particle property ¢ and integrating over the velocity space. The
general transport equation is known as Enskog equation

D (n(y)) ou? 0 i DUI [ o\
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Dy = Dy + ! % + a % (23)

Dt " "or T ol

and the operator % stands for the material derivative following the mean flow.
The right hand side of (20) times 1) integrates to nC (¢), which stands for the
collisional rate of change of the particle property per unit volume. The statis-
tics of binary collisions is characterized by the pair probability distribution

11



function, f@ (e;,x,, ¢y, T2, t). Based on the assumption of molecular chaos
[15] the pair probability distribution function can be related to the PDF of
each colliding particle, assuming that the particle velocities prior to collision
are uncorrelated with each other. The pair distribution function is further ad-
justed by a radial distribution function at contact, go, which intends to reduce
the volume in which the center of any particle can lie, thus ensuring the non-
overlapping of moving particles and increasing the probability of a collision.
Several expressions for gy have been proposed throughout the development
of kinetic theory. A typical expression is found in Table 3, as suggested by
Sinclair and Jackson [1]. The integral of the change of ¢ due to a binary
collisions can be recast into a more suitable form after performing a Taylor
series expansion of f) about the point of contact between colliding particles
as outlined in [4]. Thus, the collisional rate of change of any particle property
can be written as

nC (W) = xo () — 22 _ 90U @z(aw)

O’ ozt oul (24)
The first term on the right hand side is the collisional source (or sink) term,
Xs (¥), which represents the loss of ¥ due to inelastic collisions and the col-
lisional flux term, ©% (v), which is responsible for the transfer of 1) during a
collision. The derivative in parenthesis is an argument to the tensor ©%. The
source and flux terms are defined by integrals which depend on f®). These
integrals can be solved analytically by regarding some linear theory simplifi-
cations together with Grad’s method. The derivation is thoroughly described
in [4].

Conservation equations of mass, momentum and fluctuating kinetic energy for
the solid-phase can be obtained after substituting ¢ by m, mu?, and smu2,
respectively in equation (22), where m is the mass of a single spherical particle.
Conservation of mass in the solid-phase has the form of equation (8) provided
that mn = ®,p,. The same applies for momentum and fluctuating kinetic
energy. The external force per unit mass matches the last three terms on the
right hand side of equation (16) only if

1ap .1 .
_ O iy L s 25
ps Ot tet mn (25)
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where the force exerted by the pressure gradient on the dispersed phase can be
regarded as an Archimedes-like force. Moreover, the only contribution from the
collisional rate of change of momentum in (24) is the flux of mu’, or in other
words, the divergence of the collisional stress tensor, ©7 (mu?), which matches
®,7.9 in equation (16). Furthermore, the kinetic stress tensor is represented
as the correlation mn(u’u’), which is exactly the term ®;R% in equation (16).

The conservation equation for %mug matches the equation for granular tem-

12



perature (19) if the flux, production and dissipation of fluctuating energy are
respectively given by

T = Dyps(Suiul) + O (%mug)

Ps = — {(I)Sp5<uiug> + O} (mug)] %

Doe, = s (%mug)

The form of the production term P, in the dispersed phase deserves some
comment. The production rate of fluctuating kinetic energy in the solid-phase
is exclusively due to the kinetic and collisional stress tensors acting upon the
mean velocity gradient. There is no production rate related to concentration
gradients as suggested by the general form in (12). This is a direct result of
the kinetic theory approach.

Closure relations are required for the above correlations in order to close the
set of solid-phase transport equations. As it was mentioned earlier, expressions
for the sink and flux terms of any particle property can be devised after solving
their integral relations under some necessary assumptions [4]. It is assumed
that the solid-phase flow consists of nearly elastic particles, (1 — e;) < 1,
the spatial gradients of mean quantities are supposed to be small and low
anisotropy of normal stresses ought to be expected.

Following the derivation of Peirano and Leckner [9], it is possible to express
the kinetic and collisional stress tensors and the energy flux in terms of mean
quantities and known flow parameters. The effect of an interstitial fluid on the
particles motion is also take into account, which differs from the dry granular
flow analysed by Jenkins and Richman [4]. However, both sets of constitutive
relations match when there is no interstitial fluid.

Table 2 summarizes the set of equations for gas-solid flow under the Eulerian
framework. Expressions for the solid-phase stress tensors, energy flux and
collisional rate of dissipation are presented in the following sections together
with constitutive relations and closures for the gas-phase, which allows to
close the equation system. Now attention is directed to the interfacial coupling
between phases.

4 Closure modeling

Explicit expressions for the momentum exchange and interfacial work terms
are described in this section. Interaction terms represent the coupling between

13



phases, so their forms need to be consistent with the physical phenomenon
under consideration. Furthermore, closure relations for the stress tensors and
energy flux on both phases are described. Finally, a k-¢ model for gas-particle
flow is proposed based on the equations previously derived as well as the
generally accepted ideas for turbulence modeling in single phase flow.

4.1 Momentum exchange

Gas-solid flows involve the transport of heavy particles (p/ps ~ 107%) being
the drag force the most significant contribution to the momentum exchange
term. Under the Eulerian framework, the instantaneous drag force acting on
the gas-phase can be written as

iy = dupe () — 1) (27)

where 12} is the instantaneous undisturbed fluid velocity and Gis a drag func-
tion which generally depends on the local properties of the carrier phase and
turbulence, relative velocity, particle size and solid-phase concentration. This
parameter, as expressed in Table 3, is the inverse of the particle response time,
T4. The undisturbed fluid velocity can be related to the actual carrier phase
velocity by introducing the drifting velocity, U}

iy = Uy + uy + Ul (28)

The drifting velocity physically accounts for the dispersion of particles by
the fluid turbulence. This velocity can be thought as to be the gas-phase
fluctuating velocity seen by the particles at a specific point in the flow domain.
According to Simonin [6], U} reduces to the single correlation between solid-
phase volume fraction fluctuation and gas-phase fluctuating velocity when the
particle diameter and mean spacing values are tending to zero with respect
to the smallest turbulent length scales. Based on a configuration of particles
suspended in homogeneous turbulence, a model for the drifting velocity can

be expressed as

Ul = —D§f<iaq).s _ L O% ) (29)
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where the turbulent dispersion coefficient, Df;f, should apparently depend on
the relative motion between a given particle and the surrounding fluid, or in
other words, the so-called eddy-particle interaction time, Tstf. The extent to
which a particle interacts with the surrounding fluid can be quantified by the
Stokes number

Particle response time T4

St =

_ _ 30
Characteristic flow time T} (30)

Fig. 1 illustrates how a particle trajectory can be affected by the fluid flow. As
shown in the figure, any of three possible occurrences are likely to happen if a

14
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Stk1 St ~1 St>1
Fig. 1. Effect of an eddy (solid line) on particle trajectory (dashed line).

given particle encounters an eddy on its path through the continuous medium:
the particle has sufficiently small inertia to precisely follow the eddy motion
(St < 1), the eddy may cause a significant deviation on the particle trajectory
(St ~ 1), or the particle is not affected by the eddy leaving the swirling flow
with its path unaffected (St > 1). Hence, the trajectory followed by a particle
depends on the particle inertia and the intensity of the coming eddy, both
effects being considered by the Stokes number. Other relevant time scales in
gas-solid flow are also listed in Table 3.

A simplification regarding the drag function is required before time-averaging
the momentum transfer term (27). Following the assumptions described by
Hrenya and Sinclair [16], fluctuations on the drag function are written as

B =75+ ﬁ@ a? Pt ﬁ.f+H.o.T. (31)

9. ot
Considering a small particle size, contributions from fluctuations in (31) can
be neglected. This is a reasonable assumption for dilute systems and it also

implies that time scales associated with mean and fluctuating motions are
assumed to be identical. Then, averaging (27) yields to

— .7 @s(Ug—U;—Ug) Gy + 0,24

iy

where U} and U} are Favre-averaged velocities (7). The second to last term
on the right hand side, ¢ uys, can be neglected if the solid-phase concentra-
tion fluctuation is uncorrelated to the gas-phase velocity field. Experimental
studies have shown that heavy particles are not preferentially concentrated
so their distribution should be uncorrelated with the velocity field [17]. This
also implies that the last term can be disregarded. The mean velocities within
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Table 3
Representative time scales and flow parameters.

—~ 1 CpR 5 d2 || ds
Td 24Tp 18,uf Hf
ky oy U,
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brackets in (32) define the mean relative velocity
U, = U -U; - Uy (33)

Finally, the mean drag force acting on the gas-phase can be written as
M = p,FO,U! (34)
The opposite force acting on the solid-phase, M, follows from equation (5).

The averaged drag function, 3, needed to determined the mean momentum
coupling accounts for the deviation from the force acting on a single sphere
(Stokes’s law) [10]. This drag function can be recast in terms of particle
Reynolds number, Re,, a mean drag coefficient, Cp, and the Stokesian time
constant, 7,, as it is indicated in Table 3. The drag coefficient suggested by
Wen and Yu [1] is adopted in this study

24 0.687 )
[1 +0.15(®; Re,) ] if ®;Re, < 1000
(I)fR6p
Cp = (35)
0.44 if ®;Re, > 1000

To agree with Wen and Yu’s definition of drag function, it is required that
Cp = Cp(1— <I>S)_1'65, which is also consistent with the relations given in
Table 3. This corrects the drag coefficient showing the effect of a multiple
number of particles in the flow.
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4.2 Interfacial work

The work done by the fluctuating drag force acting on each phase needs to be
examined.

Regarding the gas-phase turbulent kinetic energy equation, interfacial energy
exchange terms are obtained after substituting the instantaneous drag force
(27) into the interfacial work term in equation (17). By considering the same
assumptions required to derive the mean momentum exchange term, the inter-
facial work in the gas-phase turbulent kinetic energy equation can be expressed
as

wjy = pJ7( o — by ) (36)
The above relation can be rewritten in terms of mean values using Reynolds

decomposition and the definition of the undisturbed fluid velocity (28). It
yields

uhmly = psﬂ{fbs (ugugf — ugcu;) + psulu’ — poulpuls +
(37)
(0.~ T - U) b

For particles with relatively large Stokes numbers (St > 1), the contribution
from the last three terms in (37) is negligible as pointed out in [17] and [6].
In terms of modeled correlations, the coupling energy term in the gas-phase
turbulent kinetic energy equation (17) becomes

Wy = pu®B (ko — 2ky) (38)

These terms respectively represent mean rate of interfacial energy transfer
as a result of the correlation between velocity fluctuations of the carrier and
dispersed phases, k¢, and extra-dissipation owing to the fluctuating drag force
acting on the fluid elements.

Similarly, the interfacial work in the solid-phase fluctuating kinetic energy
equation (19) becomes

i, = pB( Gl - Gyt (39)

which can be rewritten as

afmg = puB |, (ukuy — ulud) + Gl — G+
(10)
— (U, - T} ~ u3) ]
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Table 4
Models for gas-solid velocity correlation.

Model 1: Isotropic model Model 3: Simonin model [6]

ksp = cspr\/kpOs
n
ksp = ——(2k 3Xs 10,

Model 2: Koch model [18§]

QS S
. where  Xgp = —sPs
3d, 9 Pyrpy
ksp = U, |
4y/7O

By regarding the assumptions previously stated, the last three terms in (40)
can be neglected. In terms of modeled correlations, the coupling energy term
in the granular temperature equation becomes

W = psq)sﬁ(ksf - 3@8) (41)

where the second term on the right hand side stands for the extra-dissipation
due to the work done by the fluctuating drag force acting upon the particles
in fluctuating motion.

There is no general agreement on how to model neither the fluid-solid fluc-
tuating velocity correlation, k,y, nor the drifting velocity. A relatively simple
closure model for ks can be obtained by assuming isotropic velocity fluctua-
tions within each phase. A similar model was considered to simulate turbulent
gas-solid flow in a vertical pipe [2]. Good agreement was found between the
simulation results and experimental data for mean and fluctuating velocities
on both phases. However, the isotropic model contribution in the carrier phase
turbulent kinetic energy equation seems to overpredict the total production
of k¢, leading to a high turbulence intensity across the pipe.

Koch [18] was among the first to develop a model for the fluctuating fluid-
solid velocity correlation, which may be valid for a dilute gas-solid suspension
at low particle Reynolds numbers in the limit where particle-particle colli-
sions determine the particle velocity distribution function. On the other hand,
closure assumptions regarding ks must be consistent with the modeling of
single-phase turbulence when the particle response time tends to zero with
respect to the eddy-particle interaction time (i.e. 7 — o0), as pointed out by
Simonin [6].

More detailed models for the fluid-solid velocity correlation can be proposed by
developing modeled transport equations for ksr and U} [9]. However, in order
to have a consistent level of closure only algebraic relations are considered.
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Based on the current models for £y, the performance of three different closure
models is analyzed in this study. The assessed models are listed in table 4.
The turbulent dispersion coefficient, Dgf, necessary to determine the drifting
velocity, can be related to the fluid-solid velocity correlation as

1

As there exists a relative velocity between a particle and the surrounding gas,
a moving particle will cross the trajectories of fluid particles. Therefore, the
gas-phase turbulent motion must be expressed as viewed by the particulate
phase, being Tstf the time scale of the fluid turbulent motion determined along
particle trajectories [6]. The direction-dependent parameter, C, needed to
compute the eddy-particle interaction time which is listed in Table 3, is given
by

T[] )
And the magnitude of the instantaneous relative velocity necessary to calculate
the particle Reynolds number and mean drag function can be approximated

as
(@, ~ JUIUI + wiul = \JUIUi + 2 (ky — kyf) + O, (44)

4.8  Constitutive relations

iTTi 2
Cs = 1.8—1.35[ U.Us ]

The equation set in Table 2 describes the evolution of mean velocities, pres-
sure, turbulence kinetic energy, granular temperature and solid-phase concen-
tration. This system, however, is not closed as the averaged transport equa-
tions contain several expressions that need to be related to mean variables.
Namely, constitutive relations are required for the stress tensors and energy
flux relative to each phase.

4.3.1 Dispersed phase

The Boussinesq assumption is used to model the solid-phase kinetic stress
tensor

R = 2p/! (89 — 1SM§1) — p,©,67 (45)
where 1! stands for the solid-phase kinetic viscosity. Similarly, the collisional
stress tensor is

T = 2p0% (9 — LSH69) — (1+e,) <2¢>spsgo@s—uf%5*§k> 07 (46)

s

where v¢ is the solid-phase collisional viscosity. Expressions for the solid-phase
viscosities, given by kinetic theory, are listed in Table 5.
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Table 5
Solid-phase viscosities and diffusion coefficients from kinetic theory [9].

Stress tensor

c
Ts

-1
Vb= [gnksf +0,(1+ cpsgoal)} (z + _> a=2(1+e) (365 — 1)

v = A0,g0(1+e,) <ug+ds./%> a2 =11+ e)(3—c)

Energy flux

-1
KL = [%nksf +0,(1+ (I)sgoas)] (% + %) az = 3(1+ 68)2(268 -1

kS = Dygo(1+ e5) (gmg + 3d /%) as = 155 (1 + es) (49 — 33es)

Energy flux is modeled as proportional to the granular temperature gradient
(47)

where I'y = 2p, (k! + k¢) is the granular conductivity which consists of kinetic
(k%) and collisional (k¢) contributions. Solid-phase conductivities are given in
Table 5.

The collisional rate of dissipation can be written as

(1—e?)
271¢

€s = Ps O, (48)

where the particle-particle collision time, 7¢, accounts for the time experienced

) '8

by a given particle between two successive binary collisions.

4.8.2  Carrier phase

For a Newtonian fluid, the mean viscous stress tensor is given by

Ty = 2} - Lspo) (49)
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In two-equation turbulence modeling, Boussinesq assumption is commonly
employed to determine the Reynolds stresses

Ry = 20 (S7 — 4897) — Zoghso? (50)

where R}j is aligned with the mean rate-of-strain tensor. This alignment is
not always the case for most turbulent flows and it represents a significant
potential discrepancy [19]. Furthermore, Boussinesq assumption implies that
Reynolds stresses will only be present if there is a velocity gradient, which
does not contemplate velocity disturbances generated by the dispersed phase.

The energy flux is modeled by a gradient-diffusion relation

t
jf = —<,uf+ﬁ>% (51)

o ) OxI

Eddy-viscosity

The eddy-viscosity, pf%, in (50) and (51) may be determined from local values
of two scalar properties that characterize the gas turbulence, i.e. a turbulent
velocity scale, U, and a turbulent length scale, ¢

t
Broue (52)

P

It is customary to estimate the velocity scale as U = kjlc/ ?. The length scale
which quantifies the turbulent transport or mixing process can be determined
by combining k; and e;. However, the effect of particles on the turbulent
length scale should also be taken into account.

As the space occupied by the spherical particles is not available to the gas, this
must restrict the turbulent fluctuations. The space occupied by the particles
in a volume ¢3 is given by
T

D03 = 6diN (53)
where NNV is the number of particles in that volume. Furthermore, an assump-
tion must be made for the structure, or arrangement, of the particles. If it is
assumed that particles are evenly distributed along the three spatial directions,

then /
1/3
™

Nevertheless, the gas-phase turbulence will be suppressed at the close-packing
limit, so the space occupied by the particles should be normalized by the
maximum solids volume fraction [20]. Thus, the effective turbulent length
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Table 6
k-¢ turbulence model coefficients.

Cu Cel Ce2 Ce3 | Ok O¢

009144 (192121013

.\ /3 132
fe:€[1—<65> ]Nf_ (55)

scale becomes

7T(I)s,max €f

where the maximum packing fraction is to be determined experimentally.
Hence, the eddy viscosity can be expressed as

-1
6o, \'* k2
My = Cupy [1—< ) ] - (56)

TPy max €f

4.4 k-€ model for gas-solid flow

A modeled transport equation for the gas-phase turbulent kinetic energy fi-
nally takes the form

9 9 N0 i\ Ok;
5 (Prorks) + 55 (ps®Ujks) = Ere lq)f <Mf + —> %1 +

Pf — (I)fEf + psq)sﬁ(ksf — 2]{Zf)

where production due to mean flow gradients, Py, needs no further modeling
once the Reynolds stress, Rz}j, has been approximated by the Bousinessq or
eddy-viscosity model (50). The gas-phase turbulence modulation due to gas-
solid interaction and extra-dissipation (38) are already expressed in terms of
mean flow quantities.

Similarly, an analogous modeled transport equation for the gas-phase rate of
dissipation, €, can be written as

0 0 - 0 /f} Oes
(58)
€ — €
(Cdpf - CEQ(I)fEf) ]{I_f + Cegpsq)sﬂ(ksf — 2]{Zf)k—f
f f
Suitable model coefficients are listed in Table 6. When the gas-solid velocity
correlation is modeled by using Model 1 in Table 4, the coefficient ¢ is set
to 0.2.
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4.5 Solid-phase fluctuating kinetic energy

The granular temperature transport equation takes the following form

310 0 i 0 00,
35 e + g (pvnon)| = 7 e 2| 4 7
(59)
+ psq)sﬁ (ksf - 395)
where the production term, Py, is given by
. N\ OU?
= O, RY + TV | —
738 S(Rs + S )axj (60)

5 Model validation

Simplified versions of the transport equations listed in Table 2 are applied to
simulate a steady, fully-developed flow in a vertical pipe of 30.5 mm diameter.
This case was experimentally researched by Tsuji et al. [12]. Fig. 2 shows a
schematic of the flow region together with relevant variables and parameters. A
constant pressure gradient in the axial direction, Cé—f, is set as the flow driving
force acting against gravity. Thus, pressure gradient is an input parameter
which needs to be adjusted in order to attain a specific flow condition.

In addition, three different models accounting for the gas-solid velocity corre-
lation are employed to determine the coupling between gas and solid fluctu-
ating kinetic energy equations and the effect of gas-phase turbulence on the
solid-phase constitutive relations.

Predicted mean velocities and turbulence intensity profiles are compared with
a single set of measurements of Tsuji et al. [12]. The representative case chosen
for validation comprises polystyrene beads with density ps = 1020 kg/m? and
diameter ds = 200 pm. A mass-loading ratio, £, of 3.2 which is defined as

R
/ @, U, r dr
0

R
/ pr(1—@,)Usrrdr
0

L= (61)

and a centerline gas velocity U, = 10.8 m/s are also reported in these experi-
ments.

For a steady, fully-developed and relatively dilute gas-solid flow in a vertical
pipe, the gas-solid flow transport equations can be simplified to a set of non-
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Fig. 2. Gas-solid flow in a vertical pipe of radius R. Uy and U, stand for the gas
and solid phase mean velocities, respectively.

linear ordinary differential equations (in polar coordinates) for determining
the six unknowns Uy, Uy, ®,, O, ky, €. The equation system is summarized
in Table 7. The gas-phase equations include balance of momentum in the axial
direction, turbulent kinetic energy and rate of dissipation. On the other hand,
momentum equations in the axial and radial directions need to be satisfied
for the solid-phase together with the granular temperature equation. It can
be shown by looking at equations 16, 45 and 46 that the solid-phase momen-
tum equation in the radial direction simplifies to 0 = dj; = where P; is the
so-called granular pressure. Besides, the solid-phase shear viscosity is defined
as s = Pyp,s (V4 1v€) and the rate of collisional energy dissipation (48) is
recast as a linear term on Oy by defining

As it was previously stated in section 3.1, a very important and sensitive
parameter that characterizes particle-particle interaction is the coefficient of
restitution. As a result, it will significantly influence the calculation of solid-
phase constitutive relations like viscosities, diffusivities and collisional dissipa-
tion. It is not easy to specify a unique value for this coefficient as it depends on
the impact velocity. Based on the assumptions of the current closure modeling,
a constant value of e, may be adopted to account for the inelasticity of binary
collisions. By conducting a survey of previous numerical studies (Hadinoto et
al. [2], Zhang et al. [20], Cao et al. [21]) a value of 0.9 seems to be reasonable.
This value is set constant throughout the simulations.

24



Table 7
Simplified transport equations for fully-developed gas-solid flow in a vertical pipe

Gas-phase equations

P 1

dz r

1d 1\ dky
= 1— &, LV i
0 rdr [r( )<'uf+0k> dr

d AU _
dr |:T (qu +'ul]€”) W] + @sps8 (Us — Uf)

+ P — (1= @) ppes+

(I)SPSB (ksf - 2k7f)

- dr o + |:051Pf_c€2 (1_(I)s)pf€f+

1d 1\ deg
0——d— [T(l—q)s) (Mf—i__)%

— €
cs®psB (ks — 2hy)| k_j;

Solid-phase equations

Q . 1d dUy
dz rdr

msﬁ] + OB (Uy — Us) — ypsg

0= where Py = ®ps [142Psg0 (1 + e5)] O

1d o, AU, \ ? _
=~ 5 (I)srs— s\ 7 _)\s s (I)s s ks - s
0 {r dr}+u<dr> Os + Pyps3 (ksy — 30s)

5.1 Boundary conditions

Standard single-phase wall boundary conditions for the gas-phase are assumed
to hold in the case of dilute gas-solid flow

3/47.3/2
Cu/ kf,p

Uf\wazz =0, ]ff\wau =0, €f|wau = mérp
where k = 0.41 and Jr is the distance from the wall to the nearest node p.
This set of wall boundary conditions implies that the gas-phase mean velocity
profile is not significantly affected by the presence of particles in the vicinity
of the wall.
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Solid-phase boundary conditions at the pipe wall are slightly more compli-
cated to specify as many rheological parameters need to be regarded. Particle
linear and rotational velocity prior to collision, particle impact angle, particle
shape and wall roughness are among the major parameters which are nec-
essary for a complete characterization of particle-wall collisions [22]. On the
other hand, more simplified wall boundary conditions were proposed by John-
son and Jackson [23] and are widely used for gas-solid flow. These are adopted
in the present study in order to cope with a reasonable level of closure.

Similar to the use of wall functions in single-phase turbulent flow, a solid-phase
shear stress is prescribed at node p

wd

_ S,P

Ts = 6q>s,maxgppngUs’p 368,])

where the specularity coefficient, ¢, represents the fraction of collisions that
transfer momentum to the wall. This parameter varies from 0 to 1 for smooth
to rough surfaces, respectively.

Similarly, the boundary condition for the granular temperature is based on a
balance of energy in the vicinity of the pipe wall

dO,
r,—= = U, p7s — I
dr wall T
TP
whnere s _12q>87maxpsgo( 6w)(3@57p)

where e, is the coefficient of restitution for collisions between particles and
the pipe wall. Thus, the flux of granular temperature at the wall is determined
from a balance between generation of granular energy due to particle slip at
the wall and dissipation due to inelastic collisions, /.

The above wall boundary conditions for the solid-phase velocity and granular
temperature have shown to be fairly stable. On the other hand, setting the
gradients of U and ©, to zero leads to oscillations and divergence. Optimal
values for the particle-wall collision and specularity coefficients are 0.85 and
0.005, respectively. The granular temperature profile shows some sensitivity to
the experimental parameters e,, and ¢ which both depend on the properties
of the particle and wall surface.

Due to the axisymmetrical nature of the flow, gradients of mean quantities
dF

are set to zero at the centerline, 7- = 0.
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Fig. 3. Solid-phase volume fraction profile for a mass-loading ration £ = 3.2.
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Fig. 4. Mean velocity profiles normalized by the centerline velocity, U, = 10.8 m/s.

5.2  Numerical results

The resulting equations are discretized by using the finite-volume method
approach described in [24]. The need of low under-relaxation factors for mean
flow quantities and source terms is necessary in order to achieve convergence.
In the calculation, a constant pressure gradient is specified and tuned until
the centerline velocity and mass-loading ratio are within 1% of the reported
experimental values. In addition, three different models accounting for the
gas-solid velocity correlation are employed to determine the coupling between
gas and solid fluctuating kinetic energy equations and the effect of gas-phase
turbulence on the solid-phase constitutive relations. The solution has been
verified to be grid independent by checking that an increase in the number of
grid points had a negligible effect on the computed profiles.
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Fig. 5. Normalized granular temperature profiles for different models of gas-solid
velocity correlation listed in Table 4.
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Fig. 6. Normalized gas-phase turbulence intensity profiles for different models of
gas-solid velocity correlation listed in Table 4.

Fig. 3 illustrates the computed solid-phase concentration. It evidences a con-
siderable segregation of particles towards the centerline. This is in accordance
with previous numerical simulations [21] that show how particles move from
high turbulence intensity regions to low turbulence regions.

Calculated gas and solid mean velocity profiles are shown in Fig. 4 together
with available experimental measurements (only for air). The velocity profile
for unloaded air flow is also shown to indicate the effect of the particulate
phase on the gas phase mean velocity. There is very good agreement between
the simulation results and the reported experimental data. The momentum
exchange term is mainly responsible for the flattening of the gas mean velocity
profile with respect to the clear gas. Although there are no solid-phase mean
velocity measurements for this particular mass-loading ration, flat velocity
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profiles have also been observed for different particle loadings [21]. Unfortu-
nately there is no complete set of experimental data for a single L.

The dimensionless profile of granular temperature is shown in Fig. 5. There is
excellent agreement between the computed profile and the solid-phase r.m.s.
fluctuating velocity measurements by Tsuji et al. [12]. As it can be seen, gran-
ular temperature profiles are independent of the model employed to calculate
the gas-solid velocity correlation.

Finally, normalized gas-phase turbulence intensity profiles are shown in Fig. 6
for different models of kys. It can be seen that there is an obvious turbulence
attenuation with respect to the clear gas turbulence intensity profile. There is
no apparent effect of ks on turbulence intensity profiles in the vicinity of the
pipe wall. This is expected as the production term due to the gas-phase mean
velocity gradient dominates in the near wall region. However, the influence of
ks; becomes important far from the pipe wall. It can also be related to the
higher solid-phase concentration towards the centerline.

Although models 1 and 2 for k¢ are quite different, their influence on turbu-

lence intensity is almost the same. Overall, \/% /U, is underestimated far
from the wall independently of the chosen ks; model. Nevertheless, model 3
slightly improves the predicted turbulence intensity profile although its rela-
tive contribution is still too low.

6 Conclusions

This paper presents a general framework for the derivation of the averaged
transport equations for turbulent gas-solid flows, taking into account the cou-
pling between the turbulent nature of the gas phase and its interaction with
the particles. It is shown that the interaction terms arise from the decomposed
and Favre averaged Eulerian-Eulerian governing equations. To close the trans-
port equations describing the particulate phase, the particulate stress tensor
and energy flux are related to mean flow quantities by extending kinetic the-
ory of granular flow with interstitial fluid effects. The solid phase constitutive
equations are extended to include the effect of interstitial gas, momentum and
energy exchange between phases, and turbulence modulation.

The model is validated by comparing its predictions to experiments of fully
developed turbulent gas-solid pipe flow. In general, there is very good qual-
itative and quantitative agreement between the simulation results and the
experimental data. The presence of a dispersed phase clearly modifies the gas-
phase behavior as illustrated when comparing the profiles for a single phase
flow (clear gas) to the particle laden flow cases. It has also been shown that an
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increase in the solid-phase concentration significantly dampens the gas phase
velocity fluctuations far from the pipe wall; this is in accordance with experi-
mental observations. The gas fluctuating velocity is somewhat underestimated
far from the pipe wall, which is probably due to the isotropic character of the
model employed to determine the fluctuations on each phase. A more com-
plete model, accounting for the anisotropy of the fluctuations, will improve
the results even further.
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