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Abstract

Energy-related investment decisions in the buildings sector are heterogeneous

in that the outcome for each individual varies according to budget, values, and

perception of a technology, even if an apparently identical decision task is faced.

In particular, the rate of adoption of new energy-efficient technologies is often

hard to model and underlines the need for an advanced approach to capture

diversity in decision-making, and enable the inclusion of economic, comfort, en-

vironmental and social aspects. This paper presents an enhanced agent-based

model that captures several characteristics of consumer behaviour that influence

investment decisions. Multiple agents with different objectives, search strate-

gies, and decision methods are implemented. A case study is presented which

illustrates the benefits of the approach for the residential sector in the UK. The

agent-based method shows diversity in investment decisions, without requiring

the constraints on uptake needed in many models. This leads to a range of

technologies in the market during a transition phase, continuous investment in

low capital cost technologies, and eventually the emergence of a low carbon sys-

tem based on new mass market technologies. The system that emerges is vastly

different from one observed when economically rational investment is assumed

and uptake constraints are applied.
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1. Introduction1

Climate change has become increasingly important since it gained global2

attention in the late 20th century. The implementation of the Paris Agreement3

to hold the increase in global average temperature to well below 2◦C requires4

radical change in all energy consuming sectors [1]. Within this context, buildings5

account for almost a third of final energy consumption globally, and an equally6

significant amount of CO2 emissions [2].7

While some low-carbon technologies have been shown to be economically8

competitive, limited understanding of the consumer perspective may block large9

scale commercialisation [3]. Many barriers such as overseen technical problems10

and unwillingness to abandon the status-quo also affect the uptake of technolo-11

gies [4]. It is apparent that the diffusion of technologies and related investment12

decision-making process is more complex than characterized in many models.13

Beside several important economic and environmental criteria that people take14

into consideration when making a decision, investment behaviour is also influ-15

enced by social and psychological factors. Hence, behavioral models are needed16

that include these psychological and social factors along with technical and eco-17

nomic aspects [5].18

To account for the consumer behaviour, this paper presents an agent-based19

model that is integrated within the building sector in the MUSE framework,20

the ModUlar energy systems Simulation Environment, an integrated assessment21

model (IAM) developed at Imperial College London. An overview of MUSE is22

provided in Appendix A.23

1.1. Literature Review24

To build a model of decarbonisation investment behaviour for the building25

sector, they key elements influencing consumer investment behaviour need to26

be identified.27
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1.1.1. Factors Affecting the Decarbonisation Investment Behaviour28

Several studies [6, 7, 8, 9, 10] outline decarbonisation strategies and analyse29

potential pathways for the decarbonisation of the UK building sector. For exam-30

ple, [10] identifies the reduction of the carbon intensity of the energy carrier, the31

reduction of the heat demand, and the development of low carbon heating tech-32

nologies as key elements to achieve a significant carbon reduction. Similarly, [6]33

highlights the potential of an increase in building performance, re-engineering34

the heat supply or increasing efficiency of existing technologies. The results of35

[7] also emphasize the need for a better insulation of all dwellings, alongside36

a rapid and substantial increase in green energy. In contrast to other works,37

the study in [8] integrates one further aspect by examining the role of commu-38

nity or distinct heating schemes alongside building-by-building decarbonisation39

measures. Following the review of decarbonisation measures above, four main40

strategies can be identified: (i) reduce service demand via behavioural change41

(e.g. turning off lights or appliances) (ii) increase in building energy efficiency42

(e.g. daylighting, insulation, controls) (iii) improved or alternative technologies43

that meet service demand (e.g. lighting, appliances, boilers, heat pumps, etc)44

(iv) adoption of low carbon supply technologies (e.g. solar PV).45

Several factors affecting humans decision making to invest or engage in the46

decarbonisation options outlined above have been investigated by experimental47

methods and standardized questionnaires or interviews. In [11], it is suggested48

that investments are carried out based on technical and comfort criteria after49

appliances reach their end of life, or economic incentives draw consumer atten-50

tion. A similar pattern can be observed in [12] where installation cost, technical51

maturity and feasibility are the crucial barriers for adoption followed by com-52

munication and interaction between consumers. Similarly to [12], it is shown in53

[13] that social interactions promote energy-relevant investments. The results54

in [14] and [15] indicate that economic factors and product performance are the55

main criteria with a focus on fuel consumption over capital cost. They fur-56

ther highlight the difficulty of introducing new technologies to the market due57
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to social factors and resistance of social groups. To broaden the scope of the58

analysis, the study presented in [16] includes contextual factors and personal59

factors in addition to economic incentives. They point out the differences in60

decision making based on age, experience with a technology, and level of ed-61

ucation. A categorisation of all the possible factors into five main subsets is62

presented in [17]. They identify that households’ income has the highest influ-63

ence on energy-saving technology investment, but emphasize that the expected64

consequences for and beyond the household are regarded as highly correlated65

with decision making.66

Throughout the reviewed literature three key elements emerge that should67

be included in a simulation model of energy-relevant decision-making processes:68

• Integration of the four key decarbonisation strategies.69

• Heterogeneous independent decision makers to capture diversity in how70

investment decisions are made.71

• A combination of economic factors, social factors and investors ’ personal72

attitude towards technical problems as criteria for the decision making.73

1.1.2. Building Sector in IAMs74

Integrated assessment modelling is a type of scientific modelling often used75

in environmental science and environmental policy analysis, characterized by76

the integration of knowledge from several domains. Apart from MUSE, a va-77

riety of IAMs exist, all differing in methodology, level of technical detail, and78

geographical scope. All of these incorporate a building sector element.79

WITCH (World Induced Technical Change Hybrid) is a dynamic global80

model that includes the most important energy sectors: electricity, transport,81

and an aggregated non-electric (industry, services and residential) sector [18].82

The calculation of technology and fuel switching are based on constant elastic-83

ity of substitution functions where energy investments and resources are chosen84

optimally.85
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MESSAGE (Model for Energy Supply Strategy Alternatives and their Gen-86

eral Environmental impact) is a commonly used energy system model developed87

by the IIASA (International Institute for Applied Systems Analysis). It creates88

scenarios based on minimising total system cost of serving demand using linear89

programming, where a rich range of technologies are individually characterised90

[19, 20].91

Another example is GCAM (Global Change Assessment Model) where the92

market share of all competing technology options is determined based on a logit-93

share function on the investment cost without considering additional factors94

such as the fuel consumption cost, comfort, emissions or similar [21].95

NEMS (National Energy Modelling System) is an energy system model rep-96

resenting US energy markets. A ’technology choice’ submodule is introduced:97

For new investments, the choices are determined based on the energy shares98

derived from surveys and adjusted based on relative life cycle costs. For re-99

placements, fuel switching costs are determined based on the cost and efficiency100

of each technology, and are used to estimate the percentage of consumers choos-101

ing each technology [22, 23].102

TIMES (The Integrated MARKAL-EFOM System) and TIAM (TIMES In-103

tegrated Assessment Model) belong to a family of energy system optimisation104

models [24, 25]. In the building sector, energy investment is optimised, with105

all consumers having perfect knowledge of all technology options and minimis-106

ing costs over long time horizons. Constraints are used to attempt to make107

consumer decisions more realistic. For example, calculated by drivers and con-108

sumers’ sensitivity to these drivers to render a cost optimal solution. As seen109

above, in all reviewed energy system models changes in economic factors and110

macroscopic demographic figures are the main drivers where no homeowners’111

preferences of end-use technologies are integrated.112

In [26] a heating preference based methodology is embedded in TIMES based113

on survey data about households ’ preferences to define fixed constraints on114

technology switching. Although this study enables the inclusion of consumer115

preferences and splits the large problem into individual sub-problems, the survey116
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data only guarantees an accurate determination of the preference constraints for117

the current point in time.118

Another study of the residential and transport sector for France, which ex-119

tends the TIMES framework to include heterogeneity and behaviour, is pre-120

sented in [27]. Similar to the study [26] the problem is split up based on121

survey data to account for 180 household types independently. Each of the de-122

fined households then minimizes their overall cost subject to budget constraints,123

though no non-economic metric is considered.124

Recent work with focus on the transport sector in [28] goes one step further125

by adding non-monetary and stochastic elements in the objective function to126

increase the heterogeneity in decision making, yielding the COnsumer CHoice127

INtegration COCHIN-TIMES model.128

All of the above methods create different consumer segments to yield het-129

erogeneity in the consumer choice while keeping the intertemporal optimisation130

framework of TIMES where the explicit decision-making behaviour is not di-131

rectly modelled.132

The PRIMES (Price-Induced Market Equilibrium System) model is a no-133

table exception in that it shows a first approach to include further behavioural134

characteristics beside technical and economic metrics in the calculation of in-135

vestment decisions by calculating a perceived cost including fuel share, which136

is calculated by a function of fuel costs, households ’ income and equipment137

maturity as the basis for investment decisions [29].138

1.1.3. Investment Behaviour Models139

Many well-known classic theoretical constructs are concerned with individ-140

ual motivational factors as determinants of the intention of performing a specific141

behaviour and thus attempt to predict whether individuals will accept certain142

new technologies [30]. Some of the influential theories of human behaviour143

due to their simplicity and proven suitability are the theory of reasoned ac-144

tion (TRA) [31], the theory of planned behaviour (TPB) [32], the decomposed145

theory of planned behaviour (DTPB), the technology acceptance model (TAM)146
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[33], and the unified theory of acceptance and use of technology (UTAUT) [34].147

The determinants for the intention and behaviour differ throughout the mod-148

els by including perceived behavioural control, ease or difficulty of performing149

a behaviour [32], underlying belief structure [35], or perceived usefulness and150

perceived ease of use [36]. Limitations of TRA, TPB, DTPB and TAM are151

the reliance on the assumption that people are rational and make systematic152

decisions based on available information, and unconscious motives, affective-153

cognitive view, personality and demographics are not taken into consideration.154

UTAUT differs from other approaches in that it simulates individuals’ actual be-155

haviour towards certain state-of-art technologies [34]. The behavioural intention156

in UTAUT is determined based on performance expectancy, effort expectancy157

and social influence. All aforementioned models are still criticized to be oversim-158

plified and questions remain regarding whether they can be used for explaining159

human behaviour in dynamic systems [37].160

In addition to these approaches, many conceptual frameworks have been161

established to describe the factors that can affect the households’ decision on162

energy use [38, 39]. Apart from concept-only frameworks several studies on in-163

dividuals’ decision-making processes adopt static mathematical methods which164

ignore the psychological and social influence that could have great impact on165

the final decision [40, 41, 42, 43, 44, 45]. For example, applied simulation or166

optimisation methods require constraints on the maximum capacity addition of167

one specific technology at each simulation time step. These methods are highly168

sensitive to the choice of constraint levels, where an accurate identification of169

these constraints remains challenging. Similar limitations exist for choice mod-170

els based on logit or nested logit approaches that can include a large number171

of parameters that are identified by regression methods. The identification re-172

quires the availability of a set of data to yield a reliable parametrization where173

the parameters are identified based on selection procedures without basis in the174

physical system. Another shortcoming on logit models is the independence from175

irrelevant alternatives axiom [46] stating that the relative odds between any two176

outcomes are independent of the number and nature of other outcomes being si-177
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multaneously considered. Multi-agent simulations can handle a far wider range178

of nonlinear behaviour than conventional equilibrium models [47] and are thus179

suitable to model investment decisions in the building sector.180

1.1.4. Agent-Based Modelling181

ABM finds its application in various fields to model the dynamics of complex182

systems on a micro-level where macro system characteristics emerge from the183

aggregation of the behaviour of individuals; the decisions of individual agents,184

their heterogeneity, and interactions with each other and their environment can185

be approached with limited knowledge about the larger complex system [48, 47].186

At the macro level, the approach arguably results in outcomes that have a higher187

probability of actually occurring. The core of the methodology is the definition188

of different heterogenous agents rather than treating them as a single entity189

that follows a single decision method. Each agent is defined by its own goal,190

attributes and methodology to solve a specific problem. Although agents can191

be defined in various ways and there is no necessary agreement on a general192

approach, several characteristics are believed to be essential [48]:193

• An agent is considered as a self-contained and identifiable individual, with194

a boundary that enables determination of unique attributes.195

• An agent is autonomous, able to interact with other agents and is able to196

get access to information within the environment they live in.197

• An agent’s behaviour is goal-oriented. An agent needs to react to the198

pre-defined goals and adjust its decision making to achieve them.199

The agent-based method (ABM) can provide an understanding of the emer-200

gent properties of many interacting considerations in complex circumstances201

where intuition fails [47].202

In [49], an ABM based on the Power Distance of Hofstede’s national culture203

model, measures of extroversion, social status, social responsibility, agreeable-204

ness and openness, as well as a five-factor model of personality is used to model205
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investment decisions in the transport sector. The work in [50] focuses on the in-206

vestment behaviour according to certain brands and their characteristics based207

on cost, quality, advertisement, and social influence. A novelty in this work208

is the integration of the decoy effect, which models the change in behaviour if209

new technologies enter the market. However, both methods assume a common210

decision and search behaviour for all agents where the only heterogeneity lies in211

the different objective weightings.212

Several ABMs can be found to simulate the land use in the agricultural sec-213

tor. One widely used method is presented in [51] where an ABM is combined214

with a cellular automata to integrate spatial aspects. Sequences of linear pro-215

gramming problems are autonomously solved for each agent based on the same216

objective but different cost factors. Adoption constraints are introduced in form217

of network-threshold values that reflect the cumulative effects of experience and218

observation of peers’ experiences.219

Multi-agent models can not only include different decision criteria but also220

enable definition of a bounded rationality for each agent in which the invest-221

ment decision is carried out [52]. In this approach several agents with different222

goals and rationality types are defined which leads to different search rules and223

decision methods. Although this method presents a good approach in modelling224

energy investment behavior, the agents definition is only carried out for one spe-225

cific city, technology types available are limited, there is no distinction between226

retrofit and new buildings, and there is no foresight about future energy demand227

and which technologies will be decommissioned over time.228

Overall ABM help to overcome limitations of conventional investment mod-229

els since they enable the integration of a more realistic consumer behaviour230

towards technological change by using several objectives to mimic the versatile231

investment behaviour of different decision-makers in a population.232

1.2. Main Contributions233

The focus of this work lies in the development of an advanced building sec-234

tor model using an ABM to realistically depict investment behaviour and sub-235
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sequent energy consumption, within the framework of an IAM. In particular,236

the combination of ABM and techno-economic investment models presents a237

promising approach to overcome current limitations and thus to avoid arguably238

idealistic representations of energy system change. It takes the heterogeneity of239

decision makers into account by the use of several socio-demographic factors and240

subjective criteria (e.g. comfort) to determine preferences for energy technolo-241

gies. The proposed model structure enables the investigation of the technology242

adoption in more detail by e.g. examining the influence of the information243

gathering and decision making independently. The in depth analysis further244

facilitates the identification of target groups that are more likely to take up245

specific technologies. The main contributions of this paper can be summarized246

as follows:247

• An enhanced building sector model using an agent-based method to rep-248

resent the real-world decision making via ability of people to gather infor-249

mation, evaluate the options, and make decisions.250

• A methodology to model the limits, barriers and speed of consumer adop-251

tion of technologies, avoiding sensitive constraints on the technology ca-252

pacity addition or similar.253

• The development of a suitable modelling framework which is adaptive to254

several geographical regions to account for customer needs and cultural255

differences.256

• The distinction between investments required in new buildings and retrofits257

of existing building, which has been neglected in many studies.258

• The analysis of the energy transitions of the residential building sector in259

the United Kingdom under limited foresight to integrate the uncertainties260

on future energy demand and price while simultaneously presenting an261

adequate investment behaviour.262

The paper is organised as follows. In section two, a descriptions of the agent-263

based method, including agent definition and investment strategy, is given. The264
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parametrisation of the agents is outlined in section three. In section four, a265

case study for the United Kingdom is used to illustrate the advantages of the266

proposed approach. Section five gives a conclusion.267

2. Methodology268

This section presents how the incorporation of ABM within the residen-269

tial building sector module (RBSM) in MUSE provides a richer depiction of270

future energy demand and technology choice, by taking demographic and socio-271

economic heterogeneity as well as individual beliefs into account.272

There are four potential pathways for decarbonisation of the residential273

building sector as identified in section 1.1.1. The current version of the RBSM fo-274

cuses on the last two aspects (adaption of improved, alternative and low carbon275

technologies) and the former two points are aspects of future work (behavioural276

change and increase in building efficiency) and are therefore only indirectly con-277

sidered in this paper. The effect of measures reducing energy demand (e.g.278

insulation) and behaviour changes in technology usage are investigated via a279

sensitivity on the service demand projections.280

2.1. Residential Building Sector Module (RBSM)281

Within the MUSE framework, RBSM aims to simulate future final energy282

consumption based on an investment decisions representing real consumers’ be-283

haviour in the market, disaggregated into 28 global regions and temporally284

resolved into 30 timeslices per year. In order to take people ’s attitude to-285

wards technologies and technological changes into account, the RBSM applies286

a bottom-up approach to technology characterisation, based on unit technology287

cost, efficiencies, lifetime and emissions. It includes 64 different technologies to288

provide lighting, cooling, space heating, space cooling, appliances, and water289

heating. The RBSM is implemented as a two-step simulation approach. First,290

the service demand is dynamically calculated for each end-use using macroeco-291

nomic drivers. Then the agent-based investment algorithm is used to determine292

the technology market share, and, consequently the fuel mix.293
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2.2. Investment Algorithm294

The modelling concept can be describe by four main steps and is schemati-295

cally illustrated in Figure 1.296

Determine demand per agent

• Retrofit: Calculate amount of assets
requiring replacement for each agent

• New: Determine new assets based on
agent share of population and increase
in demand

Search for potential assets & information

• Apply search rule: all, existing, same
fuel, same type to determine search
space

• Calculate decision metrics for each
technology in search space

Select asset

• Apply decision rule: single-objective or
multi-objective

• Select sufficient assets to satisfy the
demand

Commit new asset

• Update current technology stock of
agent

Service demand by end-use and time slice
Agent-definition
Set of technologies

Demand per agent

Search Space

New assets

Figure 1: Schematic representation of agent based investment algorithm.
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In the first step, the end-use demand of each agent is determined. Dependent297

on the definition of each agent, a set of possible technologies, the so-called search298

space, is created. Technology choice for each agent is then calculated based on299

the agent-specific objectives and the defined decision strategy. The last step is300

given by an update of the agent technology stock. Similar to [52] the algorithm301

uses different search spaces, decision strategies, and objectives for each agent to302

produce realistic macroscopic sectoral results.303

2.2.1. Definition of Agents304

The fundamental principle of agent classification used within this paper is305

bounded rationality theory [53], which assumes individuals to have distinct abil-306

ity to deal with information from the energy market and to make investments307

based on their own decision-making routes and heuristics.308

To describe the investment behaviour of the population of a region, several309

representative agents are defined and equipped with a certain set of attributes310

A = {Obj,SR,DS,TP,B,MT,TS,TO,PP}, (1)

with one or multiple objectives Obj, search rule SR, decision strategy DS, new311

or retrofit type TP, budget B, maturity threshold MT, technology stock TS,312

technology ownership TO, and the percentage of the population PP represented313

by the agent.314

2.2.2. Objectives315

The decision criterion for each agent defines their investment goals. These316

are a combination of economic, environmental, technology dependent aspects317

and personal factors. Important economic metrics are the investment cost, the318

payback period, the net present value, and operational costs. Environmental319

factors are CO2-emissions, total energy consumption, and integration of renew-320

able energy. In addition, less tangible factors such as comfort play an important321

role. The choice of objectives can be associated with different investment plan-322

ning strategies:323
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• Short-term planning: The main focus lies on the immediate expenses tak-324

ing only the required investment for an asset, the capital cost, into account.325

• Long-term planning: All costs emerging over the lifetime of the asset are326

taken into consideration. Important decision metrics are the Net Present327

Value (NPV) or the equivalent annual cost (EAC).328

• Energy-saving: The main aim is the reduction of the energy consumption329

where the fuel consumption or efficiency are the key decision criteria to330

identify low-energy technologies.331

• Environment: CO2-emissions reduction is the primary criteria.332

• Comfort: Individual perception, e.g. thermal comfort or frequency of333

maintenance.334

To date there is no universal standard of assessment for comfort. A research335

report from the Department of Energy & Climate Change (DECC) provides336

the most commonly referenced criteria by household owners in the UK [54].337

Approximately 30% of household owners focus on the frequency of maintenance338

and cleaning of technologies, around 30% pay attention to users ’ experience,339

and another 30% take the space occupied indoor and outdoor into consideration.340

The remaining 10% pay heed to the installation time, noise made by equipment,341

whether it needs the delivery of combustion fuel, etc.342

2.2.3. Search Rule343

The search rules present the first step of the decision process, the collection of344

information about available technologies and processing abilities of the decision345

makers. They are defined based on an agent’s basic status such as educational346

level, age, profession and financial lucidity as well as attitudes shown towards347

innovations and the inherent level of risk. The search rules lead to the search348

space of each agent which includes a subset of all defined possible technologies349

in the residential sector. The search space belonging to one agent changes over350
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time depending on the maturity of each technology, cost, the current technol-351

ogy in use, efficiencies, and emission characteristics. To capture the different352

information gathering strategies, as well as attitudes towards new technologies,353

four main search rules are defined:354

• Same type: Investors are assumed to rely on mature technologies and are355

likely to repeat past decisions by installing a similar technology which has356

proven to be reliable.357

• Same fuel: Investors are assumed to favour established technologies that358

consumes the same fuel as the one that needs to be replaced to avoid359

additional costs and intrusive installation.360

• Conventional: Investors are assumed to gather more information to make361

their decision including different technology types and fuel sources but362

focus remains on established technologies.363

• All: Investors are assumed to be sophisticated, open to innovations and364

risk, and able to gather information on all available technologies.365

In addition to characteristic search rules, individual agents use maturity-366

thresholds for new technologies that reflect the cumulative effects of experience367

and observation of peers’ investments as per [51]. This enables the model to368

capture time lags for adapting new technologies as they appear in an increased369

number of agents’ search spaces with increasing market share.370

2.2.4. Decision Strategies371

The choice between possible energy technologies and fuel alternatives for372

each agent is limited by behavioural constraints [51] within the decision making373

process. To capture the heterogeneity, different decision strategies are imple-374

mented:375

• Single-objective: This decision strategy uses a merit-order approach, the376

technologies are ranked according to the main objective of the agent and377
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the technology with the lowest/highest objective is chosen. In case the378

capacity of one technology is limited and if it is not enough to cover the379

demand, the next technology is added, and so on.380

• Multi-objective: Usually more than one objective is considered during the381

decision process. To include this in the simulation model, three possible382

multi-objective approaches are implemented within the RBSM in MUSE.383

The first of the multi-objective methods is given by the Weighted Sum that384

transforms the set of objectives into a single-objective objWS by multiplying385

each objective with a pre-defined weight wi with i ∈ 1, . . . , n386

objWS =

n∑
i=1

wiobjnorm,i, (2)

with
∑n

i=1 wi = 1 and normalized objectives objnorm,i to eliminate the effect of387

magnitude. Hence, a good performance in one aspect compensates for a poor388

performance in another, allowing agents to select the technology with the best389

overall rating. The normalized objective of a technology is calculated by390

objnorm,i =
obji − objworst,i

objbest,i − objworst,i
(3)

with the objective values of the best objbest,i and worst objworst,i performing391

technology. Due to the nature of the problem, the metrics could be interde-392

pendent, as for example NPV includes the present value of the cost of fuel393

consumption.394

Another method for the reformulation of the objective function is given by the395

Epsilon-Constraint method [55]. The investment decision is carried out based396

on one specific objective where all the other objectives are constrained within397

16



pre-specified values ε2, ε3 and can be formulated as398

min obj1

subject to (4)

obj2 ≤ ε2

obj3 ≤ ε3.

All technologies that have a good performance regarding one objective but show399

a poor performance for the other criteria are eliminated.400

The third option represents the Lexicographic method [55]. The method401

consists of a sequence of single-objective minimisations, where additional con-402

straints are added after every iteration, as per (5). It selects the alternative403

with the best performance on the most important aspect. If more than one404

alternatives show a good performance for the first criteria, filtering will con-405

tinue to select the best option with regards to the second priority. This is406

achieved by the use of constraints that are determined using the optimal values407

of the objectives from the previous iterations. The first iteration considers the408

minimisation/maximisation without constraints. The formulation of the second409

iteration would therefore be given by410

min obj2

subject to (5)

obj1 ≤ δ1obj∗1/obj1 ≥ δ1obj∗1 ,

with the optimal value of the first objective obj∗1 and the suboptimality factor411

δ1, which defines the confidence interval. The amount of technologies selected412

in each step depends on the defined confidence interval around the preceding413

objectives.414
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2.2.5. Technology Stock415

Each agent owns a set of technologies, referred to as technology stock TS,416

which they subsequently update following the decision-making process intro-417

duced earlier. The initialization of the technology stock of each agent is carried418

out using additional agent attributes such as the agent type, technology owner-419

ship, and the percentage of the population that each agent represents.420

First, the agent type, TP, separates the agents in two overarching categories421

corresponding to the type of investment: new and retrofit. This separation422

requires the linkage of each new agent to one retrofit agent to transfer its stock423

to a retrofit agent for the later renewal of the assets. The use of two separate424

agents for new and retrofit investment is based on the influence of the installed425

infrastructure, housing type, and experience with using technology in the retrofit426

decision. The technology ownership TO is a vector containing the percentage of427

each technology that is owned by a retrofit agent in the base year. All available428

technologies in the market are split between the retrofit agents based on these429

values.430

The new type agent iteratively builds up its own technology stock by making431

investments in new technologies to guarantee that the demand is always satis-432

fied. The demand for a certain service to be supplied by each new type agent433

is assigned in proportion to the total demand based on the percentage of the434

population PP represented by that agent.435

The overall algorithm for making investment decisions is embedded within436

the RBSM framework and implemented as shown in Algorithm 1.437

3. Parametrisation of Agents438

The modelling concept furthermore includes the aggregation of available439

technology characteristics and relevant geographic information, as well as socio-440

economic data to define representative agents, their number and attributes,441

for one specific country or region. To establish a consistent parameterisation442

approach of all agents, socio-economic and macro-economic information is used443
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Algorithm 1: ABM Methodology

for agenti∀i ∈ V do
Initialisation;

Determine demandi for each end-use, technologyseti;
Determine search space SPk∀ technologyk ∈ technologyseti;
Calculate Obji,m∀ technologySPm ∈ SPk;

for technologyk ∈ technologyseti do
Apply DSi to further select and re-rank all technologySPm ∈ SPk ;
Obtain an ordered list of alternatives;
Select sufficient assets to satisfy the demand for all timeslices;

end
Update TSi

end

to reflect agents’ social status, age, income and is matched with the social milieu444

classification which represents the agent’s life attitudes and beliefs.445

3.1. Social Milieus446

In this work, the definition of the different agents is informed by the SINUS-447

Milieu-Typology [56]. The SINUS-Milieus link up demographic criteria such448

as education, occupation, or income with the actual life worlds of the people,449

i.e. with their everyday-life, their fundamental values, attitudes towards work,450

family, leisure, money and consumption to provide an insightful real-life image451

of socio-cultural diversity. Normally, nine categories could be specified in terms452

of individuals ’ class and basic values, which are respectively high achievers,453

enlightened educational elites, transnational trendsetters, adaptive pragmatics,454

escapists, middle class, precarious, established conservatives and traditionalists455

[56]. These definitions are used to define objectives Obj, search rules SR, and456

decision rules DS.457

3.2. Macroeconomic Data458

Beside the use of social milieus, the agent parameterisation is based on data459

combining households and demographic information to provide a specific agents’460

classification:461
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• Households’ infrastructure information to determine the possible available462

technologies and relevant energy fuel: Information such as building type,463

construction period, number of people living in a household and location.464

• Demographic and socio-economic information to make specific classifica-465

tions and corresponding definition of agents: Information such as GDP466

per capita/household, education level, age, and employment.467

The gathered socio-economic data is further linked to the SINUS-Milieus to468

determine the share of the population PP represented by one agent, the type469

TP, the technology share TS and their budget B. Household infrastructure also470

influences the choice of search rules SR.471

4. Case Study and Sensitivity Analysis472

The following study is designed to demonstrate the functionality of the al-473

gorithm, highlight its benefits and its suitability to model the building sector474

in energy system simulation tools. A case study was carried out for the United475

Kingdom (UK) to test the feasibility and the sensitivity of the model. The476

reader should note that the RBSM has been developed as part of the global477

version of MUSE. The complexity of such global IAMs, which cover the whole478

energy system, leads to a consequential need for simplification of the individual479

sector modules. The RBSM in its current version is designed to capture the most480

relevant aspects that drive consumer technology choice on a regional scale, with481

some additional detail added to support the single-country application presented482

in this article. Key points of future work to enrich these characterisations are483

the inclusion of dwelling type, tenure, and more detailed treatment of measures484

that reduce the energy service demand that must be met by energy-consuming485

technologies. The simulation was conducted to capture the diffusion situation486

for the technologies of heating, lighting and cooking fuel for a multi-agent and487

a single-objective method. The reader should note that no capacity constraints488

on technology additions are integrated in this approach and the technology489
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uptake is thus only limited by the choices of the agents. Addressing the prob-490

lem of unavoidable subjective interpretations, two sensitivity tests on the agent491

parametrisation are carried out: 1) Maturity level, 2) Search rule, objectives492

and decision rule.493

4.1. Agent Classification for UK Households494

The SINUS-Milieus specialized for the UK are obtained from [57] for the495

classification and attributes assignment of agents. The basic descriptions of496

different agents’ stereotypes are gathered and used as the reference for at-497

tributes assignment according to the explanation from several literature sources498

[57, 58, 59, 60, 61]. According to the methodology introduced above, socio-499

economic survey data of household representative persons (HRP) [62] can be500

adopted to allocate households into social groups. The basic classification is501

based on a 2-dimensional socio-economic categorisation of HRP in the UK from502

July 2012 to June 2014 including income and occupation. The segments of the503

HRP data are grouped to match the SINUS-Milieus agent groups, using the504

share of the population and classification data as illustrated in Table 1. To505

link these results with information about age, the Annual Population Survey,506

including the number of employees within six age ranges for 370 professions,507

is manually grouped into nine categories aligning with the HRP classifications508

given in Table 1 and can be found in Appendix C. For a simplification, the509

age groups are merged into three (e.g. 16-34, 35-54, 55+) instead of six groups.510

This three dimensional social-economic-age classification is finally linked with511

data on projection of the housing market [63], household expenditure and new512

constructions in the UK to identify the investment type. The overall agent def-513

inition based on the correlation of the different socio-economic drivers is given514

in Table 2.515

The data indicates that several age groups within an agent classification516

carry out retrofits instead of investing in new buildings, resulting in three retrofit517

categories. For a simplification in this study, the retrofit groups are further ag-518

gregated. Agent attributes are assigned based on the description provided in519
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Table 1: HRP agent classification in UK and percentage corresponding sinus milieus.

Employment Less
than
£20,000

£20,000
but <
£85,000

£85,000
but <
£200,000

£200,000
but <
£300,000

£300,000
but <
£500,000

£500,000
but <
£1 MM

£1 MM
or more

Large employers and
higher managerial

0.20 0.70 1.393 1.00 1.69 2.49 2.59

Higher professional 0.76 2.08 3.03 1.89 3.41 4.35 3.41
Lower managerial
and professional

1.29 2.10 2.75 1.94 2.91 3.39 1.78

Intermediate
occupations

0.61 1.02 1.02 0.75 1.16 1.36 0.82

Small employers and
account workers

0.61 1.00 1.11 0.72 0.83 0.94 0.28

Lower supervisory
and technical

2.23 2.48 2.23 1.49 1.73 1.61 0.62

Semi-routine
occupations

2.35 2.25 1.94 1.23 1.23 0.92 0.31

Routine occupations 2.78 1.39 0.83 0.49 0.63 0.42 0.42
Never worked/long
term unemployed

2.22 1.83 1.83 1.18 1.96 2.22 1.83

modern performer 8.87%
post materialist 11.01%
ground breakers 6.84%
pleasure seekers 14.04%
quiet peaceful britain 18.63%
precarious 11.31%
established 10.16%
traditional 19.13%

Table 2: Summary of HRP agent group classification. The retrofit groups are further divided
based on the age ranges.

Agent New [%] Retro 1 [%] Retro 2 [%] Retro 3 [%]

modern
performers

0.76 (age:35+) 5.70 (age:35+) 2.41 (age:35-) 0

post materialist 2.61 (age:35+) 5.65 (age:35+) 2.76 (age:35-) 0
ground breakers 1.12 (age:35+) 4.07 (age:35+) 1.67 (age:35-) 0
pleasure seekers 1.59 (age:35+) 8.07 (age:35+) 4.38 (age:35-) 0
quiet peaceful
Britain

1.78 (age:35+) 10.93 (age:35+) 5.91 (age:35-) 0

precarious 0 3.93 (age: 16-34) 3.11 (age: 35-54) 4.27 (age:55+)
established 0 2.97 (age: 16-34) 3.90 (age: 35-54) 3.29 (age:55+)
traditional 0 6.48 (age: 16-34) 5.78 (age: 35-54) 6.87 (age:55+)
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SINUS-Milieus [57]. The description comprises the information in three aspects:520

the ability to get access to information, wealth level, and the personality descrip-521

tion with regards to making investment decisions. Correspondingly, an agent ’s522

search rule, maturity threshold, and decision-making method are assigned. The523

budget limit is determined based on an agent ’s average income alongside the524

average expenditure on maintenance and repair of the dwelling. The percentage525

of income, which presents the limit on the budget for making investments in526

different end-use technologies, is increased if the ratio of the annual expendi-527

tures on maintenance and repair to the income is higher than the average ratio.528

Thirteen representative agents are defined to model the investment behaviour529

for people in the UK, given in Table 3.530
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Table 3: Definition of representative agents for the UK.

Agent Objective
1

Objective
2

Objective
3

Decision
Strategy

Search
Space

Type

modern
performers1

emissions efficiency comfort all Epsilon
Con.

New

modern
performers2

emissions efficiency comfort all Epsilon
Con.

Retrofit

post
materialist1

NPV emissions efficiency all Weighted
Sum

New

post
materialist2

NPV emissions efficiency all Weighted
Sum

Retrofit

ground
breakers1

emission
costs

NPV comfort all Epsilon
Con.

New

ground
breakers2

emission
costs

NPV comfort all Epsilon
Con.

Retrofit

pleasure
seekers1

capital
costs

efficiency comfort all Epsilon
Con.

New

pleasure
seekers2

capital
costs

efficiency comfort similar Epsilon
Con.

Retrofit

quiet
peaceful
britain1

capital
costs

emissions comfort all Weighted
Sum

New

quiet
peaceful
britain2

capital
costs

emissions comfort similar Weighted
Sum

Retrofit

precarious1 capital
costs

efficiency comfort similar Epsilon
Con.

Retrofit

established1 capital
costs

emissions
costs

comfort fuel Weighted
Sum

Retrofit

traditional1 capital
costs

NPV comfort existing LexicographicRetrofit

modern performers - multi-optional; efficiency-oriented top performers, avantgarde when considering consump-
tion and style; very IT minded and risk taking
post materialist - liberal and intelligent individuals; adopt a post-material and liberal outlook of the world
ground breakers - high level of geographic and cultural mobility; nonconformist exploring new field
pleasure seekers - modern young individuals with pragmatic outlook on life; fun and entertainment oriented;
ambitious and flexible; strong sense of social responsibility
quiet peaceful britain - mainstream of the society; willing to adapt into the new trends; seek for a harmonious
lifestyle; fear of social demotion
precarious - lower class; seeking for social belongings; strive to keep up with the standards with the main
stream; social disadvantages make them receive a sense of exclusion from the middle class
established - achieve established social responsibility, ethic, the aspirations of leadership; a growing desire for
balance
traditional - older generations; ever-greater sense of lagging behind the main stream [56].
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4.2. Results and Discussion531

The model is now applied to compare the ABM algorithm with that of a532

single-objective model, and to draw insights on sector decarbonisation. The533

single-objective model applied for this purpose assumes all investors only use534

EAC as the decision metric, with growth constraints of 5% per year applied535

for each technology. The case study selected for this comparison is the UK,536

with exogenous CO2 and energy prices drawn from [64]. The case study does537

not directly account for the changing carbon intensity of electricity, but rather538

considers the influence of the carbon price on the electricity price as a proxy.539

The inclusion of the carbon intensity of the power sector may have an impact540

on agent decisions where those agents are driven by environmental performance,541

and given that electricity emission factors in [64] indicate a steady decline to542

2050. To capture the transition of the power sector future work concerns the543

investigation of scenarios of the full MUSE model including all sectors. For544

each model, outputs are produced for cases with and without a CO2 price.545

Results presented below cover space and water heating technology. Further546

results for cooking and lighting along with corresponding discussion are included547

in Appendix B.548

4.3. Space and Water Heating549

Figure 2 presents the results for the ABM, with and without the CO2 price.550

In contrast with this, corresponding results from the single-objective model are551

presented in Figure 3. Comparison between the models for the case without the552

CO2 price shows a broadly similar result in that natural gas boilers remain the553

dominant heating technology due to the fact that they are a reliable, cheap and554

trusted technology. This result is nuanced by the fact that the ABM selects a555

more diverse range of heating systems, reflecting the diversity of agents. For556

the case with a CO2 price, results between the two models differ much more557

markedly. The single-objective model adopts heat pumps as fast as possible (up558

to the growth constraint), with biomass boilers fulfilling the remaining demand.559

The ABM on the other hand shows a distinct transition period in the 2030s560
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where a mix of technologies compete for market share, before hydrogen boilers561

eventually become a trusted technology, enter the search space of the mass562

market, and become pervasive towards 2050. The final technology mix produced563

by the ABM is vastly different to that of the single-objective model.564
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Figure 2: Comparison of diffusion of heating technologies for two carbon scenarios using the
agent-based approach.

The difference in outcomes between the two models is emphasised by Figure565

4, which presents sector final energy consumption and CO2 emissions over time.566

The first contrast between approaches to note is the difference in the sector CO2567

emissions reduction achieved, with the ABM achieving much greater progress.568

This is in contrast with the single-objective model, while heat pump technology569

enters the market at the maximum rate possible, their cost characteristics pre-570

vent them from becoming dominant, and ultimately leads to disappointing emis-571

sions reduction. However, it should be noted that if the growth rate constraint572

in the single-objective model is relaxed to 7.5% (instead of the base case 5%),573

much more significant emissions reductions are achieved. This demonstrates574

the sensitivity of single-objective approaches to uptake constraints, which is575

not present in the ABM approach. Furthermore it highlights the importance576

of empirically-grounded modelling strategies. The presented ABM framework577
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Figure 3: Comparison of diffusion of heating technologies for two carbon scenarios using the
single-objective method.

enables a detailed representation of the investors based on empirical data, e.g.578

household surveys, and thus manages to overcome some limitations of other579

models.580
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(b) Single-objective method.

Figure 4: Comparison of final energy consumption for two carbon scenarios using the multi-
agent approach and the single-objective method.

Figure 5 shows more detail on the uptake of heat pumps and district heating581
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Figure 5: Comparison of diffusion of heat pumps and DHS for two carbon scenarios using the
agent-based approach.

in the ABM, driven by innovative individuals preferring these technologies.582

Heat pumps are chosen by some agents for new buildings initially, but over583

time their increasing maturity makes them attractive for more agents. Ground584

source heat pumps are eventually favoured over air source even though they585

have higher capital cost. Their higher efficiency, and the more appealing prin-586

ciple of renewable ’heat from the ground’, and stable year-round operation (i.e.587

comfort) [54] are important in this regard. Variation in the fuel source for dis-588

trict heating between the carbon price scenarios can also be explained in similar589

terms. Without a CO2 price, natural gas is preferred, due to the trusted nature590

of this fuel in the UK and relatively low fuel price. With a CO2 price, biomass-591
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based district heating is preferred due to perceived environmental credentials.592

According to [54], people consider biomass as a suitable and environmentally593

friendly heating fuel option. Thus initially there is an increase in biomass based594

boilers (see Figure 4) followed by a shift to district heating fuelled by biomass.595

This is further driven by evidence that communal heat supply is appealing,596

whereas individual biomass boilers are seen as bulky and unattractive [54].597

A decision to adopt a technology is triggered when either new demand is598

created (e.g. population growth and new building construction) or an existing599

technology requires replacement at the end of its lifetime. Once a decision is600

required, the agents consider their search space and apply their decision rules to601

make that decision. Both search space and input variables to calculate decision602

metrics are dynamic across the model time horizon. With regard to decision603

rules, changes in fuel price (or carbon price), capital cost, efficiency or envi-604

ronmental performance can lead to a change in the ranking of technologies over605

time. With regard to search space, different technologies can also enter an agent606

’s search space when that technology reaches a specified market share. Overall607

this leads to dynamic rates of penetration observed in the Figures.608

A uniform definition of objectives, as in most energy systems models, cor-609

responds reasonably well to homogeneous actors and thus potentially leads to610

sudden switches towards one technology. To avoid abrupt changes in favour of611

one specific technology, models often implement capacity growth constraints to612

limit the uptake and thus to guarantee a mix of technologies in the market. The613

ABM method presented overcomes this problem by the inclusion of individual614

decision makers with distinct objectives. Overall the presented methodology is615

a more nuanced framework to model the decision making process in the resi-616

dential building sector and thus is more useful for decision makers considering617

ways to influence agents to achieve aims such as deep decarbonisation.618

4.4. Sensitivity Analysis619

To examine the change in the results towards changes in the agent parametri-620

sation and technology cost, a sensitivity analysis is carried out. The maturity621
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threshold, the search rule, objectives and decision rules are varied. Different622

capital costs for heat pumps, CHP and district heating were also investigated623

but show a low sensitivity, e.g. change in 2% of capacity for change in cost of624

75%, due to definition of the agents and the implementation of the maturity625

thresholds and thus is not the focus of the analysis here.626

4.4.1. Sensitivity Towards Maturity Threshold627

The maturity level indicates the market share a certain technology needs628

to have before it appears in the search space of an agent. This value varies629

according to agent definition to capture heterogeneity and openness towards630

new technologies. The main effect of the maturity threshold on the results can631

be seen in Figure 6 and Figure 7.632

The key factors driving the investments are the objectives assigned to an633

agent. However, direct investments are often prevented by the maturity thresh-634

old until a technology reaches a certain market share. If the threshold is scaled635

down or up, the point in time when the technology grows or deceases more636

quickly in the market is shifted, and consequently the maximum uptake is also637

shifted. But the overall diffusion for the long term remains similar provided638

that the constraints are not chosen too conservatively, which may prevent tech-639

nologies entering the market. For example, if the threshold values are scaled640
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(b) Uptake of DHS for different maturity
thresholds.

Figure 6: Analysis of the sensitivity to different maturity threshold levels scaled from 0.125
up to 4 times of the original value for heat pumps and district heating.
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Figure 7: Analysis of the sensitivity to different maturity threshold levels scaled from 0.125
up to 4 times of the original value for boilers.

by a factor of 2.5, leading to a minimum threshold for the adoption of retrofits641

of 1.25% for the modern performers, 2.5% for pleasure seekers and a large in-642

crease to 6.25% for quiet peaceful britain and up to 75% for traditional agents,643

the ultimate capacity of heat pumps is significantly influenced. An interest-644

ing effect for gas boilers in 2050 is apparent where the final capacity value for645

different maturity thresholds is aggregated into three clusters. The number of646

clusters can be related to the number of agents investing in a certain technology.647

With decreasing maturity threshold more and more agents switch away from gas648

boilers to alternative sources. Such a cluster point is reached when one agent649

constantly replaces its stock with the same technologies.650
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Figure 8: Analysis of the sensitivity to changes in the search rule, decision rule or objectives
of agents.

4.4.2. Sensitivity Towards Search Rule, Objective and Decision Rule651

In a next step, the agent search rules, objective and decision methods are652

changed, with the results are shown in Figure 8 and Figure 9. A higher sensi-653

tivity can be observed by assuming that even technology-driven people with a654

high budget restrain their retrofit decisions to the same fuel feedstock, to limit655

additional cost, or the same technology type. If the retrofit decisions aim to656

keep the same technology type, heat pumps and DHS remain at a low level657

since their initial market share is low and overall retrofits dominate over in-658

vestments in new equipment. Similarly, if people are reluctant to change fuel659

type, the market share of heat pumps increases but does not reach a significant660

share due to the limited initial use of electricity for heating. The diffusion of661

boilers is not affected by changes in the search rules and results still shows an662

uptake of hydrogen boilers since hydrogen and natural gas fall under the fuel663

type category gas.664

Next, the sensitivity to the agents’ objectives is investigated. This is done by665

replacing the capital cost with EAC and vice-versa as well as the replacement666

of the emissions consideration by fuel cost. The replacement of one objective by667

another makes the decision making more uniform since more agents share the668

same objective. The use of capital cost as decision metric leads to a lower share669

of DHS where more boilers remain in the market as less people switch from670

boilers to district heating solutions. Conversely, if the capital cost objective is671
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(a) Uptake of hydrogen boilers for different agent attributes.
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(b) Uptake of electric boilers for different
agent attributes.
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(c) Uptake of natural gas boilers for different
agent attributes.

Figure 9: Analysis of the sensitivity to changes in the search rule, decision rule or objectives
of agents.

replaced by the EAC, the market share of boilers goes down in favour of DHS672

and heat pumps. It is interesting to note that the uptake of heat pumps is not673

affected by the change from EAC to capital cost. This results from the fact that674

heat pumps are largely installed by people concerned about fuel consumption675

or emissions where costs have less influence. It needs to be pointed out that676

for a change of the objectives from emissions to fuel consumption no hydrogen677

boilers enter the market since more efficient technologies are chosen. The overall678

share of boilers decreases significantly and shows a mix of electric and natural679

gas boilers.680

The lowest sensitivity of the results for the variation in the agent definition681

can be observed for a change in the decision rules. The diffusion of the tech-682

nologies only marginally changes for a switch of epsilon constraint method to683

lexicographic or weighted sum. However, as noted above, a switch to ”single684

objective” has a marked influence on results.685
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The presented analysis shows that a wide spectrum of technologies can be686

found in the market to reduce CO2 emissions as no one single solution exists that687

is attractive for all people. The sensitivity analysis highlights the importance688

of considering uncertainty in definition of agents, which has a higher influence689

on the result than changes in the component costs. Although, the changes in690

maturity level, search strategy or objectives have an influence on the outcome,691

they show a common trend of the diffusion of technologies which aligns with the692

presented carbon price scenario above.693

5. Conclusion and Future Research694

This paper presents an effective modeling framework for the assessment of695

the technology diffusion in the residential building sector for heating, cooking,696

cooling, lighting and appliances. It sets out an agent-based method for mod-697

elling of the investment decision making processes of heterogeneous decision698

makers. The integration of several decision making steps including informa-699

tion gathering, the assessment of the performance of each option as well as the700

final selection enables more intuitive representation of energy system change,701

and more tangible links with what does and what does not work with regard702

to affecting energy system transition. The modelling framework includes most703

key elements of an ideal model of decarbonisation investment behaviours for the704

residential sector by including multiple independent decision makers, a combi-705

nation of economic and non-monetary objectives as well as one of the finest706

detail in terms of number of decarbonisation options, which will be extended707

in future work to cover all four decarbonisation strategies identified in section708

1.1.1.709

Where optimisation and simulation models require difficult-to-specify con-710

straints to limit uptake, the proposed agent-based approach overcomes this711

problem by the inclusion of multiple individual decision-makers with distinct712

objectives and methods, and limited foresight of future demand and cost. The713

definition of the agents attributes enables a direct prametrisation of the agents714
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from survey data, subject to availability, whereas several parameters of the715

logit model would need to be identified through selection procedures. This al-716

lows more nuanced modeling of consumer behavior and enables model users to717

consider the factors that influence where, when and why certain approaches to718

energy system change may or may not be successful. It also addresses the fact719

that several models neglect the differences in the available budget of households720

and thus potentially overestimate the market share of such capital intensive721

technologies.722

The method developed has been illustrated using a case study of technology723

diffusion in the residential sector in the UK between 2010 and 2050. The results724

show a range of technologies entering the market over time, with one technology725

eventually becoming dominant even though it is not the least cost option. The726

key observations are the uptake of certain amount of energy efficient technologies727

(e.g. heat pumps) takes place regardless of a carbon price, the switch from728

biomass boilers to biomass powered district heating after 2030, and the uptake729

of hydrogen boilers in middle-low classes eventually leading to this technology730

dominating a large part of the market. In particular in largely populated urban731

areas, district heating present a promising option since it is a relatively low cost732

solution and the concept of a communal heat supply is generally appealing. For733

new buildings, mostly in urban areas, heat pumps are a preferred option for734

people with sufficient capital, but the uptake is otherwise limited due to the735

high initial costs.736

Notwithstanding these results, it should be noted that a large database, in-737

cluding macroeconomic data linked with peoples, consumption behaviour, values738

and preferences, is needed for an accurate parametrisation of the agents, which739

is certainly challenging on a global scale. Parallel research underway is gathering740

empirical data to improve the parametrisation and increase the granularity of741

the agent definition, by separating agents by type of dwelling and tenure. This742

will enable a distinction between users, purchasers and builders. To capture all743

decarbonisation strategies, the framework will be extended to include measures744

for efficiency improvements and behavioural change to capture their effect on745
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energy service demand. Furthermore, the search rules are a simplified repre-746

sentation of the agents information gathering and could be replaced by more747

sophisticated approaches. Thus, future research priorities will focus on the ex-748

tension of the method to other European counties where the decion-making749

methodology will be partially revised.750

A key aspect of the future work concerns the improvement of the calibra-751

tion and validation of the model using empirical data. To overcome the issue752

of data availability, a country wide survey of the UK has been designed to753

gather empirical information about technology stock, housing type, consump-754

tion, socio-economics, behavioural data (e.g. values, energy literacy, environ-755

mental awareness) on a household level. This data will be thoroughly analysed756

and used to calibrate and validate further studies.757

Appendix A. MUSE - ModUlar energy systems Simulation Environ-758

ment759

MUSE is a bottom-up technology-rich model of the whole energy system760

(i.e. including demand, transformation/conversion and supply sectors), on a761

global scale, with a geographical disaggregation into 28 regions and a time slice762

disaggregation into a number of yearly sub-intervals which varies depending on763

the sector, illustrated in Figure A.10. MUSE follows a simulation approach764

coupled with an imperfect foresight to model the real-world decision making765

of investors as realistically as possible. This framework allows sector-specific766

modelling and thus the use of the most appropriate methodology for each energy767

sectors. The main focus lies on an accurate description of the investment and768

operational decision making in each sector, where a variety of methods are769

implemented770

ranging from merit-order simulation methods to agent-based modelling. This771

is distinct in that most models either use a central planning approach to sug-772

gest optimal energy system changes, or use a single investment metric across773

the economy. The focus on the investors view within the modelling results in774
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Figure A.10: Schematic representation of the MUSE Framework.

an arguably more realistic presentation of the energy market transition com-775

pared with the normative pathways from optimisation models. Beside giving a776

new perspective on the energy system transitions, MUSE is designed to enable777

transparent and flexible analysis of all sectors of the energy market as a whole778

or separately. It includes all sources of CO2 emissions and shows the complex779

relationships within the energy system among technology, economics, and im-780

pact on the environment. The energy equilibrium of MUSE is given by the781

market clearing algorithm (MCA) which connects all parts of the model and is782

responsible for the information flow between all sectors. The solution algorithm783

of MUSE is given by an inner loop for each time period and an outer loop for784

the simulation horizon (e.g. 2050 or 2100). The MCA iterates between all sec-785

tor modules until a system equilibrium on price and quantity for each energy786

commodity in each region and time period is achieved. The work in this paper787

focuses on the Residential Building Sector module (RBSM) which is one of the788

end-use sector modules.789
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The RBSM module dynamically exchanges a set of variables with the MCA of790

MUSE to determine the fuel demand in every modelled region per time period791

and timeslice. A snapshot of the data work flow for a generic iteration in a792

generic time period, timeslice and region is shown in Figure A.11.793

RBSM MCA

Specific Outputs:

• aggregate CAPEX

• aggregate OPEX

• production by asset type

• emissions by asset type

• capacity by asset type

Exogenous Inputs:

• Macroeconomic drivers

• assumptions on policies

• cost by asset type

• efficiencies by asset type

• environmental emissions by
asset type

• efficiencies by asset type

• operational constraints by
asset type

• existing stock and retirement
profile by asset type

demand for fuels,

emissions

forwards fuel prices,
forward carbon price

Figure A.11: Integration of RBSM into MUSE and interaction with Market Clearing Algo-
rithm (MCA).

The module uploads exogenous parameters for the techno-economic and en-794

vironmental characterisation of each technology type per region in the base year795

as well as projected improvements in the next simulation periods.796

Appendix B. Diffusion of Cooking and Lighting Technologies797

The presented results are an extension of the case study of section 4 and use798

the same agent definition and cost trajectories. The use of the same agent defi-799

nition can be justified by fact that people still follow the same decision-making800

process and have the same values regardless of the end-use considered but the801

budget constraints have a lower influence due to the lower initial investment802

required.803
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Appendix B.0.1. Lighting804

Looking at the diffusion of light bulbs Figure B.12, one notes that an uptake805

of energy efficient technologies take place regardless of the carbon price. People
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Figure B.12: Comparison of diffusion of lighting technologies for two carbon scenarios using
the agent-based approach.

806

commonly switch from conventional light bulbs to energy saving ones and from807

there to LED. This behaviour reflects in the alternating capacity of energy808

saving bulbs which are more suitable as a transition technology.809

Appendix B.0.2. Cooking810

Out of all end-use technologies, cooking shows the least changes over time811

in the no CO2 price case, with a constant split of the market share between gas812

and electric systems as illustrated in Figure B.13. It is interesting to note,813

that electric cooking takes over natural gas powered systems and no uptake814

of hydrogen cooking facilities take place. Although people accept hydrogen as815

main power source for heating, people favour electric cooking facilities since816

they are already are well established in the market. However, a reduction in the817

cost for hydrogen could lead to an uptake of hydrogen for cooking since the low818

cost makes it more appealing.819
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Figure B.13: Comparison of diffusion of cooking technologies for two carbon scenarios using
the agent-based approach.

Table C.4: Socio-age classification of HRP.

Employment 16-24 25-34 35-45 45-55 55-65 65+

Large employers and
higher managerial

10.72 10.18 13.68 16.63 15.35 33.49

Higher professional 22.49 27.66 27.50 26.50 25.55 60.56
Lower managerial
and professional

14.08 39.42 38.71 40.96 23.44 5.85

Intermediate
occupations

9.12 17.01 14.52 16.26 9.36 2.18

Small employers and
account workers

4.79 11.02 11.83 13.50 9.65 4.79

Lower supervisory
and technical

18.64 16.39 13.39 15.72 17.45 42.91

Semi-routine
occupations

23.69 22.31 17.40 20.59 14.95 3.70

Routine occupations 12.96 15.20 12.53 15.71 10.79 2.75
Never worked/long
term unemployed

21.02 10.17 8.70 9.66 17.54 64.35

Appendix C. Age-occupation linkage820

The result of the aggregation of the professions into nine categories and the821

percentage of people in theses categories within a certain age range is given822

in Table C.4. The presented data is then, separately for each agent group,823

mapped to the income-occupation data in Table 1 to obtain a three dimensional824

age-income-occupation classification.825
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