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ABSTRACT4

In this paper, a new mathematical framework is proposed for maximising the self-cleaning capacity5

(SCC) of drinking water distribution systems by controlling diurnal peak flow velocities in pipes under6

normal operation. This is achieved through an optimal change of the network connectivity (topology).7

We propose an efficient algorithm for network analysis of valve closures, which allows to enforce most8

favourable changes in flow velocities for maximising the SCC by determining an optimal set of links to9

isolate in forming a more branched network, while satisfying hydraulic and regulatory pressure constraints10

at demand nodes. Multiple stochastic demands from an end-use demand model are generated to test the11

robustness in the improved SCC for the modified network connectivity under changing demand. We use an12

operational network model to demonstrate the efficacy of the proposed approach.13
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INTRODUCTION16

An essential operational objective for water utilities is the monitoring and control of drinking-water17

quality (Vreeburg and Boxall 2007). Although customer concerns can sometimes arise from microbial18

water quality problems (Ainsworth 2013) or dissolved chemical hazards (Bellinger 2016), discolouration19

events are by far the main cause of customer complaints globally (Vreeburg and Boxall 2007; Husband and20

Boxall 2011; Armand et al. 2015). Therefore, the control of discolouration events has become a top priority21

for water utilities. In the UK, the aim to reduce these events is further motivated by financial incentives22

and penalties that encourage a reduction in customer contacts (The Chief Inspector of Drinking Water 2015;23

OFWAT 2013).24
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In the last two decades, significant progress has been made in the understanding of the physical pro-25

cesses and mechanisms that result in discolouration – a comprehensive review can be found in Vreeburg26

and Boxall (2007) and in Armand et al. (2015). Advances in causal analysis of discolouration have shown27

that it is mainly caused by the mobilisation of particles that have accumulated within the distribution sys-28

tem. Whatever the origin of these particles may be (i.e. the water source, biofilm formation from dissolved29

organic matter (Gauthier et al. 1999), particulates from treatment processes (Vreeburg et al. 2008) or cor-30

rosion in iron pipes (Sarin et al. 2001)), they can accumulate on the pipe walls through gravitational sed-31

imentation, non-gravitational accumulation, entrapment in biofilms or via a complex interaction of these32

processes (Vreeburg and Boxall 2007). The particles can then detach from the pipe walls and flow to cus-33

tomer taps when significant changes to normal hydraulic regimes and flow velocities cause higher scouring34

forces and shear stresses, potentially causing a discolouration event (Husband and Boxall 2011; Aisopou35

et al. 2014).36

Although the pathways to discolouration and its occurrence are unavoidable, the magnitude or severity of37

discolouration and its frequency can be controlled through the optimisation of network design, maintenance38

and operations (Vreeburg 2010). One of many complementary approaches is to reduce or prevent particu-39

lates entering the WDS by mainly improving treatment processes, and by reducing external contamination in40

repairs and backflow from leaks (Blokker and Schaap 2015). For corroding metallic pipes, maintenance and41

rehabilitation (i.e. cleaning, replacement and relining of sections of the network) is an option (Husband and42

Boxall 2016). A complementary approach is to design self-cleaning networks with daily flow velocities that43

prevent residence and material accumulation (van den Boomen et al. 2004). In some cases the redesigning44

of oversized looped WDSs (i.e. larger diameter looped networks with high fire fighting demands) to have45

self-cleaning velocities has been successful (Vreeburg and Boxall 2007).46

Since the above approaches are logistically difficult and capital intensive to scale, a conventional ap-47

proach taken by utilities for controlling discolouration events is the use of periodic flushing through fire48

hydrants, air/water scouring and pigging to remove accumulated particulates (Vreeburg and Boxall 2007;49

Husband and Boxall 2016). Traditionally, flushing is done reactively after customer complaints about dis-50

coloured water or complaints of experiencing reduced pressure (Vreeburg and Boxall 2007; Husband and51

Boxall 2011). Since the particulate accumulation levels and their potential for discolouration vary across the52

network and depend on bulk water quality, and pipe types when corroding, an effective proactive flushing53

programme requires a scheduling method to determine the flushing frequency and risk levels for differ-54
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ent pipes. Proactive flushing programmes have been using predictive tools for analysing the risk of dis-55

colouration in order to prioritise flushing locations and determine flushing frequencies. For example, the56

resuspension potential method (RPM) (Vreeburg et al. 2004), a practical measuring tool, has been used in57

the Netherlands to determine flushing frequencies (Blokker and Schaap 2015). First isolating a pipe, RPM58

determines the pipe’s particle mobility and so discolouration risk by increasing flow velocity by 0.35m/s59

over a 5-15 minute period and monitoring turbidity levels. An alternative predictive tool called PODDS60

(prediction of discolouration events in distribution systems) is simulation based (Boxall and Dewis 2005;61

Husband and Boxall 2010). It exploits cohesive transport models that are calibrated using empirical data62

describing particulate layer strength and mobilisation mechanisms. in Furnass et al. (2014), a new model63

extends the capability of PODDS to reliably model material accumulation/regeneration processes. This is64

done in software by tracking over time both the erosion and accumulation of cohesive layers of discoloura-65

tion material. Such models for a range of materials can be used to predict turbidity as a result of hydraulic66

changes introduced by burst events, sudden increase in demand, rezoning etc. or potentially to prioritise67

flushing (Husband and Boxall 2015). Although these predictive tools are man-hour intensive at the moment68

and so have limited scalability in improving the effect of dedicated flushing (Vreeburg and Boxall 2007),69

with decreasing equipment costs (eg. turbidity monitors) and an increasing regulatory pressure, employing70

them as an operational tool by utilities could minimise the risk of discolouration.71

By analysing flushing experiments in an operational WDS with RPM and coupled with simulations with72

realistic demand data, it was shown in van den Boomen et al. (2004) and Blokker et al. (2010a) that a73

minimum self-cleaning velocity can be defined for pipes to reduce possible fouling by “cleaning” with the74

day to day maximum flows in the system during the morning demand peak. These experimental results in75

Dutch and Flemish (Belgian) networks, where the distribution pipes in the networks studied are predom-76

inantly PVC and AC, have shown that a velocity of 0.4m/s is sufficient for self-cleaning (Vreeburg and77

Boxall 2007). For the same and similar networks, it has been shown in Blokker et al. (2011) that velocities78

above the threshold of 0.2–0.25 m/s can keep pipes clean. Ideally, the WDS diameter sizing and connectivity79

would be designed to have high velocities and unidirectional flow to mobilise particles and keep pipes clean;80

however, this is difficult to achieve. An alternative is to introduce more unidirectional flows with higher ve-81

locity by changing the topology of the network through the closure of selected pipe sections, i.e. making82

the network more branched with shorter pipe lengths. It was shown that this could work in real networks in83

experiments where selected valves were manually closed over a few months (Blokker et al. 2012; Blokker84
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et al. 2011). The reconfiguration may also result in some pipes having a velocity below the self-cleaning85

velocity threshold, the aim is to get an overall lower fouling rate for the whole network (Blokker et al. 2012).86

Furthermore, the dynamic and remote network connectivity control as proposed and demonstrated by87

WRIGHT (2014, 2015) for optimal pressure and resilience management has led to a significant reduction in88

discolouration complaints within the case study area. For example, there were between 35-50 discolouration89

complaints per annum prior to the implementation of the dynamic network topology control (2009-2013);90

which were then reduced to zero (2014-2016). We continue to monitor the performance of that case study91

to validate the long term impact of dynamic network topology control on discolouration complaints among92

other key performance indicators.93

In the present article, we investigate the self-cleaning capacity (SCC) of water distribution systems and94

how it can be optimised through a change of network topology (i.e. by closing an appropriate selection of95

isolation valves). We propose a new mathematical framework and a scalable computational tool to optimise96

the self-cleaning capacity for an already existing network. To do so, we first derive a linear flow network97

model approximation for the WDS so that we can compute the impact of valve closures on flow velocity98

using a scalable linear graph theory tool. We then show, using an operational network model, that ex-99

plicitly optimising topology for SCC significantly increases the percentage of distribution pipe lengths that100

experience diurnal maximum velocities above a given self-cleaning velocity threshold. under changing de-101

mands. We also study the sensitivity of the optimal valve closures and the resulting SCC to the self-cleaning102

threshold velocity used in the optimisation. Multiple stochastic demands, generated with the end-use model103

SIMDEUM (Blokker et al. 2010a), are used in analysing the proposed methodology.104

In the next section, we mathematically model the SCC and formulate an optimisation problem to max-105

imise it. We then discuss how a linearisation is derived for the WDS and present an algorithm to approx-106

imately solve the SCC maximisation problem in the consecutive sections. Results and discussion will be107

followed by a summary of our findings in the conclusion.108

PROBLEM FORMULATION: INCREASING FLOW VELOCITY THROUGH TOPOLOGICAL109

AND OPERATIONAL OPTIMIZATION110

The optimisation problem we pose here is “find links to close from a set of candidates (i.e. links in a set111

Nv, which can be valves between sections pipes, for example)” such that the number of pipes or the length of112

total pipe sections that satisfy self-cleaning velocity thresholds in all otherwise open pipes are maximised.113
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The pipes for which we aim to increase self-cleaning capacity may also be an indexed subset from the set114

of all pipes (Nc ⊂ Np); for example, we may want to concentrate the cleaning capacity to a selection of115

pipes that are known to be vulnerable to particle accumulation and discolouration processes. These can be116

determined based on customer complaints, RPM (i.e. previous flushing results) or on the presence of high-117

risk customers such as customers such as those undergoing kidney dialysis or hospitals. Another alternative118

is to consider the risk associated with the type and number of customers potentially affected by particle119

detachment from specific pipes. The problem can be mathematically formulated as:120

maximize
w j∈Nv

f (·) := ∑
t∈T

∑
j∈Nc

k(v j(t))L j

subject to:

regulatory and performance constraints for the WDS,

hydraulic constraints of the system,

constraints on number of valves closed,

(1)121

where the binary variable w j ∈ {0,1} defines whether a valve j is closed or not and the time indices t lie in122

a given period T ; for example, a set of high demand periods when the daily maximum flow velocities occur.123

The indicator function k(v j) is a function that signifies whether the magnitude of a velocity in the jth pipe is124

above a given threshold v j,min for that pipe with length L j, i.e.125

k(v j) :=


1, if |v j|> v j,min,

0, otherwise.

(2)126

The optimisation of the network topology (i.e. valve closures) to maximise self-cleaning capacity in (1)127

is a mixed-integer nonlinear programming (MINLP) problem. These class of optimisation problems for128

a WDS are especially challenging because they combine large number of discrete decision variables with129

the difficulties of handling non-convex nonlinear hydraulic constraints (Pecci et al. 2016). In addition, the130

problem in (1) has an objective function that is non-smooth at ±vmin, resulting in unbounded gradients131

around ±vmin. To circumvent the challenges associated with solving the MINLP in (1), we make use of a132

computationally scalable approach to approximately solve the problem. We propose an iterative algorithm133

that uses efficient hydraulic simulations and linear graph analysis tools to identify isolation sections that134
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will result in the most positive change to maximum flow velocities. Since the proposed graph analysis tool135

(which is similar to line-outage distribution analysis for linear electrical networks (Schaub et al. 2014)) is136

applicable only for linear flow networks, we first derive appropriate linearisations for our water distribution137

network models. We then present the algorithm that employs the linearisations in the following subsection.138

METHODS139

Linearised Model of Network Flows for Topological Optimisation140

In this article, we consider networks using demand-driven hydraulic analysis, where the demand is as-141

sumed known at a given time instant. For a network with np links connecting nn(< np) unknown head nodes,142

and n0 known head nodes, we define the vector of unknown flows and pressure heads as q = [q1, . . . ,qnp ]
T

143

and h = [h1, . . . ,hnn ]
T , respectively. Let pipe p j have flow q j going from node i to node k, and with pressure144

heads hi and hk at nodes i and k, respectively. The frictional headloss (or flow resistance) across the pipe can145

then be represented as:146

hi−hk = r j|q j|n−1q j, (3)147

where r j, the resistance coefficient of the pipe, can be modelled as either independent of the flow in the

Hazen-Williams (HW) models or implicitly dependent on flow q j in Darcy-Weisbach (DW) models (Larock

et al. 1999, (2.10)). With head loss equations defined for each pipe and the fixed heads and demands for

each node taken into account, the steady-state fluid flows in a water network must satisfy the two hydraulic

principles:

AT
12q−d = 0, (4)

A11(q)q+A12h+A10h0 = 0, (5)

where the variables h0 ∈Rn0 and d ∈Rnn represent the known heads (eg. at a reservoir or tank) and demands148

at nodes, respectively. While (4) guarantees the conservation of flow at each junction node, (5) accounts for149

the frictional head loss across all links. Here, the matrices AT
12 ∈ Rnn×np and AT

10 ∈ Rnn×n0 are the node-to-150

edge incidence matrices for the nn unknown head nodes and n0 fixed head nodes, respectively. For example,151

each link is associated with an nn× 1 row vector in A12: A12( j, i) = 1( or − 1) if link j enters ( or leaves)152
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node i and A12( j, i) = 0 otherwise. The square matrix A11 ∈ Rnp×np is a diagonal matrix with the elements153

A11( j, j) = r j|q j|n j−1, j = 1, . . . ,np, (6)154

representing part of the loss formula in (3). In (5), the frictional headloss function is expressed as a function155

of the flows. Using a nonlinear transformation of the headloss in pipe p j, (3) can be reformulated to:156

q j = r−1/n
j |∆h j|

1−n
n ∆h j, ∆h j = hi−hk, (7)157

where pipe p j is topologically represented as a directed arc going from node i to node k. A matrix form158

of (7) is159

q = Â11(A12h+A10h0), (8)160

where Â11( j, j) = r−1/n
j |∆h j|

1−n
n , j = 1, . . . ,np.161

It is evident from (7) that the flow in each pipe depends only on the head differential, and not on the

pressure heads at the start and end nodes. For link j, we re-write the energy conservation equation (7) as:

φ(q j,∆h j) := r−1/n
j |∆h j|

1−n
n ∆h j−q j = 0.

A first-order Taylor approximation of φ(·) gives:

φ(w)≈ φ(w̄)+
∂φ

∂w

∣∣∣
w̄
(w− w̄) (9)

= r−1/n
j | ¯∆h j|

1−n
n ¯∆h j− q̄ j +

1
n r

1−n
n | ¯∆h j|

1−n
n

−1


T ∆h j− ¯∆h j

q j− q̄ j

 (10)

=
n−1

n
r−1/n

j
¯∆h j|

1−n
n ¯∆h j +

1
n

r−1/n
j

¯∆h j|
1−n

n ∆h j−q j (11)

where w = [h j, q j]
T , and the first-order flow approximation equation becomes

q j =
1
n

r−1/n
j | ¯∆h j|

1−n
n
(
∆h j +(n−1) ¯∆h j

)
. (12)

Let gi(∆h̄ j) := 1
n r−1/n

j | ¯∆h j|
1−n

n represent the ‘flow conductance’ at the given operating point for pipe j
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and G := diag(gi), i = 1, . . . ,np; note that G = N−1Â11(∆h̄), where N := diag(ni). We can then re-write

the matrix form of the linearised flow equation approximation (12) as:

q = G
(
A12h+A10h0 +(N− I)(A12h̄+A10h̄0)

)
q = G

(
A12h+A10(h0− h̄0)+N(A12h̄+A10h̄0)−A12h̄︸ ︷︷ ︸

)
q = G

(
A12h+ h̄ext

)
, (13)

where h̄ext = A10(h0− h̄0)+N(A12h̄+A10h̄0)−A12h̄ can be considered as an external fixed head source (or162

external voltage source for the analogues electrical network (Schaub et al. 2014, Appx. A.1)). Note that163

we use the bar notation here because h̄ext is a function of the operating point around which we linearise.164

Assuming the fixed head nodes are known (this is true as reservoir and tank levels are known/measured for165

operational simulation) or that h0 does not change in the operational period considered for the linearisation,166

h̄ext is a constant and can be computed explicitly from the operating point data.167

Flow Velocity Changes under Valve Closures: a Line Outage Distribution Factor Approach168

Determining the ‘impact’ of changes in topology when some sections are closed off is a ubiquitous169

problem in WDS analysis. For example, utilities use critical link analysis (CLA) to measure network vul-170

nerability, which consists of isolating sections of pipes in the network model, running hydraulic analysis171

on the model with the corresponding links isolated, and recording how many customers would be affected172

by such a failure. A general limitation of such an approach is that the combination of possible failure sce-173

narios grows exponentially with network size and is not a tractable tool (Herrera et al. 2016; Schaub et al.174

2014). Similarly, in security analysis of the power grid, the impact of line outages on the electrical network175

is studied to put in place appropriate contingency plans (Wood and Wollenberg 1996). Because a security176

analysis is often needed to be run in a real time operational scenario, fast scalable algorithms that use linear177

sensitivity methods are employed to approximately quantify the impact of failures. Specifically, the line178

outage distribution factor (LODF) is used to quantify the extra redistributed flow on all other lines when a179

given distribution line fails. The LODF is computed for all edges that can fail without explicitly simulating180

their failure using the nonlinear system model; this is done by simply solving a set of linear equations. Since181

the problem of quantifying the impact of multiple simultaneous outages is a combinatorially complex prob-182

lem, LODFs can be iteratively evaluated to help identify the combination of failures that have the highest183
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impact (Wood and Wollenberg 1996).184

Assuming linear current flow on the electrical network edges, edge-to-edge graph analysis tools are185

proposed in Schaub et al. (2014) inspired by the LODF concept. For a linear flow network, Schaub et186

al (Schaub et al. 2014) show that the current flow redistribution matrix does not depend on the flow injections187

(i.e. demands at nodes and external voltage or current sources) but merely on the topology of the network.188

Moreover, an explicit form for the matrix is derived, which is computed by solving a set of linear equations.189

In problem (1), typically an isolation valve or a section of pipe between two valves is closed. Therefore,190

valve closures can be modelled as line outages. Using the language of (Schaub et al. 2014), the equilibrium191

equations for the WDS we get after linearisation are (see also (4) and (13)):192

G−1q−A12h = h̄ext ,

AT
12q = d,

(14)193

where h̄ext = A10(h0− h̄0)+N(A12h̄+A10h̄0)−A12h̄.194

Let the weighted graph Laplacian of a given nominal network be defined as L = AT
12GA12, with G

computed using the link flows q and heads h of the original network around a given operating point. Now

assume that we close link j of the WDS and analyse the first order model (14). Applying the same derivation

as in Schaub et al. (2014), the vector of changes in the link flows can be shown to be:

δq j =
GA12L†b j

1−g jbT
j L†b j

q j, (15)

where b j = AT
12(:, j) are the incidence vectors for the closed link, L† is either the inverse or the Moore-

Penrose pseudoinverse of the Laplacian and q j is the flow on link j before its closure. Let M = GA12L†AT
12

and ε j = 1−g jbT
j L†b j, which are defined as the edge-to-edge transfer matrix and the embededness measures

in (Schaub et al. 2014). We can then write the matrix of flow redistribution for all edges as:

∆q := [δq1 . . .δqnp
]

= [k1q1 . . .knpqnp ], k j =
GA12L†b j

1−g jbT
j L†b j

∆q = K diag(q), (16)
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where Knp×np := [k1 . . .knp ] is what we call the water flow redistribution matrix (WFRM) and diag(q) is195

diagonal matrix with the jth diagonal element equal to q j.196

In the current application, we are of course interested in assessing the impact of a subset of link closures,197

i.e. a set of isolation valves of the network. Now let B f = AT
12(:,Nv), where Nv is the index set of candidate198

valves to be closed. Then Mnp,nv = GA12L†B f and ε ∈ Rnv , with ε j = 1−g f bT
j L†b j, j ∈ Nv. Then, column199

j ∈ Nv of ∆q in (16) estimates the change in volumetric flow in all the pipes when the jth valve is closed.200

The matrix of the changes in velocity ∆v is constructed by simply dividing the change in flow (16) in each201

pipe by the corresponding cross-sectional areas. The new velocity vector when valve j is closed can then be202

approximated by203

vnew := v+∆v(:, j), (17)204

where v is the vector of velocities before closing valve j. Note also that K can be computed by simply205

computing M and ε = [ε1, . . . ,εnv ] such that K = M [diag(ε)]−1. That is, K is computed by solving nv206

linear equations (Lw j = bT
j , j = 1, . . . ,nv), where only the right hand side b j is varying. Therefore, in207

performing the computations L†bT
j , the same factorization of L can be reused multiple times, reducing the208

computational cost further.209

A pseudocode of the method for deriving a new topology by optimally selecting pipes to close off210

is presented in Algorithm 1. For clarity of notation, in (16) and (17), we show the approach by computing211

flow and velocity perturbations at a single time instant. In Algorithm 1, by simply iterating over all sampling212

points in time and associated demand values, the velocities are computed over any temporal range of interest.213
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Algorithm 1 LODF based algorithm for optimally closing isolation valves
Input: network data, threshold velocity vmin,

1: while ∃ valves to close & k ≤ |Nv| do
2: Set k = 1
3: for all time steps t in a peak demand period T do
4: Compute K and ∆q (16) using a single hydraulic simulation
5: Compute vnew using (17)
6: end for
7: Rank valves in Nv by the number or length of pipes experiencing maximum velocities in vnew greater

than vmin (eg. using a Sorting algorithm); remove valves that violate constraints from sorted candidate
set Nv

8: Close the highest ranked candidate valve which satisfies feasibility w.r.t. all physical and performance
constraints

9: Update network topology with closed valve
10: Set k to k+1
11: end while

RESULTS AND DISCUSSION214

Here we use an operational network model to analyse the efficacy of the proposed approach for increas-215

ing self-cleaning capacity in a WDS; the LODF based algorithm for optimally choosing isolation valves216

(Algorithm 1) is applied to the Purmerend network from the Netherlands shown in Figure 1. This network217

is chosen because we have experimental results for validating the new algorithm by comparing the results218

with what is reported in Blokker et al. (2011) and references therein. All computations were performed219

within MATLAB R2013b-64 bit for Windows 7.0 installed on a 2.4 GHz Intel R© Xeon(R) CPU E5-2665 0220

with 16 Cores. A null space hydraulic solver (Abraham and Stoianov 2016) was used to check feasibility of221

valve closures in Algorithm 1.222

For the all-pipes model of the Dutch network in Purmerend, details on the pipe characteristics and de-223

mands can be found in Blokker et al. (2010a) and Blokker et al. (2011). In order to generate the demand224

patterns using SIMDEUM, area specific data on households (eg. house hold sizes and age distribution of225

residents) was used (Blokker et al. 2010a). The set of pipes (Nc) considered for increasing self-cleaning226

capacity are distribution pipes with diameters in the range 50mm–300mm; small pipes for customer con-227

nections are not considered. Large (transport) pipes are also not considered since their flow velocity is not228

impacted by the valve closures here. Algorithm 1 is used to identify the sections to close off by iteratively229

closing a single valve at a time.230

In Blokker et al. (2011), the network area shown in Figure 1 was made more branched by closing off231

sections of pipes in loops. In the original “looped” network, only 5% (respectively 2%) of distribution232
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FIG. 1: The Purmerend network with 58 isolation valves, depicted in black here (Blokker et al. 2010a;
Blokker et al. 2011).

pipes have velocities greater than 0.2 m/s (respectively 0.25m/s). This is shown by the black solid lines in233

Figure 2a. It was also shown in Blokker et al. (2011) that with some 5% of pipe sections closed, the network234

was made to have some 37% (respectively 30%) of pipes experiencing a maximum velocity above 0.2m/s235

(respectively 0.25m/s). We replicate these results in Figure 2a, where a bottom-up demand model with a236

36 second resolution is used to compute the cumulative frequency distribution (CFD) of maximum daily237

flow velocity (vmax) per distribution pipe segment. We also show in the same figure, the impact of closing238

valves to explicitly maximise the self-cleaning capacity via Algorithm 1, versus the already good choices239

in Blokker et al. (2011) that were based on engineering know-how. We note that by closing only 5 valves240

via Algorithm 1, 50% (respectively 40%) of distribution pipes experience vmax above 0.2m/s (respectively241

0.25m/s) in the reconfigured topology. With 10 Valves closed via Algorithm 1, the percentage of distribution242

pipes with vmax above 0.2m/s (respectively 0.25m/s) increases to 58% (respectively 50%).243

In Figure 3, we plot the pipe flow velocity at 8AM and the valves closed (dark red valves) to show244
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FIG. 2: (a) Cumulative frequency distributions (CDF) of maximum diurnal velocity per pipe length (i.e.
the fraction of distribution pipe lengths experiencing a maximum daily velocity vmax when the network is
made more branched by closing valves: via Algorithm 1 versus the configuration in Blokker et al. (2011),
bottom-up demand profiles used. Solid black lines show the CDF for the original looped network.(b) CDF
of maximum diurnal velocity per pipe length for the configurations in (a), when a top-down demand model
is used.

how the different branched topologies reroute flows. The line colors and thickness represent the magni-245

tude of the flow velocities. The results from Algorithm 1 are also positive when considering robustness to246

extreme changes to operations (i.e. continuity of supply in case of failures) with respect to self-cleaning net-247

works (Agudelo-Vera et al. 2016). As shown in Agudelo-Vera et al. (2016), continuity of supply (measured248

as average customer minutes lost) is affected less for topologies with fewer valves closed.249

In Figure 2b, we show the CDF of maximum daily flow velocities across all pipes, computed using a250

top-down demand model with five minute time-steps and some spatial aggregation of patterns. Typically251

a TD model has time-steps of 15 minutes and multiplier patterns are allocated to nodes from pumping252

station data or from inlet flow measurements for sectorised networks, resulting in highly correlated demand253

patterns (Blokker 2010). The bottom-up approach, which aggregates demand from the household level, has254

been shown to give a much better representation of variability in residence times (Blokker 2010, Ch. 6)255

and more insight into flow reversals in looped networks (Blokker 2010, Ch. 8). In all cases, the top-down256

demand model underestimates the velocities; the percentage of distribution pipes with vmax above 0.2m/s257

(respectively 0.25m/s) is underestimated by 3% to 11% for the different cases (shown in Figure 2a and258

Figure 2b). This is, of course, not surprising since the coarser spatial and temporal demand details result in259
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0.01

0.2

0.3

m/s

(a) The original looped Purmerend network

(b) with 17 isolation valves closed as in Blokker et al. (2011) (c) with only 10 valves closed as optimally chosen by Algo-
rithm 1, using a self-cleaning velocity threshold of 0.2m/s.

FIG. 3: A comparison of maximum flow velocities at 8AM depicted via colour bar for the original looped
Purmerend network and branched topologies for SCC.

a less accurate computation of flows in each pipe segment compared to the bottom-up SIMDEUM demand260

model (Blokker et al. 2010b; Blokker et al. 2011), where each household connection is assigned a unique261

demand with an order higher temporal resolution; see al (Blokker et al. 2016) for a review of SIMDEUM262
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applications. This is in line with analysis in Blokker et al. (2010a) that employing stochastic end-user263

models in hydraulic simulations is more accurate in modelling flow velocities at detailed temporal and spatial264

scales. This is in contrast to top-down models that average demands both spatially and temporally, often265

simply based on yearly metered user data or by dividing flow into a discrete metered area ‘proportionally’266

by the number of users (Blokker 2010). In future, with the spatial proliferation of smart flow metres that267

capture different forms of water usage at high temporal precision, the more accurate (bottom-up) modelling268

of demand and associated cleaning capacity is envisaged. However, we note that in all the three cases the269

top-down model also reflects the progressively higher percentage of pipes that experience maximum flow270

velocities that are above the given threshold as the network is made more branched.271

In the branched topology of (Blokker et al. 2011) (shown here in Figure 3a), the 5% of pipe sections that272

are closed off using 17 valves experience stagnant water, the effect of creating these dead end water zones273

were deemed inconclusive in the experiments of (Blokker et al. 2011). Nonetheless, periodically refreshing274

the water in these ‘dead end’ zones was proposed. In the new branched topologies proposed by Algorithm 1275

(shown here in Figure 3b and Figure 3c), a smaller proportion of pipes are closed off for a similar percentage276

of pipe lengths that experience maximum velocities above a threshold. So, fewer pipe sections experience277

stagnant water or need to be refreshed periodically. For the new topologies with 5 (respectively 10) valves278

closed with Algorithm 1, only 2.1% (resp. 2.7 %) of pipe lengths experience stagnant water.279

By modelling SCC and explicitly maximising it in our approach, we have shown that better self-cleaning280

capacity can be achieved by closing off much fewer valves (eg. 5 valves vs 17 valves in Figure 2a). For smart281

water networks, it is now possible to automate valve closures as reported in the field experimental studies282

of Wright et al. (2015). For example, a process can be automated to shut-off the chosen pipe-sections at283

peak hours only, reducing the need or frequency of flushing an otherwise permanently closed sections as284

in (Blokker et al. 2011). By reducing the number of automated isolation valves needed for a given level of285

SCC, this approach will enable such implementations at a much lower cost of automation and maintenance.286

In the above, we have chosen the isolation valves to close using an extended time simulation with a single287

realisation of user demands. To test the robustness of the different chosen configurations against stochastic288

variations in demand, we simulate the flow velocities using ten different realisations from SIMDEUM.289

Figure 4 shows the profiles for the original network, the configuration in Blokker et al. (2011) with 17290

valves closed, and the configuration by Algorithm 1 with ten closed isolation valves. We note that the trend291

in Figure 2a is repeated in all realizations and conclude that performance of the new configurations are292

15



0 0.2 0.4 0.6 0.8 1 1.2

vmax(m/s)

0

0.2

0.4

0.6

0.8

1

C
D
F
(v

m
a
x
)

Empirical CDF (pipes: 50mm < diameter < 300mm)

FIG. 4: CFD’s of maximum daily flow velocities (vmax) in distribution pipe segments simulated with multiple
realisations of stochastic demands. The “bunch” of curves on the Left, Middle and Right (respectively) are
for the Original Looped Network, the configuration in Blokker et al. (2011) with 17 valves closed and 10
isolation valves closed via Algorithm 1 (respectively). Multiple SIMDEUM generated demand profiles used
to test robustness against stochastic variations in demand.

robust to day-to-day stochastic changes in demand. That is, the designs by Algorithm 1 have a similarly293

much higher percentage of pipe lengths experiencing maximum diurnal velocities above the self-cleaning294

threshold, compared to both the original looped network and the configuration in Blokker et al. (2011).295

The experimental studies of Dutch and Flemish (Belgian) networks in Blokker et al. (2011), where296

the distribution pipes in the networks studied are predominantly PVC and AC, have shown that velocities297

above the threshold of 0.2–0.25 m/s can keep those pipes clean. For this reason, we have used 0.2 m/s298

as an example self-cleaning velocity threshold in the topology optimisation and analysis above. However,299

the proposed approach for increasing SCC is not wedded to this value of 0.2 m/s. Since the self-cleaning300

velocities for different pipes and network conditions can vary (Husband and Boxall 2010), in future work301

studying other networks internationally, it is possible to consider different threshold velocities for each pipe302

in maximising SCC in equation (1). Note that in our formulation, the indicator function k(v j) in equation (2)303

is indexed for each pipe and so a different threshold velocity can be tailored for each pipe. This could be304

based on existing conditioning velocity for each pipe, pipe material type and other factors that arise from305
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ongoing research (Armand et al. 2015).306

Here we examine the sensitivity of the proposed algorithm and resulting topologies to this threshold307

velocity to show what happens to maximum velocities experienced across the network if we optimise self-308

cleaning capacity with different self-cleaning velocity thresholds. In Figure 5, we show the CDF of maxi-309

mum velocities per pipe length for the network, when a range of self-cleaning velocity thresholds are used.310

We see from the three sub-figures (from top to bottom), where the threshold velocities vmin used in the311

design are 0.2 m/s, 0.4 m/s and 0.6 m/s, (respectively), that a much higher percentage of pipe lengths expe-312

rience higher velocities in all cases compared to the original looped network. However, depending on this313

self-cleaning velocity threshold chosen, the topologies (i.e. the valves closed) and the resulting maximum314

velocity CDF’s are different. For example, if a threshold velocity of 0.4 m/s is used in the design (middle315

sub-figure), around 30% of pipe lengths experience velocities above 0.4 m/s compared to only approximately316

21% of pipe lengths experiencing velocities above 0.4 m/s when 0.2 m/s is used as a threshold self-cleaning317

velocity in the design (top sub-figure). This is expected as the middle design is explicitly optimising the318

length of pipes with maximum velocities above 0.4 m/s. However, the middle sub-figure also attains this319

at the expense of less pipe lengths experiencing velocities above 0.2 m/s; about 43% for the middle one320

compared to 53% for the top. Note also that only about 10% of pipe lengths experience maximum velocities321

above 0.6 m/s in the top design; whereas, about 23% of pipe lengths experience such velocities when the322

threshold used is 0.6 m/s (bottom sub-figure). Similarly, the bottom subfigure attains this at the expense of323

less pipe lengths experiencing velocities above 0.2 m/s; about 38% for the bottom topology compared to324

53% for the top. These results indicate that, for each pipe, we should ideally use as accurate a self-cleaning325

velocity threshold as possible.326

In all this, it is also worth commenting that increased SCC comes at the price of higher head losses327

associated with the increased velocities in more distribution pipes. Nonetheless, since we explicitly enforce328

feasibility for each valve closure (see Algorithm 1, line 8), we can guarantee that the trade-off between329

increases in maximum diurnal velocities and energy losses are acceptable for the network operator. In the330

simulations presented here, explicit minimum pressure constraints (of 150kPa) were imposed for all nodes.331

For water companies, it might not be cost-effective to introduce automatic control valve or manually332

operate valve because of capital and operational overheads. For this reason, there may be a preference333

to make more permanent alterations to the network, by taking out parts of pipes, instead of only closing334

them off with isolation valves. This approach would widen the search space for optimising the network on335
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FIG. 5: Sensitivity of the SCC to the threshold velocity used for self-cleaning topology design: cumulative
frequency distribution of fraction of pipe lengths experiencing a maximum daily velocity (vmax) when dif-
ferent self-cleaning velocity thresholds (vmin) are used in the design by Algorithm 1, results for closing 10
valves shown. Values of vmin: (top) 0.2 m/s , (middle) 0.4 m/s (bottom) 0.6 /s.

self-cleaning capacity and is an ongoing research topic. We also note that conventional network layouts,336

although not designed to have a self-cleaning capacity, may have been designed to optimise other objectives337

like continuity of supply and minimum pressure levels under changing circumstances (Agudelo-Vera et al.338

2016). The comparative stress test of different network configurations in Agudelo-Vera et al. (2016), shows339

that self-cleaning layouts may incur more head-losses but perform very well in terms of continuity of supply340

and water quality parameters. Future work will study how configurations optimised for SCC affect other341

objectives and scalability to more varied network types. The explicit inclusion of continuity of supply in a342

multi-objective codesign framework will be considered.343

CONCLUSION344
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In this paper, we build upon our expertise in the design and implementation of networks with dynamic345

topology control in the UK with the knowledge of discolouration processes and the design of self-cleaning346

capacity networks in Netherlands. We consider the proactive control of flow velocities to maximise the347

self-cleaning capacity (SCC) of water distribution systems under normal operations. This is done through348

an optimal change of the network topology by isolating loop pipes using valves. By formulating a new349

mathematical optimisation framework for SCC, we derive a scalable algorithm for computing the best set of350

valves to close so as to maximise SCC. Using our approach on a well studied operational network from the351

Netherlands, we show that significant increases in the percentage of pipe lengths that achieve a self-cleaning352

velocity threshold can be achieved by closing-off much fewer valves than already reported in the literature.353

Using stochastic demand models, we show that the new topologies also have robust performance under354

changing diurnal demand. Future work will investigate and expand the proposed framework to a broader set355

of networks from different countries and water utilities.356
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